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Foreword 

This Technical Specification (TS) has been produced by the 3"* Generation Partnership Project (3GPP). 

The contents of the present document are subject to continiung work within the TSG and may change following formal 
TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an 
identifying change of release date and an increase in version number as follows: 

Version x.y.z 

where: 

X the first digit: 

1 presented to TSG for information; 

2 presented to TSG for approval; 

3 or greater indicates TSG approved document under change control. 

y the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, 
updates, etc. 

z the third digit is incremented when editorial only changes have been incorporated in the document. 
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1 Scope 

The present document specifies requirements for support of Radio Resource Management for FDD. These requirements 
include requirements on measurements in UTRAN and the UE as well as requirements on node dynamical behaviour 
and interaction, in terms of delay and response characteristics. 



2 References 

The following documents contain provisions which, through reference in this text, constitute provisions of the present 
document. 

• References are either specific (identified by date of publication, edition number, version number, etc.) or 
non-specific. 

• For a specific reference, subsequent revisions do not apply. 

• For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including 
a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same 

Release as the present document. 



[I] 3GPP TS 25.304: "UE Procedures in Idle Mode and Procedures for Cell Reselection in Connected 
Mode" 

[2] 3GPP TS 25.21 1: "Physical channels and mapping of transport channels onto physical channels 

(FDD)". 

[3] 3GPP TS 25.101: "UE Radio transmission and reception (FDD)". 

[4] 3GPP TS 25.104: "BTS Radio transmission and reception (FDD)". 

[5] 3GPP TS 25.102: "UE Radio transmission and reception (TDD)". 

[6] 3GPP TS 25.105: "BTS Radio transmission and reception (TDD)". 

[7] 3GPP TS 25.212: 'Multiplexing and channel coding (FDD)'. 

[8] 3GPP TS 25.141: "Base station conformance testing (FDD)". 

[9] 3GPP TS 25.142: "Base station conformance testing (TDD)". 

[10] 3GPP TS 25.113: "Base station EMC". 

[I I] 3GPP TR 25.942: "RF System scenarios". 
[12] 3GPP TR 25.922: "RRM Strategies". 

[13] 3GPP TS 25.215: "Physical Layer Measurements (FDD)". 

[14] 3GPP TS 25.225: "Physical Layer Measurements (TDD)". 

[15] 3GPP TS 25.302: "Services provided by Physical Layer". 

[16] 3GPP TS 25.331: "RRC Protocol Specification". 

[17] ETSI ETR 273-1 -2: "Electromagnetic compatibility and Radio spectrum Matters (ERM); 

Improvement of radiated methods of measurement (using test sites) and evaluation of the 
corresponding measurement uncertainties; Part 1: Uncertainties in the measurement of mobile 
radio equipment characteristics; Sub-part 2: Examples and annexes" 

[18] 3GPP TS 25.214: "Physical layer procedures (FDD)" 

[19] 3GPP TS 25.321: "MAC protocol specification" 
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[20] 3GPP TS 25 .303 : "Interlayer Procedures in Connected Mode" 

[21] 3GPP TS 45.008: "Digital cellular telecommunications system (Phase 2+); Radio subsystem link 

control" 

[22] 3GPP TS 45.005: "Digital cellular telecommunications system (Phase 2+); Radio transmission and 

reception" 

[23] 3GPP TS 26.103: "Speech Codec List for GSM and UMTS" 

[24] 3GPP TS 34. 123- 1 : " User Equipment (UE) Conformance Specification; Part 1 : Protocol 

Conformance Specification" 



3 Definitions, symbols and abbreviations 
3.1 Definitions 

For the purposes of the present document, the following terms and definitions apply. 

The main general definitions strictly related to the Transmission and Reception characteristics but important also for 
the present document can be found in [3] for UE FDD, in [4] for BS FDD, in [5] for UE TDD, in [6] for BS TDD. 

Node B: A logical node responsible for radio transmission / reception in one or more cells to/from the User Equipment. 
Terminates the lub interface towards the RNC 

Power Spectral Density: The units of Power Spectral Density (PSD) are extensively used in this document. PSD is a 
function of power versus frequency and when integrated across a given bandwidth, the function represents the mean 
power in such a bandwidth. When the mean power is normalised to (divided by) the chip-rate it represents the mean 
energy per chip. Some signals are directly defined in terms of energy per chip, (DPCH_Ec, E^, OCNS_Ec and S- 
CCPCH_Ec) and others defined in terms of PSD (Iq, 1^^, I^^ and lor). There also exist quantities that are a ratio of energy 
per chip to PSD (DPCH_Ec/Ior, E^/lo^ etc.). This is the common practice of relating energy magnitudes in 
communication systems. 

It can be seen that if both energy magnitudes in the ratio are divided by time, the ratio is converted from an energy ratio 
to a power ratio, which is more useful from a measurement point of view. It follows that an energy per chip of X 
dBm/3.84 MHz can be expressed as a mean power per chip of X dBm. Similarly, a signal PSD of Y dBm/3.84 MHz can 
be expressed as a signal power of Y dBm. 



3.2 Symbols 

For the purposes of the present document, the following symbol applies: 



[...] 


Values included in square bracket must be considered for further studies, because it 




means that a decision about that value was not taken. 


CPICH_Ec 


Average energy per PN chip for the CPICH 


CPICH_Ec/ror 


The ratio of the transmit energy per PN chip of the CPICH to the total transmit power 




spectral density at the Node B antenna connector. 


CPICH_Ec/Io 


The ratio of the received energy per PN chip for the CPICH to the total received power 




spectral density at the UE antenna connector. 


DPCH_Ec/Ior 


The ratio of the transmit energy per PN chip of the DPCH to the total transmit power 




spectral density at the Node B antenna connector. 


Ec 


Average energy per PN chip. 


lo 


The total received power density, including signal and interference, as measured at the 




UE antenna connector. 


lob 


The total received power density, including signal and interference, as measured at the 




BS antenna cormector. 


loc 


The power spectral density (integrated in a noise bandwidth equal to the chip rate and 




normalized to the chip rate)of a band limited noise source (simulating interference from 




cells, which are not defined in a test procedure) as measured at the UE antenna 



connector. 
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lor 


The total transmit power spectral density (integrated in a bandwidth of (1+a) times the 




chip rate and normalized to the chip rate) of the downlink signal at the Node B antenna 




connector. 


lor 


The received power spectral density (integrated in a bandwidth of (1+a) times the chip 




rate and normalized to the chip rate) of the downlink signal as measured at the UE 




antenna connector. 


OCNS_Ec/Ior 


The ratio of the transmit energy per PN chip of the OCNS to the total transmit power 




spectral density at the Node B antenna connector. 


PCCPCH_Ec/Ior 


The ratio of the transmit energy per PN chip of the PCCPCH to the total transmit power 




spectral density at the Node B antenna connector. 


PENALTY_TIME Defined in TS 25.304, subclause 5.2.6.1.5 


PICH_Ec/Ior 


The ratio of the transmit energy per PN chip of the PICH to the total transmit power 




spectral density at the Node B antenna connector. 


Qhyst 


Defined in TS 25.304, subclause 5.2.6.1.5 


Qoffsets„ 


Defined in TS 25.304, subclause 5.2.6.1.5 


Qqualmin 


Defined in TS 25.304, subclause 5.2.6.1.5 


Qrxlevmin 


Defined in TS 25.304, subclause 5.2.6.1.5 


SCH_Ec/Ior 


The ratio of the transmit energy per PN chip of the SCH to the total transmit power 




spectral density at the Node B antenna connector. 


Sintersearch 


Defined in TS 25.304, subclause 5.2.6.1.5 


Sintrasearch 


Defined in TS 25.304, subclause 5.2.6.1.5 


SsearchRAT 


Defined in TS 25.304, subclause 5.2.6.1.5 


Tl 


Time period 1 


T2 


Time period 2 


TEMP_OFFSET 


Defined in TS 25.304, subclause 5.2.6.1.5 


Tre-establish-req 


The RRC Re-establishment delay requirement, the time between the moment when 




erroneous CRCs are applied, to when the UE starts to send preambles on the PRACH. 


Treselection 


Defined in TS 25.304, subclause 5.2.6.1.5 


UE_TXPWR_MAX_RACH Defined in TS 25.304, subclause 5.2.3.1.2. 


,3 Abbreviations 


For the purposes of the present document, the following abbreviations apply 


BER 


Bit Error Ratio 


BLER 


Block Error Ratio 


BS 


Base Station 


CFN 


Connection Frame Number 


CPICH 


Common Pilot Channel 


DL 


Down link (forward link) 


DPCH 


Dedicated Physical Channel 


DRX 


Discontinuous Reception 


FDD 


Frequency Division Duplex 


F-DPCH 


Fractional Dedicated Physical Channel 


OCNS 


Orthogonal Channel Noise Simulator, a mechanism used to simulate the users or control signals on 




the other orthogonal channels of a downlink. 


PCCPCH 


Primary Common Control Physical Channel 


PICH 


Paging Indicator Channel 


PIN 


Personal Identification Number 


PLMN 


PubUc Land Mobile Network 


RSCP 


Received Signal Code Power 


RRC 


Radio Resource Control 


RRM 


Radio Resource Management 


RSSI 


Received Signal Strength Indicator 


SCH 


Synchronisation Channel, power of SCH shall be divided equally between Primary and Secondary 




Synchronous channels. 


SEN 


System Frame Number 


SIR 


Signal to Interference ratio 


TDD 


Time Division Duplex 


TPC 


Transmit Power Control 


UE 


User Equipment 


UL 


Up link (reverse Unk) 



ETSI 



3GPP TS 25.133 version 7.4.0 Release 7 



16 



ETSI TS 125 133 V7.4.0 (2006-06) 



USIM Universal Subscriber Identity Module 

UTRA Universal Terrestrial Radio Access 

UTRAN Universal Terrestrial Radio Access Network 

3.4 Test tolerances 

The requirements given in the present document make no allowance for measurement uncertainty. The test specification 
34.121 and 25.141 define test tolerances. These test tolerances are individually calculated for each test. The test 
tolerances are then added to the limits in this specification to create test limits. The measurement results are compared 
against the test limits as defined by the shared risk principle. 

Shared Risk is defined in ETR 273 Part 1 sub-part 2 section 6.5. 



4 Idle Mode Tasks 
4.1 Cell Selection 



4.1.1 Introduction 

After a UE has switched on and a PLMN has been selected, the Cell selection process takes place, as described in 
TS25.304. This process allows the UE to select a suitable cell where to camp on in order to access available services. In 
this process the UE can use stored information {Stored information cell selection) or not {Initial cell selection). 



4.2 Cell Re-selection 

4.2.1 Introduction 

The cell reselection procedure allows the UE to select a more suitable cell and camp on it. 

When the UE is in either Camped Normally state or Camped on Any Cell state on a FDD cell, the UE shall attempt to 
detect, synchronise, and monitor intra-frequency, inter-frequency and inter-RAT cells indicated in the measurement 
control system information of the serving cell. UE measurement activity is also controlled by measurement rules 
defined in TS25.304, allowing the UE to limit its measurement activity if certain conditions are fulfilled. 

4.2.2 Requirements 

4.2.2.1 Measurement and evaluation of cell selection criteria S of serving cell 

The UE shall measure the CPICH Ec/Io and CPICH RSCP level of the serving cell and evaluate the cell selection 
criterion S defined in [1] for the serving cell at least every DRX cycle. The UE shall filter the CPICH Ec/Io and CPICH 
RSCP measurements of the serving cell using at least 2 measurements. Within the set of measurements used for the 
filtering, at least two measurements shall be spaced by, at least TmeasureFDD/2 (see table 4.1). 

If the UE has evaluated in Nserv consecutive DRX cycles that the serving cell does not fulfil the cell selection criterion S, 
the UE shall initiate the measurements of all neighbour cells indicated in the measurement control system information, 
regardless of the measurement rules currently limiting UE measurement activities. 

If the UE has not found any new suitable cell based on searches and measurements of the neighbour cells indicated in 
the measurement control system information for 12 s, the UE shall initiate cell selection procedures for the selected 
PLMN as defined in [1]. 

After this 12 s period a UE in CelkPCH or URA_PCH is considered to be 'out of service area' and shall perform actions 

according to 25.331. 

On transition from CELL_DCH to CELL_PCH/URA_PCH, if a UE cannot find a suitable UTRA cell, then it is 
considered to be 'out of service area' and shall perform actions according to [16]. 
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If the S criterion of the serving cell is no longer fulfilled, the UE may suspend MBMS reception if necessary to improve 
the UE"s ability to find a suitable cell. 

If the S criterion of the serving cell is fulfilled, the measurement requirements when a MBMS reception is active are 
specified in sections 4.2.2.2 and 4.2.2.9. 

4.2.2.2 Measurements of intra-frequency cells 

The UE shall measure CPICH Ec/Io and CPICH RSCP at least every TmeasureFOD (see table 4.1) for intra-frequency cells 
that are identified and measured according to the measurement rules. TmcasurcFOD is defined in Table 4.1. The UE shall 
filter CPICH Ec/lo and CPICH RSCP measurements of each measured intra-frequency cell using at least 2 
measurements. Within the set of measurements used for the filtering, at least two measurements shall be spaced by at 
least Tn^surePDD/2. 

The filtering shall be such that the UE shall be capable of evaluating that an intra-frequency cell has become better 
ranked than the serving cell within TevaiuateFoo (see table 4.1), from the moment the intra-frequency cell became at least 
3 dB better ranked than the current serving cell, provided that Treselection timer is set to zero and either CPICH Ec/Io 
or CPICH RSCP is used as measurement quantity for cell reselection. 

If Treselection timer has a non zero value and the intra-frequency cell is better ranked than the serving cell, the UE shall 
evaluate this intra-frequency cell for the Treselection time. If this cell remains better ranked within this duration, then 
the UE shall reselect that cell. 

If the UE is receiving the MTCH, the UE shall to be able to identify new intra-frequency cells and take them into use 
for MTCH combining purposes as defined in section 8.4.2.2.1 

4.2.2.3 Measurements of inter-frequency FDD cells 

The UE shall measure CPICH Ec/Io and CPICH RSCP at least every (Ncamer-1) * TmeasureFoo (see table 4. 1) for inter- 
frequency cells that are identified and measured according to the measurement rules. The parameter N(.a„ier is the 
number of carriers used for FDD cells. The UE shall filter CPICH Ec/lo and CPICH RSCP measurements of each 
measured inter-frequency cell using at least 2 measurements. Within the set of measurements used for the filtering, at 
least two measurements shall be spaced by at least TmeasureFDD/2. 

If CPICH Ec/Io is used as measurement quantity for cell reselection, the filtering shall be such that the UE shall be 
capable of evaluating that an already identified inter-frequency cell has become better ranked than the serving cell 
within (Ncairier-l) * TevaiuateFDD (sec table 4.1) from the moment the inter-frequency cell became at least 3 dB better than 
the current serving cell provided that Treselection timer is set to zero. For non-identified inter-frequency cells, the 
filtering shall be such that the UE shall be capable of evaluating that inter-frequency cell has become better ranked than 
the serving cell within 30 s from the moment the inter-frequency cell became at least 3 dB better ranked than the current 
serving cell provided that Treselection timer is set to zero. 

If CPICH RSCP is used as measurement quantity for cell reselection, the filtering shall be such that the UE shall be 
capable of evaluating that an already identified inter-frequency cell has become better ranked than the serving cell 
within (Ncarrier-l) * TevaiuateFDD from the moment the inter-frequency cell became at least 5 dB better than the current 
serving cell provided that Treselection timer is set to zero. For non-identified inter-frequency cells, the filtering shall be 
such that the UE shall be capable of evaluating that inlcr-frcquency cell has become better ranked than the serving cell 
within 30 s from the moment the inter-frequency cell became at least 5 dB better ranked than the current serving cell 
provided that Treselection timer is set to zero. 

If Treselection timer has a non zero value and the inter-frequency cell is better ranked than the serving cell, the UE shall 
evaluate this inter-frequency cell for the Treselection time. If this cell remains better ranked within this duration, then 
the UE shall reselect that cell. 

4.2.2.4 Measurements of inter-frequency TDD cells 

The requirements in this section shall apply to UE supporting FDD and TDD. 

The UE shall measure P-CCPCH RSCP at least every NcarrierXDD * TmeasureiDD (see table 4.1) for inter- frequency TDD 
cells that are identified and measured according to the measurement rules. The parameter NcameiTDD is the number of 
carriers used for inter-frequency TDD cells. The UE shall filter P-CCPCH RSCP measurements of each measured inter- 
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frequency TDD cell using at least 2 measurements. Within the set of measurements used for the filtering, at least two 

measurements shall be spaced by at least Tn,easureTDD/2. 

The filtering of PCCPCH RSCP shall be such that the UE shall be capable of evaluating that an already identified inter- 
frequency TDD cell has become better ranked than the serving cell within NcamerTDD* TevaiuateXDD from the moment the 
inter-frequency TDD cell became at least 5 dB better ranked than the current serving cell provided that Treselection 
timer is set to zero. For non-identified inter-frequency TDD cells, the filtering shall be such that the UE shall be capable 
of evaluating that an inter-frequency TDD cell has become better ranked than the serving cell within 30 s from the 
moment the inter-frequency TDD cell became at least 5 dB better ranked than the current serving cell provided that 
Treselection timer is set to zero. 

If Treselection timer has a non zero value and the inter-frequency TDD cell is better ranked than the serving cell, the 
UE shall evaluate this inter-frequency TDD cell for the Treselection time. If this cell remains better ranked within this 
duration, then the UE shall reselect that cell. 

4.2.2.5 Measurements of inter-RAT GSM cells 

The UE shall measure the signal level of the GSM BCCH carrier of each GSM neighbour cell indicated in the 
measurement control system information of the serving cell, according to the measurement rules defined in [1], at least 
every TmeasmcGSM (see table 4.1). The UE shall maintain a running average of 4 measurements for each GSM BCCH 
carrier. The measurement samples for each cell shall be as far as possible uniformly distributed over the averaging 
period. 

If GSM measuremenst are required by the measurement rules in [1], the UE shall attempt to verify the BSIC at least 
every 30 seconds for each of the 4 strongest GSM BCCH carriers and rank the verified GSM BCCH cells according to 
the cell reselection criteria defined in [1]. If a change of BSIC is detected for one GSM cell then that GSM BCCH 
carrier shall be treated as a new GSM neighbour cell. 

If the UE detects a BSIC, which is not indicated in the measurement control system information, the UE shall not 
consider that GSM BCCH carrier in cell reselection. The UE also shall not consider the GSM BCCH carrier in cell 
reselection, if the UE cannot demodulate the BSIC of that GSM BCCH carrier. 

If Treselection timer has a non zero value and the inter-RAT GSM cell is better ranked than the serving cell, the UE 
shall evaluate this inter-RAT GSM cell for the Treselection time. If this cell remains better ranked within this duration, 
then the UE shall reselect that cell. 

4.2.2.6 Evaluation of cell re-selection criteria 

The UE shall evaluate the cell re-selection criteria defined in TS 25.304 for the cells, which have new measurement 

results available, at least every DRX cycle. 

UE shall perform cell reselection immediately after the UE has found a higher ranked suitable cell, unless less than 1 
second has elapsed from the moment the UE started camping on the serving cell. The ranking of the cells shall be made 
according to the cell reselection criteria specified in TS25.304. 

4.2.2.7 Maximum interruption in paging reception 

UE shall perform the cell re-selection with minimum interruption in monitoring downlink channels for paging 
reception. 

At intra-frequency cell re-selection, the UE shall monitor the downlink of serving cell for paging reception until the UE 
is capable to start monitoring downlink channels of the target intra-frequency cell for paging reception. The interruption 
time shall not exceed 50 ms. 

At inter-frequency and inter-RAT cell re-selection, the UE shall monitor the downlink of serving cell for paging 
reception until the UE is capable to start monitoring downlink channels for paging reception of the target inter- 
frequency cell. For inter-frequency cell re-selection the interruption time must not exceed - Tsi + 50 ms. For inter-RAT 
cell re-selection the interruption time must not exceed Tbcch + 50 ms. 

Tsi is the time required for receiving all the relevant system information data according to the reception procedure and 
the RRC procedure delay of system information blocks defined in 25.331 for a UTRAN cell. 

Tbcch is the maximum time allowed to read BCCH data from a GSM cell [21]. 
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These requirements assume sufficient radio conditions, so that decoding of system information can be made without 
errors and does not take into account cell re-selection failure. 



Tabl6 4.1 : TmeasureFOO, TevaluateFDD, TmeasureTDD, TevaluateTDD, and TmeasureGSM 



DRX cycle 


Nserv 


TmeasureFDD [s] 


TevaluateFDD [S] 


TmeasureTDD [S] 


TevaluateTDD [s] 


TmeasureGSM [s] 


length [s] 


[number of 


(number of 


(number of 


(number of 


(number of 


(number of 




DRX cycles] 


DRX cycles) 


DRX cycles) 


DRX cycles) 


DRX cycles) 


DRX cycles) 


0.08 


4 


0.64 (8 DRX 


2.56 (32 DRX 


0.64 (8 DRX 


2.56 (32 DRX 


2.56 (32 DRX 






cycles) 


cycles) 


cycles) 


cycles) 


cycles) 


0.16 


4 


0.64 (4) 


2.56 (16) 


0.64 (4) 


2.56 (16) 


2.56 (16) 


0.32 


4 


1 .28 (4) 


5.12 (16) 


1 .28 (4) 


5.12 (16) 


5.12 (16) 


0.64 


4 


1.28 (2) 


5.12 (8) 


1 .28 (2) 


5.12 (8) 


5.12 (8) 


1.28 


2 


1.28(1) 


6.4 (5) 


1.28(1) 


6.4 (5) 


6.4 (5) 


2.56 


2 


2.56(1) 


7.68 (3) 


2.56 (1) 


7.68 (3) 


7.68 (3) 


5.12 


1 


5.12(1) 


10.24 (2) 


5.12(1) 


10.24 (2) 


10.24 (2) 



In idle mode, UE shall support DRX cycles lengths 0.64, 1.28, 2.56 and 5.12 s, according to [16]. 

4.2.2.8 Number of cells in cell lists 

For idle mode cell re-selection purposes, the UE shall be capable of monitoring: 
32 intra-frequency cells (including serving cell), and 

- 32 inter-frequency cells, including 

- FDD cells on maximum 2 additional carriers, and 

- Depending on UE capabiUty, TDD cells distributed on up to 3 TDD carriers, and 

- Depending on UE capabiUty, 32 GSM cells distributed on up to 32 GSM carriers, 
as indicated in cell information Usts sent in system information (BCCH). 

4.2.2.9 Additional requirements for measurement of inter-frequency and inter-RAT 
cells when MBMS reception is active 

If an MBMS service is being received then the following requirements additionally apply: 

When the UE is receiving MTCH and the UE evaluates that the cell re-selection measurement rules in 25.304 indicate 
that inter-frequency or inter-RAT GSM measurements are not required to be made, the UE shall not perform the 
corresponding inter-frequency or inter-RAT GSM measurements. 

When the UE is receiving MTCH and the UE evaluates that the cell re-selection measurement rules in 25.304 indicate 
that inter-frequency or inter-RAT GSM measurements are required to be made, and the UE needs to interrupt MTCH 
reception to make inter-frequency or inter-RAT GSM measurements, an individual interruption of MTCH reception 
shall not exceed 12.5% of an MTCH TTI from a single arbitrary cell from which the MTCH is received. 

The total interruption time to the MTCH reception due to inter-frequency measurements shall not exceed a total of 

20 ms every Tmeasure, FDD for measuring known FDD inter-frequency neighbours, and 

- 300 ms every 30 seconds for searching for new FDD inter-frequency cells for each inter-frequency carrier 
frequency 

There are no corresponding limitations on the total interruption time to the MTCH reception due to inter-RAT GSM 
measurements 

The UE shall ensure that inter-frequency measurement or inter-RAT GSM measurement interruptions do not overlap 
constantly with the periodic MCCH transmissions. 
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5 UTRAN Connected mode mobility 

This section contains the requirements on the mobiUty procedures in UTRAN connected mode such as handover and 
cell re-selection. 

Requirements related to the measurements in support of the execution of the UTRAN connected mode mobility 
procedures are specified, currently not necessarily for all UTRAN connected mode states, in section 8 . 

The radio Unks the UE shall use are controlled by UTRAN with RRC signalling. 

UE behaviour in response to UTRAN RRC messages is described in TS25.331. 

The purpose of Cell reselection in CELL_FACH, CELL_PCH and URA_PCH states is that the UE shall select a better 
cell according to the cell reselection criteria in TS 25.304. CELL_FACH, CELL_PCH and URA_PCH states are 
described in TS 25.331. 

5.1 FDD/FDD Soft Handover 

5.1.1 Introduction 

Soft handover is a function in which the UE is connected to several UTRAN access points at the same time. Addition 
and/or release of radio links are controlled by the ACTIVE SET UPDATE procedure. 

The soft handover function includes a measurement phase, a decision algorithm in UTRAN and the ACTIVE SET 
UPDATE procedure. 

5.1.2 Requirements 

5.1.2.1 Active set dimension 

The UE shall be capable of supporting at least 6 radio links in the active set. 

For E-DCH the UE shall be capable of supporting a sub-set of the 6 radio hnks in the active set. The subset shall consist 
of the Serving E-DCH radio hnk and up to 3 additional E-DCH radio links. The 3 additional radio Unks can either be 
from the Serving E-DCH radio link set or can be Non-Serving radio links. The Serving E-DCH radio Unk, the Serving 
E-DCH radio link set and Non-Serving E-DCH radio Unks are defined in [15]. 

5.1 .2.2 Active set update delay 

The active set update delay is defined as the time from when the UE has received the ACTIVE SET UPDATE message 
from UTRAN, or at the time stated through the activation time when to perform the active set update, to the time when 
the UE successfully uses the set of radio links stated in that message for power control. 

The active set update delay is depending on the number of known cells referred to in the ACTIVE SET UPDATE 
message. A cell is known if it has been measured by the UE during the last 5 seconds and the SFN of the cell has been 
decoded by the UE. 

And the phase reference is the primary CPICH. 

The active set update delay shall be less than 50+10*KC+100*OC ms, where 

KC is the number of known cells in the active set update message. 

OC is the number of ceUs that are not known in the active set update message. 

If the UE have radio links in the active set that it can not use for data detection (due to low signal level), the UE shall at 
least every 150 ms search for the radio link 
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5.1 .2.3 Interruption Time 

The UE shall not interrupt the data flow when adding, changing or removing radio hnks to the active set. 

5.2 FDD/FDD Hard Handover 

5.2.1 Introduction 

The hard handover procedure is initiated from UTRAN with a RRC message that imphes a hard handover, see TS 
25.331 section 8.3.5. 

5.2.2 Requirements 

5.2.2.1 Hard liandover delay 

Procedure delay for all procedures, that can command a hard handover, are specified in TS25.331 section 13.5.2. 

When the UE receives a RRC message implying hard handover with the activation time "now" or earlier than RRC 
procedure delay seconds from the end of the last TTl containing the RRC command, the UE shall be ready to start the 
transmission of the new uplink DPCCH within Dhandover seconds from the end of the last TTl containing the RRC 
command. 

If the access is delayed to an indicated activation time later than RRC procedure delay seconds from the end of the last 
TTl containing the RRC command, the UE shall be ready to start the transmission of the new uplink DPCCH at the 
designated activation time + interruption time. 

where: 

Dhandover equals the RRC procedure delay defined in TS25.331 Section 13.5.2 plus the interruption time stated in section 
5.2.2.2. 

5.2.2.2 Interruption time 

The interruption time, i.e. the time between the last TTl containing a transport block on the old DPDCH and the time 
the UE starts transmission of the new uplink DPCCH, is depending on whether the target cell is known for the UE or 
not. 

If intra-frequency hard handover is commanded or inter-frequency hard handover is commanded when the UE does not 
need compressed mode to perform inter-frequency measurements, and if higher layers do not indicate that the UE shall 
not perform any synchronisation procedure for timing maintained intra- or inter-frequency hard handover, the 
interruption time shall be less than Tjjj^gj.j^p^ 

Tinterruptl=Tiu+Tsync+20*KC+150*OC + 10*F„axnis 

where 

Tiu is the interruption uncertainty when changing the timing from the old to the new cell. T^j can be up to one 
frame (10 ms). 

KC is the number of known target cells in the message, and 

OC is the number of target cells that are not known in the message. 

Fmax denotes the maximum number of radio frames within the transmission time intervals of all transport 
channels that are multiplexed into the same CCTrCH. 

Tsync is the time required for measuring the downlink DPCCH channel as stated in TS 25.214 section 4.3.1.2. In 
case higher layers indicate the usage of a post- verification period Tsy„(,=0 nis. Otherwise Tsync=40 ms. 

In the interruption requirement Tjjj(gj.j.yp(j a cell is known if it has been measured by the UE during the last 5 seconds 
and the SEN of the cell has been decoded by the UE. 
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If inter-frequency hard handover is commanded and the UE needs compressed mode to perform inter-frequency 
measurements and if higher layers do not indicate that the UE shall not perform any synchronisation procedure for 
timing maintained intra- or inter-frequency hard handover, the interruption time shall be less than Tjjj^gjjypj2 

Tinterrupt2 = Tiu+T,y„e+50*KC+150*OC + 10*F„,, ms 

In the interruption requirement Tjjjtgjjypj2 a cell is known if: 

- the cell has been measured by the UE during the last 5 seconds. 

If intra-frequency hard handover is commanded or if inter-frequency hard handover is commanded when the UE does 
not need compressed mode to perform inter-frequency measurements, and if higher layers do indicate that the UE shall 
not perform any synchronisation procedure for timing maintained intra- or inter-frequency hard handover, the 
interruption time shall be less than Tjjj(^gj^p(^3 

Tinterrupt3=20*KC+150*OC +10*F„ax ms 

In the interruption requirement Tjjjtgjjypt3 a cell is known if: 

the cell has been measured by the UE during the last 5 seconds or the timing of the cell is signalled from higher 
layers by the signal 'Reference time difference to cell' in [16], with the signalled accuracy lower than or equal to 
40 chips. 

If inter-frequency hard handover is commanded and if higher layers do indicate that the UE shall not perform any 
synchronisation procedure for timing maintained intra- or inter-frequency hard handover, the interruption time shall be 
less than Tijiterrupt4 

Tinterrupt4=50*KC+150*OC +10*F„ax ms 
In the interruption requirement Tj^^g^^^p^4 a cell is known if: 

- the cell has been measured by the UE during the last 5 seconds or the timing of the cell is signalled from higher 
layers by the signal 'Reference time difference to cell' in [16], with the signalled accuracy lower than or equal to 
40 chips. 

The phase reference is the primary CPICH. 

The requirements in this section assume that N312 has the smallest possible value i.e. only one insync is required. 

5.3 FDD/TDD Handover 

5.3.1 Introduction 

The purpose of FDD/TDD handover is to change the radio access mode from FDD to TDD. The FDD/TDD handover 
procedure is initiated from UTRAN with a RRC message that implies a hard handover as described in [16]. 

5.3.2 Requirements 

The requirements in this section shall apply to UE supporting FDD and TDD. 

5.3.2.1 FDD/TDD handover delay 

RRC procedure performance values for all RRC procedures, that can command a hard handover, are specified in [16]. 

When the UE receives a RRC message implying FDD/TDD handover with the activation time "now" or earlier than 
RRC procedure delay seconds from the end of the last TTI containing the RRC command, the UE shall be ready to start 
the transmission of the new uplink DPCH within Dhandover seconds from the end of the last TTI containing the RRC 
command. 
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If the access is delayed to an indicated activation time later than RRC procedure delay seconds from the end of the last 
TTI containing the RRC command, the UE shall be ready to start the transmission of the new uplink DPCH at the 
designated activation time + interruption time. 

where: 

Dhandover equals the RRC procedure performance value as defined in [16] plus the interruption time stated in section 
5.3.2.2. 

5.3.2.2 Interruption time 

The interruption time, i.e. the time between the end of the last TTI containing a transport block on the old DPDCH and 
the time the UE starts transmission of the new uplink DPCH, is dependent on whether the target cell is known for the 
UE or not. 

If FDD/TDD handover is commanded, the interruption time shall be less than, 

T,nterrupt= T„a,e,+TuL+30*FsFN+20*KC+180*UC+10*F^, ms 

where, 

Toffset Equal to 10 ms, the frame timing uncertainty between the old cell and the target cell and the time 

that can elapse until the appearance of a Beacon channel 

TuL Equal to 10 ms, the time that can elapse until the appearance of the UL timeslot in the target cell 

FsFN Equal to 1 if SFN decoding is required and equal to otherwise 

KC Equal to 1 if a known target cell is indicated in the RRC message implying FDD/TDD handover 

and equal to otherwise 

UC Equal to 1 if an unknown target cell is indicated in the RRC message implying FDD/TDD 

handover and equal to otherwise 

Fmax denotes the maximum number of radio frames within the transmission time intervals of all 

transport channels that are multiplexed into the same CCTrCH. 

An inter-frequency TDD target cell shall be considered known by the UE, if the target cell has been measured by the 
UE during the last 5 seconds. 

The interruption time requirements for an unknown target cell shall apply only if the signal quality of the unknown 
target cell is sufficient for successful synchronisation with one attempt. 

5.4 FDD/GSM Handover 
5.4.1 Introduction 

The purpose of inter-RAT handover from UTRAN FDD to GSM is to transfer a connection between the UE and 
UTRAN FDD to GSM. The handover procedure is initiated from UTRAN with a RRC message (HANDOVER FROM 
UTRAN COMMAND). The procedure is described in TS25.331 section 8.3.7. 

Compressed mode according to the UE CapabiUty may be used to be able to make measurements on GSM. 
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5.4.2 Requirements 

The requirements in this section shall apply to UE supporting FDD and GSM. 

The requirements given below in Tables 5.2 and 5.3 for the case where the UE has not synchronised to the GSM cell 
before receiving the HANDOVER FROM UTRAN COMMAND are vahd when the signal quality of the GSM cell is 
sufficient for successful synchronisation with one attempt. If the UE is unable to synchronise to the GSM cell on the 
first attempt, it shall continue to search for synchronisation information for up to 800 ms. If after 800 ms the UE has not 
synchronised to the GSM cell it shall follow the handover failure procedure specified in [16]. 

5.4.2.1 Handover delay 

When the UE receives a RRC HANDOVER FROM UTRAN COMMAND with the activation time "now" or earlier 
than RRC procedure delay (see below) from the end of the last TTI containing the RRC command, the UE shall be 
ready to transmit (as specified in GSM 45.010) on the channel of the new RAT within the value in table 5.2 from the 
end of the last TTI containing the RRC command. 

If the access is delayed to an indicated activation time later than RRC procedure delay from the end of the last TTI 
containing the RRC command, the UE shall be ready to transmit (as specified in GSM 45.010) on the channel of the 
new RAT at the designated activation time + interruption time. 

The UE shall process the RRC procedures for the RRC HANDOVER FROM UTRAN COMMAND within 50 ms, 
which is noted as RRC procedure delay. If the activation time is used, it corresponds to the CFN of the UTRAN 
channel. 



Table 5.2: FDD/GSM handover -handover delay 



UE synchronisation status 


handover delay [ms] 


The UE has synchronised to the GSM cell before the 
HANDOVER FROM UTRAN COMMAND is received 


90 


The UE has not synchronised to the GSM cell before 
the HANDOVER FROM UTRAN COMMAND is received 


190 



5.4.2.2 Interruption time 

The interruption time, i.e. the time between the end of the last TTI containing a transport block on the old channel and 
the time the UE is ready to transmit on the new channel, shall be less than The value in table 5.3. 



Table 5.3: FDD/GSM handover - interruption time 



Synchronisation status 


Interruption time [ms] 


The UE has synchronised to the GSM cell before the 
HANDOVER FROM UTRAN COMMAND is received 


40 


The UE has not synchronised to the GSM cell before 
the HANDOVER FROM UTRAN COMMAND is received 


140 



5.5 Cell Re-selection in CELL_FACH 

5.5.1 Introduction 

The UE shall evaluate the cell re-selection criteria specified in TS 25.304, based on radio measurements, and if a better 
cell is found that cell is selected. 

5.5.2 Requirements 

The Cell reselection delays specified below are appUcable when the RRC parameter Treseiection is set to 0. Otherwise the 
Cell reselection delay is increased Treseiection s. 
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The measurements CPICH Ec/Io and CPICH RSCP shall be used for cell reselection in Cell-FACH state to another 
FDD cell, P-CCPCH RSCP shall be used for cell re-selection to a TDD cell and GSM carrier RSSI shall be used for cell 
re-selection to a GSM cell. The accuracies of the measurements used for a cell-reselection in an AWGN environment 
shall comply with the requirements in section 9. The measurements used for S-criteria and cell re-selection evaluation 
in CELL_FACH shall be performed according to section 8.4. 

5.5.2.1 Cell re-selection delay 

For UTRA FDD the cell re-selection delay is defined as the time between the occurrence of an event which will trigger 
Cell Reselection process and the moment in time when the UE starts sending the the preambles on the PRACH for 
sending RRC CELL UPDATE message to the UTRAN. 

For UTRA TDD, the cell re-selection delay is defined as the time between the occurrence of an event which will trigger 
the cell re-selection process and the moment in time when the UE starts sending the RRC CELL UPDATE message to 
the UTRAN on the RACH. 

For GSM the cell re-selection delay is defined as the time between the occurrence of an event which will trigger Cell 
Reselection process and the moment in time when the UE starts sending the random access in the target cell of the new 
RAT. 

5.5.2.1 .1 Intra frequency cell reselection 

The cell re-selection delay in CELL_FACH state to a cell in the same frequency shall be less than 

'^reselection, intra ~ '^identify, intra '^lU + 20 + Tgj -|- Tjj^ ms 

where 

Tidentify, intra is Specified in 8.4.2.2. 1 . 

Tiu is the interruption uncertainty when changing the timing from the old to the new cell. Tju can be up to one 
frame (10 ms). 

Tsi= The time required for receiving all the relevant system information data according to the reception 
procedure and the RRC procedure delay of system information blocks defined in 25.331 for a UTRAN cell.. 

Tra= The additional delay caused by the random access procedure. 

If a cell has been detectable at least Titientify,intra> the cell reselection delay in CELL_FACH state to a cell in the same 
frequency shall be less than 

'^reselection, intra ~ '^Measurement_Period Intra '^lU + 20 + Tgj -|- mS 

where 

TMeasurement,Period Intra = Specified in 8.4.2.2.2. 

These requirements assume radio conditions to be sufficient, so reading of system information can be done without 
errors. 

5.5.2.1 .2 Inter frequency cell reselection 

The cell re-selection delay in CELL_FACH state to a FDD cell on a different frequency shall be less than 

^reselection, inter ~ Tidentify;, inter TjU + 20 + Tgj -|- Tjj^ mS 

.where 

T.dentify, inter IS Specified in 8.4.2.3.1. 

Tru is the interruption uncertainty when changing the timing from the old to the new cell. Tnj can be up to one 
frame (10 ms). 
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Tsi = The time required for receiving all the relevant system information data according to the reception 
procedure and the RRC procedure delay of system information blocks defined in 25.331 for a UTRAN cell.. 

Tra= The additional delay caused by the random access procedure. 

If a cell has been detectable at least Titie„,ify_ijiter. the cell reselection delay in CELL_FACH state to a FDD cell on a 
different frequency shall be less than 

'^reselection, inter ~ '^Measurement, inter '^lU + 20 + Tgj + Tjj^ms 

where 

TMeasurement, inter = Specified in 8.4.2.3.2. 

These requirements assume radio conditions to be sufficient, so that reading of system information can be done without 
errors. 

5.5.2.1 .3 FDD-TDD cell reselection 

The requirements in this section shall apply to UE supporting FDD and TDD. 

The cell re-selection delay in CELL_FACH state in FDD to an inter frequency TDD cell shall be less than 

'^reselection, TDD ~ Tidentiiy TDD inter ^lU +20 + Tgj + Tjj^ ms 

where 

Tidentify, TDD inter IS Specified in 8.4.2.4. 1 . 

Tiu is the interruption uncertainty when changing the timing from the old to the new cell. T^j can be up to one 

frame (10 ms). 

Tgjis the time required for receiving all the relevant system information data according to the reception 
procedure and the RRC procedure delay of system information blocks defined in [16] for a UTRAN cell. 

Tra is the additional delay caused by the random access procedure. 

If a cell has been detectable at least Tyentify tdd inter, the cell re-selection delay in CELL_FACH state to an inter- 
frequency TDD cell shall be less than, 

'^reselection.TDD ~ '^Measurement TDD inter ^lU 20 + Tjj -|- Tj^ mS 

where 

TMeasurement TDD inter IS Specified in 8.4.2.4.1. 

These requirements assume radio conditions to be sufficient, so that reading of system information can be done without 
errors. 

5.5.2.1 .4 UTRAN-GSM Cell Reselection 

The cell re-selection delay in CELL_FACH state to a GSM cell shall be less than 

'^reselection, GSM ~ '^identify.GSM '^measurement, GSM + 40 -|- Tg^^y -|- Tj^^ mS 

Tbcch = the maximum time allowed to read BCCH data from GSM cell [21]. 
Tra= the additional delay caused by the random access procedure. 

where 

a) For UE requiring measurement occasions. 
Tidentify, GSM is Specified in 8.4.2.5.2.1 



ETSI 



3GPP TS 25.133 version 7.4.0 Release 7 



27 



ETSI TS 125 133 V7.4.0 (2006-06) 



N . 

'^measurement, GSM O ^ meas -* meai I 

^ GSM carrier RSSI 

where: 

Ncarriers is the number of GSM carriers in the Inter-RAT cell info list 
Ngsm carrier Rssi is Specified in 8.4.2.5.1. 
b) For UE not requiring measurement occasions 

Tidentify, GSM = 150 ms 
'^measurement, GSM = ™^ 



5.5.2.2 Interruption time 

The requirements on interruption time below is valid when the signal quality of the serving cell is good enough to allow 
decoding of the FACH channel during the cell reselection. 

5.5.2.2.1 FDD-FDD cell reselection 

The interruption time, i.e. the time between the last TTI the UE monitors the FACH channel on the serving cell and the 
time the UE starts transmit the preambles on the PRACH for sending the RRC CELL UPDATE message in the target 
cell. 

1) When intra-frequency cell reselection, or inter-frequency cell reselection when the UE does not need 
measurement occasion to perform inter-frequency measurements, occurs the interruption time shall be less than 

Tinterruptl 

^interruptl = Tiu+20+Tra ms 

where 

Tiu is the interruption uncertainty when changing the timing from the old to the new cell. Tju can be up to one 
frame (10 ms). 

Tra= The additional delay caused by the random access procedure. 

2) When inter-frequency cell reselection occurs and the UE needs measurement occasions to perform inter- 
frequency measurements, the interruption time shall be less than Tjjjjgjjupt2 

Tinterrupt2 = Tiu+20+Tsr+-TRA ms 

where 

Tsi= the time required for receiving all the relevant system information data according to the reception procedure 
and the RRC procedure delay of system information blocks defined in 25.331. 

5.5.2.2.2 FDD-TDD cell reselection 

The requirements in this section shall apply to UE supporting FDD and TDD. 

The interruption time, is defined as the time period between the last TTI the UE monitors the FACH on the serving cell 
and the time instant the UE starts to transmit the RRC CELL UPDATE message in the target inter-frequency TDD cell 
on the RACH. 

In case of inter-frequency cell reselection to a TDD cell and when the UE needs measurement occasions to perform 
inter-frequency TDD measurements, the interruption time shall be less than 

Tinterruptl, TDD = Tiu-H20+Tsr+-TRA ms 
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In case of inter-frequency cell reselection to a TDD cell and when the UE does not need measurement occasions to 
perform inter-frequency TDD measurements, the interruption time shall be less than 

Tinterrupt2, TDD = Tiu+20h-Tra ms 

where 

Tiu is the interruption uncertainty when changing the timing from the old to the new cell. Tju can be up to one 
frame (10 ms). 

Tsi is the time required for receiving all the relevant system information data according to the reception 
procedure and the RRC procedure delay of system information blocks defined in [16]. 

TraIs the additional delay caused by the random access procedure. 
5.5.2.2.3 FDD-GSM cell reselection 

The interruption time, i.e. the time between the last TTI the UE monitors the EACH channel and the time the UE starts 
transmit a RACH in the target GSM cell. 

When EDD-GSM cell reselection occurs the interruption time shall be less than Tjjjjgjjypj^ GSM 

Tinterrupt,GSM = 40 +Tbcch+Tra ms 

where 

Tbcch = the maximum time allowed to read BCCH data from the GSM cell [21]. 
Ti{A= The additional delay caused by the random access procedure. 

5.5.2.3 Measurement and evaluation of cell selection criteria S of serving cell 

The S-criteria detection delay is defined as the time between the occurrence of an event which leads to that the cell 
selection criteria S for serving cell is not fulfilled and the moment in time when the UE detects that the cell selection 
criteria S for serving cell is not fulfilled. 

The UE shall filter the CPICH Ec/Io and CPICH RSCP measurements used for cell selection criteria S evaluation of the 
serving cell over at least 3 measurement periods TMeasurement.Period intra- 

The S-critera detection delay in CELL_FACH state shall be less than: 

^s-criteria ~ 5 X T^g^^J.g|^JJ,_pgJj^,^J j^^^ mS 

where 

TMeasurement_Period Intra = Specified in 8.4.2.2.2. 

The UE is 'out of service area' if the UE has evaluated for 4 s that that the serving cell does not fulfil the cell selection 
criterion S and if the UE has not found any new suitable cell based on searches and measurements of the neighbour cells 
indicated in the measurement control system information during these 4 s. When the UE is 'out of service area' it shall 
initiate cell selection procedures for the selected PLMN as defined in [1]. 

On transition from CELL_DCH to CELL_FACH, if a UE cannot find a suitable UTRA cell, then it is considered to be 
'out of service area' and shall perform actions according to [16]. 

If the S criterion of the serving cell is no longer fulfilled, the UE may suspend MBMS reception if necessary to improve 
the UE"s abihty to find a suitable cell. 

If the S criterion of the serving cell is fulfilled, the measurement requirements when a MBMS reception is active are 
specified in section 8.4. 
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5.6 Cell Re-selection in CELL_PCH 

5.6.1 Introduction 

The UE shall evaluate the cell re-selection criteria specified in TS 25.304, based on radio measurements, and if a better 
cell is found that cell is selected. 

5.6.2 Requirements 

Requirements for cell re-selection in CELL_PCH are the same as for cell re-selection in idle mode, see section 4.2. UE 
shall support all DRX cycle lengths in table 4.1, according to [16]. 

5.7 Cell Re-selection in URA_PCH 

5.7.1 Introduction 

The UE shall evaluate the cell re-selection criteria specified in TS 25.304, based on radio measurements, and if a better 
cell is found that cell is selected. 

5.7.2 Requirements 

Requirements for cell re-selection in CELL_PCH are the same as for cell re-selection in idle mode, see section 4.2. UE 
shall support all DRX cycle lengths in table 4.1, according to [16]. 

5.8 RACH reporting 

5.8.1 Introduction 

The network may request the UE to report on RACH cell CPICH levels for the serving cell and up to 6 strongest 
monitored set cells and SFN-SFN observed time difference between the serving cell and up to 6 different monitored set 
cells. 

5.8.2 Requirements 

If all of the following conditions are true, the UE is allowed to have an additional delay of Nrach*50 ms in RACH 
transmission compared to the normal RACH transmission delay. 

- SFN-SFN observed time difference measurement results are required to be reported on RACH 

- The set of cells on which the SFN-SFN observed time difference measurement is to be reported has changed 
since the previous RACH measurement report 

The UE has not measured the SFN-SFN observed time differences for the cells to be reported on RACH in the 
CELL_FACH state according to the requirements defined in Section 8.4.2.2 

If at least one of the previous conditions is false, the UE shall be able to report the requested measurement results on 
RACH within a normal RACH transmission delay. 

Nrach is the number of cells requiring SEN decoding prior to the reporting of SFN-SFN observed time difference 
measurement results on RACH. 
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5.9 Inter-RAT cell change order from UTRAN in CELL_DCH 
and CELL_FACH 

5.9.1 Introduction 

The purpose of inter-RAT cell change order from UTRAN FDD to GSM is to transfer a connection between the UE and 
UTRAN FDD to GSJVI. This procedure may be used in CELL_DCH and CELL_FACH state. The cell change order 
procedure is initiated from UTRAN with a RRC message (CELL CHANGE ORDER FROM UTRAN). The procedure 
is described in TS25.331 section 8.3.1L 

5.9.2 Requirements 

The requirements in this section shall apply to UE supporting FDD and GSM. 

5.9.2.1 Delay 

When the UE receives a RRC CELL CHANGE ORDER FROM UTRAN COMMAND with the activation time "now" 
or earlier than the value in table 5.4 from the end of the last TTI containing the RRC conmiand, the UE shall start 
transmit the random access in the target cell of the new RAT within the value in table 5.4 from the end of the last TTI 
containing the RRC command. 

If the access is delayed to an indicated activation time later than the value in table 5.4 from the end of the last TTI 
containing the RRC conmiand, the UE shall start transmit the random access in the target cell of the new RAT at the 
designated activation time. 

The UE shall process the RRC procedures for the RRC CELL CHANGE ORDER FROM UTRAN COMMAND within 
50 ms. If the activation time is used, it corresponds to the CFN of the UTRAN channel. 



Table 5.4: Inter-RAT cell change order from UTRAN - delay 



UE synchronisation status 


deiay [ms] 


The UE has synchronised to the GSM cell before the CELL 
CHANGE ORDER FROM UTRAN COMMAND is received 


90 + Tbcch +Tra 


The UE has not synchronised to the GSM cell before the CELL 
CHANGE ORDER FROM UTRAN COMMAND is received 


1 90 + Tbcch+Tra 



where 

Tbcch = the maximum time allowed to read BCCH data from the GSM cell [21]. 
Tra = the additional delay caused by the random access procedure 

5.9.2.2 Interruption time 

The requirements on interruption time below is valid when the signal quality of the serving cell is good enough to allow 
decoding of the old channel during the inter-RAT cell change order from UTRAN delay. 

The interruption time, i.e. the time between the end of the last TTI containing a transport block that the UE is able to 
receive on the old chaimel and the time the UE starts transmit the random access in the target cell, shall be less than the 
value in table 5.5. The requirement in table 5.5 for the case, that UE is not synchronised to the GSM cell before the 
CELL CHANGE ORDER FROM UTRAN COMMAND is received, is valid when the signal quality of the GSM cell is 
good enough for successful synchronisation with one attempt. 
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Table 5.5: Inter-RAT cell change order from UTRAN - interruption time 



Synchronisation status 


Interruption time [ms] 


The UE has synchronised to the GSM cell before the CELL 
CHANGE ORDER FROM UTRAN COMMAND is received 


40 + Tbcch +Tra 


The UE has not synchronised to the GSM cell before the CELL 
CHANGE ORDER FROM UTRAN COMMAND is received 


1 40 + Tbcch+Tra 



where 

Tbcch = the maximum time allowed to read BCCH data from the GSM cell [21]. 
Tra = the additional delay caused by the random access procedure 

5.10 Serving HS-DSCH cell change 
5.10.3 Introduction 

The serving HS-DSCH procedure is initiated from UTRAN with a RRC message that implies a change of the serving 
HS-DSCH cell, see TS 25.331 section 8.2.2 

5.10.2 Requirements 

5.1 0.2.1 Serving HS-DSCH cell change delay 

Procedure delay for all procedures, that can command a HS-DSCH cell change are specified in TS25.331 section 
13.5.2. 

When the UE receives a RRC message implying HS-DSCH cell change with the activation time "now" or earUer than 
RRC procedure delay seconds from the end of the last TTI containing the RRC command, the UE shall be ready to 
receive the HS-SCCH channel from the new cell within Dceii_change seconds from the end of the last TTI containing the 
RRC command. 

If the access is delayed to an indicated activation time later than RRC procedure delay seconds from the end of the last 
TTI containing the RRC command, the UE shall be ready to start the transmission of the new uplink HS-DPCCH at the 
designated activation time + interruption time. 

where: 

DcciLchangc equals the RRC procedure delay defined in TS25.331 Section 13.5.2 plus the interruption time of receiving 
HS-DSCH data stated in section 5.10.2.2. 

5.10.2.2 Interruption time 

The HS-DSCH interruption time is the time between the last received TTI that can contain a transport block on the old 
HS-PDSCH and the time when the UE is ready to transmit CQI reports based on the quality of the new cell and the UE 
have started to receive the HS-SCCH of the new cell. The interruption time is depending on whether the target cell is 
known for the UE or not. 

If serving HS-DSCH cell change is coimnanded to a cell in the active set the HS-DSCH interruption time shall be less 
than Tjjj^gjjypj^ 

'^interruptl='^iu+22 ms 

If an active set update, which includes a cell into the active set where the cell is known, and serving HS-DSCH cell 
change is simultaneously commanded to the same cell the HS-DSCH interruption time shall be less than Tjjjtgjjypj2 

Tinterrupt2=Tru+42 ms 

where 
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Tju is the intemiption uncertainty when changing the timing from the old to the new cell. can be up to one subframe 
(2 ms). 

The phase reference is the primary CPICH. 

6 RRC Connection Control 

6.1 RRC Re-establishment 

6.1.1 Introduction 

RRC connection re-establishment is needed, when a UE in state CELL_DCH loses radio connection due to radio link 
failure. The procedure when a radio link failure occurs in CELL_DCH is specified in TS 25.33 1. 

6.1.2 Requirements 

The requirements in this section are applicable when the UE performs a RRC Re-establishment to a cell belonging to 
any of the frequencies present in the previous (old) monitored set. 

When the UE is in CELL_DCH state, the UE shall be capable of sending a CELL UPDATE message using the cause 
'radio Unk failure' within Tre.establish seconds from when the radio link failure occurred. 

Tre-establish equals the RRC procedure delay (Trrc-re-establish) according to TS25.331 plus the UE Re-estabUshment 
delay (Tue-re-establish-req), specified in 6.1.2.1. 

TrE-ESTABLISH= TRRC-RE-ESTABLISH+ Tue-RE-ESTABLISH-REQ 

6.1 .2.1 UE Re-establishment delay requirement 

The UE Re-estabUshment delay requirement (Tue_re.establish-req) is defined as the time between the moment when 
radio link failure is considered by the UE, to when the UE starts to send preambles on the PRACH. 

TuE-RE-ESTABLisH-REQ is depending on whether the target cell is known by the UE or not. A cell is known if either or both 
of the following conditions are true: 

- the UE has had radio Unks connected to the cell in the previous (old) active set 

the cell has been measured by the UE during the last 5 seconds. 

And the phase reference is the primary CPICH. 

The UE Re-estabhshment delay requirement Tue-re-establish-req shall be less than 

TuE-RE-ESTABLISH-REQ-KNOWN =50mS+Tseaj.(,ii + T^rH Tra 

in case that the target cell is known, and 

TuE-RE-ESTABLISH-REQ-UNKNOWN =50mS+Tsearch*NF + Tji + Tra 

in case that the target cell is not known by the UE. 
where 

Tsearc/i is the time it takes for the UE to search the cell. 
Tsearch =100 ms if the target cell is known by the UE, and 
Tsearc/i =800 ms if the target cell is not known by the UE. 

Tsi is the time required for receiving all the relevant system information data according to the reception 
procedure and the RRC procedure delay of system information blocks defined in 25.331 for a UTRAN cell (ms). 



ETSI 



3GPP TS 25.1 33 version 7.4.0 Release 7 33 ETSI TS 1 25 1 33 V7.4.0 (2006-06) 

Ti{A= The additional delay caused by the random access procedure. 

NF is the number of different frequencies in the monitored set. 

This requirement assumes radio conditions to be sufficient, so that reading of system information can be done without 
errors. 

6.2 Void 



6.3 Random Access 

6.3.1 Introduction 

The random access procedure is used when establishing the layer 1 communication between the UE and UTRAN. The 
random access shall provide a fast access but without disturbing ongoing connections. The random access is specified in 
section 6 of TS 25.214 and the control of the RACH transmission is specified in section 11.2 of TS 25.321. A random 
access transmit sequence is described in section 6.7.2 of TS 25.303. 

6.3.2 Requirements 

The UE shall have capabihty to calculate initial power according to the open loop algorithm and apply this power level 
at the first preamble and increase the power on additional preambles. The UE shall stop transmit preambles upon a 
ACK/NACK on the AlCH has been received or if the maximum number of preambles within on cycle has been 
reached. Upon an ACK has been received the UE shall transmit a message otherwise the ramping procedure shall be 
repeated. 

6.3.2.1 Correct behaviour when receiving an ACK 

The UE shall stop transmitting preambles upon a ACK on the AICH has been received and then transmit a message.. 

The absolute power applied to the first preamble shall have an accuracy as specified intable6.3ofTS25.101 [3]. The 
relative power applied to additional preambles shall have an accuracy as specified in section 6.5.2.1 of 25.101 [3]. 

6.3.2.2 Correct behaviour when receiving an NACK 

The UE shall stop transmitting preambles upon a NACK on the AICH has been received and then repeat the ramping 
procedure when the back off timer Tboi expires. 

6.3.2.3 Correct behaviour at Time-out 

The UE shall stop transmit preambles when reaching the maximum number of preambles allowed in a cycle. The UE 
shall then repeat the ramping procedure until the maximum number of preamble ramping cycles are reached. 

6.3.2.4 Correct behaviour when reaching maximum transmit power 

The UE shall not exceed the maximum allowed UL TX power configured by the UTRAN. 

The absolute power of any preamble shall not exceed the maximum allowed UL TX power with more than specified in 
section 6.5. 
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6.4 



Transport format combination selection in UE 



6.4.1 



Introduction 



When the UE estimates that a certain TFC and E-TFC would require more power than the maximum transmit power, it 
shall limit the usage of transport format combinations for the assigned transport format set, according to the 
functionality specified in section 1 1 .4 in TS25.321 . This is in order to make it possible for the network operator to 
maximise the coverage. Transport format combination selection is described in section 11.4 of TS 25.321. 



The UE shall continuously evaluate based on the Elimination, Recovery and Blocking criteria defined below, how TFCs 
on an uplink DPDCH can be used for the purpose of TFC selection. The evaluation shall be performed for every TFC 
in the TFCS using the estimated UE transmit power. 

The UE transmit power estimation for a given TFC, when HS-DPCCH is not transmitted during the measurement 
period, shall be calculated using the DPDCH and DPCCH gain factors of the corresponding TFC and reference transmit 
power. The reference transmit power is the transmit power of DPCCH and DPDCH of a given TFC during the 
measurement period for which UE transmit power estimation is made. If HS-DPCCH is transmitted either partially or 
totally within the given measurement period the UE transmit power estimation for a given TFC shall be calculated using 
DPDCH and DPCCH gain factors, the maximum value of the HS-DPCCH gain factor that is used during the 
measurement period, and the reference transmit power. The timing of the measurement period, which is defined in 
9.1.6.1 as one slot, is the same as the timing of the DPCH slot.. 

E-TFC selection is allowed only in the CELL_DCH state. E-TFC selection is based on the estimated power leftover 
from TFC selection if the DPDCH is present and from the HS-DPCCH 

The UE shall estimate the normalised remaining power margin available for E-TFC selection based on the following 
equation for E-TFC candidate j 



PMaXj = Maximum allowed uplink TX power for E-TFC -j as defined in section 6.5 

PDPccH(t) represents an estimate of the current UE DPCCH power at time t. If at time t, the UE is transmitting a 
compressed mode frame then PopccH.compCt) = PopcchCO x (Npiiot,c/ Npiiot,N) else PDPccH,comp(t) = PdpcchCO. Samples 
of PDPCCH,comp(t) shall be filtered using a filter period of one E-DCH TTI to give PDPCCH,fiitered. The accuracy of the 
Pdpcch estimate shall be at least that specified in table 6.0A 

If the target E-DCH TTI for which NRPMj evaluated does not correspond to a compressed mode frame then 

PoPCCH.target = PoPCCH.filtered- 

If the target E-DCH TTI for which NRPMj is being evaluated corresponds to a compressed mode frame then 
PDPccH.targct = PopccHiiiteredX (Npiiot,N/ Npiiot,c)- Np,iot.N aud Np,iot,c are uumbcrs of pilot symbols as defined in [18J. 

Pdpdch = estimated DPDCH transmit power, based on PopccHaarget and the gain factors from the TFC selection 
that has already been made. If the target E-DCH TTI for for which NRPMj is being evaluated corresponds to a 
compressed mode frame then the modification to the gain factors which occur due to compressed mode shall be 
included in the estimate of Pdpdch 

Phs-dpcch = estimated HS-DPCCH transmit power based on the maximum HS-DPCCH gain factor based on 
PopccH.targetand the most recent signalled values of Aack> ^nack and Acqi. If the target E-DCH TTI for for which 
NRPMj is being evaluated corresponds to a compressed mode frame then the modification to the gain factors 
which occur due to compressed mode shall be included in the estimate of Phs-dpcch 

Pe-dpcch = estimated E-DPCCH transmit power, based on PDPCCH,target and the E-DPCCH gain factor calculated 
using the most recent signalled value of Ag.DpccH- 

If the target E-DCH TTI for for which NRPMj is being 
evaluated corresponds to a compressed mode frame then the modification to the gain factors which occur due to 
compressed mode shall be included in the estimate of Pe-dpcch 

Note: PopccHCt), PMax j, PDPCCH,fiit,target . Pdpdch, Phs-dpcch, and Pr-dpcch are expressed in linear power units 



6.4.2 



Requirements 



NRPMj- (PMaXj- Pdpcch, target - Pdpdch- Phs-dpcch- Pe-dpcch)/ Pdpcch, target , 



where 
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The UE shall consider the Elimination criterion for a given TFC to be detected if the estimated UE transmit power 
needed for this TFC is greater than the Maximum UE transmitter power for at least X out of the last Y successive 
measurement periods immediately preceding evaluation. The MAC in the UE shall consider that the TFC is in Excess- 
Power state for the purpose of TFC selection. 

MAC in the UE shall indicate the available bitrate for each logical channel to upper layers within Tnotify from the 
moment the Elimination criterion was detected. 

The UE shall consider the Recovery criterion for a given TFC to be detected if the estimated UE transmit power needed 
for this TFC has not been greater than the Maximum UE transmitter power for the last Z successive measurement 
periods immediately preceding evaluation. The MAC in the UE shall consider that the TFC is in Supported state for the 
purpose of TFC selection. 

MAC in the UE shall indicate the available bitrate for each logical channel to upper layers within Tnoufy from the 
moment the Recovery criterion was detected. 

The evaluation of the Elimination criterion and the Recovery criterion shall be performed at least once per radio frame. 

The definitions of the parameters X,Y and Z which shall be used when evaluating the Elimination and the Recovery 
criteria when no compressed mode pattems are activated are given in Table 6.0. 



Table 6.0: X, Y, Z parameters for TFC selection 



X 


Y 


Z 


15 


30 


30 



The UE shall consider the Blocking criterion for a given TFC to be fulfilled at the latest at the start of the longest uplink 
TTI after the moment at which the TFC will have been in Excess-Power state for a duration of: 

C^notiiy 1^ modify"^ '^Ll_proc) 

where: 

Tnotify equals 15 ms, and 

A modify 

equals MAX(Tadapt_max,TTn). and 
Tli proc equals 15 ms, and 

^ adapt_max 

equals MAX(Tadapt_i, Tadapt_2, Tadapt_N), and 
N equals the number of logical channels that need to change rate, and 

TadapLn cquals the time it takes for higher layers to provide data to MAC in a new supported bitrate, for logical 
channel n. For services where no codec is used Tadapt shall be considered to be equal to ms. For services where 
either UMTS_AMR2 or UMTS_AMR_WB is used, Tadapt shall be considered to be equal to the time required 
to switch from the current codec mode to a new supported codec mode. In that case Tadapt equals 20 ms + 40 
ms per codec mode switch. E.g. Tadapt equals 60ms if one codec mode switch is necessary and Tadapt equals 
140ms if 3 codec mode switches are necessary. 

T-m equals the longest uplink TTI of the selected TFC (ms). 

The UE shall be able to update the normalised remaining power estimate of each E-TFC at least every E-DCH TTI. The 
UE shall use the latest available estimate of NRPMj at the time when all absolute and relative grants relating to the E- 
DCH TTI under consideration have been received. Using the estimates of NRPMjthe UE shall evaluate for each E-TFC 
which configured MAC-d flows are supported and which are imsupported as follows: 

In the case that the target E-DCH TTI for which E-TFC restriction is being considered does not belong to a compressed 
mode frame then ifNRPMj> XCPed/Pc)^ then E-TFCj can be supported, otherwise it cannot be supported 

In the case that the target E-DCH TTI for which E-TFC restriction is being considered belongs to a compressed mode 
frame then if NRPMj> ZCPeiCj/Pcc)^ then E-TFCj can be supported, otherwise it cannot be supported 

Pedj/Pc and Ped,cyPc,c is the quantized amplitude ratio. 
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If the UE is allowed to reduce its maximum transmit power for certain TFCs and E-TFCs, the UE shall use the reduced 
maximum transmit power in the evaluation of the TFC and E-TFC selection criteria for those TFCs. 

Table 6.0A : Accuracy requirements for the estimate of Pdpcch used in E-TFC restriction 



Total UE output power value (dBm) 


Pdpcch accuracy(dB) (note 1) 


25<= total output power <34 


note 2 


24<= total output power <25 


±2.0 


23<= total output power <24 


±2.0 


22<= total output power <23 


±2.0 


21 <= total output power <22 


±2.0 


20<= total output power < 21 


±2.5 


1 9<= total output power <20 


±3.0 


18<= total output power <19 


±3.5 


1 7<= total output power <1 8 


±4.0 


1 6<= total output power <1 7 


±4.0 


1 5<= total output power <1 6 


±4.0 


14<= total output power <15 


±4.0 


13<= total output power <14 


±4.0 (power class 4) 
±6.0 (power class 3) 


12<= total output power <13 


±4.0 (power class 4) 
±6.0 (power class 3) 


1 1 <= total output power <1 2 


±4.0 (power class 4) 
±6.0 (power class 3) 


-50<= total output power <1 1 


±6.0 


Note 1: Pdpcch accuracy is the difference between the estimate of Pdpcch used 
by the UE for the purposes of E-TFC selection and the actual power of 
the DPCCH being transmitted 

Note 2: No tolerance is specified. 



6.5 Maximum allowed UL TX Power 

The Maximum UE transmitter power is defined as follows 

Maximum UE transmitter power = MIN {Maximum allowed UL TX Power, Pmax} 

Where 

- Maximum allowed UL TX Power is set by UTRAN and defined in [16], and 

- Pmax is the UE nominal maximum transmit power is defined by the UE power class, and specified in table 6. 1 of 
[3] 
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The UE shall not exceed the Maximum allowed UL TX Power, as set by the UTRANwith the tolerances as defined for 
the UE transmitted power (section 9.1.6). For UE output powers that are outside the range covered by the UE 
transmitted power measurement the UE output power shall not exceed the Maximum allowed UL TX Power with more 
than the tolerances specified for the Open loop power control in TS 25.101 section 6.4.1. 

For TEC selection the UE is allowed to reduce Pmax when HS-DPCCH is transmitted by the TFC-MPR values specified 
in table 6. 1 



Table 6.1 : TFC-MPR used for TFC selection 



Inputs for TFC selection 


TFC-MPR (dB) 


Case 


Ratio of to for all values of yff^^ 


1 


1/15 < Pc/pd < 12/15 





2 


1 3/1 5 < Pc/Pd < 1 5/8 


1 


3 


1 5/7 <Pc/Pd< 15/0 


2 



For E-TFC selection the UE is allowed to reduce Pmax by the reaUstic E-TFC MPR values specified in Table 6.2 



Table 6.2: E-TFC-MPR used for E-TFC selection 



Inputs for E-TFC selection 


E-TFC-MPR 

(dB) 


Case 


pc 


Phs 


pd 


pec 


ped 


E-DPDCH 


SFmin 


Ncodes 




















1 


>0 








>0 


>0 


>4 


1 


0.25 
























































2 


>0 


>0 





>0 


>0 


2 


4 


0.50 


3 


>0 





>0 


>0 


>0 


>4 


1 


0.75 


4 


>0 


>0 


>0 


>0 


>0 


>4 


1 


1.50 


5 


>0 


>0 


>0 


>0 


>0 


4 


2 


0.75 


6 


>0 


>0 


>0 


>0 


>0 


2 


2 


0.50 




















Note For inputs {pc. Phs Pd. Pec, Ped, SFmin, Ncodes} not specifed above the 
E-TFC-MPR (dB) = 



6.6 Void 



7 Timing and Signalling characteristics 

7.1 UE Transmit Tinning 
7.1.1 lntro(juction 

The UE shall have capability to follow the frame timing change of the connected Node B. The uplink DPCCH/DPDCH 
frame transmission takes place approximately Tq chips after the reception of the first detected path (in time) of the 
corresponding downlink DPCCH/DPDCH or F-DPCH frame, from the reference cell. To is defined in [2]. UE initial 
transmit timing accuracy, maximum amount of timing change in one adjustment, minimum and maximum adjustment 
rate are defined in the following requirements. 
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7.1.2 Requirements 

The UE initial transmission timing error shall be less than or equal to ±1 .5 Chips. This requirement applies at the first 
transmission on the DPCCH/DPDCH. The reference point for the UE initial transmit timing control requirement shall 
be the time when the first detected path (in time) of the corresponding downlink DPCCH/DPDCH or F-DPCH frame is 
received from the reference cell plus To chips. TqIs defined in [2]. 

When the UE is not in soft handover, the reference cell shall be the one the UE has in the active set. In case the UE is 
initially allocated in soft handover, the reference cell shall be the same cell as used for calculating the initial CFN as 
defined in 1 16]. 

The cell, which is selected as a reference cell, shall remain as a reference cell even if other cells are added to the active 
set. In case that the reference cell is removed from the active set the UE shall start adjusting its transmit timing no later 
than the time when the whole active set update message is available at the UE taking the RRC procedure delay into 
account. 

When the UE has performed a timing-maintained intra- or inter-frequency hard handover and higher layers has 
indicated that the UE shall not perform any synchronisation procedure for timing maintained intra- or inter- frequency 
hard handover, or when the UE attempts to re establish all dedicated physical channel(s) after an inter-RAT, intra- or 
inter-frequency hard-handover failure [18], it shall resume UL transmission with the same transmit timing as used 
inmiediately before the handover attempt. After resuming transmission, transmit timing adjustment requirements 
defined in the remainder of this clause apply. 

The UE shall be capable of changing the transmission timing according to the received downlink DPCCH/DPDCH or 
F-DPCH frame. When the transmission timing error between the UE and the reference cell exceeds ±1.5 chips the UE is 
required to adjust its timing to within ±1.5 chips. 

All adjustments made to the UE timing shall follow these rules: 

1) The maximum amount of the timing change in one adjustment shall be Chip. 

2) The minimum adjustment rate shall be 233ns per second. 

3) The maximum adjustment rate shall be '4 chip per 200ms. 

In particular, within any given 800*d ms period, the UE transmit timing shall not change in excess of ±d chip from the 
timing at the begiiming of this 800*d ms period, where 0<d<l/4. 

7.2 UE Receive - Transmit Time Difference 

7.2.1 Introduction 

The UE shall have the capabihty to be in soft handover with more than one cell. The downlink DPCH frame timing or 
the downlink F-DPCH frame timing shall take place approximately Tq chips before the transmission of the uplink 
DPDCH/DPCCH. The adjustment requirements for the uplink DPDCH/DPCCH timing are specified in 7.1.1. The vaUd 
range of the Receive to Transmit time difference at the UE is defined in the following requirements. 

7.2.2 Requirements 

A UE shall support reception, demodulation and combining of signals of a downlink DPCH, or a downlink F-DPCH, 
when the receive timing is within a window of To+/- 148 chip before the transmit timing where TqIs defined in [2]. A 
UE is only required to react to TPC commands with a transmit power adjustment in the immediate next slot if the 
downlink receive timing of all cells in the active set is within a window of Tq-h/- 148 chip before the uplink transmit 
timing. If the downlink receive timing of one or more cells in the active set is outside the window of To +/- 148 chip, the 
UE may also react with a power adjustment one slot later. The receive timing is defined as the first detected path in 
time. 
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7.3 UE timer accuracy 

7.3.1 Introduction 

UE timers are used in different protocol entities to control the UE behaviour. 

7.3.2 Requirements 

For UE timers T3xx, Tbaned. Treselection, Penalty_time, TcRmax> TcrmaxHyst [16], UE shall comply with the timer 
accuracies according to Table 7.1. 

The requirements are only related to the actual timing measurements internally in the UE. They do not include the 
following: 

- Inaccuracy in the start and stop conditions of a timer (e.g. UE reaction time to detect that start and stop 
conditions of a timer is fulfilled), or 

- Inaccuracies due to restrictions in observability of start and stop conditions of a UE timer (e.g. TTI aligrraient 
when UE sends messages at timer expiry). 



Table 7.1 



Timer vaiue [s] 


Accuracy 


timer value <4 


±0.1 s 


timer value >4 


± 2.5 % 



7.4 PRACH Burst tinning accuracy 

7.4.1 Introduction 

The UE shall have capabiUty to transmit the PRACH burst according to the timing of the received access slot [18]. The 
PRACH burst timing accuracy is defined in the following requirement. 

7.4.2 Requirements 

The UE PRACH burst timing error shall be less than or equal to ± 3.5 Chips. The reference point shall be the expected 
timing calculated from the UE"s reference detected path of the P-CCPCH. 



8 UE Measurements Procedures 

8.1 General Measurennent Requirements in CELL_DCH State 
8.1.1 Introduction 

This section contains requirements on the UE regarding measurement reporting in CELL_DCH state. The requirements 
are split in FDD intra frequency, FDD inter frequency, TDD and GSM measurements. These measurements may be 
used by the UTRAN, e.g. for handover decisions. The measurements are defined in TS 25.215, the measurement model 
is defined in TS 25.302 and measurement accuracies are specified in section 9. Control of measurement reporting is 
specified in TS 25.331 and parallel measurements are specified in section 8.2. Compressed mode is specified in TS 
25.215. 
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8.1.2 Requirements 

8.1 .2.1 UE Measurement Capability 

In CELL_DCH state the UE shall be able to monitor up to 

- 32 intra frequency FDD cells (including active set), and 

- 32 inter frequency cells, including 

- FDD cells distributed on up to 2 additional FDD carriers and 

- Depending on UE Capability, TDD cells, distributed on up to 3 TDD carriers and 
Depending on UE capability, 32 GSM cells distributed on up to 32 GSM carriers. 

- Depending on UE capabihty, the UE shall be able to monitor up to 16 intra frequency cells during IPDL gaps. 

If the UE utilises compressed mode for inter-frequency and/or inter-RAT measurements, in order for the requirements 
in the following subsections to apply the UTRAN must: 

- provide transmission gap pattern sequences with TGPLl > 1, and 

- ensure that with the activation of one or more transmission gap pattern sequences, no more than two frames 
contain a transmission gap within any window of three consecutive frames, and 

- ensure that there is a minimum of 8 slots between the end of the first transmission gap and the beginning of the 
second transmission gap in case of two successive compressed frames. 

Performance requirements for different types of transmission gap pattern sequences and different number of cells is 
defined in the following sections. 

The requirements in section 9 are appUcable for a UE performing measurements according to this section. 
The received CPICH EA„ is defined as 



^CPICH E ^ 



^ CPICH E ^ 



in dB 



in dB 



in dB 



and the received SCH Ec/Iq is defined as 



^ SCH E ^ 



^ SCH E ^ 



in dB 



in dB 



in dB 



8.1 .2.2 FDD intra frequency measurements 

During the CELL_DCH state the UE shall continuously measure identified intra frequency cells and search for new 
intra frequency cells in the monitoring set. In case the network requests the UE to report detected set cells, the UE shall 
also search for intra frequency cells outside the monitored and active set. Cells, which are neither included in the active 
set nor in the monitored set, and are identified by the UE belong to the detected set according to TS 25.33 1. If 
compressed mode pattern sequences are activated, intra frequency measurements can be performed between the 
transmission gaps simultaneously for data reception from the active set cell/s. 

The performance of intra frequency measurements when IPDL is active has not been studied. 
8.1 .2.2.1 Identification of a new cell 

The UE shall be able to identify and decode the SEN of a new detectable cell belonging to the monitored set within 
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T 

f-p J. I nr\f\ ^T^ Measuieineiil Peiiod, intra I 

identify intra ~ MttXi oUU, i basic identify FDD, intra ^ 

[ '■Intra J 

A cell shall be considered detectable when 

- CPICH Ec/Io > -20 dB, 

- SCH_Ec/Io > -20 dB for at least one channel tap and SCH_Ec/Ior is equally divided between primary 
synchronisation code and secondary synchronisation code. When L3 filtering is used an additional delay can be 
expected. 

In case of conflict when a compressed gap sequence is activated the UE may choose to prioritise the SEN decoding 
The UE shall be able to identify a new detectable cell not belonging to the monitored set within 

'^identify detected set "305 

when CPICH Ec/Io > -20 dB, SCH_Ec/Io > -17 dB and SCH_Ec/Ior is equally divided between primary 
synchronisation code and secondary synchronisation code. When L3 filtering is used an additional delay can be 
expected. 

8.1 .2.2.1 .1 Identification of a new ceil using IPDL gaps 

When the UE is supporting IPDL measurements and when idle periods with a length of 1 slot are scheduled the UE 
physical layer shall be capable to identify a new cell and report SFN-SFN observed time difference type 2 measurement 
within 

Tidentify,IPDL=Max{TMeaserement_Period IntraiTiPDL} HIS 

where 

TMeasurement_Period Intra = The measurement period for Intra frequency CPICH measurements defined in Section 
8.1.2.2.2. 



and 



TipDL depends on the Search Window Size given in UE positioning OTDOA neighbour cell info as given in 
Table 8.0 

Table 8.0: ■ IPDL 



Search Window Size 


TiPDL 


less than or equal to +/- 40 chips 


Time over which 4 consecutive IPDL gaps occur 


+/- 80 chips 


Time over which 8 consecutive IPDL gaps occur 



8.1 .2.2.2 UE CPICH measurement capability 

In the CELL_DCH state the measurement period for intra frequency measurements is 200 ms. When no transmission 
gap pattern sequence is activated, the UE shall be capable of performing CPICH measurements for 8 identified-intra- 
frequency cells of the monitored set and/or the active set, and the UE physical layer shall be capable of reporting 
measurements to higher layers with the measurement period of 200 ms. When one or more transmission gap pattern 
sequences are activated, the UE shall be capable of performing CPICH measurements for at least Ymeasurement intra cells , 
where Ymeasurement intra is defined in the following equation. The measurement accuracy for all measured cells shall be as 
specified in the sub-clause 9.1.1 and 9.1.2. If the UE has identified more than Ymcasurcmcnt intra cells, the UE shall perform 
measurements of all identified cells but the reporting rate of CPICH measurements of cells from UE physical layer to 
higher layers may be decreased. 

^measurement intra ~ FloOr^ basic measurement FDD ' 

-1-1 



Measurement Period, Intra 



ETSI 



3GPP TS 25.1 33 version 7.4.0 Release 7 42 ETSI TS 1 25 1 33 V7.4.0 (2006-06) 

where 

^basic measurement FDD — 8 (cells) 

TMeasurement_Period Intra = 200 ms. The measurement period for Intra frequency CPICH measurements. 

Tintra '■ This is the minimum time that is available for intra frequency measurements, during the measurement 
period with an arbitrarily chosen timing. 

Tbasicjdentify^FDD, intra = 800 ms. This is the time period used in the intra frequency equation where the maximum 
allowed time for the UE to identify a new FDD cell is defined. 

The UE shall furthermore be capable of performing CPICH measurements for at least 1 detected intra-frequency cell, in 
the detected set, and the UE physical layer shall be capable of reporting measurements to higher layers with the 
measurement period of 10 s. The measurement accuracy for all measured cells shall be as specified in the sub-clause 
9.1.1 and 9.1.2. 

8.1 .2.2.2.1 Capabilities for measurements during IPDL gaps 

When idle periods with a length of 1 slot are scheduled, the UE physical layer shall be capable of reporting SFN-SFN 
observed time difference type 2 measurements to higher layers with measurement accuracy as specified in sub-clause 

9.1.8.2.2 with measurement period given by 

'^measurement IPDL ~ ^'^t^Measurement.Period Intra ' '^4 IPDLs i^"^ 

where 

TMeasurement_Perio(iintra= The measurement period for Intra frequency CPICH measurements defined in Section 
8.1.2.2.2. 

T4 iPDLs = Time period over which 4 consecutive idle periods occur. 

8.1.2.2.3 Periodic Reporting 

Reported measurements contained in periodically triggered measurement reports shall meet the requirements in section 
9. 

8.1.2.2.4 Event-triggered Periodic Reporting 

Reported measurements contained in event triggered periodic measurement reports shall meet the requirements in 
section 9. 

The first report in event triggered periodic measurement reporting shall meet the requirements specified in section 
8.1.2.2.3 Event Triggered Reporting. 

8.1 .2.2.5 Event Triggered Reporting 

Reported measurements contained in event triggered measurement reports shall meet the requirements in section 9. 

The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. 

The measurement reporting delay is defined as the time between any event that will trigger a measurement report until 
the UE starts to transmit over the Uu interface. This requirement assumes that the measurement report is not delayed by 
other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when 
inserting the measurement report to the TTl of the uplink DCCH . The delay uncertainty is twice the TTl of the uplink 
DCCH. 

The event triggered measurement reporting delay, on cells belonging to monitored set, measured without L3 filtering, 
shall be less than the above defined T identify intra.- . defined in Section 8.1.2.2.1 

If a cell, belonging to monitored set, which the UE has identified and measured at least once over the measurement 
period, becomes undetectable for a period < 5 seconds and then the cell becomes detectable again and triggers an event, 
the measurement reporting delay shall be less than TMeasurement.Period intra ms provided the timing to that cell has not 
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changed more than +1-32 chips, the UE CPICH measurement capabilities of section 8.1.2.2.2 are valid and L3 filtering 
has not been used. When L3 filtering is used an additional delay can be expected. 

If a cell belonging to monitored set has been detectable at least for the time period Tidentify.mtra and then enters or leaves 
the reporting range, the event triggered measurement reporting delay shall be less than TMeasurement_Period intra when the L3 
filter has not been used and the UE CPICH measurement capabilities of Section 8.1.2.2.2 are valid. 

The event triggered measurement reporting delay on cells not belonging to monitored set, measured without L3 
filtering, shall be less than the above defined T aentiiydetectedset. definedin Section 8.1.2.2.1. 

8.1 .2.3 FDD inter frequency measurements 

In the CELL_DCH state when a transmission gap pattern sequence with the "FDD measurements" purpose is provided 
by the network the UE shall continuously measure identified inter frequency cells and search for new inter frequency 
cells indicated in the measurement control information. 

In order for the requirements in the following subsections to apply the UTRAN must provide a transmission gap pattern 
sequence with measurement purpose FDD measurement using the following combinations for TGLl, TGL2, TGD and 
Max TGPL: 



Table 8.1 



TGLl [slots] 


TGL2 [slots] 


TGD [slots] 


Max TGPL [frames] 


7 




undefined 


18 


14 




undefined 


36 


10 




undefined 


24 


7 


7 


15. ..269 


18 + ceil(TGD/15) 


14 


14 


45... 269 


36 + ceil(TGD/15) 



8.1 .2.3.1 Identification of a new cell 

The UE shall be able to identify a new detectable cell belonging to the monitored set within 

T 

rp rp Measurement Period, Inter 

'■identify, inter ~ basic identify FDD,inter 1^ Freq 

Inter 

A cell shall be considered detectable when 

- CPICH Ec/Io > -20 dB, 

SCH_Ec/Io > -17 dB for at least one channel tap and SCH_Ec/Ior is equally divided between primary 
synchronisation code and secondary synchronisation code. When L3 filtering is used an additional delay can be 
expected. 

8.1 .2.3.2 UE CPICH measurement capability 

When transmission gaps are scheduled for FDD inter frequency measurements the UE physical layer shall be capable of 
reporting measurements to higher layers with measurement accuracy as specified in sub-clause 9.1.1 and 9.1.2 with 
measurement period given by 

f T 1 

rrt Jl /f J T' T' Measurement_Period Inter j. t I 

measurement inter ClXi Measurement_Period Inter ' basic measurement FDD inter rp Freq 

[ ^ Inter J 

If the UE does not need compressed mode to perform inter-frequency measurements, the measurement period for inter 
frequency measurements is 480 ms. 

The UE shall be capable of performing CPICH measurements for Xbasic measurement fdd inter inter-frequency cells per FDD 
frequency of the monitored set or the virtual active set, and the UE physical layer shall be capable of reporting 
measurements to higher layers with the measurement period of TMeasuremem. inter 
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-^basic measurement FDDinter ^ 

TMeasurement_Pcriod Intel = 480 ms. The perfod used for Calculating the measurement period Tmeasurementjmer for inter 
frequency CPICH measurements. 

Tinter:: Thls Is the minimum time that is available for inter frequency measurements , during the period 
TMeasurement_Period inter with au arbitrarily choscu timing. The minimum time per transmission gap is calculated by 
using the actual idle length within the transmission gap as given in the table 1 1 of Annex B in TS 25.212 and by 
assuming 2*0.5 ms for implementation margin and after that taking only full slots into account in the calculation. 

Tbasicjdentify_FDD.inter = 300 ms. This is the time period used in the inter frequency equation where the maximum 
allowed time for the UE to identify a new FDD cell is defined. 

Tbasic_measurement_FDD inter = 50 ms. TMs is the time period uscd in the equation for defining the measurement period 
for inter frequency CPICH measurements. 

Npreq: Number of FDD frequencies indicated in the inter frequency measurement control information. 

8.1.2.3.3 Periodic Reporting 

Reported measurements in periodically triggered measurement reports shall meet the requirements in section 9. 

8.1 .2.3.4 Event Triggered Reporting 

Reported measurements in event triggered measurement reports shall meet the requirements in section 9. 

The UE shall not send any event triggered measurement reports, as long as the reporting criteria is not fulfilled. 

The measurement reporting delay is defined as the time between any event that will trigger a measurement report until 
the UE starts to transmit the measurement report over the Uu interface. This requirement assumes that the measurement 
report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay 
uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH . The delay uncertainty is 
twice the TTI of the uplink DCCH. 

The event ttiggered measurement reporting delay, measured without L3 filtering shall be less than T identify inter defined in 
Section 8.1.2.3.1 When L3 filtering is used an additional delay can be expected. 

If a cell has been detectable at least for the time period Tijentifyjnter and then enters or leaves the reporting range, the 
event triggered measurement reporting delay shall be less than TMeasurement_Period inter provided the timing to that cell has 
not changed more than +/-32 chips while transmission gap has not been available and the L3 filter has not been used. 

8.1.2.4 TDD measurements 

The requirements in this section shall apply to UE supporting FDD and TDD. 

In the CELL_DCH state when a transmission gap pattern sequence with the 'TDD measurements' purpose is provided 
by the network, the UE shall continuously measure identified inter frequency TDD cells and search for new inter 
frequency TDD cells indicated in the measurement control information. 

In order for the requirements in the following subsections to apply, the Beacon timeslots of the inter-frequency TDD 
cells indicated in the measurement control information shall either be synchronised or non-overlapping in time such that 
the UE can measure an inter-frequency TDD cell at least once in every transmission gap pattem as given in [7] for the 
slot allocation case in use in this cell and by assuming 2*0.5 ms implementation margin per transmission gap. 

UTRAN shall provide a transmission gap pattern sequence with measurement purpose TDD measurement using the 
combinations for TGLl, TGL2 and TGD in Table 8.2: 
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Table 8.2 



TGL1 [slots] 


TGL2 [slots] 


TGD [slots] 


10 




undefined 


10 


10 


41... 269 


14 


7 


37... 269 



8.1.2.4.1 



Identification of a new cell 



8.1.2.4.1.1 



3.84 Mcps TDD Option 



When transmission gaps are scheduled for inter-frequency TDD measurements, the UE shall be able to identify a new 
detectable inter-frequency TDD cell belonging to the monitored set within 



rp A/f \ <nnn M Measurement Period TDD inter - , 

^identify TDD inter — ■'"'^•^1 -'^^ basic identify TDD inter 



Freq 



>ms 



' TDD inter 



If the UE does not need compressed mode to perform inter-frequency TDD measurements, the UE shall be able to 
identify a new detectable inter-frequency TDD cell belonging to the monitored set within 5000 ms. 

When L3 filtering is used an additional delay can be expected. 

An inter-fi-equency TDD cell shall be considered detectable when P-CCPCH Ec/Io > -8 dB and SCH_Ec/Io > -13 dB. 



^P-CCPCH E.^ 



^P-CCPCH E,^ 



in dB ^ 



in dB 



in dB 



and the received SCH_E(/Io is defined as 



^SCH E ^ 



^SCH E ^ 



dB V 



in dB 



in dB 



8.1.2.4.1.2 



1 .28 Mcps TDD Option 



When transmission gaps are scheduled for inter-frequency TDD measurements, the UE shall be able to identify a new 
detectable inter-frequency TDD cell belonging to the monitored set within 



identify TDD inter 



= Max\ 5000, N 



Measurement Period TDD inter 



basic identify TDD inter 



N 



TDD inter 



If the UE does not need compressed mode to perform inter-frequency TDD measurements, the UE shall be able to 
identify a new detectable inter-frequency TDD cell belonging to the monitored set within 5000 ms. 

When L3 filtering is used an additional delay can be expected. 

A cell shall be considered detectable when P-CCPCH Ec/Io > -8 dB and DwPCH_Ec/Io > -5 dB. When L3 filtering is 
used an additional delay can be expected. 

The received P-CCPCH EJl„ is defined as 



^P-CCPCH E.^ 



^P-CCPCH 



in dB 



in dB 



I. 



in dB 



The received DwPTS EJlg is defined as 



ETSI 



3GPP TS 25.133 version 7.4.0 Release 7 



46 



ETSI TS 125 133 V7.4.0 (2006-06) 



f DwPCH ^ 



^DwPCH E ^ 



in dB 



in dB 



I. 



in dB 



8.1 .2.4.2 P-CCPCH RSCP measurement period 

When transmission gaps are scheduled for inter frequency TDD measurements the UE physical layer shall be capable of 
reporting measurements to higher layers with measurement accuracy as specified in sub-clause 9.1.11 and with a 
measurement period as given by 

\ T 1 

T = MaX< T N • Measurement Penod TDD inter _ I 

measurement TDD inter u-A,^ Measurement Period TDD inter ' basic measurement TDD inter -|.t Freq \ 

y -'^ TDD inter J 

If the UE does not need compressed mode to perform inter-frequency TDD measurements, the measurement period for 
inter-frequency TDD measurements shall be 480 ms. 

The UE shall be capable of performing P-CCPCH RSCP measurements for X(,asi(. measurement tdd inter inter-frequency TDD 
cells per TDD frequency of the monitored set and the UE physical layer shall be capable of reporting measurements to 
higher layers with the measurement period of Tmeasurement tdd inter- 

^basie measurement TDD inter ~ ^ (cclls) 

TMeasurement_PeriodTDD inter = 480 mS. The time period USCd for calculating the measurement period Tmeasurement.TOD inter 

for inter frequency P-CCPCH RSCP measurements. 

Ntdd inter: This is the smallest resulting integer number of transmission gap patterns in a transmission gap pattern 
sequence assigned to UE by UTRAN for inter frequency TDD measurements during the time period 

TMeasurement.PeriodTDD inter with an arbitrarily chosen timing. 

Nbasic_identify_TDD,inter =80. This is the numbcr of transmission gap patterns in a transmission gap pattern sequence 
for inter-frequency TDD measurements during the time period used in the inter frequency TDD equation where 
the maximum allowed time for the UE to identify a new inter frequency TDD cell is defined. 

Nbasic_measurement_TDD inter = 5. TWs is the numbcr of transmission gap patterns in a transmission gap pattern 
sequence for inter-frequency TDD measurements during the time period TMcasurcment_Period tdd inter with an 
arbitrarily chosen timing that is used in the inter-frequency TDD equation where the measurement period for 
inter-fiequency P-CCPCH RSCP measurements is defined. 

Npreq: This is the number of TDD frequencies indicated in the inter frequency measurement control information. 

8.1.2.4.3 Periodic Reporting 

Reported measurements in periodically triggered measurement reports shall meet the requirements in section 9. 



8.1 .2.4.4 Event Triggered Reporting 

Reported measurements in event triggered measurement reports shall meet the requirements in section 9. 

The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. 

The measurement reporting delay is defined as the time between any event that will trigger a measurement report, until 
the UE starts to transmit the measurement report over the Uu interface. This requirement assumes that the measurement 
report is not delayed by other RRC signalUng on the DCCH.. This measurement reporting delay excludes a delay 
uncertainty resulting when inserting the measurement report to the TTI of the uphnk DCCH. The delay uncertainty is 
twice the TTI of the uplink DCCH. 

The event triggered measurement reporting delay, measured without L3 filtering shall be less than T^entify tdd inter 
defined in Section 8.1.2.4.1 When L3 filtering is used an additional delay can be expected. 

8.1.2.5 GSM measurements 

The requirements in this section apply only to UE supporting FDD and GSM. 
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Measurements on GSM cells can be requested with BSIC verified or BSIC non-verified. 

1) In CELL_DCH state when a transmission gap pattern sequence is provided by the UTRAN the UE shall 
continuously measure GSM cells and search for new GSM cells given in the monitored set. 

2) If the UE does not need compressed mode to perform GSM measurements: 

- the UE shall measure all GSM cells present in the monitored set 

the relevant requirements for GSM dedicated mode when a TCH channel is assigned in TS 45.008 shall apply. 
This is further detailed in the following sub-sections. 

8.1.2.5.1 GSM carrier RSSI 

1) For a UE requiring compressed mode 

A UE supporting GSM measurements using compressed mode shall meet the minimum number of GSM RSSI carrier 
measurements specified in table 8.4. This measurement shall be based on a transmission gap pattern sequence with 
purpose "GSM carrier RSSI measurements" 

In order for the requirements in this subsection to apply the UTRAN must provide a transmission gap pattern sequence 
with measurement purpose GSM carrier RSSI measurements using the following combinations for TGLl, TGL2 and 
TGD: 



Table 8.3 



TGLl [slots] 


TGL2 [slots] 


TGD [slots] 


3 




undefined 


4 




undefined 


5 




undefined 


7 




undefined 


10 




undefined 


14 




undefined 


3 


3 


15... 269 


4 


4 


15... 269 


5 


5 


15... 269 


7 


7 


15. ..269 


10 


10 


41... 269 


14 


14 


45... 269 



In the CELL_DCH state the measurement period, TMeasurement Period, gsm, for the GSM carrier RSSI measurement is 480 
ms. 

The UE shall meet the measurement accuracy requirements stated for RXLEV in TS45.008, when the given 
measurement time allows the UE to take at least 3 GSM carrier RSSI samples per GSM carrier in the monitored set 
during the measurement period. 



Table 8.4 



TGL 


Number of GSM carrier 




RSSI samples In each gap. 


3 


1 


4 


2 


5 


3 


7 


6 


10 


10 


14 


15 



In case the UE is not able to acquire the required number of samples per GSM carrier during one measurement period, 
the UE shall measure as many GSM carriers as possible during that measurement period using at least 3 samples per 
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GSM carrier. The GSM carriers that were not measured during that measurement period shall be measured in the 
following measurement periods. This means that, in this particular case, the LI reporting period to higher layers of a 
GSM neighbour can be a multiple of the measurement period. 

2) For a UE not requiring compressed mode 

The samples allocated to each carrier shall as far as possible be uniformly distributed over each measurement period. At 
least 3 received signal level measurement samples are required per RSSI value. The measurement period is 480 ms. 

8.1.2.5.2 BSIC verification 

1) For a UE requiring compressed mode 

In order for the requirements in the following subsections to apply the UTRAN must provide a transmission gap pattern 
sequence with measurement purpose GSM Initial BSIC identification or with measurement purpose GSM BSIC re- 
confirmation, using the following combinations for TGLl, TGL2 and TGD: 



Table 8.5 



TGLl [slots] 


TGL2 [slots] 


TGD [slots] 


5 




undefined 


7 




undefined 


10 




undefined 


14 




undefined 


5 


5 


15.. .269 


7 


7 


15... 269 


10 


10 


41... 269 


14 


14 


45... 269 



The procedure for BSIC verification on a GSM cell can be divided into the following two tasks: 
Initial BSIC identification 

Includes searching for the BSIC and decoding the BSIC for the first time when there is no knowledge about the relative 
timing between the FDD and GSM cell. The UE shall trigger the initial BSIC identification within the available 
transmission gap pattern sequence with purpose "GSM Initial BSIC identification". The requirements for Initial BSIC 
identification can be found in 8.1.2.5.2.1. 

BSIC re-confirmation 

Tracking and decoding the BSIC of a GSM cell after initial BSIC identification is performed. The UE shall trigger the 
BSIC re-confirmation within the available transmission gap pattern sequence with purpose "GSM BSIC re- 
confirmation". The requirements for BSIC re-confirmation can be found in 8.1.2.5.2.2. 

Measurements on a GSM cell can be requested with BSIC verified or BSIC non-verified. If GSM measurements are 
requested with BSIC verified the UE shall be able to report the GSM cells with BSIC verified for those cells where the 
verification of BSIC has been successful. 

If the network requests measurements on a GSM cell with BSIC verified, the UE shall behave as follows: 

- The UE shall perform GSM carrier RSSI meastirements according to Section 8.1.2.5.1 when ever a transmission 
gap pattern sequence with the purposes 'GSM carrier RSSI measurements' is provided and the UE shall perform 
measurement reporting as defined in Section 8.6.7.6 of [16]. 

- The UE shall perform BSIC identification according to Section 8.1.2.5.2.1 when a 'GSM Initial BSIC 
identification' transmission gap pattern sequence is activated. The UE shall use the last available GSM carrier 
RSSI measurement results for arranging GSM cells in signal strength order for performing BSIC identification. 

- The UE shall perform BSIC re-confirmation according to Section 8.1.2.5.2.2 when a 'GSM BSIC re- 
confirmation' transmission gap pattern sequence is activated. 
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If a 'GSM BSIC re-confirmation' transmission gap pattern sequence is not activated in parallel to a 'GSM Initial 
BSIC identification' transmission gap pattern sequence or within one frame from the deactivation of a 'GSM 
Initial BSIC identification' transmission gap pattern sequence, the BSIC shall be considered to be non-verified 
after 10s has elapsed after the UE identified the BSIC of the cell.. 

The UE shall perform event evaluation for event-triggered reporting after the BSIC has been verified for a GSM cell. 
The UE shall use the last available GSM carrier RSSI measurement results in event evaluation and event-triggered 
reporting. Periodic reports shall be triggered according to Sections 8.6.7.5 and 8.6.7.6 of [16]. 

The BSIC of a GSM cell is considered to be "verified" if the UE has decoded the SCH of the BCCH carrier and 
identified the BSIC at least one time (initial BSIC identification) and from that moment the BSIC shall be re-confirmed 
at least once every Tre-confim.abort seconds. Otherwise the BSIC of the GSM cell is considered as "non- verified". If a 
transmission gap pattern sequence with a purpose 'GSM BSIC re-confirmation ' is not activated by the network after 
BSIC identified or the 'GSM BSIC re-confirmation ' transmission gap pattern sequence is deactivated, the UE shall 
behave as described previously in this section. 

The parameters Nidentify_abort and Tre-confmn.abort are defined by higher layers and are signalled to the UE together with the 
transmission gap pattern sequence. Nidentify.abon indicates the maximum number of patterns that the UE shall use to 
attempt to decode the unknown BSIC of the GSM cell in the initial BSIC identification procedure. Ti-e.confirm_abort 
indicates the maximum time allowed for the re-confirmation of the BSIC of one GSM cell in the BSIC re-confirmation 
procedure. 

The UE shall be able to decode a BSIC within a transmission gap when the time difference between the middle of the 
received GSM synchronisation burst at the UE and the middle of the effective transmission gap is within the limits 

specified in table 8.6. 

The effective transmission gap is calculated by assuming both UL and DL compressed mode and applying the worst- 
case values for UL/DL timing offset and pilot field length of last DL gap slot. 

Table 8.6: The gap length and maximum time difference for BSIC verification 



Gap length 
[slots] 


Maximum time 
difference 
[US] 


5 


±500 


7 


± 1200 


10 


±2200 


14 


±3500 



The UE shall be able to perform BSIC verification at levels down to the reference sensitivity level or reference 
interference levels as specified in TS 45.005. 

2) For a UE not requiring compressed mode 

If a BSIC is decoded and matches the expected value, it is considered as 'verified', else it is considered as 'non verified'. 

The UE shall be able to perform BSIC verification at levels down to the reference sensitivity level or reference 
interference levels as specified in TS 45.005. 

8.1.2.5.2.1 Initial BSIC identification 

This measurement shall be based on a transmission gap pattern sequence with the purpose "GSM Initial BSIC 
identification" 

For GSM cells that are requested with BSIC verified the UE shall attempt to decode the SCH on the BCCH carrier of 
the 8 strongest BCCH carriers of the GSM cells indicated in the measurement control information. The UE shall give 
priority for BSIC decoding attempts in decreasing signal strength order to BSIC carriers with unknown BSIC. The 
strongest BCCH carrier is defined as the BCCH carrier having the highest measured GSM carrier RSSI value after layer 
3 filtering. The GSM signal strength levels used in BSIC identification for arranging GSM cells in signal strength order 
shall be based on the latest GSM carrier RSSI measurement results available. 
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When the UE attempts to decode the BSIC of one GSM BCCH carrier with unknown BSIC, the UE shall use all 
available transmission gaps, within the transmission gap pattern sequence with the purpose "GSM Initial BSIC 
identification", to attempt to decode the BSIC from that GSM BCCH carrier. 

If the BSIC of the GSM BCCH carrier has been successfully decoded the UE shall immediately continue BSIC 

identification with the next GSM BCCH carrier, in signal strength order, with unknown BSIC. The GSM cell for which 
the BSIC has been successfully identified shall be moved to the BSIC re-confirmation procedure. 

If the UE has not successfully decoded the BSIC of the GSM BCCH carrier within Nidentify_abort successive patterns, the 
UE shall abort the BSIC identification attempts for that GSM BCCH carrier. The UE shall continue to try to perform 
BSIC identification of the next GSM BCCH carrier in signal strength order. The GSM BCCH carrier for which the 
BSIC identification failed shall not be re-considered for BSIC identification until BSIC identification attempts have 
been made for all the rest of the 8 strongest GSM BCCH carriers in the monitored set with unknown BSIC. 

Nidentify_abort values are given for a set of reference patterns in table 8.7. Tidenafy.abon is the elapsed time during Nidentify.abon 
transmission gap patterns (informative). The figures given in table 8.7 represent the number of patterns required to 
guarantee at least two attempts to decode the BSIC for one GSM BCCH carrier. 

Table 8.7: The worst-case time for identification of one previously not identified GSM cell 





TGL1 
[slots] 


TGL2 
[slots] 


TGD 
[slots] 


TGPL1 
[frames] 


Tidentify abort 

[s] 


Nidentify_abort 

[patterns] 


Pattern 1 


7 




undefined 


3 


1.56 


52 


Pattern 2 


7 




undefined 


8 


5.28 


66 


Pattern 3 


7 


7 


47 


8 


2.88 


36 


Pattern 4 


7 


7 


38 


12 


2.88 


24 


Pattern 5 


14 




undefined 


8 


1.84 


23 


Pattern 6 


14 




undefined 


24 


5.28 


22 


Pattern 7 


14 


14 


45 


12 


1.44 


12 


Pattern 8 


10 




undefined 


8 


2.88 


36 


Pattern 9 


10 


10 


75 


12 


2.88 


24 



8.1.2.5.2.2 BSIC re-confirmation 

The requirements of this section are applicable for BSIC re-confirmation. 

The UE shall maintain the timing information of 8 identified GSM cells. Initial timing information is obtained from the 
initial BSIC identification. The timing information shall be updated every time the BSIC is decoded. 

For each transmission gap of a transmission gap pattern sequence with the measurement purpose "GSM BSIC re- 
confirmation", the UE shall attempt to decode the BSIC falling within the effective gap duration. If more than one BSIC 
can be decoded within the same gap, priority shall be given to the least recently decoded BSIC. 

If the UE fails to decode the BSIC after two successive attempts or if the UE has not been able to re-confirm the BSIC 
for a GSM cell within T^.^onfmiubort seconds, the UE shall abort the BSIC re-confirmation attempts for that GSM cell. 
The GSM cell shall be treated as a new GSM cell with unidentified BSIC and the GSM cell shall be moved to the initial 
BSIC identification procedure, see section 8.1.2.5.2.1. The UE shall be able to make BSIC re-confirmation attempts for 
the 8 strongest GSM cells in the monitored list. 

Nre-confirm_abort IS the uumbcr of transmission gap patterns executed during Tje.confinn_abort (informative). 
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Table 8.8: The worst-case time for BSIC re-confirmation of one GSIUl cell 





TGL1 
[slots] 


TGL2 
[slots] 


TGD 
[slots] 

l** ****** J 


TGPL1 
[frames] 


"^rS'Confirm sbort 
[S] 


Nr6"Confirm sbort 

[patterns] 




7 

1 




1 inHofinoH 

Ul lUCl II icu 


■3 
o 


1 .<j£. 


44 


Pattprn 


7 




1 inrlof i norl 
Ul lUUI 1 1 ic^u 


Q 
o 




oo 


r dllcl 1 1 O 


7 




1 inrlof i noH 
Ul lU^I 1 1 ic^u 


1 o 


ft 1 
O. 1 


R4 

OH- 


Pattern A. 

r dLLCI 1 1 H- 


7 


7 


Us? 




10.12 


44 


r CtLlCl 1 1 O 


7 


7 


RQ 


Q 
o 




oo 


r ctLLCl 1 1 O 


1 1 




\ inHofinoH 

Ul lUCl II ICVJ 


Q 
o 


1 -O 




Pattern 7 

1 U Llw III f 


14 


14 


60 


8 


0.80 


10 


Pattern 8 


10 




undefined 


8 


2.64 


33 


Pattern 9 


10 




undefined 


23 


8.05 


35 


Pattern 1 


7 


7 


47 


8 


2.64 


33 


Pattern 1 1 


7 


7 


38 


12 


2.64 


22 


Pattern 1 2 


14 




undefined 


24 


5.04 


21 


Pattern 13 


14 


14 


45 


12 


1.20 


10 


Pattern 14 


10 




undefined 


13 


4.94 


38 


Pattern 1 5 


10 


10 


75 


12 


2.64 


22 



8.1.2.5.3 Periodic Reporting 

Reported measurements in periodically triggered measurement reports shall meet the requirements in section 9. 

8.1 .2.5.4 Event Triggered Reporting 

Reported measurements in event triggered measurement reports shall meet the requirements in section 9. 

The UE shall not send any event triggered measurement reports, as long as the reporting criteria is not fulfilled. 

The measurement reporting delay is defined as the time between any event that will trigger a measurement report until 
the UE starts to transmit the measurement report over the Uu interface. This requirement assumes that that the 
measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a 
delay uncertainty resulted when inserting the measurement report to the TTI of the upUnk DCCH . The delay 
uncertainty is twice the TTI of the uplink DCCH. 

The event triggered reporting delay requirement is valid when the UE for each GSM carrier in the monitored set can 
take the required number of samples during the measurement period TMeasuremem Period, gsm (see section 8.1.2.5.1). 

The event triggered measurement reporting delay for a GSM cell with verified BSIC, measured without L3 filtering 
shall be less than 2*TMeasurementPenod,GSM, whcrc TMeasuremem Period, GSM is defined lu Scctiou 8.1.2.5.1. When L3 filtering is 
used an additional delay can be expected. For a GSM cell with non- verified BSIC an additional delay according to 
section 8.1.2.5.2.1 Initial BSIC identification can be expected. 

8.2 Measurements in CELL_DCH State with special 
requirements 

8.2.1 Introduction 

This section contains specific requirements for certain measurements beyond those specified in section 8.1. The 
measurements are defined in TS 25.215, the measurement model is defined in TS 25.302 and measurement accuracies 
are specified in section 9. As long as the measurement configuration does not exceed the requirements stated in section 
8.2.2, the UE shall meet the performance requirements defined in section 9. 

Control of measurement reporting is specified in TS 25.331. Compressed mode is specified in TS 25.215. 
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8.2.2 Requirements 

The UE shall be able to perform in parallel all physical layer measurements according to table 8.9. In this section one 
physical layer measurement corresponds to a measurement at the reference point B (i.e. measurement reported by layer 
1 after layer 1 filtering) in the measurement model in TS 25.302 [15]. 

In addition to the requirements in table 8.9 the UE shall in parallel, in state CELL_DCH, also be able to measure and 
report the quantities according to section 8.1. 



Table 8.9: Parallel physical layer measurement requirements 



lUleasurement quantity 


Number of parallel physical layer 
measurements possible to request 
from the UE 


Transport channel BLER 


1 per Transport Chiannel 


UE transmitted power 


1 


UE Rx-Tx time difference 


1 including timing to all radio links in 
active set 


SFN-SFN observed time difference type 2 


[] 


UE GPS Timing of Cell Frames for LCS 


[] 



Editors Note: The presence of the measurements for location services needs to be revised. 

8.3 Capabilities for Support of Event Triggering and Reporting 
Criteria in CELL_DCH state 

8.3.1 Introduction 

This section contains requirements on UE capabilities for support of event triggering and reporting criteria. As long as 
the measurement configuration does not exceed the requirements stated in section 8.3.2, the UE shall meet the 
performance requirements defined in section 9. 

The UE can be requested to make measurements under different Measurement Identities [11]. Each Measurement 
Identity corresponds to either event based reporting, periodic reporting or no reporting. In case of event based reporting, 
each Measurement Identity is associated with one or more events, each identified with an Event Identity. In case of 
periodic reporting, a Measurement Identity is associated with one periodic reporting criterion. In case of no reporting, a 
Measurement Identity is associated with one no reporting criterion. 

The purpose of this section is to set some Umits on the number of different event, periodic and no reporting criteria the 
UE may be requested to track in parallel. 

8.3.2 Requirements 

In this section a reporting criterion corresponds to either one event (in the case of event based reporting), or one 
periodic reporting criterion (in case of periodic reporting), or one no reporting criterion (in case of no reporting) For 
event based reporting, each instance of event, with the same or different Event Identities, is counted as separate 
reporting criterion in Table 8.10. 

The UE shall be able to support in parallel per category up to E^at reporting criteria according to Table 8.10. For the 
measurement categories: Intra-frequency, Inter frequency. Inter frequency (virtual active set), and Inter-RAT the UE 
need not support more than 18 reporting criteria in total. For the measurement categories Traffic volume and Quality 
measurements the UE need not support more than 16 reporting criteria in total. 



ETSI 



3GPP TS 25.1 33 version 7.4.0 Release 7 53 ETSI TS 1 25 1 33 V7.4.0 (2006-06) 



Table 8.10: Requirements for reporting criteria per measurement category 



R/l ASCI 1 fAmant t^Qt^nnm 

ivicasurcineni caiegory 


Ccat 




lntra-frec|uency 


Q 

o 




Inter-frequency 


6 




Inter-frequency, virtual active set 


4 




Inter-RAT 


4 


Only applicable for UE with this 
capability 


UE internal measurements 


8 




Traffic volume measurements 


2 -1- (2 per Transport 
Channel) 




Quality measurements 


2 per Transport Channel 




UP measurements 


2 


Only applicable for UE with this 
capability. 



8.4 Measurements in CELL_FACH State 

8.4.1 Introduction 

This section contains requirements on the UE regarding cell reselection and measurement reporting in CELL_FACH 
state. The requirements for cell re-selection are split in FDD intra frequency, FDD inter frequency, TDD and GSM 
measurements. The measurements are defined in TS 25.215, the measurement model is defined in TS 25.302 and 
measurement accuracies are specified in section 9. Control of measurement reporting is specified in TS 25.331. 
Measurement occasions in CELL_FACH state are described in TS 25.331. 

8.4.2 Requirements 

8.4.2.1 UE Measurement Capability 

In CELL_FACH state, the UE shall be able to monitor up to 

- 32 intra frequency FDD cells and 
32 inter frequency cells, including 

- FDD cells distributed on up to 2 additional FDD carriers and 

Depending on UE Capability, TDD mode cells, distributed on up to 3 TDD carriers, and 

- Depending on UE capability, 32 GSM cells distributed on up to 32 GSM carriers. 

- Depending on UE capability, the UE shall be able to monitor up to 16 intra frequency cells during IPDL gaps. 

The requirements in section 9 on CPICH Ec/lo and RSCP measurements are applicable for a UE performing 
measurements according to this section. For inter-frequency FDD, TDD and GSM cell re-selection, measurement 
occasions as specified in TS 25.331 are used to find and measure on other cells. 

It is defined below how the measurements on different systems and modes are performed given the time allocated to 
that system. The requirements in this section are based on an assumption that the time during the measurement 
occasions that is allocated to each of the different modes and systems shall be equally shared by the modes which the 
UE has capabihty for and that are in the monitored set signalled by the network. 

For this three parameters are defined: 

Npoo is or 1. If there are inter-frequency FDD cells in the neighbour list A^fz)D= 1. otherwise Nfdd=Q- 
Ntdd is or 1 . If the UE is capable of TDD and there are TDD cells in the neighbour list Ntdd=1 otherwise Ntdd =0. 
Ngsm is or 1. If the UE is capable of GSM and there are GSM cells in the neighbour list, Ngsm=1, otherwise Ngsm=0. 
The measurement time Tm-as is then defined as 
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Tr^as = [{Nfdd + NrDD + A^G5M ) " • M_REP • lo] ms 

where 

- M_REP is the Measurement Occasion cycle length where K is given in Table 8. lOA. K is the FACH measurement 
occasion length coefficient as specified in TS25.331 

- The FACH Measurement Occasion of Ntti frames will be repeated every Nm * M_REP frame. 

- Ntti is the number of frames in each measurement occasion, equal to the length of the largest TTI on the SCCPCH 
monitored by the UE. FACHs that only carry MBMS logical channels (MTCH, MSCH, or MCCH) are excluded 
from measurement occasion calculations. 

- A UE receiving MTCH shall use only that part of the Measurement Occasion of NTTI frames which corresponds to 
25% of the MTCH TTI length at the maximum. 

For UEs receiving MTCH, the reduced measurement time, if applicable, needs to be considered when performance 
requirements are derived according to section 8. The repetition rate of NTTI * M_REP frames remains unaffected 

Table 8.1 OA: K values for each Nm value 



Ntti 


K 


1 


3,4,5,6 


2 


2,3,4,5 


4 


2,3,4 


8 


1,2,3 



The UE is assumed to measure periodically once every time period T^^.^^ on each of the modes and systems, FDD inter 
frequency cells, TDD inter frequency cells and GSM carriers for which the corresponding parameter Nfdd> Ntdd and 
NgsmIS set to 1. 

8.4.2.2 FDD intra frequency measurements 

During the CELL_FACH state the UE shall continuously measure identified intra frequency cells and search for new 
intra frequency cells in the monitoring set. If a measurement occasion is activated, intra frequency measurements can be 
performed between the measurement occasions. 

The performance of intra frequency measurements when IPDL is active has not been studied. 
8.4.2.2.1 Identification of a new cell 

The UE shall be able to identify a new detectable cell belonging to the monitored set within 

T„„,.,.„ =M<aj800,Ceil{^J™=^}.N„,M_REP.lo} ™ 

where 

Tbasic_identify_FDD. intra IS SpCCiflcd iu SCCtioU 8.1.2.2.2, 

NxTi and M_REP is specified in section 8.4.2.1. 
A cell shall be considered detectable when 

- CPICH Ec/Io > -20 dB, 

- SCH_Ec/Io > -20 dB for at least one channel tap and SCH_Ec/Ior is equally divided between primary 
synchronisation code and secondary synchronisation code. 

In the case that MTCH is being received, the UE shall be able to take identified cells into use for MTCH combining 
purposes within one MTCH TTI after the completion of identification. 
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If more candidate cells are identified than the UE has combining capability, then the UE shall estimate MTCH reception 
quality of all candidate cells and determine a subset of the identified cells which best allow the UE to meet the required 
MTCH reception performance. 

In case of conflict when a measurement occasion is activated the UE may choose to prioritise the SEN decoding 
8.4.2.2.1 .1 Identification of a new ceil using IPDL gaps 

When the UE is supporting IPDL measurements and when idle periods with a length of 1 slot are scheduled the UE 
physical layer shall be capable to identify a new cell and report SEN-SEN observed time difference type 2 measurement 
within 

Tidentify,IPDL=Max{TMeaserement_Period IntrajTiPDL} HIS 

where 

TMeasurement_Period Intra = The measurement period for Intra frequency CPICH measurements defined in Section 
8.1.2.2.2. 

and 

TipDL depends on the Search Window Size given in UE positioning OTDOA neighbour cell info as given in 
TableS.lOB 



Table 8.1 OB: Tirol 



Search Window Size 


TiPDL 


less than or equal to +/- 40 chips 


Time over which 4 consecutive IPDL gaps occur 


+/- 80 chips 


Time over which 8 consecutive IPDL gaps occur 



8.4.2.2.2 



UE CPICH measurement capability 



In the CELL_FACH state the measurement period for intra frequency measurements is 200 ms. When no measurement 
occasion cycle is activated, the UE shall be capable of performing CPICH measurements for 8 identified intra- 
frequency cells of the monitored set and the UE physical layer shall be capable of reporting measurements to higher 
layers with the measurement period of 200 ms. When a measurement occasion cycle is activated, the UE shall be 
capable of performing CPICH measurements for the Ymeasuremem intra strongest cells , where Ymeasurement intra is defined in the 
following equation. The measurement accuracy for all measured cells shall be as specified in the sub-clause 9.1.1 and 
9.1.2. If the UE has identified more than Ynjeasyrement intra cells, the UE shall perform measurements of all identified cells 
but the reporting rate of CPICH measurements of cells from UE physical layer to higher layers may be decreased. 



Y = PlooT< 

measuremeit mtra 



TMeasuremeiit_Period Intra CcH 



^ basic measuremeit FDD 



Measurement_Period Intra 

NjTj M _REP lOms 



■ Njjj ■ 10 ms 



Measurement_Period Intra 



cells 



where 



Xbasic measurement FDD is Specified in scction 8.1.2.2.2, 

TMeasurement.Period Intra is Specified in SCCtion 8.1.2.2.2, 

M_REP and Ntti is specified in section 8.4.2.1. 



8.4.2.2.2.1 



Capabilities for measurements during IPDL gaps. 



When idle periods with a length of 1 slot are scheduled UE physical layer shall be capable of reporting SEN-SEN 
observed time difference type 2 measurements to higher layers with measurement accuracy as specified in sub-clause 
9.1.8.2.2 with measurement period given by 



measurement IPDL 



= Ma;c{Tj 



Measurement_Period Intra 



''^4IPDLs]^* 
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where 

TMeasuremeiiLPeriod Intra = The measurement period for Intra frequency CPICH measurements defined in Section 
8.1.2.2.2. " 

and 

T4 iPDLs = Time period over which 4 consecutive idle periods occur. 
8.4.2.2.3 RACH reporting 

Reporting measurements in the measurement reports sent on the RACH shall meet the requirements in section 9. 

8.4.2.3 FDD inter frequency measurements 

In the CELL_FACH state when a measurement occasion cycle is provided by the network the UE shall continuously 
measure identified inter frequency cells and search for new inter frequency cells indicated in the measurement control 
information. 

8.4.2.3.1 Identification of a new cell 

The UE shall be able to identify a new detectable cell belonging to the monitored set within 

fx 1 

rp "/J basic identify FDD inter I rp tlt 

'■identify, inter ~ t^^'n — r ' i^eas ' ^ Freq,FDD 

[ Inter FACH J 

where 

Tbasic_identify_FDD,inter is Specified in 8.1.2.3.2. 

Npreq.FDo: Numbcr of FDD frequencies in the Inter-frequency cell info list 

Tuieas and M_REP are specified in 8.4.2.1. 

TinterFACH = (Ntti*10 - 2*0.5) ms 

A cell shall be considered detectable when 

- CPICH Ec/Io > -20 dB, 

SCH_Ec/lo > -17 dB for at least one channel tap and SCH_Ec/Ior is equally divided between primary 
synchronisation code and secondary synchronisation code. 

8.4.2.3.2 UE CPICH measurement capability 

When a measurement occasion cycle is scheduled for FDD inter frequency measurements the UE physical layer shall be 
capable of reporting measurements to higher layers with measurement accuracy as specified in sub-clause 9.1.2 with 
measurement period is given by 

f fx 1 1 

rp S/f J T 9 T '/J basic measurement FDD inter I "y I 

'■measurement inter — ^^^^^-^i ■'^Measurement.Period Inter ' ^meas'*^^^'] ^ ( ' 'meas ''^ Freq.FDD | ™^ 

[ [ 'interFACH J J 

where 

Tbasic_measurement_FDD,inter is Specified in SCCtion 8.1.2.3.2. 
TMeasurement_Period Inter is Specified in SCCtion 8.1.2.3.2. 

Tuieas is specified in section 8.4.2.1. 

Npreq.FDD and Ti^terFACH are specified in section 8.4.2.3.1 
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If the UE does not need measurement occasions to perform inter-frequency measurements, the measurement period for 
inter frequency measurements is 480 ms. 

The UE shall be capable of performing CPICH measurements for Xbasic measurement fdd inter inter-frequency cells per FDD 
frequency of the monitored set, and the UE physical layer shall be capable of reporting measurements to higher layers 
with the measurement period of TMeasuremem. inter. 

Xbasic measurement FDDinter IS defined in SCCtion 8.1.2.3.2 

8.4.2.4 TDD measurements 

The requirements in this section shall apply to UE supporting FDD and TDD. 

In the CELL_FACH state when a measurement occasion cycle is provided by the network the UE shall continuously 
measure identified inter frequency TDD cells and search for new inter-frequency TDD cells indicated in the 
measurement control information. 



8.4.2.4.1 



Identification of a new cell 



8.4.2.4. 1.1 3.84 Mcps TDD Option 

The UE shall be able to identify a new detectable inter-frequency TDD cell belonging to the monitored set within 



identify, TDD 



Maxi5000,Cem 



basic identify TDD inter 



Inter FACH 



^meas ' ^ FreqJDD \ 



where 



^ basic_idcntify_TDD, inter 



= 800ms 



N 



Frcq.TDD' 



Number of TDD frequencies indicated in the Inter-frequency cell info list 



Tjvieas is specified in section 8.4.2.1. 

TinterFAcnis Specified in section 8.4.2.3.1 

If the UE does not need measurement occasions to perform inter-frequency TDD measurements, the UE shall be able to 
identify a new detectable inter-frequency TDD cell belonging to the monitored set within 5000 ms. 

When L3 filtering is used an additional delay can be expected. 

An inter-fi-equency TDD cell shall be considered detectable when P-CCPCH_Ec/Io > -8 dB and SCH_Ec/Io > -13 dB. 
The received P-CCPCH_Ec/Io is defined as 



^P-CCPCH 



^P-CCPCH 



dB ^ 



in dB 



in dB 



and the received SCH_E(,/Io is defined as 



^SCH E ^ 



dB ^ 



in dB 



CI 



in dB 



8.4.2.4. 1.2 1 .28 Mcps TDD Option 

The UE shall be able to identify a new detectable inter-frequency TDD cell belonging to the monitored set within 
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identify, TDD 



= Max<5000,Ceil] 



basic identify TDD inter 



Inter FACH 



■ '^meas ' ^Freq,TDD \ ^ 



where 

Tbasic_identify_TDD,inter = 800mS 

Npreq.TDo: Number of TDD frequencies indicated in the inter-frequency cell info hst 

Tuieas is specified in section 8.4.2.1. 

TinterFACHis Specified in section 8.4.2.3.1 

If the UE does not need measurement occasions to perform inter-frequency TDD measurements, the UE shall be able to 
identify a new detectable inter-frequency TDD cell belonging to the monitored set within 5000 ms. 

When L3 filtering is used an additional delay can be expected. 

A cell shall be considered detectable when P-CCPCH Ec/Io > -8 dB and DwPCH_Ec/Io > -5 dB. 
The received P-CCPCH BJl^ is defined as 



^P-CCPCH E ^ 



The received DwPTS Ec/Io is defined as 



^ DwPCH E ^ 



^P-CCPCH E ^ 



in dB 



^ DwPCH E ^ 



in dB 



in dB 



in dB 

I 

17 



in dB 



in dB 



8.4.2.4.2 



P-CCPCH RSCP measurement period 



When a measurement occasion cycle as previously described is scheduled for inter frequency TDD measurements the 
UE physical layer shall be capable of reporting measurements to higher layers with measurement accuracy as specified 
in sub-clause 9.1.11 and with a measurement period as given by 



T = Max< T 

'^measurement TDD ^y^l*■^^ '^Measurement.Period TDD inter 



T 

2rr^ /-I •; basic measurement TDD inter \ rr< -xj 
- ■ T„,ea.s ,Ceil\ } ■ T_,, -N 



Inter FACH 



meas ^ ' Freq,TDD 



where 

1^basic_measurement_TDD inter — 50 ms. 

TMeasurement_Period TDD inter is Specified in SCCtion 8.1.2.4.2. 

Tineas is specified in section 8.4.2.1. 
TinterFACHis Specified in section 8.4.2.3.1 

Npreq.TDD: TMs is the numbcr of TDD frequencies indicated in the inter-frequency cell info list 

If the UE does not need measurement occasions to perform inter-frequency TDD measurements, the measurement 
period for inter frequency TDD measurements is 480 ms. 



The UE shall be capable of performing P-CCPCH RSCP measurements for Xbasic measurement tdd inter inter- frequency TDD 
cells per TDD frequency of the monitored set and the UE physical layer shall be capable of reporting measurements to 

higher layers with the measurement period of TMeasurementTDD- 



XbasicmeasurememTDDimer is defined in section 8.1.2.4.2 
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8.4.2.5 GSM measurements 

The requirements in this section apply only to UE supporting FDD and GSM. 

To support cell reselection the UE shall always perform BSIC verification in Cell FACH state. 

1) In CELL_FACH state when measurement occasions are provided by the UTRAN the UE shall continuously 
measure GSM cells and search for new GSM cells given in the monitored set. 

In section 8.4.2.1 the spUt of measurements between different modes and systems is defined. Every second 
measurement occasion scheduled for GSM measurements, as given by 8.4.2.1 shall be allocated for GSM initial BSIC 

identification. 

The remaining measurements occasions scheduled for GSM measurements shall be used as follows. 3 occasions out of 
4 shall be allocated for GSM carrier RSSI measurements and 1 out of 4 shall be allocated for GSM BSIC 
reconfirmation. The scheduling of measurement occasions between GSM carrier RSSI measurements and GSM BSIC 

reconfirmation is up to the UE. 

2) If the UE does not need measurement occasions to perform GSM measurements: 

- the UE shall measure all GSM cells present in the monitored set 

the relevant requirements for GSM dedicated mode when a TCH channel is assigned in TS 45.008 shall apply. 
This is further detailed in the following sub-sections. 

8.4.2.5.1 GSM carrier RSSI 

1) For a UE requiring measurement occasions. 

A UE supporting GSM measurements using measurement occasions shall meet the minimum number of GSM carrier 
RSSI measurements specified in Table 8. 11. This measurement shall be based on measurement occasions allocated for 
GSM carrier RSSI measurements as described in 8.4.2.5. In the CELL_FACH state the measurement period for the 
GSM carrier RSSI measurement is 480 ms. 

The UE shall meet the measurement accuracy requirements stated for RXLEV in TS 45.008, when the given 
measurement time allows the UE to take at least 3 GSM carrier RSSI samples per GSM carrier in the monitored set 
during the measurement period. 



Table 8.11 



Length of measurement 


Number of GSM carrier RSSI 


occasion (frames) 


samples in each measurement 

occasion, NgsM carrier RSSI- 


1 


16 


2 


32 


4 


64 


8 


128 



In case the UE is not able to acquire the required number of samples per GSM carrier during one measurement period, 
the UE shall measure as many GSM carriers as possible during that measurement period using at least 3 samples per 
GSM carrier. The GSM carriers that were not measured during that measurement period shall be measured in the 
following measurement periods. 

2) For a UE not requiring measurement occasions 

The samples allocated to each carrier shall as far as possible be uniformly distributed over each measurement period. At 
least 3 received signal level measurement samples are required per RSSI value. The measurement period is 480 ms. 

In case UTRA RACH procedure prevents the UE from acquiring the required number of samples per GSM carrier 
during one measurement period, the GSM carriers that were not measured during that measurement period shall be 
measured in the following measurement periods. 
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8.4.2.5.2 BSIC verification 

1) For a UE requiring measurement occasions. 

The procedure for BSIC verification on a GSM cell can be divided into the following two tasks: 
Initial BSIC identification 

Includes searching for the BSIC and decoding the BSIC for the first time when there is no knowledge about the 
relative timing between the FDD and GSM cell. The UE shall trigger the initial BSIC identification within 50% of 
the available measurement occasions used for GSM measurements as specified in 8.4.2.1. The requirements for 
Initial BSIC identification can be found in 8.4.2.5.2.1. 

BSIC re-confirmation 

Tracking and decoding the BSIC of a GSM cell after initial BSIC identification is performed. The UE shall trigger 
the BSIC re-confirmation within the available measurement occasions used for GSM as specified in 8.4.2.1. The 
requirements for BSIC re-confirmation can be found in 8.4.2.5.2.2. 

The BSIC of a GSM cell is considered to be "verified" if the UE has decoded the SCH of the BCCH carrier and 
identified the BSIC at least one time (initial BSIC identification) and from that moment the BSIC shall be re-confirmed 
at least once every 6 times T,c.confirm_GSM seconds. Otherwise the BSIC of the GSM cell is considered as "non- verified". 

Tre-confmn_GSM indicates the maximum time allowed for the re-confirmation of the BSIC of one GSM cell in the BSIC re- 
confirmation procedure according to section 8.4.2.5.2.2. 

The UE shall be able to decode a BSIC within a measurement occasion when the time difference between the middle of 
the received GSM synchronisation burst at the UE and the middle of the measurement occasion is within the limits 
specified in table 8.12. 

Table 8.12: The measurement occasion length and maximum time difference for BSIC verification 



Measurement occasion 
length [frames] 


Maximum time difference 

[^s] 


1 


±4100 


2 


±9100 


4 


±19100 


8 


+ 39100 



The UE shall be able to perform BSIC verification at levels down to the reference sensitivity level or reference 
interference levels as specified in TS 45.005. 

2) For a UE not requiring measurement occasions 

The UE shall attempt to check the BSIC for at least the 6 strongest GSM carriers at least every 10 seconds, to confirm 
that it is monitoring the same cell, as far as UTRA RACH procedure does not prevent UE from decoding BSIC. 

If a BSIC is decoded and matches the expected value, it is considered as 'verified', else it is considered as 'non verified'. 

The UE shall be able to perform BSIC verification at levels down to the reference sensitivity level or reference 
interference levels as specified in TS 45.005. 

8.4.2.5.2.1 Initial BSIC identification 

This measurement shall be based on the measurement occasions allocated for Initial BSIC identification as described in 
8.4.2.5. 

The UE shall continuously attempt to decode the BSIC of SCH on the BCCH carrier of the 6 strongest BCCH carriers 
of the GSM cells indicated in the Inter-RAT cell info list. The UE shall give priority for BSIC decoding attempts in 
decreasing signal strength order to BCCH carriers with unknown BSIC. The strongest BCCH carrier is defined as the 
BCCH carrier having the highest measured GSM carrier RSSI value. 

When the UE attempts to decode the BSIC of one GSM BCCH carrier with unknown BSIC, the UE shall use all 
available measurements occasions allocated for GSM initial BSIC identification according section 8.4.2.5 to attempt to 
decode the BSIC from that GSM BCCH carrier. 
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If the BSIC of the GSM BCCH carrier has been successfully decoded the UE shall immediately continue BSIC 
identification with the next GSM BCCH carrier, in signal strength order, with unknown BSIC. The GSM cell for which 
the BSIC has been successfully identified shall be moved to the BSIC re-confirmation procedure. 

If the UE has not successfully decoded the BSIC of the GSM BCCH carrier within Tidentify, gsm ms, the UE shall abort 
the BSIC identification attempts for that GSM BCCH carrier. The UE shall continue to try to perform BSIC 
identification of the next GSM BCCH carrier in signal strength order. The GSM BCCH carrier for which the BSIC 
identification failed shall not be re-considered for BSIC identification until BSIC identification attempts have been 
made for all the rest of the 6 strongest GSM BCCH carriers in the monitored set with unknown BSIC. 

Tidentify_GSM IS givcn for the combinations of T^cas and Ntti that are given in table 8.13. The values given in table 8.13 
represent the number of patterns required to guarantee at least two attempts to decode the BSIC for one GSM BCCH 
carrier. 

Table 8.13: The worst-case time for identification of one previously not identified GSM cell 



T_meas 


N_TTI=1 frame 


N_TTI=2 frames 


N_TTI=4 frames 


N_TTI=8 frames 


(ms) 


Tidentify,GSM(ms) 


Tidentify,GSM(ms) 


Tidentify,GSM(ms) 


Tidentify,GSM(ms) 


80 


2880 


1280 






160 


7680 


2880 


1280 


640 


240 


29760 


5280 






320 


14080 


6400 


2560 


1280 


480 


34560 


12480 


2880 


1920 


640 


34560 


12800 


5120 


2560 


960 


* 


24960 


5760 


3840 


1280 


* 


20480 


10240 


5120 


1920 


* 


34560 


15360 


7680 



* Note: There are no performance requirements for these combinations of parameters because they result in long 
identification time. 

8.4.2.5.2.2 BSIC re-confirmation 

The requirements of this section are applicable for BSIC re-confirmation. 

The UE shall maintain the timing information of 6 identified GSM cells. Initial timing information is obtained from the 
initial BSIC identification. The timing information shall be updated every time the BSIC is decoded. 

For each measurement occasion allocated for GSM BSIC reconfirmation as described in 8.4.2.5, the UE shall attempt to 
decode the BSIC falling within the measurement occasion duration according to table 8.12. When the UE has to select 
one out of several possible GSM cells to reconfirm within the possible allocation of measurement occasions, according 
to 8.4.2.5, priority shall be given to the least recently decoded BSIC. 

If the UE fails to decode the BSIC after two successive attempts the UE shall abort the BSIC re-confirmation attempts 
for that GSM cell. The GSM cell shall be treated as a new GSM cell with unidentified BSIC and the GSM cell shall be 
moved to the initial BSIC identification procedure, see section 8.4.2.5.2.1. The UE shall be able to make BSIC re- 
confirmation attempts for the 6 strongest GSM cells in the monitored list. 

Ti-c-confirm_GSM IS givcn for the combinations of Tn,(.as and Nxti that are given in table 8.14. The values given in table 8.14 
represent the number of patterns required to guarantee at least two attempts to decode the BSIC for one GSM BCCH 
carrier. Different values for Tre-confim gsm might apply when more than one GSM cell is in the BSIC reconfirmation 
procedure at the same time. 
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Table 8.14: The worst-case time for reconfirmation of one previously identified GSM cell 



T meas 
(ms) 


N TTI=1 frame 

1 ramf^nnfirm r2QIUI 1 IllS 1 

" 1 II II II If uOIVI \ 


N TTI=2 frames 

Tra-rnnfirm fi^M ItTIS) 

" Itf UUI III! IllgUlwlVI \ 


N TTI=4 f ramos 

1 ra./^onf irm r2QIUI 1 IllS 1 

" IV WUIIIIIIIIfVIOIVI \ 


N TTI=8 frames 

Tro-f«nnfirm f^QM (mSl 


sn 

o\j 


PftftO 
^oou 








160 


6400 


3200 


2240 


1600 


240 


17280 


4800 






320 


14080 


6400 


4480 


3200 


480 


22080 


9600 


6720 


4800 


640 


26880 


12800 


10240 


6400 


960 


* 


17280 


13440 


9600 


1280 


♦ 


33280 


17920 


12800 


1920 


* 


* 


26880 


19200 


* Note: There are no performance requirements for these combinations of parameters 
because they result in long reconfirmation time. 



8.5 Capabilities for Support of Event Triggering and Reporting 
Criteria in CELL_FACH state 

8.5.1 Introduction 

This section contains requirements on UE capabilities for support of event triggering and reporting criteria. 

8.5.2 Requirements 

In this section reporting criteria can be either event triggered reporting criteria or periodic reporting criteria. 



Table 8.15: Requirements for reporting criteria per measurement category 



Measurement category 


Ecat 


Note 


Traffic volume measurements 


2 





9 Measurennents Perfornnance Requirennents 

One of the key services provided by the physical layer is the measurement of various quantities which are used to 
trigger or perform a multitude of functions. Both the UE and the UTRAN are required to perform a variety of 
measurements. The physical layer measurement model and a complete list of measurements is specified in TS 25.302 
"Services Provided by Physical Layer". The physical layer measurements for FDD are described and defined in 
TS25.215 "Physical layer - Measurements (FDD)". In this clause for each measurement the relevant requirements on the 
measurement period, reporting range, granularity and performance in terms of accuracy are specified. 

Since the UE reference sensitivity requirements are different depending on supported band, this is noted in each case 
with definition of the range lo for each frequency band. Definitions of each frequency bands can be found in TS 25.101. 

The accuracy requirements in this clause are applicable for AWGN radio propagation conditions. 

9.1 IVIeasurement Performance for UE 

The requirements in this clause are applicable for a UE: 

- in state CELL_DCH and/or state CELL_FACH. 
performing measurements according to section 8. 

- that is synchronised to the cell that is measured. 
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The reported measurement result after layer 1 filtering shall be an estimate of the average value of the measured 
quantity over the measurement period. The reference point for the measurement result after layer 1 filtering is referred 
to as point B in the measurement model described in TS25.302. 

The accuracy requirements in this clause are valid for the reported measurement result after layer 1 filtering. The 
accuracy requirements are verified from the measurement report at point D in the measurement model having the layer 
3 filtering disabled. 

Note: It needs to be clarified how the accuracy requirements shall be handled when the UE is measuring on 
cells using IPDL. 

Note: For the UE which supports both Band III and Band IX operating frequencies, the measurement 
performance requirements for Band III shall apply to the multi-band UE. 

9.1.1 CPICHRSCP 

Note: This measurement is for handover evaluation, DL open loop power control, UL open loop power control 
and for the calculation of pathloss. 

9.1 .1 .1 Intra frequency measurements accuracy 

The measurement period for CELL_DCH state can be found in sub clause 8.1.2.2. The measurement period for 
CELL_FACH state can be foimd in sub clause 8.4.2.2. 

9.1.1.1.1 Absolute accuracy requirement 

The accuracy requirements in table 9.1 are vahd under the following conditions: 
CPICH_RSCPlldBm ^ -1 14 dBm for Bands I, IV and VI, 
CPICH_RSCPlldBm ^ -1 13 dBm for Band IX, 
CPICH_RSCPlldBm ^ -1 12 dBm for Bands II, V and VII, 
CPICH_RSCPlldBm ^-111 dBm for Band m and VHI. 



^CPICH E ^ 



in dB 



<10dB 

in dB 



Table 9.1 : CPICH_RSCP Intra frequency absolute accuracy 







Accuracy [dB] 


Conditions 










Band 1, IV and Vi 


Band 11, V and VII 


Band ill and 


Band IX 


Parameter 


Unit 


Normal 


Extreme 






VIII 








condition 


condition 


lo [dBm/3.84 
IVIHz] 


lo [dBm/3.84 
MHz] 


lo [dBm/3.84 
MHz] 


lo [dBm/3.84 
MHz] 


CPICH_RSCP 


dBm 


±6 


±9 


-94.. .-70 


-92. ..-70 


-91. ..-70 


-93. ..-70 


dBm 


±8 


±11 


-70. ..-50 


-70. ..-50 


-70. ..-50 


-70. ..-50 



9.1 .1 .1 .2 Relative accuracy requirement 

The relative accuracy of CPICH RSCP is defined as the CPICH RSCP measured from one cell compared to the CPICH 
RSCP measured from another cell on the same frequency 

The accuracy requirements in table 9.2 are valid under the following conditions: 

CPICH_RSCPl,2ldBm > -1 14 dBm for Bands 1, IV and VI, 

CPICH_RSCPl,2ldBm ^-113 dBm for Band IX, 
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CPICH_RSCPl,2ldBm ^ -1 12 dBm for Bands II, V and VII, 
CPICH_RSCPl,2ldBm ^-111 dBm for Band IE and VIH. 



CPICH RSCP\\. -CPICH RSCPiy 

I m dBm I m dBm 



<20dB 



^ CPICH E ^ 



in dB 



<20dB 



in dB 



Table 9.2: CPICH_RSCP Intra frequency relative accuracy 







Accuracy [dB] 


Conditions 










Band 1, IV and VI 


Band II, V and VII 


Band III and 


Band IX 


Parameter 


Unit 


Normal 


Extreme 






VIII 








condition 


condition 


lo [dBm/3.84 
MHz] 


lo [dBm/3.84 
MHz] 


lo [dBm/3.84 
MHz] 


lo [dBm/3.84 
MHz] 


CPICH_RSCP 


dBm 


±3 


±3 


-94. ..-50 


-92. ..-50 


-91. ..-50 


-93. ..-50 



9.1.1.2 



Inter frequency measurement accuracy 



The measurement period for CELL_DCH state can be found in sub clause 8.1.2.3. The measurement period for 
CELL FACH state can be found in sub clause 8.4.2.3. 



9.1.1.2.1 



Relative accuracy requirement 



The relative accuracy of CPICH RSCP in inter frequency case is defined as the CPICH RSCP measured from one cell 
compared to the CPICH RSCP measured from another cell on a different frequency. 

The accuracy requirements in table 9.3 are vahd under the following conditions: 



CPICH 


RSCPlldBm> 


CPICH 


RSCPlUm> 


CPICH 


_RSCPlldBm> 


CPICH 


_RSCPlldBm> 


CPICH 


RSCP2Um^ 


CPICH 


RSCP2Um> 


CPICH 


RSCP2laB„,> 


CPICH 


RSCP2ldBm> 



CPICH RSCPll , -CPICH RSCP2\ , <20dB 

I m dBm I m dBm 

I Channel l_IoldBm/3.84 mhz -Channel 2_Iol(iBm/3.84 mhz I < 20 dB. 

<20dB 



^ CPICH E ^ 



in dB 



in dB 
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Table 9.3: CPICH_RSCP Inter frequency relative accuracy 



Parameter 


Unit 


Accuracy [dB] 


Conditions 


Normai 
condition 


Extreme 
condition 


CPiCH_RSCP Is 
on Band 1, IV and 
Vi 


CPiCH_RSCP is 
on Band ii, V and 
Vii 


CPICH_RSCP 
is on Band iii 
and Viii 


CPICH_RSCP 
is on Band iX 


io [dBm/3.84 
MHz] 


io [dBm/3.84 
MHz] 


Io [dBm/3.84 
MHz] 


Io [dBm/3.84 
MHz] 


CPICH_RSCP 


dBm 


±6 


±6 


-94.. .-50 


-92... -50 


-91... -50 


-93.. .-50 



9.1 .1 .3 CPICH RSCP measurement report mapping 

The reporting range is for CPICH RSCP is from -120 dBm ...-25 dBm. 

In table 9.4 the mapping of measured quantity is defined. The range in the signalling may be larger than the guaranteed 
accuracy range. 



Table 9.4 



Reported value 


Measured quantity value 


Unit 


CPICH RSCP LEV -05 


CPICH RSCP <-120 


dBm 


CPICH_RSCP_LEV _-04 


-120 < CPICH RSCP < -119 


dBm 


CPICH_RSCP_LEV _-03 


-119<CPICH RSCP<-118 


dBm 








CPICH_RSCP_LEV_89 


-27 < CPICH RSCP < -26 


dBm 


CPICH_RSCP_LEV _90 


-26 < CPICH RSCP < -25 


dBm 


CPICH_RSCP_LEV _91 


-25 < CPICH RSCP 


dBm 



9.1.2 CPICH Ec/lo 

Note: This measurement is for Cell selection/re-selection and for handover evaluation. 



9.1.2.1 



Intra frequency measurements accuracy 



The measurement period for CELL_DCH state can be found in sub clause 8.1.2.2. The measurement period for 
CELL_FACH state can be found in sub clause 8.4.2.2. 

9.1 .2.1 .1 Absolute accuracy requirement 

The accuracy requirements in table 9.5 are vahd under the following conditions: 
CPICH_RSCPlldBm ^ -1 14 dBm for Bands I, IV and VI, 
CPlCH_RSCPlldBm ^ -113 dBm for Band IX, 
CPICH_RSCPlldBm ^-112 dBm for Bands II, V and VII, 
CPICH_RSCPlldBm ^-111 dBm for Band III and Vm. 



^ CPICH E ^ 



in dB 



<20dB 



in dB 
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Table 9.5: CPICH_Ec/lo Intra frequency absolute accuracy 







Accuracy [dB] 


Conditions 


Parameter 


Unit 


Normal condition 


Extreme 


Band 1, IV and 
VI 


Band II, V 
and VII 


Band III and 
VIII 


Band IX 






condition 


lo [dBm/3.84 
MHz] 


lo [dBm/3.84 
MHz] 


lo [dBm/3.84 
MHz] 


lo [dBm/3.84 
MHz] 






± 1.5for-14<CPICH Ec/lo 












PICH_Ec/lo 


dB 


± 2 for -16 < CPICH Ec/lo < -14 
+ 3 for -20 < CPICH Ec/lo < -16 


±3 


-94.. .-50 


-92... -50 


-91... -50 


-93.. .-50 



9.1.2.1.2 



Relative accuracy requirement 



The relative accuracy of CPICH Ec/lo is defined as the maximum allowable error in the measured difference between 
the CPICH Ec/lo measured from one cell compared to the CPICH Ec/lo measured from another cell on the same 
frequency. 

The relative accuracy is defined using the lower CPICH_Ec/Io of cell 1 and cell 2. 
The accuracy requirements in table 9.6 are vaUd under the following conditions: 

CPICH_RSCPl,2ldBm ^ -1 14 dBm for Bands I, IV and VI 

CPlCH_RSCPl,2ldBm > -1 13 dBm for Band IX 

CPICH_RSCPl,2ldBm ^-112 dBm for Bands II, V and VII, 

CPICH_RSCPl,2ldBm ^-111 dBm for Band IE and VHI. 



CPICH RSCP\\ -CPICH RSCP2\ ^„ 

I m dam I in dBm 



<20dB 



^ CPICH E ^ 



in dB 



<20dB 



in dB 



Table 9.6: CPICH_Ec/lo Intra frequency relative accuracy 







Accuracy [dB] 


Conditions 


Parameter 


Unit 




Extreme 
condition 


Band 1, IV 
and VI 


Band II, V 
and Vil 


Band III 
and Vlli 


Band IX 


Normal condition 


lo 


lo 


lo 


lo 








[dBm/3.84 
MHz] 


[dBm/3.84 
MHz] 


[dBm/3.84 
MHz] 


[dBm/3.84 
MHz] 


The lower of the 




±1.5 for -14 < CPICH Ec/lo 












CPICH_Ec/lo from 


dB 


± 2 for -16 < CPICH Ec/lo < -14 


±3 


-94... -50 


-92... -50 


-91... -50 


-93.. .-50 


celll and cell2 




± 3 for -20 < CPICH Ec/lo < -16 













9.1 .2.2 Inter frequency measurement accuracy 

The measurement period for CELL_DCH state can be found in sub clause 8.1.2.3. The measurement period for 
CELL_FACH state can be found in sub clause 8.4.2.3. 

9.1 .2.2.1 Absolute accuracy requirement 

The accuracy requirements in table 9.7 are valid under the following conditions: 
CPICH_RSCPlldBm ^ -1 14 dBm for Bands I, IV and VI 
CPICH_RSCPlldBm ^ -1 13 dBm for Band IX, 
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CPICH_RSCPlldBm ^ -1 12 dBm for Bands II, V and VII, 
CPICH_RSCPlldBm ^-111 dBm for Band HI. 



^CPICH E ^ 



in dB 



<20dB 



in dB 



Table 9.7: CPICH_Ec/lo Inter frequency absolute accuracy 



Parameter 


Unit 


Accuracy [dB] 


Conditions 


Normal condition 


Extreme 
condition 


Band 1, IV 
and VI 


Band II, V 
and VII 


Band III 
and VIII 


Band IX 


lo 

[dBm/3.84 
MHz] 


lo 

[dBm/3.84 
MHz] 


lo 

[dBm/3.84 
MHz] 


lo 

[dBm/3.84 
MHz] 


CPICH_Ec/lo 


dB 


± 1.5for-14<CPICH Ec/lo 
± 2 for -16 < CPICH Ec/lo < -14 
+ 3 for -20 < CPICH Ec/lo < -16 


±3 


-94.. .-50 


-92... -50 


-91... -50 


-93.. .-50 



9.1.2.2.2 



Relative accuracy requirement 



The relative accuracy of CPICH Ec/lo in the inter frequency case is defined as the maximum allowable error in the 
measured difference between the CPICH Ec/lo measured from one cell compared to the CPICH Ec/lo measured from 
another cell on a different frequency 

The relative accuracy is defined using the lower CPICH_Ec/Io of cell 1 and cell 2. 
The accuracy requirements in table 9.8 are vaUd under the following conditions: 



CPICH 


RSCPlUm> 


CPICH 


_RSCPlUm> 


CPICH 


_RSCPlUn,> 


CPICH 


RSCPlldBm> 


CPICH 


RSCP2ldBm> 


CPICH 


RSCP2ldBm> 


CPICH 


_RSCP2Um> 


CPICH 


_RSCP2ldBm> 



CPICH RSCPll. -CPICH RSCPiy 

I m dBm I in dBm 



<2QdB 



I Channel l_IoUm/3.84 mhz -Channel 2_IoUm/3.84 mhz I < 20 dB. 

<20dB 



^ CPICH E ^ 



in dB 



V 



in dB 
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Table 9.8: CPICH_Ec/lo Inter frequency relative accuracy 



Parameter 


Unit 


Accuracy [dB] 


Conditions 


Normal condition 


Extreme 
condition 


lo is on 
Band 1, IV 
and Vi 


lo is on 
Band II, V 
and Vli 


K^riy^n cc/ 

lo is on 
Band III 
and Vlil 


CPlCH_Ec 
/lo is on 
Band IX 


lo 

[dBm/3.84 
MHz] 


lo 

[dBm/3.84 
MHz] 


lo 

[dBm/3.84 
MHz] 


lo 

[dBm/3.84 
MHz] 


The lower of the 
CPICH_Ec/lo from 
celH and cell2 


dB 


±1.5for-14<CPICH Ec/lo 
+ 2for-16<CPICH Ec/lo < -14 
± 3 for -20 < CPICH Ec/lo < -16 


+ 3 


-94.. .-50 


-92... -50 


-91... -50 


-93.. .-50 



9.1 .2.3 CPICH Ec/lo measurement report mapping 

The reporting range is for CPICH Ec/lo is from -24 ...0 dB. 

In table 9.9 the mapping of measured quantity is defined. The range in the signalling may be larger than the guaranteed 
accuracy range. 



Table 9.9 



Reported value 


Measured quantity value 


Unit 


CPICH Ec/No 00 


CPICH Ec/lo < -24 


dB 


CPICH_Ec/No _01 


-24 < CPICH Ec/lo < -23.5 


dB 


CPICH_Ec/No _02 


-23.5 < CPICH Ec/lo < -23 


dB 








CPICH_Ec/No _47 


-1 < CPICH Ec/lo < -0.5 


dB 


CPICH_Ec/No _48 


-0.5 < CPICH Ec/lo <0 


dB 


CPICH_Ec/No _49 


< CPICH Ec/lo 


dB 



9.1.3 UTRA Carrier RSSI 

NOTE: This measurement is for Inter-frequency handover evaluation. 

The measurement period is equal to the measurement period for UE CPICH measurements, For CELL_DCH state the 
measurement period can be found in sub clause 8.1.2.2 for intra frequency measurements and in sub clause 8.1.2.3 for 
inter frequency measurements. 

9.1 .3.1 Absolute accuracy requirement 



Table 9.10: UTRA Carrier RSSI Inter frequency absolute accuracy 







Accuracy [dB] 


Conditions 










Band 1, IV 


Band II, V 


Band III 


Band IX 


Parameter 


Unit 


Normal 


Extreme 


and VI 


and VII 


and VIII 




lo 

[dBm/3.84 
MHz] 


lo 

[dBm/3.84 
MHz] 


lo 

[dBm/3.84 
MHz] 


lo 

[dBm/3.84 
MHz] 






condition 


condition 


UTRA Carrier 


dBm 


±4 


±7 


-94.. .-70 


-92. ..-70 


-91. ..-70 


-93.. .-70 


RSSI 


dBm 


±6 


+ 9 


-70... -50 


-70... -50 


-70... -50 


-70.. .-50 



9.1 .3.2 Relative accuracy requirement 

The relative accuracy requirement is defined as the UTRA carrier RSSI measured from one frequency compared to the 
UTRA carrier RSSI measured from another frequency. 

The accuracy requirements in table 9.11 are valid imder the following condition: 
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I Channel IJoldBm -Channel 2_IoldBm I < 20 dB. 



Table 9.11 : UTRA Carrier RSSI Inter frequency relative accuracy 







Accuracy [dB] 


Conditions 










UTRA 


UTRA 


UTRA 


UTRA 










Carrier 


Carrier 


Carrier 


Carrier 










RSSI is on 


RSSI is on 


RSSI is on 


RSSI is on 


Parameter 


Unit 


Normai 


Extreme 


Band 1, IV 


Band II, V 


Band III and 


Band IX 






condition 


condition 


and Vi 


and Vil 


Vlil 












io 


Io 


io 


Io 










[dBm/3.84 
IVIHz] 


[dBm/3.84 
MHz] 


[dBm/3.84 
MHz] 


[dBm/3.84 
MHz] 


UTRA Carrier RSSI 


dBm 


±7 


±11 


-94.. .-50 


-92... -50 


-91... -50 


-93... -50 



9.1 .3.3 UTRA Carrier RSSI measurement report mapping 

The reporting range for UTRA carrier RSSI is from -100 ...-25 dBm. 

In table 9.12 the mapping of measured quantity is defined. The range in the signalling may be larger than the guaranteed 
accuracy range. 

Table 9.12 



Reported value 


Measured quantity value 


Unit 


UTRA carrier RSSI LEV 00 


UTRA carrier RSSI < -100 


dBm 


UTRA_carrier_RSSLLEV _01 


-100 < UTRA carrier RSSI < -99 


dBm 


UTRA_carrier_RSSLLEV _02 


-99 < UTRA carrier RSSI < -98 


dBm 








UTRA_carrier_RSSLLEV _74 


-27 < UTRA carrier RSSI < -26 


dBm 


UTRA_carrier_RSSI_LEV _75 


-26 < UTRA carrier RSSI < -25 


dBm 


UTRA_carrier_RSSI_LEV _76 


-25 < UTRA carrier RSSI 


dBm 



9.1.4 GSM carrier RSSI 

NOTE: This measurement is for handover between UTRAN and GSM. 
The requirements in this section are valid for terminals supporting this capability. 

The measurement period for CELL_DCH state can be found in section 8.1.2.5. The measurement period for 
CELL_FACH state can be found in section 8.4.2.5. 

If the UE, in CELL_DCH state, does not need compressed mode to perform GSM measurements, the measurement 
accuracy requirements for RXLEV in TS 45.008 shall apply. 

If the UE, in CELL_DCH state, needs compressed mode to perform GSM measurements, the GSM measurement 
procedure and measurement accuracy requirement is stated in section 8.1.2.5 shall apply. 

If the UE, in CELL_FACH state, does not need measurement occasions to perform GSM measurements, the 
measurement accuracy requirements for RXLEV in TS 45.008 shall apply. 

If the UE, in CELL_FACH state, needs measurement occasions to perform GSM measurements, the GSM measurement 
procedure and measurement accuracy requirement stated in section 8.4.2.5 shall apply. 

The reporting range and mapping specified for RXLEV in TS 45.008 shall apply. 
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9.1.5 Transport channel BLER 

9.1 .5.1 BLER measurement requirement 

Transport channel BLER value shall be calculated from a window with the size equal to the IE Reporting interval as 
specified in section 10.3.7.53 Periodical reporting criteria in TS 25.331. 

9.1 .5.2 Transport channel BLER measurement report mapping 

The Transport channel BLER reporting range is from to 1 . 

In table 9.13 the mapping of measured quantity is defined. The range in the signalling may be larger than the guaranteed 
accuracy range. 



Table 9.13 



Reported value 


Measured quantity value 


Unit 


BLER LOG 00 


Transport channel BLER = 




BLER_LOG _01 


-oo < Log10(Transport channel BLER) < -4.03 




BLER_LOG _02 


-4.03 < Log10{Transport channel BLER) < -3.965 




BLER_LOG _03 


-3.965 < Log10(Transport channel BLER) < -3.9 










BLER_LOG _61 


-0.195 <Log10(Transport channel BLER) < -0.13 




BLER_LOG _62 


-0.13 < Log10(Transport channel BLER) < -0.065 




BLER_LOG _63 


-0.065 < Log10(Transport channel BLER) < 





9.1 .6 UE transmitted power 
9.1 .6.1 Accuracy requirement 

This requirement is applicable in CELL_DCH state. The measured quantity is the transmitted power averaged over the 
longest period (excluding a 25|as period either side of any expected composite power change) during which the nominal 
composite symbol power reaches the maximum during 1 DPCH slot interval. The UE measured quantity absolute 
accuracy is defined in Table 9.15. 

Table 9.14: Void 



9.1 .6.2 UE transmitted power measurement report mapping 

The reporting range for UE transmitted power is from -50 ...-I-33 dBm. 

In table 9.15 the mapping of the measured quantity specified in Section 9.1.6.1 and the accuracy range are defined. The 
range in the signalling may be larger than the guaranteed accuracy range. For each empty slot created by compressed 
mode, no value shall be reported by the UE LI for these slots. 
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Table 9.15 





MpflQiirpH mmntitu vaIiip ^riBin^ 


Accuracy (dB) note 1 


1 IF Ty PDWFR 104 


0\J^ — LU VOt 


note 2 


IIP TV PnWFR 10"? 




note 2 


1 IF TV PnWFR m? 


O 1 ^ — lU vo^ 


note 2 








1 IP TV PDWFR nPfi 


pc;^_ tn ^?fi 

^vJ^ l\J ^^\J 


note 2 






2.0 


-2.0 


1 IF TV PDWFR nQ4 




2.0 


-2.0 


1 IF TV POWFR OQ"^ 




2.0 


-2.0 


I IF TX POWFR flQ? 


21 <= to <22 


2.0 


-2.0 


IIP TV p(-)\A/FR nq-i 

u i_ 1 /\ n v-' V V 1 n 1 


?n^- tn <■ 91 


2.5 


-2.5 


1 IF TX PDWFR flQn 


1 LU V^U 


3.0 


-3.0 


1 IF TX PDWFR nSQ 


1 Ov — lU ^ 1 \7 


3.5 


-3.5 


1 IF TV pnWFR DRR 
t^i ^ 1 y\ r WW en uoo 


1 7^- tn ^1 ft 

1 / ^ — LU ^ 1 O 


4.0 


-4.0 


IIP TV p(-)WFR Dfi? 


1 fi^- tn ^17 

1 U^ — LU ^ 1 / 


4.0 


-4.0 


IIP TV p(-)WFR DRfi 


1 vJ^ — LU ^ 1 U 


4.0 


-4.0 


1 IF Ty POWFR nft^ 


1 1^— LU V 1 O 


4.0 


-4.0 


UE TX POWER 084 


13<=to <14 


4.0* 


-4.0* 


UE TX POWER 083 


12<=to <13 


4.0* 


-4.0* 


UE TX POWER 082 


11<=to <12 


4.0* 


-4.0* 


UE TX POWER 081 


10<=to <11 


note 2 








UE TX POWER 023 


-48<=to <-47 


note 2 


UE TX POWER 022 


-49<= to <-48 


note 2 


UE TX POWER 021 


-50<=to <-49 


note 2 


Note 1 : The tolerance is specified for the maximum and minimum measured quantity 
value (dBm), i.e. 

MIN(Measured quantity value) + MIN(Accuracy) 

<= UE transmitted Power < 
Max (Measured quantity value) + MAX(Accuracy) 
Note 2: No tolerance is specified. 
Note *: Applicable to power class 4 



9.1 .7 SFN-CFN observed time difference 

Note: This measurement is for handover timing purposes to identify active cell and neighbour cell time 
difference. 



9.1 .7.1 Intra frequency measurement requirement 

The measurement period for CELL_DCH state can be found in sub clause 8.1.2.2. 

The accuracy requirement in table 9.16 is vaUd under the following conditions: 
CPICH_RSCPl,2ldBm ^ -1 14 dBm for Bands I, IV and VI 
CPICH_RSCPl,2ldBm ^ -113 dBm for Band IX, 
CPICH_RSCPl,2ldBm > -1 12 dBm for Bands 11, V and Vll, 
CPICH_RSCPl,2ldBm ^-111 dBm for Band III and VIII. 



CPICH RSCPll -CPICH RSCPiy 

I m dam I m dam 



<2QdB 



if. 



^ CPICH E ^ 



in dB 



<20dB 



in dB 
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CI 



^P-CCPCH E ^ 



in dB 



in dB ■ 



is low enough to ensure successful SFN decoding. 



Table 9.16 









Conditions 








Band 1, IV 


Band II, V 


Band III 


Band IX 


Parameter 


Unit 


Accuracy 


and VI 


and VII 


and VIII 




[chip] 


lo 


lo 


lo 


lo 








[dBm/3.84 
MHz] 


[dBm/3.84 
MHz] 


[dBm/3.84 
MHz] 


[dBm/3.84 
MHz] 


SFN-CFN observed time difference 


ctiip 


+ 1 


-94.. .-50 


-92... -50 


-91... -50 


-93... -50 



9.1 .7.2 Inter frequency measurement requirement 

The measurement period for CELL_DCH state can be found in sub clause 8.1.2.3. 
The accuracy requirement in table 9.17 is valid under the following conditions: 



CPICH 


_RSCP1U™> 


CPICH 


RSCPlldBm> 


CPICH 


RSCPlldB„> 


CPICH 


RSCPlldBm> 


CPICH 


RSCP2liBm> 


CPICH 


_RSCP2ldBn,> 


CPICH 


_RSCP2Un,> 


CPICH 


RSCP2lfflm> 



CPICH RSCP\\ ^„ -CPICH RSCP2\ ^„ 

I in aBm I in aBm 



< IQdB , 



I Channel l_IoldBm/3.84MHz -Channel 2_IoldBm/3.84MHz 1 < 20 dB, 

< IQdB . 



^ CPICH E ^ 



in dB 



in dB 



Table 9.17 



Parameter 


Unit 


Accuracy [chip] 


Conditions 


SFN-CFN 
observed 

time 
difference 
Is on Band 
1, IV and VI 


SFN-CFN 
observed 

time 
difference 
is on Band 
II, V and 
VII 


SFN-CFN 
observed 

time 
difference 
is on Band 
III and VIII 


SFN-CFN 
observed 

time 
difference 
is on Band 
IX 


lo 

[dBm/3.84 
IVIHz] 


lo 

[dBm/3.84 
MHz] 


lo 

[dBm/3.84 
MHz] 


lo 

[dBm/3.84 
MHz] 


SFN-CFN observed time difference 


ciiip 


± 1 


-94.. .-50 


-92... -50 


-91. ..-50 


-93... -50 
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9.1 .7.3 SFN-CFN observed time difference measurement report mapping 

The reporting range is for CFN-SFN observed time difference is from ... 9830400 chip. 

In table 9.18 the mapping of measured quantity is defined. The range in the signalling may be larger than the guaranteed 
accuracy range. 



Table 9.18 



Reported value 


Measured quantity value 


Unit 


SFN-CFN_TIME _0000000 


< SFN-CFN observed time difference < 1 


chiip 


SFN-CFN_TIME _0000001 


1 < SFN-CFN observed time difference < 2 


chip 


SFN-CFN_TII\/1E _0000002 


2 < SFN-CFN observed time difference < 3 


chip 








SFN-CFN_TIME _9830397 


9830397 < SFN-CFN observed time 
difference < 9830398 


cfiip 


SFN-CFN_TIME _9830398 


9830398 < SFN-CFN observed time 
difference < 980399 


cfiip 


SFN-CFN_TIME _9830399 


9830399 < SFN-CFN observed time 
difference < 9830400 


chiip 



9.1 .8 SFN-SFN observed time difference 

9.1 .8.1 SFN-SFN observed time difference type 1 

NOTE: This measurement is for identifying time difference between two cells. 
9.1 .8.1 .1 Measurement requirement 

The measurement period for CELL_FACH state can be found in sub clause 8.4.2.2. 
The accuracy requirement in table 9.19 is valid under the following conditions: 



CPICH 


RSCPlUm^ 


CPICH 


RSCPlldBm> 


CPICH 


RSCPlldBm> 


CPICH 


RSCPlldBm> 


CPICH 


_RSCP2ldBm> 


CPICH 


_RSCP2ldBm> 


CPICH 


RSCP2ldBm^ 


CPICH 


RSCP2ldBm> 



CPICH RSCPll -CPICH RSCPiy 

I in aBm I in aBm 



< IQdB , 



/ 

(■ 



in dB 



in dB 



^ CPICH E ^ 



< IQdB , 



in dB 



P - CCPCH 



in dB • 



is low enough to ensure successful SFN decoding. 
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Table 9.19 



Parameter 


Unit 


Accuracy 
[chip] 


Conditions 


SFN-SFN 
observed time 
difference typel 
is on Band i, IV 
and Vi 


SFN-SFN 
observed time 
difference typel 
is on Band il, V 
and Vil 


SFN-SFN 
observed time 
difference typel 
is on Band ili 
and Vili 


SFN-SFN 
observed time 
difference typel 
is on Band IX 


lo [dBm/3.84 
iUIHz] 


lo [dBm/3.84 
iUIHz] 


io [dBm/3.84 
MHz] 


lo [dBm/3.84 
iUIHz] 


SFN-SFN observed time 
difference type1 


chip 


± 1 


-94... -50 


-92... -50 


-91... -50 


-93... -50 



9.1 .8.1 .2 SFN-SFN observed time difference type 1 measurement report mapping 

The reporting range is for SFN-SFN observed time difference type 1 is from ... 9830400 chip. 

In table 9.20 the mapping of measured quantity is defined. The range in the signalling may be larger than the guaranteed 
accuracy range. 



Table 9.20 



Reported value 


Measured quantity value 


Unit 


T1_SFN-SFN_TII\/IE _0000000 


< SFN-SFN observed time difference type 

1 < 1 


chip 


T1_SFN-SFN_TII\/IE _0000001 


1 < SFN-SFN observed time difference type 
1 <2 


chip 


T1_SFN-SFN_TII\/iE _0000002 


2 < SFN-SFN observed time difference type 

1 <3 


chip 








T1_SFN-SFN_TIME _9830397 


9830397 < SFN-SFN observed time 
difference type 1 < 9830398 


chip 


T1_SFN-SFN_TII\/IE _9830398 


9830398 < SFN-SFN observed time 
difference type 1 < 980399 


chip 


T1_SFN-SFN_TII\/IE _9830399 


9830399 < SFN-SFN observed time 
difference type 1 < 9830400 


chip 



9.1.8.2 SFN-SFN observed time difference type 2 

NOTE: This measurement is for location service purposes to identify time difference between two cells. 

It is optional for terminal to support the use of IPDL periods together with SFN-SFN observed time difference type 2. 
The support of IPDL depends on the supported UE positioning methods. 

NOTE: Requirement on the UE shall be reconsidered when the state of the art technology progress. 

9.1 .8.2.1 Intra frequency measurement requirement accuracy witlnout IPDL period active 

The measurement period for CELL_DCH state can be found in sub clause 8.1.2.2. The measurement period for 
CELL_FACH state can be found in sub clause 8.4.2.2. 

The accuracy requirement in table 9.21 is valid under the following conditions: 
CPlCH_RSCPl,2ldBm > -1 14 dBm for Bands 1, IV and VI 
CPICH_RSCPl,2ldBm ^-113 dBm for Band IX, 
CPICH_RSCPl,2ldBm ^ -1 12 dBm for Band II, V and VII, 
CPICH_RSCPl,2ldBm ^-111 dBm for Band III and VIII. 
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^CPICH E ^ 



in dB 



<20dB 



in dB 



Table 9.21 









Conditions 








Band 1, IV 


Band II, V 


Band III 


Band IX 


Parameter 


Unit 


Accuracy 


and VI 


and VII 


and VIII 




[chip] 


lo 


lo 


lo 


lo 








[dBm/3.84 
MHz] 


[dBm/3.84 
lUIHz] 


[dBm/3.84 
MHz] 


[dBm/3.84 
MHz] 


SFN-SFN observed time difference type2 


cfnip 


±0.5 


-94.. .-50 


-92... -50 


-91... -50 


-93.. .-50 



9.1 .8.2.2 Intra frequency measurement requirement accuracy with IPDL period active 

This requirement is valid only for UEs supporting IPDL measurements. 

The measurement period for CELL_DCH state can be found in sub clause 8.1.2.2. The measurement period for 
CELL_FACH state can be found in sub clause 8.4.2.2. 

The accuracy requirement in table 9.22 is vahd under the following conditions: 
CPICH_RSCPl,2ldBm ^ -1 14 dBm for Bands I, IV and VI 
CPICH_RSCPl,2ldBm ^ -1 13 dBm for Band IX. 
CPICH_RSCPl,2ldBm ^ -112 dBm for Bands II, V and VII, 
CPICH_RSCPl,2ldBm ^-111 dBm for Band III and VIII. 



^CPICH E ^ 



in dB 



<20dB 



in dB 



Additionally the accuracy requirement in table 9.22 is also valid for neighbour cells for which the following conditions 
apply to during idle periods provided idle periods have a length of 1 slot: 



CPICH_RSCPx,yldBm ^ -114 dBm. 
/ 



o _id!e _ period 



in 



^CPICH E ^ 



in dB 



< IQdB , 



in dB 



where x and y represent cells measured using idle periods and lojdie-penod is the total received power during the idle 
period. 

NOTE: Additional general conditions are needed for the requirements in table 9.22 to be vahd. 

Table 9.22 



Parameter 


Unit 


Accuracy 
[chip] 


Conditions 


Band 1, IV 
and VI 


Band II, V 
and VII 


Band ill 
and VIII 


Band iX 


lo 

[dBm/3.84 
MHz] 


lo 

[dBm/3.84 
MHz] 


lo 

[dBm/3.84 
MHz] 


lo 

[dBm/3.84 
MHz] 


SFN-SFN observed time difference type 2 


cfiip 


±0.5 


-94... -50 


-92... -50 


-91... -50 


-93... -50 
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9.1.8.2.3 



Inter frequency measurement requirement accuracy 



The measurement period for CELL_DCH state can be found in sub clause 8.1.2.3. The measurement period for 
CELL_FACH state can be found in sub clause 8.4.2.3. 

The accuracy requirement in table 9.23 is valid under the following conditions: 



CPICH 


RSCPlldBm> 


-114 dBm if CPICH 


RSCPl 


CPICH 


RSCPlUm> 


-113 dBm if CPICH 


RSCPl 


CPICH 


_RSCPlldBm> 


-112 dBm if CPICH 


_RSCP1 


CPICH 


_RSCPlldBm> 


-111 dBm if CPICH 


_RSCP1 


CPICH 


RSCP2ldBm^ 


-114 dBm if CPICH 


RSCP2 


CPICH 


RSCP2ldBm> 


-113 dBm if CPICH 


RSCP2 


CPICH 


RSCP2ldB„,> 


-112 dBm if CPICH 


RSCP2 


CPICH 


_RSCP2ldBm> 


-111 dBm if CPICH 


_RSCP2 



I Channel l_loldBm -Channel 2_IoldBm I ^ 20 dB, 
CPICH E 



in dB 



< 20dB . 



in dB 



Table 9.23 



Parameter 


Unit 


Accuracy 
[chip] 


Conditions 


SFN-SFN 

observed time 
difference type 2 
is on Band 1, IV 
and VI 


SFN-SFN 

observed time 
difference type 2 
is on Band II, V 
and VII 


SFN-SFN 

observed time 
difference type 2 
is on Band III 
and VIII 


SFN-SFN 

observed time 
difference type 
2 is on Band IX 


lo [dBm/3.84 
lUIHz] 


lo [dBm/3.84 
lUIHz] 


lo [dBm/3.84 
MHz] 


lo [dBm/3.84 
lUIHz] 


SFN-SFN observed time 
difference type 2 


chip 


± 1 


-94... -50 


-92... -50 


-91... -50 


-93... -50 



9.1 .8.2.4 SFN-SFN observed time difference type 2 measurement report mapping 

The reporting range is for SFN-SFN observed time difference type 2 is from -1280 ... -h1280 chip. 

In table 9.24 the mapping of measured quantity is defined. The range in the signalling may be larger than the guaranteed 
accuracy range. 

Table 9.24 



Reported value 


Measured quantity value 


Unit 


T2 SFN-SFN TIIVIE 00000 


SFN-SFN observed time difference type 2 < -1280.0000 


chip 


T2_SFN-SFN_TIME _00001 


-1 280.0000 < SFN-SFN observed time difference type 2 < -1 279.9375 


chip 


T2_SFN-SFN_TIME _00002 


-1279.9375 < SFN-SFN observed time difference type 2 < -1279.8750 


chip 








T2_SFN-SFN_TIIVIE _40959 


1279.8750 < SFN-SFN observed time difference type 2 < 1279.9375 


chip 


T2_SFN-SFN_TIME _40960 


1279.9375 < SFN-SFN observed time difference type 2 < 1280.0000 


chip 


T2_SFN-SFN_TIME _40961 


1280.0000 < SFN-SFN observed time difference type 2 


chip 
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9.1 .9 UE Rx-Tx time difference 
9.1 .9.1 UE Rx-Tx time difference type 1 

NOTE: This measurement is used for call set up purposes to compensate propagation delay of DL and UL. 
The measurement period in CELL_DCH state is 100 ms. 

9.1 .9.1 .1 Measurement requirement 



Table 9.25 









Conditions 








Band 1. IV 


Band II, V 


Band III 


Band IX 


Parameter 


Unit 


Accuracy 


and VI 


and VII 


and VIII 




[chip] 


lo 

[dBm/3.84 
lUIHz] 


lo 

[dBm/3.84 
MHz] 


lo 

[dBm/3.84 
IVIHz] 


lo [dBm/3.84 
lUIHz] 


UE RX-TX time difference 


chip 


±1.5 


-94.. .-50 


-92... -50 


-91... -50 


-93.. .-50 



9.1 .9.1 .2 UE Rx-Tx time difference type 1 measurement report mapping 

The reporting range is for UE Rx-Tx time difference type 1 is from 768 ... 1280 chip. 

In table 9.26 the mapping of measured quantity is defined. The range in the signalling may be larger than the guaranteed 
accuracy range. 



Table 9.26 



Reported value 


Measured quantity value 


Unit 


RX-TX TIIVIE 768 


UE Rx-Tx Time difference type 1< 768 


cliip 


RX-TX_TII\/1E _769 


768 < UE Rx-Tx Time difference type 1< 769 


chip 


RX-TX_TII\/IE _770 


769 < UE Rx-Tx Time difference type 1< 770 


cfiip 


RX-TX_TII\/iE _771 


770 < UE Rx-Tx Time difference type 1< 771 


chip 








RX-TX_TIME_1277 


1276 < UE Rx-Tx Time difference type 1< 1277 


chip 


RX-TX_TIIVIE_1278 


1277 < UE Rx-Tx Time difference type 1< 1278 


chip 


RX-TX_TII\/IE_1279 


1278 < UE Rx-Tx Time difference type 1< 1279 


chip 


RX-TX_TIME_1280 


1279 < UE Rx-Tx Time difference type 1 


chip 



9.1 .9.2 UE Rx-Tx time difference type 2 

NOTE: This measurement is used for UE positioning purposes. 

It is optional for a terminal to support a subset of UE positioning methods. This measurement represents an 
instantaneous value that is time stamped as defined in the IE description in TS 25.331 [16]. 

9.1.9.2.1 Measurement requirement 



Table 9.27 









Conditions 


Parameter 


Unit 


Accuracy 


Band i, IV 
and VI 


Band 11, V 
and Vil 


Band Ml 
and VIII 


Band iX 


[chip] 


lo 

[dBm/3.84 
MHz] 


lo 

[dBm/3.84 
MHz] 


lo 

[dBm/3.84 
iVIHz] 


lo 

[dBm/3.84 
MHz] 


UE RX-TX time difference 


chip 


±1.0 


-94.. .-50 


-92... -50 


-91. ..-50 


-93.. .-50 
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9.1 .9.2.2 UE Rx-Tx time difference type 2 measurement report mapping 

The reporting range is for UE Rx-Tx time difference type! is from 768 ... 1280 chip. 

In table 9.28 the mapping of measured quantity is defined. The range in the signalling may be larger than the guaranteed 
accuracy range. 



Table 9.28 



Reported value 


Measured quantity value 


Unit 


RX-TX TIME 0000 


UE Rx-Tx Time difference type 2 < 768.000 


chip 


RX-TX_TIME _0001 


788.000 < UE Rx-Tx Time difference type 2 < 768.0625 


chip 


RX-TX_TIME_0002 


768.0625 < UE Rx-Tx Time difference type 2 < 768.1250 


cliip 


RX-TX_TIME_0003 


768.1250 < UE Rx-Tx Time difference type 2 < 768.1875 


ciiip 








RX-TX_TIME_8189 


1 279.7500 < UE Rx-Tx Time difference type 2 < 1 279.81 25 


chip 


RX-TX_TIME_8190 


1279.8125 < UE Rx-Tx Time difference type 2 < 1279.8750 


chip 


RX-TX_TIME_8191 


1279.8750 < UE Rx-Tx Time difference type 2 


chip 



9.1.10 Void 

Table 9.29 Void 



Table 9.30 Void 



9.1.11 P-CCPCH RSCP 

NOTE: This measurement is used for handover between UTRA FDD and UTRA TDD. 
The requirements in this section are valid for terminals supporting this capability. 

The measurement period for CELL_DCH state can be found in sub clause 8.1.2.4. The measurement period for 
CELL EACH state can be foimd in sub clause 8.4.2.4. 



9.1 .11 .1 Absolute accuracy requirements 
9.1.11.1.1 3.84 Mcps TDD Option 

The accuracy requirement in table 9.3 lis valid under the following conditions: 
P-CCPCH RSCP > -102 dBm. 



V) 



^P-CCPCH E ^ 



in dB 



in dB 



Table 9.31 : P-CCPCH_RSCP Inter frequency absolute accuracy 



Parameter 


Unit 


Accuracy [dB] 


Conditions 


Normal conditions 


Extreme conditions 


lo [dBm/3.84 
MHz] 


P-CCPCH_RSCP 


dBm 


±6 


±9 


-94.. .-70 


dBm 


±8 


±11 


-70.. .-50 
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9.1.11.1.2 1 .28 Mcps TDD Option 

The accuracy requirement in table 9.31 A is valid under the following conditions: 
P-CCPCH RSCP > -102 dBm 
P-CCPCH Ec/Io > -8 dB 



Table 9.31 A: P-CCPCH_RSCP Inter frequency absolute accuracy 



Parameter 


Unit 


Accuracy [dB] 


Conditions 


Normal conditions 


Extreme conditions 


io [dBm/1.28 
IVIHz] 


P-CCPCH_RSCP 


dBm 


±6 


±9 


-94.. .-70 


dBm 


±8 


±11 


-70. ..-50 



9.1 .1 1 .2 P-CCPCH RSCP measurement report mapping 

The reporting range is for P-CCPCH RSCP is from -115 ... -25 dBm. 

In table 9.32 the mapping of measured quantity is defined. The range in the signalling may be larger than the guaranteed 
accuracy range. 



Table 9.32 



Reported value 


iUleasured quantity value 


Unit 


PCCPCH RSCP LEV 00 


PCCPCH RSCP< -115 


dBm 


PCCPCH_RSCP_LEV _01 


-1 15 < PCCPCH RSCP<-114 


dBm 


PCCPCH_RSCP_LEV _02 


-1 1 4 < PCCPCH RSCP< -1 1 3 


dBm 


PCCPCH_RSCP_LEV _03 


-1 1 3 < PCCPCH RSCP< -1 1 2 


dBm 








PCCPCH_RSCP_LEV _89 


-27 < PCCPCH RSCP< -26 


dBm 


PCCPCH__RSCP_LEV _90 


-26 < PCCPCH RSCP< -25 


dBm 


PCCPCH_RSCP_LEV _91 


-25 < PCCPCH RSCP 


dBm 



9.1 .12 UE GPS Timing of Cell Frames for UE positioning 

The requirements in this section are valid for terminals supporting this capability: 



Table 9.33 



Parameter 


Unit 


Accuracy [chip] 


Conditions 


UE GPS Timing of Cell 
Frames for UE positioning 


chip 


[ ] 





9.1 .12.1 UE GPS timing of Cell Frames for UE positioning measurement report 
mapping 

The reporting range is for UE GPS timing of Cell Frames for UE positioning is from ... 2322432000000 chip. 
In table 9.34 the mapping of measured quantity is defined. 
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Table 9.34 



Reoorted vaiue 


lUleasured auantitv value 


Unit 


GPS TIME 00000000000000 


UE GPS timing of Cell Frames for UE positioning < 0.0625 


chip 


GPS TIME 00000000000001 

■ \J 1 IIVII — \J\J\J\J\J\J\J\J\J\J\J\J\J 1 


n nfiPR < 1 IF (^P^ timinn r»f HpII Framp*; fr»r 1 IF nri*;itinninn ^ 
0.1250 


chip 


GPS TIME 00000000000002 


n 1250 < IJF GPS timinn nf OpII Framp<; fnr I IF nn<?itinninn <: 

\J . I C-\J\J — 1 \v1 1 Vw/ LI 1 1 II 1 lU \Jl 1 1 Idlll^O l\Jl \J I l_/UOIllWIIIIIU V. 

0.1875 


chip 








GPS_TIME_371 5891 1 99997 


2322431999999.8125 < UE GPS timing of Cell Frames for 
UE positioning < 2322431999999.8750 


chip 


GPS_TIME_371 58911 999998 


2322431999999.8750 < UE GPS timing of Cell Frames for 
UE positioning < 2322431999999.9375 


chip 


GPS_TIME_371 5891 1 999999 


2322431999999.9375 < UE GPS timing of Cell Frames for 
UE positioning < 2322432000000.0000 


chip 



9.1 .13 UE transmission power lieadroom 

9.1.13.1 Delay requirement 

The UE transmission power headroom measurement reporting delay is defined as the time between the end of the UE 
transmission power headroom measurement period and the time when the UE starts transmitting the measurement 
report over the Uu interface. The reporting delay of the UE transmission power headroom measurement result shall be 
not more than lOmS, which is appUcable for all configured triggering mechanisms for UE transmission power 
headroom measurement. 

9.1 .1 3.2 Measurement period requirement 

The reported UE transmission power headroom measurement result shall be an estimate of the average value of the UE 
transmission power headroom over a lOOmS period. The UE transmission power headroom measurement shall exclude 
the empty slots created by the compressed mode. 
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9.1 .13.3 UE transmission power lieadroom measurement report mapping 

The UE transmission power headroom reporting range is from ...+31 dB. Table 9.34A defines the mapping 



Table 9.34A 



Reported value 


Measured quantity value (dB) 


UE POWER_HEADROOM_0 


< UPH < 1 


UE_P0WER_HEADR00M_1 


1 < UPH < 2 


U EPOW E R_H EAD R00M_2 


2 < UPH < 3 


UEPOWERHEADROOMS 


3 < UPH < 4 


UE_P0WER_HEADR00M_4 


4 < UPH < 5 


U E_POW E R_H E A D R00M_5 


5 < UPH < 6 


UE POWER HEADR00M_6 


6 < UPH < 7 


UE_P0WER_HEADR00M_7 


7 < UPH < 8 


U E_POW E R_H EAD R00M_8 


8< UPH < 9 


UEPOWERHEADROOMQ 


9 < UPH < 10 


UEPOWERJHEADROOMIO 


10 < UPH < 1 1 


UEPOWERJHEADROOM1 1 


1 1 < UPH < 12 


U EPOW E R_H EADR00M_1 2 


12 < UPH < 13 


U EPOW E R_H EADR00M_1 3 


13 < UPH < 14 


UE POWER HEADR00M_14 


14 < UPH < 15 


UEPOWERHEADROOMI 5 


15 < UPH < 16 


UEPOWERHEADROOMI 6 


16 < UPH < 17 


UE_P0WER_HEADR00M_17 


17 < UPH < 18 


UE_P0WER_HEADR00M_1 8 


18 < UPH < 19 


UE_P0WER_HEADR00M_1 9 


19 < UPH < 20 


UE POWER_HEADROOM_20 


20 < UPH < 21 


UE_P0WER_HEADR00M_21 


21 < UPH < 22 


UE_P0WER_HEADR00M_22 


22 < UPH < 23 


UE_POWER_HEADROOM_23 


23 < UPH < 24 


UE_POWER_HEADROOM_24 


24 < UPH < 25 


UE_P0WER_HEADR00M_25 


25 < UPH < 26 


UE_POWER_HEADROOM_26 


26 < UPH < 27 


UE_POWER_HEADROOM_27 


27 < UPH < 28 


UE_POWER_HEADROOM_28 


28 < UPH < 29 


UE_POWER_HEADROOM_29 


29 < UPH < 30 


UE_POWER_HEADROOM_30 


30 < UPH < 31 


UE POWER HEADROOM 31 


UPH > 31 
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9.1 .13.4 UE transmission power lieadroom measurement report accuracy 

The accuracy requirements for UE transmission power headroom depends on the total power transmitted by the UE. 
Table 9.34B defines the accuracy of the measured quantity. 



Table 9.34B 



Total UE output power value (dBm) 


Urn reporiing aCCuracy^GD^ 
(note 1) 


d.o<= loiai ouipui power <v34 


note 2 


24<= total output power <25 


±2.0 


23<= total output power <24 


±d..\j 


22<= total output power <23 


±2.0 


21 <= total output power <22 


±2.0 


20<= total output power < 21 


±2.5 


1 9<= total output power <20 


±3.0 


1 8<= total output power <1 9 


±3.5 


1 1<= total output power <1 8 


±4.0 


1 6<= total output power <1 7 


±4.0 


15<= total output power <16 


±4.0 


1 4<= total output power <1 5 


±4.0 


13<= total output power <14 


±4.0 (power class 4) 
±6.0 (power class 3) 


12<= total output power <13 


±4.0 (power class 4) 
±6.0 (power class 3) 


1 1 <= total output power <1 2 


±4.0 (power class 4) 
±6.0 (power class 3) 


-50<= total output power <1 1 


±6.0 


Note 1 : UPH reporting accuracy is the difference between tfie UPH 

reported by the UE and the actual uplink power headroom 
Note 2 : No tolerance is specified. 



9.2 Measurements Performance for UTRAN 

The reported measurement result after layer 1 filtering shall be an estimate of the average value of the measured 
quantity over the measurement period. The reference point for the measurement result after layer 1 filtering is referred 
to as point B in the measurement model described in TS 25.302. 

The accuracy requirements in this clause are valid for the reported measurement result after layer 1 filtering. The 
accuracy requirements are verified from the measurement report at point D in the measurement model having the layer 
3 filtering disabled. 

Test like descriptions of these measurements are located in the TS 25.141 as an informative Annex H. The Annex H 
specifies test specific parameters for some of the UTRAN requirements in this chapter. The tests provide additional 
information to how the requirements should be tested. Some requirements may lack a test. 

9.2.1 Received total wideban(j power 

The measurement period shall be 100 ms. 

9.2.1.1 Absolute accuracy requirement 



Table 9.35 



Parameter 


Unit 


Accuracy 
[dB] 


Conditions 


BS Class 


lob [dBm/3.84 MHz] 




lob 


dBm/3.84 MHz 


+ 4 


-103.. -74 


Wide area BS 


lob 


dBm/3.84 MHz 


+ 4 


-93.. -64 


Medium Range BS 


lob 


dBm/3.84 MHz 


±4 


-89.. -60 


Local area BS 
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9.2.1 .2 Relative accuracy requirement 

The relative accuracy is defined as the Received total wideband power measured at one frequency compared to the 
Received total wideband power measured from the same frequency at a different time. 



Table 9.36 



Parameter 


Unit 


Accuracy 
[dB] 


Conditions 


BS ciass 


iob [dBm/3.84 MHz] 




lob 


clBm/3.84 MHz 


±0.5 


-103.. -74 
AND for changes < ±9.0 dB 


Wide area BS 


lob 


dBm/3.84 MHz 


±0.5 


-93.. -64 
AND for changes < ±9.0 dB 


Medium Range BS 


lob 


dBm/3.84 MHz 


±0.5 


-89.. -60 
AND for changes <= ±1 2.0 dB 


Local area BS 



9.2.1 .3 Received total wideband power measurement report mapping 

The reporting range for Received total wideband power (RTWP) is from -1 12 ... -50 dBm. 

In table 9.37 the mapping of measured quantity is defined. The range in the signalling may be larger than the guaranteed 
accuracy range. 



Table 9.37 



Reported vaiue 


Measured quantity vaiue 


Unit 


RTWP LEV 000 


RTWP < -112.0 


dBm 


RTWP_LEV_001 


-112.0 < RTWP < -111.9 


dBm 


RTWP_LEV _002 


-111 .9 < RTWP < -111 .8 


dBm 








RTWP_LEV_619 


-50.2 < RTWP < -50.1 


dBm 


RTWP_LEV _620 


-50.1 < RTWP < -50.0 


dBm 


RTWP_LEV _621 


-50.0 < RTWP 


dBm 



9.2.2 SIR 

The measurement period shall be 80 ms. 

9.2.2.1 Accuracy requirement 



Table 9.38 



Parameter 


Unit 


Accuracy [dB] 


Conditions 


Range 


SIR 


dB 


±3 


For -7<SIR<20 dB when 
lob > -105 dBm/3.84 MHz 



9.2.2.2 SIR measurement report mapping 

The reporting range for SIR is from -11 ... 20 dB. 

In table 9.39 the mapping of measured quantity is defined. The range in the signalling may be larger than the guaranteed 
accuracy range. 
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Table 9.39 



Reported value 


Measured quantity value 


Unit 


UTRAN SIR 00 


SIR < -11.0 


dB 


UTRAN_SIR_01 


-1 1. 0< SIR < -10.5 


dB 


UTRAN_SIR_02 


-10.5 < SIR < -10.0 


dB 








UTRAN_SIR_61 


1 9.0 < SIR < 19.5 


dB 


UTRAN_SIR_62 


19.5 < SIR < 20.0 


dB 


UTRAN_SIR_63 


20.0 < SIR 


dB 



9.2.3 SIRerror 

The measurement period shall be 80 ms. 

NOTE: The measurement period is the same as for the SIR measurement in section 9.2.2. SIRerror is calculated 
from SIR and SIR,arget, see TS 25.215. 

9.2.3.1 Accuracy requirement 



Table 9.40 



Parameter 


Accuracy 


Range 


SIRerror 


+ 3dB 


The accuracy requirement for SIRerror is valid 
for SIR within the guaranteed accuarcy 
range specified in section 9.2.2. 



NOTE: The accuracy requirement for SIRerror is the same as for the SIR measurement specified in section 9.2.2. 
SIRerror is Calculated from SIR and SIRjargen see TS 25.215. 

9.2.3.2 SIRerror measurement report mapping 

The reporting range for SIRerror is from -31 ... 31 dB. 

In table 9.41 the mapping of measured quantity is defined. The range in the signalling may be larger than the guaranteed 
accuracy range. 



Table 9.41 



Reported value 


Measured quantity value 


Unit 


UTRAN SIR ERROR 000 


SIRerror < -31.0 


dB 


UTRAN_SIR_ERROR_001 


-31 .0< SIRerror < -30.5 


dB 


UTRAN_SIR_ERROR_002 


-30.5 < SIRerror < -30.0 


dB 








UTRAN_SIR_ERROR_062 


-0.5 < SIRerror < 0.0 


dB 


UTRAN_SIR_ERROR_063 


0.0 < SIRerror < 0.5 


dB 








UTRAN_SIR_ERROR_123 


30.0 < SIRerror < 30.5 


dB 


UTRAN_SIR_ERR0R_1 24 


30.5 < SIRerror < 31.0 


dB 


UTRAN_SIR_ERROR_125 


31.0 < SIRerror 


dB 



9.2.4 Transmitted carrier power 

The measurement period shall be 100 ms. 
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Table 9.42 



Parameter 


Unit 


Accuracy [% units] 


Conditions 


Range 


Ptot 


% 


±5 


For 5% < Transmitted carrier 
power <95% 



9.2.4.2 Transmitted carrier power measurement report mapping 

The reporting range for Transmitted carrier power is from ... 100 %. 

In table 9.43 the mapping of measured quantity is defined. The range in the signalling may be larger than the guaranteed 
accuracy range. 



Table 9.43 



Reported value 


Measured quantity value 


Unit 


UTRAN TX POWER 000 


Transmitted carrier power = 


% 


UTRAN_TX_POWER _001 


< Transmitted carrier power < 1 


% 


UTRAN_TX_POWER _002 


1 < Transmitted carrier power < 2 


% 


UTRAN_TX_POWER _003 


2 < Transmitted carrier power < 3 


% 








UTRAN_TX_POWER _098 


97 < Transmitted carrier power < 98 


% 


UTRAN_TX_POWER _099 


98 < Transmitted carrier power < 99 


% 


UTRAN_TX_POWER _1 00 


99 < Transmitted carrier power < 1 00 


% 



9.2.5 Transmitted code power 

The measurement period shall be 100 ms. 

9.2.5.1 Absolute accuracy requirement 



Table 9.44 



Parameter 


Unit 


Accuracy [dB] 


Conditions 


Range 


Pcode 


dBm 


±3 


Over the full range 



9.2.5.2 Relative accuracy requirement 

The relative accuracy of Transmitted code power is defined as the Transmitted code power measured at one dedicated 
radio hnk compared to the Transmitted code power measured from a different dedicated radio link in the same cell. 



Table 9.45 



Parameter 


Unit 


Accuracy [dB] 


Conditions 


Range 


Pcode 


dBm 


+ 2 


Over the full range 



9.2.5.3 Transmitted code power measurement report mapping 

The reporting range for Transmitted code power is from -10 ... 46 dBm. 

In table 9.46 the mapping of measured quantity is defined. The range in the signalling may be larger than the guaranteed 
accuracy range. 
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Table 9.46 



Reported value 


Measured quantity value 


Unit 


UTRAN_CODE_POWER _01 


-10.0 < Transmitted code power < -9.5 


dBm 


UTRAN_CODE_POWER _01 1 


-9.5 < Transmitted code power < -9.0 


dBm 


UTRAN_CODE_POWER _01 2 


-9.0 < Transmitted code power < -8.5 


dBm 








UTRAN_CODE_POWER _1 20 


45.0 < Transmitted code power < 45.5 


dBm 


UTRAN_CODE_POWER _1 21 


45.5 < Transmitted code power < 46.0 


dBm 


UTRAN_CODE_POWER _1 22 


46.0 < Transmitted code power < 46.5 


dBm 



9.2.6 Void 



9.2.7 Physical cliannel BER 

The measurement period shall be equal to the TTI of the transport channel, to which the Physical channel BER is 
associated via the IE QE-Selector, see TS 25.433. Each reported Physical channel BER measurement shall be an 
estimate of the BER averaged over one measurement period only. 

9.2.7.1 Accuracy requirement 

The average of consecutive Physical channel BER measurements is required to fulfil the accuracy stated in table 9.47 if 
the total number of erroneous bits during these measurements is at least 500 and the absolute BER value for each of the 
measurements is within the range given in table 9.47. 



Table 9.47 



Parameter 


Unit 


Accuracy [% of 
absolute BER value] 


Conditions 


Range 


PhyBER 




+1- 10 


for absolute BER 
value < 30% 



9.2.7.2 Physical channel BER measurement report mapping 

The Physical channel BER reporting range is from to 1. 

In table 9.48 the mapping of measured quantity is defined. The range in the signalling may be larger than the guaranteed 
accuracy range. 



Table 9.48 



Reported value 


Measured quantity value 


Unit 


PhCh BER LOG 000 


Physical channel BER = 




PhCh_BER_LOG_001 


-oo < Log10(Physical channel BER) < -2.06375 




PhCh_BER_LOG_002 


-2.06375< Log10(Physical channel BER) < -2.055625 




PhCh_BER_LOG_003 


-2.055625 < Log10(Physical channel BER) < -2.0475 










PhCh_BER_LOG_253 


-0.024375 < Log10(Physical channel BER) < -0.01625 




PhCh_BER_LOG_254 


-0.01625 < Log10(Physical channel BER) < -0.008125 




PhCh_BER_LOG_255 


-0.008125 < Log10(Physical channel BER) < 





9.2.8 Round trip time 

The measurement period shall be 100 ms. 
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9.2.8.1 Absolute accuracy requirement 



Table 9.49 



Parameter 


Unit 


Accuracy [chip] 


Conditions 
Range [chips] 


RTT 


chip 


+/- 0.5 


876, ...,2923.50 



9.2.8.2 Round trip time measurement report mapping 

The Round trip time reporting range is from 876.0000 ... 2923.8750 chip. 

In table 9.50 the mapping of measured quantity is defined. The range in the signalling may be larger than the guaranteed 
accuracy range. 



Table 9.50 



Reported vaiue 


iUleasured quantity vaiue 


Unit 


RT TIME 0000 


Round trip time < 876.0000 


cliip 


RT_TIME_0001 


876.0000 < Round trip time < 876.0625 


chip 


RT_TIME_0002 


876.0625 < Round trip time < 876.1250 


chip 


RT_TIME_0003 


876.1250 < Round trip time < 876.1875 


chip 








RT_TIME_32764 


2922.6875 < Round trip time < 2923.7500 


chip 


RT_TIME_32765 


2923.7500 < Round trip time < 2923.8125 


chip 


RT_TII^E_32766 


2923.8125 < Round trip time < 2923.8750 


chip 


RT_TII^E_32767 


2923.8750 < Round trip time 


chip 



9.2.9 Transport Channel BER 

The measurement period shall be equal to the TTI of the transport channel. Each reported Transport channel BER 
measurement shall be an estimate of the BER averaged over one measurement period only. 

9.2.9.1 Accuracy requirement 

The average of consecutive Transport channel BER measurements is required to fulfil the accuracy stated in table 9.51 
if the total number of erroneous bits during these measmements is at least 500 and the absolute BER value for each of 
the measurements is within the range given in table 9.51. 



Table 9.51 



Parameter 


Unit 


Accuracy [% of the 
absolute BER vaiue] 


Conditions 


Range 


TrpBER 




+/- 10 


Convolutional coding 1/3™ with any amount of repetition or a 
maximum of 25% puncturing: 

for absolute BER value < 15% 

Convolutional coding 1/2 with any amount of repetition or no 
puncturing: 

for absolute BER value < 15% 

Turbo coding 1/3'''^ with any amount of repetition or a 

maximum of 20% puncturing: 

for absolute BER value < 15%. 



9.2.9.2 Transport channel BER measurement report mapping 

The Transport channel BER reporting range is from to 1. 

In table 9.52 the mapping of measured quantity is defined. The range in the signalling may be larger than the guaranteed 
accuracy range. 
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Table 9.52 



Reported value 


IVIeasured quantity value 


Unit 


TrCh BER LOG 000 


Transport channel BER = 




TrCh_BER_LOG_001 


-oo < Log10(Transport channel BER) < -2.06375 




TrCh_BER_LOG_002 


-2.06375< Log10(Transport channel BER) < -2.055625 




TrCh_BER_LOG_003 


-2.055625 < Log10(Transport channel BER) < -2.0475 










TrGh_BER_LOG_253 


-0.024375 < Log10(Transport channel BER) < -0.01625 




TrCh_BER_LOG_254 


-0.01625 < Log10(Transport channel BER) < -0.008125 




TrCh_BER_LOG_255 


-0.008125 < Log10(Transport channel BER) < 





9.2.10 UTRAN GPS Timing of Cell Frames for UE positioning 

NOTE: This measurement is used for UE positioning piuposes. 
The measurement period shall be [1] second. 

9.2.10.1 Accuracy requirement 

Three accuracy classes are defined for the UTRAN GPS Timing of Cell Frames for UE positioning measurement, i.e. 
accuracy class A, B and C. The implemented accuracy class depends on the UE positioning methods that are supported. 



Table 9.53 



Parameter 


Unit 


Accuracy [chip] 


Conditions 


UTRAN GPS Timing of Cell 
Frames for UE positioning 


chip 


Accuracy Class A: +/- [20000] chip 
Accuracy Class B: +/- [20] chip 
Accuracy Class C: +/- [X] chip 


Over the full 
range 



9.2.10.2 UTRAN GPS timing of Cell Frames for UE positioning measurement report 
mapping 

The reporting range is for UTRAN GPS timing of Cell Frames for UE positioning is from ... 2322432000000 chip. 
In table 9.54 the mapping of measured quantity is defined. 



Table 9.54 



Reported value 


Measured quantity value 


Unit 


GPS_TIME_00000000000000 


UTRAN GPS timing of Cell Frames for UE 
positioning < 0.0625 


chip 


GPS_TIME_00000000000001 


0.0625 < UTRAN GPS timing of Cell Frames for UE 
positioning < 0.1250 


chip 


GPS_TIME_00000000000002 


0. 1 250 < UTRAN GPS timing of Cell Frames for UE 
positioning < 0.1875 


chip 








GPS_TII\/1E_371 5891 1 999997 


2322431999999.8125 < UTRAN GPS timing of Cell 
Frames for UE positioning < 2322431999999.8750 


chip 


GPS_TIME_371 5891 1 999998 


2322431999999.8750 < UTRAN GPS timing of Cell 
Frames for UE positioning < 2322431999999.9375 


chip 


GPS_TIME_371 5891 1 999999 


2322431999999.9375 < UTRAN GPS timing of Cell 
Frames for UE positioning < 2322432000000.0000 


chip 
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9.2.1 1 PRACH Propagation delay 
9.2.1 1 .1 Accuracy requirement 
9.2.1 1.1.1 PRACH Propagation delay 

The accuracy requirement in table 9.55 is valid under the following conditions: 

- The radio conditions are according to 25.104 section 8.7.2.1 Minimum requirements for Static Propagation 
Condition for BLER=10"\ 

- Only RACH messages with correct CRC shall be considered 



Table 9.55 



Parameter 


Unit 


Accuracy [chip] 


Conditions 
Range 


PRACH PropDelay 


chip 


+1-2 


Over the full range 



9.2.11.1.2 Void 

Table 9.55A Void 



9.2.1 1 .2 PRACH Propagation delay measurement report mapping 

The PRACH Propagation delay reporting range is from ... 765 chip. 

In table 9.56 the mapping of measured quantity is defined. The range in the signalling may be larger than the guaranteed 
accuracy range. 



Table 9.56 



Reported value 


Measured quantity value 


Unit 


PROP_DELAY_000 


< PRACH Propagation delay < 3 


chip 


PROP_DELAY_001 


3 < PRACH Propagation delay < 6 


chip 


PROP_DELAY_002 


6 < PRACH Propagation delay < 9 


chip 








PROP_DELAY_252 


756 < PRACH Propagation delay < 759 


chip 


PROP_DELAY_253 


759 < PRACH Propagation delay < 762 


chip 


PROP_DELAY_254 


762 < PRACH Propagation delay < 765 


chip 


PROP_DELAY_255 


765 < PRACH Propagation delay 


chip 



9.2.12 Acknowledged PRACH preambles 

The measurement period shall be 20 ms. 

9.2.12.1 Acknowledged PRACH preambles measurement report mapping 

The Acknowledged PRACH preambles reporting range is from ... 240 acknowledgements. 

In table 9.57 the mapping of measured quantity is defined. The range in the signalling may be larger than the guaranteed 
accuracy range. 
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Table 9.57 



Reported value 


Measured quantity value 


Unit 


ACK PRACH PREAMPLE 000 


Acknowledged PRACH preambles = 




ACK PRACH PREAMPLE 001 


Acknowledged PRACH preambles = 1 




ACK PRACH PREAMPLE 002 


Acknowledged PRACH preambles = 2 










ACK PRACH PREAMPLE 237 


Acknowledged PRACH preambles = 237 




ACK PRACH PREAMPLE 238 


Acknowledged PRACH preambles = 238 




ACK PRACH PREAMPLE 239 


Acknowledged PRACH preambles = 239 




ACK PRACH PREAMPLE 240 


Acknowledged PRACH preambles = 240 





9.2.13 Void 

Table 9.58 Void 



9.2.14 Void 

Table 9.59 Void 



9.2.15 SFN-SFN observed time difference 

This measurement is needed for RTD estimation in UTRAN. 

9.2.15.1 Accuracy requirement 

9.2.15.1.1 Accuracy requirement without IPDL 

The measurement period shall be [100] ms. 



Table 9.60 



Parameter 


Unit 


Accuracy 
[chip] 


Conditions 


Range [cliips] 


SFN-SFN observed time 
difference 


chip 


+/- 0.5 


-19200.0000 ... 19200.0000 



9.2.1 5.1 .2 Accuracy requirement witli IPDL 

The measurement period shall be [TBD] ms. 
IPDL pattern parameters [TBD]. 



Table 9.61 



Parameter 


Unit 


Accuracy 
[chip] 


Conditions 


Range [chips] 


SFN-SFN observed time 
difference 


chip 


+1- 0.5 


-19200.0000 ... 19200.0000 



9.2.15.2 SFN-SFN observed time difference measurement report mapping 

The SFN-SFN observed time difference reporting range is from -19200.0000 . . . 19200.0000 chip. 
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In table 9.62 the mapping of measured quantity is defined. The range in the signalling may be larger than the guaranteed 
accuracy range. 



Table 9.62 



Reported vaiue 


iUleasured quantity value 


Unit 


SFN-SFN_TIME _00000 


-19200.0000 < SFN-SFN observed time difference 
< -19199.9375 


chip 


SFN-SFN_TIME_00001 


-19199.9375 < SFN-SFN observed time difference 
< -19199.8750 


chip 








SFN-SFN_TIME _614398 


19199.8750 < SFN-SFN observed time difference 
< 19199.9375 


chip 


SFN-SFN_TIME_614399 


1 91 99.9375 < SFN-SFN observed time difference 
< 19200.0000 


chip 



9.2.16 Transmitted carrier power of all codes not used for HS-PDSCH, HS- 
SCCH, E-AGCH, E-RGCH or E-HICH transmission 

The measurement period shall be 100 ms. 

9.2.16.1 Accuracy requirement 



Table 9.63 



Parameter 


Unit 


Accuracy 
[% units] 


Conditions 


Range 


Ptot 


% 


±5 


For 5% < Transmitted carrier power of all codes not used 
for HS-PDSCH, HS-SGGH, E-AGCH, E-RGCH or E-HICH 
transmission <95% 



9.2.1 6.2 Measurement report mapping for transmitted carrier power of all codes not 
used for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH transmission 

The reporting range for Transmitted carrier power of all codes not used for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH 
or E-HICH transmission is from ... 100 %. 

In table 9.64 the mapping of measured quantity is defined. The range in the signalling may be larger than the guaranteed 
accuracy range. 
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Table 9.64 



Reported value 


Measured quantity value 


1 Im!* 

Unit 


Transmitted carrier power of all codes not 
used for HS-PDSCH, HS-SCCH, E-AGCH, 
E-RGCH or E-HICH transmission_000 


Transmitted carrier power of all codes 
not used for HS-PDSCH, HS-SCCH, E- 
AGCH, E-RGCH or E-HICH 
transmission = 


% 


Transmitted carrier power of all codes not 
used for HS-PDSCH, HS-SCCH, E-AGCH, 
E-RGCH or E-HICH transmission_001 


< Transmitted carrier power of all 
codes not used for HS-PDSCH, HS- 
SCCH, E-AGCH, E-RGCH or E-HICH 
transmission < 1 


% 


Transmitted carrier power of all codes not 
used for HS-PDSCH, HS-SCCH, E-AGCH, 
E-RGCH or E-HICH transmission_002 


1 < Transmitted carrier power of all 

codes not used for HS-PDSCH, HS- 
SCCH, E-AGCH, E-RGCH or E-HICH 
transmission < 2 




Transmitted carrier power of all codes not 
used for HS-PDSCH, HS-SCCH, E-AGCH, 
E-RGCH or E-HICH transmission_003 


2 < Transmitted carrier power of all 
codes not used for HS-PDSCH, HS- 
SCCH, E-AGCH, E-RGCH or E-HICH 
transmission < 3 


o/ 








Transmitted carrier power of all codes not 
used for HS-PDSCH, HS-SCCH, E-AGCH, 
E-RGCH or E-HICH transmission_098 


97 < Transmitted carrier power of all 
codes not used for HS-PDSCH, HS- 
SCCH, E-AGCH, E-RGCH or E-HICH 

irdllolTllbolUll ^ 


% 


Transmitted carrier power of all codes not 
used for HS-PDSCH, HS-SCCH, E-AGCH, 
E-RGCH or E-HICH transmission_099 


98 < Transmitted carrier power of all 
codes not used for HS-PDSCH, HS- 
SCCH, E-AGCH, E-RGCH or E-HICH 
transmission < 99 


% 


Transmitted carrier power of all codes not 
used for HS-PDSCH, HS-SCCH, E-AGCH, 
E-RGCH or E-HICH transmission_100 


99 < Transmitted carrier power of all 
codes not used for HS-PDSCH, HS- 
SCCH, E-AGCH, E-RGCH or E-HICH 
transmission < 100 


% 



9.2.17 DL Transmission Branch Load 

This measurement is applicable in case of TX diversity. 
The measurement period shall be 100 ms. 

9.2.17.1 Accuracy requirement 

Table 9.65 



Parameter 


Unit 


Accuracy [% units] 


Conditions 


Range 


Pbranchtot 


% 


+ 5 


For 5% < DL Transmission 
Branch Load <95% 



9.2.17.2 DL Transmission Brancli Load measurement report mapping 

The reporting range for DL Transmission Branch Load measurement is from ... 100 %. 

In table 9.66 the mapping of measured quantity is defined. The range in the signalling may be larger than the guaranteed 
accuracy range. 
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Table 9.66 



Reported value 


Measured quantity value 


Unit 


branch load 000 


DL Transmission Branch Load = 


% 


branchjoad _001 


< DL Transmission Branch Load < 1 


% 


branchjoad _002 


1 < DL Transmission Branch Load < 2 


% 


branchjoad _003 


2 < DL Transmission Branch Load < 3 


% 








branchjoad _098 


97 < DL Transmission Branch Load < 98 


% 


branchjoad _099 


98 < DL Transmission Branch Load < 99 


% 


branchjoad _1 00 


99 < DL Transmission Branch Load < 100 


% 


branch load 101 


DL Transmission Branch Load > 100 


% 
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Annex A (normative): 
Test Cases 

A.1 Purpose of Annex 

This Annex specifies test specific parameters for some of the functional requirements in chapters 4 to 9. The tests 
provide additional information to how the requirements should be interpreted for the piupose of conformance testing. 
The tests in this Annex are described such that one functional requirement may be tested in one or several test and one 
test may verify several requirements. Some requirements may lack a test. 

The conformance tests are specified in TS34.121. Statistical interpretation of the requirements is described in Annex 
A.2. 



A.2 Requirement classification for statistical testing 

Editors note: Each requirement in the annex have to be gone through and updated with which type it belongs to and 
in applicable cases, which success rate that defines the requirement. Tdoc R4 00 619 shall be used as a 

base for that work. 

Requirements in this specification are either expressed as absolute requirements with a single value stating the 
requirement, or expressed as a success rate. There are no provisions for the statistical variations that will occur when the 
parameter is tested. 

Annex A outlines the test in more detail and lists the test parameters needed. The test will result in an outcome of a test 
variable value for the DUT inside or outside the test hmit. Overall, the probability of a "good" DUT being inside the test 
limit(s) and the probability of a "bad" DUT being outside the test limit(s) should be as high as possible. For this reason, 
when selecting the test variable and the test limit(s), the statistical nature of the test is accounted for. 

The statistical nature depends on the type of requirement. Some have large statistical variations, while others are not 
statistical in nature at all. When testing a parameter with a statistical nature, a confidence level is set. This establishes 
the probability that a DUT passing the test actually meets the requirement and determines how many times a test has to 
be repeated and what the pass and fail criteria are. Those aspects are not covered by TS 25.133. The details of the tests, 
how many times to run it and how to establish confidence in the tests are described in TS 34. 121. This Annex 
establishes what the test variable is and whether it can be viewed as statistical in nature or not. 

A.2.1 Types of requirements in TS 25.1 33 

Time and delay requirements on UE higher layer actions 

A very large part of the RRM requirements are delay requirements: 

- In idle mode (A.4) there is cell re-selection delay. 

- In UTRAN Connected Mode Mobility (A.5) there is measurement reporting delay, handover delay and cell re- 
selection delay. 

- In RRC Connection Control (A.6) there is RRC re-establishment delay and TFC blocking delay. 

All have in common that the UE is required to perform an action observable in higher layers (e.g. camp on the correct 
cell) within a certain time after a specific event (e.g. a new strong pilot arises). The delay time is statistical in nature for 
several reasons, among others that measurements required by the UE are performed in a fading radio environment. 

The variations make a strict limit unsuitable for a test. Instead there is a condition set for a correct action by the UE, e.g. 
that the UE shall camp on the correct cell within X seconds. Then the rate of correct events is observed during repeated 
tests and a limit is set on the rate of correct events, usually 90% correct events are required. How the limit is applied in 
the test depends on the confidence required, further detailed are in TS 34.121. 
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Measurements of power levels, relative powers and time 

A very large number of requirements are on measurements that the UE performs: 

- In UTRAN Connected Mode Mobility (A.5) there are measurement reports. 

- Measurement performance requirements (A.8) has requirements on all type of measurements. 

The accuracy requirements on measurements are expressed in this specification as a fixed limit (e.g. +/-X dB), but the 
measurement error will have a distribution that is not easily confmed in fixed limits. Assuming a Gaussian distribution 
of the error, the Umits will have to be set at +/-3.29a if the probability of failing a "good DUT" in a single test is to be 
kept at 0.1%. It is more reasonable to set the limit tighter and test the DUT by counting the rate of measurements that 
are within he Umits, in a way similar to the requirements on delay. 

Implementation requirements 

A few requirements are strict actions the UE should take or capabilities the UE should have, without any allowance for 
deviations. These requirements are absolute and should be tested as such. Examples are 

"Event triggered report rate" and "Active set dimension" in UTRAN Connected Mode Mobility (A.5) 

"Correct behaviour at time-out" in RRC connection control (A.6) 

Physical layer timing requirements 

All requirements on "Timing Characteristics" (A.7) are absolute limits on timing accuracy. 
BER and BLER requirements 

Some measurement report procedures in "UE Measurement procedures" (A.8) have requirements on DCH BLER. These 
are tested in the same way as BLER requirements in TS 25.101. 

A.3 Reserved for Future Use 

Editors Note: This section is included in order to make the following section numbering, match the sections in the 
beginning of this specification. 

A.4 Idle Mode 
A.4.1 Cell selection 

(void) 

A.4.2 Cell Re-Selection 

Two scenarios are considered: 

- Scenario 1: Single carrier case 

- Scenario 2: Multi carrier case 

For each of them a test is proposed. 

NOTE: Existing scenarios cover only requirements in section 4.2.2.2 and 4.2.2.3. More scenarios, covering 
requirements in section 4.2.2.1, will be added later. 
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A.4.2.1 Scenario 1 : Single carrier case 
A.4.2.1.1 Test Purpose and Environment 

This test is to verify the requirement for the cell re-selection delay in the single carrier case reported in section 4.2.2. 

This scenario implies the presence of 1 carrier and 6 cells as given in tables A.4.1 and A.4.2. The UE is requested to 
monitor neighbouring cells on 1 carrier. The maximum repetition period of the relevant system info blocks that needs to 
be received by the UE to camp on a cell shall be 1280 ms. Cell 1 and cell 2 shall belong to different Location Areas. 



Table A.4.1: General test parameters for Cell Re-selection single carrier multi-cell case 





Parameter 


Unit 


Value 


Comment 


Initial 


Active cell 




Cell2 




condition 


Neighbour cells 




Cein, Cell3,Cell4, 
Cells, Cell6 




Final 


Active cell 




Cein 




condition 










Access Service Class (ASC#0) 




1 


Selected so that no additional delay is caused by the 


- Persistence value 






random access procedure. The value shall be used for all 










cells in the test. 


HCS 






Not used 


DRX cycle length 


s 


1.28 


The value shall be used for all cells in the test. 


11 




s 


15 


T1 need to be defined so that cell re-selection reaction time 
is taken into account. 


12 




s 


15 


T2 need to be defined so that cell re-selection reaction time 
is taken into account. 



Table A.4.2: Cell re-selection single carrier multi-cell case 



Parameter 


Unit 


Cell 1 


Cell 2 


Cell 3 


Cell 4 


Cells 


Cell 6 


T1 1 T2 


T1 1 T2 


T1 1 T2 


T1 1 T2 


T1 1 T2 


T1 1 T2 


UTRA RF Channel 
Number 




Channel 1 


Channel 1 


Channel 1 


Channel 1 


Channel 1 


Channel 1 


CPICH Ec/lor 


dB 


-10 


-10 


-10 


-10 


-10 


-10 


PCCPCH Ec/lor 


dB 


-12 


-12 


-12 


-12 


-12 


-12 


SCH Ec/lor 


dB 


-12 


-12 


-12 


-12 


-12 


-12 


RICH Ec/lor 


dB 


-15 


-15 


-15 


-15 


-15 


-15 


OCNS Ec/lor 


dB 


-0.941 


-0.941 


-0.941 


-0.941 


-0.941 


-0.941 


^or h oc 


dB 


7.3 10.27 


10.27 7.3 


0.27 


0.27 


0.27 


0.27 


^oc 


dBm/ 
3.84 
MHz 


-70 


CPICH Ec/lo 


dB 


-16 1 -13 1 -13 1 -16 1 -23 1 -23 | -23 | -23 


Propagation 
Condition 




AWGN 


Cell_selection_and_ 

reselection_quality_m 

easure 




CPICH Ec/No 


CPICH Ec/No 


CPICH Ec/No 


CPICH Ec/No 


CPICH Ec/No 


CPICH Ec/No 


Qqualmin 


dB 


-20 


-20 


-20 


-20 


-20 


-20 


Qrxlevmin 


dBm 


-115 


-115 


-115 


-115 


-115 


-115 


UE TXPWR MAX 
RACH 


dB 


21 


21 


21 


21 


21 


21 


Qoffset2s, n 


dB 


C1,C2:0 

CI, C3: 
CI, C4: 
CI, C5: 
C1,C6:0 


C2, C1:0 

C2, C3: 
C2, C4: 
C2, C5: 
C2, C6: 


C3, CI : 

C3, C2: 
C3, C4: 
C3, C5: 
C3, C6: 


C4, CI : 

C4, C2: 
C4, C3: 
C4, C5: 
C4, C6: 


CS, C1:0 

CS, C2: 
CS, C3: 
CS, C4: 
CS, C6: 


C6, CI : 

C6, C2: 
C6, C3: 
C6, C4: 
C6, CS: 


Qhyst2 


dB 




















Treselection 


s 




















Sintrasearch 


dB 


not sent 


not sent 


not sent 


not sent 


not sent 


not sent 
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A.4.2.1.2 Test Requirements 

The cell re-selection delay is defined as the time from the beginning of time period T2, to the moment when the UE 
camps on Cell 1, and starts to send preambles on the PRACH for sending the RRC CONNECTION REQUEST message 
to perform a Location Registration on cell 1. 

The cell re-selection delay shall be less than 8 s. 

The rate of correct cell reselections observed during repeated tests shall be at least 90%. 

NOTE: The cell re-selection delay can be expressed as: TevaiuateFoo + Tsi, 
where: 

TevaiuateFDD See Table 4.1 in section 4.2.2. 

Tsi Maximum repetition period of relevant system iirfo blocks that needs to be received by the UE to 

camp on a cell. 1280 ms is assumed in this test case. 

This gives a total of 7.68 s, allow 8s in the test case. 

A.4.2.2 Scenario 2: Multi carrier case 
A.4.2.2.1 Test Purpose and Environment 

This test is to verify the requirement for the cell re-selection delay in the multi carrier case reported in section 4.2.2. 

This scenario imphes the presence of 2 carriers and 6 cells as given in tables A.4.3 and A.4.4. The UE is requested to 
monitor neighbouring cells on 2 carriers. The maximum repetition period of the relevant system info blocks that needs 
to be received by the UE to camp on a cell shall be 1280 ms. Cell 1 and cell 2 shall belong to different Location Areas. 



Table A.4.3: General test parameters for Cell Re-selection in Multi carrier case 



Parameter 


Unit 


Vaiue 


Comment 


Initial 


Active cell 




Cell2 




condition 


Neighbour cells 




Cein, Cell3,Cell4, 
Cells, Cell6 




Final 


Active cell 




Cein 




condition 










Access Service Class (ASC#0) 




1 


Selected so that no additional delay is caused by 


- Persistence value 






the random access procedure. The value shall be 










used for all cells in the test. 


HCS 






Not used 


DRX cycle length 


s 


1.28 


The value shall be used for all cells in the test. 




11 


s 


30 


11 need to be defined so that cell re-selection 
reaction time is taken into account. 




12 


s 


15 


T2 need to be defined so that cell re-selection 
reaction time is taken into account. 
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Table A.4.4: Cell re-selection multi carrier multi cell case 





Unit 

Ul III 


Cell 1 


Cell 2 


Cell 3 


Cell 4 


Cells 


Cell 6 






T1 


T2 


T1 


T2 


T1 


T2 


T1 


1 T2 


T1 1 


T2 


T1 


T2 


UTRA RF Channel 
Number 




Channel 1 


Channel 2 


Channel 1 


Channel 1 


Channel 2 


Channel 2 


CPICH Ec/lor 


dB 


-10 




10 


-10 


-10 


-10 


-10 


PCCPCH Ec/lor 


dB 


-12 




12 


-12 


-12 


-12 


-12 


SCH Ec/lor 


dB 


-12 




12 


-12 


-12 


-12 


-12 


RICH Ec/lor 


dB 


-15 




15 


-15 


-15 


-15 


-15 


OCNS Ec/lor 


dB 


-0.941 


-0.941 


-0.941 


-0.941 


-0.941 


-0.941 


r /j 

or 1 ^ oc 


dB 


-3.4 


2.2 


2.2 


-3.4 


-7.4 


-4.8 


-7.4 


-4.8 


-4.8 


-7.4 


-4.8 


-7.4 




dBm / 


























J 

oc 


3.84 












-70 














MMZ 


























CPICH Ec/lo 


dB 


-16 


-13 


-13 


-16 


-20 


-20 


-20 


-20 


Propagation 
Condition 




AWGN 


Cell_selection_and_ 




























reselection_quality_m 




CPICH Ec/No 


CPICH Ec/No 


CPICH Ec/No 


CPICH Ec/No 


CPICH Ec/No 


CPICH Ec/No 


easure 




























Qqualmin 


dB 


-20 




20 


-20 


-20 


-20 


-20 


Qrxlevmin 


dBm 


-115 


-115 


-115 


-115 


-115 


-115 


U ETX P W R_M AX_ 
RACH 


dB 


21 


21 


21 


21 


21 


21 






CI, C2:0 


C2, C1 : 


C3, C1: 


C4, C1:0 


C5, C1:0 


C8, C1 : 






CI, C3:0 


C2, C3: 


C3, C2: 


C4, C2: 


C5, C2: 


C6, C2: 


Qoffset2s, n 


dB 


CI, C4:0 


C2, C4: 


C3, C4: 


C4, C3: 


C5, C3: 


C6, C3: 






C1,C5:0 


C2, C5: 


C3, C5: 


C4, C5: 


C5, C4: 


C6, C4: 






C1,C6:0 


C2, C6: 


C3, C6: 


C4, C6: 


C5, C6: 


C6, C5: 


Qhyst2 


dB 




















Treselection 


s 




















Sintrasearcti 


dB 


not sent 


not sent 


not sent 


not sent 


not sent 


not sent 


SIntersearch 


dB 


not sent 


not sent 


not sent 


not sent 


not sent 


not sent 



A.4.2.2.2 Test Requirements 

The cell re-selection delay is defined as the time from the beginning of time period T2, to the moment when the UE 
camps on Cell 1, and starts to send preambles on the PRACH for sending the RRC CONNECTION REQUEST message 
to perform a Location Registration on cell 1. 

The cell re-selection delay shall be less than 8 s. 

The rate of correct cell reselections observed during repeated tests shall be at least 90%. 

NOTE: The cell re-selection delay can be expressed as: TevaiuateFoo + Tsi, 
where: 

TevaiuateFDD See Table 4.1 in section 4.2.2. 

Tsi Maximum repetition period of relevant system info blocks that needs to be received by the UE to 

camp on a cell. 1280 ms is assumed in this test case. 

This gives a total of 7.68 s, allow 8s in the test case. 
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A.4.3 UTRAN to GSM Cell Re-Selection 

A.4.3.1 Scenario 1 

A.4.3. 1.1 Test Purpose and Environment 

This test is to verify the requirement for the UTRAN to GSM cell re-selection delay reported in section 4.2. 

This scenario implies the presence of 1 UTRAN serving cell, and 1 GSM cell to be re-selected. The UE is requested to 
monitor neighbouring cells on 1 UMTS carrier and 12 GSM cells. Test parameters are given in Table, A.4.5, A.4.6, 
A.4.7. Cell 1 and cell 2 shall belong to different Location Areas. 



Table A.4.5: General test parameters for UTRAN to GSM Cell Re-selection 



Parameter 


Unit 


Value 


Comment 


Initial 
condition 


Active cell 




Cein 




Neighbour cell 




Cell2 




Final 
condition 


Active cell 




Cell2 




DRX cycle length 


s 


1.28 




HCS 






Not used 


11 


s 


45 




12 


s 


35 





Table A.4.6: Cell re-selection UTRAN to GSM cell case (cell 1) 



Parameter 


Unit 


Cell 1 (UTRA) 






T1 1 T2 


UTRA RF Channel Number 




Channel 1 


CPICH Ec/lor 


dB 


-10 


PCCPCH Ec/lor 


dB 


-12 


SCH Ec/lor 


dB 


-12 


PICH Ec/lor 


dB 


-15 


OCNS Ec/lor 


dB 


-0.941 


^or h oc 


dB 





-5 


he 


dBm/3.84 
MHz 


-70 


CPICH Ec/lo 


dB 


-13 


-16.2 


CPICH RSCP 


dBm 


-80 


-85 


Propagation Condition 




AWGN 


CelLselection_and_ 
reselection_quality_measure 




CPICH Ec/No 


Qqualmin 


dB 


-20 


Qrxlevmin 


dBm 


-115 


UE TXPWR MAX RACH 


dBm 


21 


Qoffsetl s, n 


dB 


C1,C2:0 


Qhysti 


dB 





Treselection 


s 





SsearchRAT 


dB 


not sent 



Table A.4.7: Cell re-selection UTRAN to GSM cell case (cell 2) 



Parameter 


Unit 


Cell 2 (GSM) 


T1 T2 


Absolute RF Channel 
Number 




ARFCN 1 


RXLEV 


dBm 


-90 1 -75 



ETSI 



3GPP TS 25.133 version 7.4.0 Release 7 



100 



ETSI TS 125 133 V7.4.0 (2006-06) 



RXLEV ACCESS MIN 


dBm 


-104 


MS TXPWR MAX CCH 


dBm 


33 



A.4.3.1.2 Test Requirements 

The cell re-selection delay is defined as the time from the beginning of time period T2, to the moment when the UE 
camps on Cell 2, and starts to send the RR Channel Request message for location update to Cell 2. 

The cell re-selection delay shall be less than 26 s -h Tbcch, where Tbcch is the maximum time allowed to read BCCH 
data from GSM cell [21]. 

The rate of correct cell reselections observed during repeated tests shall be at least 90%. 
NOTE: The cell re-selection delay can be expressed as; 4* TmeasujeosM + Tbcch> where: 
TmeasureGSM See Table 4. 1 in section 4.2.2. 

Tbcch Maximum time allowed to read BCCH data from GSM cell [21]. 

According to [21], the maximum time allowed to read the BCCH data, when being synchronized 
to a BCCH carrier, is 1.9 s. 

This gives a total of 25.6 s -i- Tbcch. allow 26 s -i- Tbcch in the test case. 

A.4.3.2 Scenario 2 

A.4.3.2.1 Test Purpose and Environment 

This test is to verify the requirement for the UTRAN to GSM cell re-selection delay reported in section 4.2. 

This scenario implies the presence of 1 UTRAN serving cell, and 1 GSM cell to be re-selected. The UE is requested to 
monitor neighbouring cells on 1 UMTS carrier and 12 GSM cells. Test parameters are given in Table, A.4.7A, A.4.7B, 
A.4.7C. Cell 1 and cell 2 shall belong to different Location Areas. 



Table A.4.7A: General test parameters for UTRAN to GSM Cell Re-selection 



Parameter 


Unit 


Value 


Comment 


Initial 


Active cell 




Celll 




condition 


Neighbour cell 




Cell2 




Final 


Active cell 




Cell2 




condition 










DRX cycle length 


s 


1.28 




HCS 






Not used 


11 


s 


45 




12 


s 


12 
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Table A.4.7B: Cell re-selection UTRAN to GSM cell case (cell 1) 



Parameter 


Unit 


Cell 1 ( 


UTRA) 






TI 


T2 


UTRA RF Channel Number 




Channel 1 


CPICH Ec/lor 


dB 


-10 


PCCPCH Ec/lor 


dB 


-12 


SCH Ec/lor 


dB 


-12 


RICH Ec/lor 


dB 


-15 


OCNS Ec/lor 


dB 


-0.941 


/ // 

or 1 oc 


dB 


20 


-9 


he 


QDm/o.o4 
ivinz 


-81 




HR 


-10.0 


-19.5 




HRm 

UDI 1 1 


-70 


-100 


r lUpdydllUII (^UIIUIllUll 




AWGN 


Poll colo^tir\n QnH 
well oolcULIUII dllU 

reselection_quality_measure 




CPICH Ec/No 


Qqualmin 


dB 


-20 


Qrxlevmin 


dBm 


-115 


UE TXPWR MAX RACH 


dBm 


21 


Qoffsetl s, n 


dB 


C1,C2:0 


Qhysti 


dB 





Treselection 


s 





SsearchpAT 


dB 


not sent 



Table A.4.7C: Cell re-selection UTRAN to GSM cell case (cell 2) 



Parameter 


Unit 


Cell 2 (GSM) 






TI 1 T2 


Absolute RF Channel 
Number 




ARFCN 1 


RXLEV 


dBm 


-80 1 -80 


RXLEV ACCESS MIN 


dBm 


-104 


MS TXPWR MAX CCH 


dBm 


33 



A.4.3.2.2 Test Requirements 

The cell re-selection delay is defined as the time from the beginning of time period T2, to the moment when the UE 
camps on Cell 2, and starts to send the RR Channel Request message for location update to Cell 2. 

The cell re-selection delay shall be less than 7.7 s -i- Tbcch, where Tbcch is the maximum time allowed to read BCCH 
data from GSM cell [21]. 

The rate of correct cell reselections observed during repeated tests shall be at least 90%. 

NOTE: The cell re-selection delay can be expressed as: Max(3* TmeasmeFOD. TmeasureGSM+DRX cycle length) -i- Tbcch. 
where: 

TmeasureFDD See Table 4.1 in section 4.2.2. 

TmeasureGSM See Table 4. 1 in section 4.2.2. 
DRX cycle length 1 .28s see Table A.4.7.A 

Tbcch Maximum time allowed to read BCCH data from GSM cell [21]. 

According to [21], the maximum time allowed to read the BCCH data, when being synchronized 
to a BCCH carrier, is 1.9 s. 

This gives a total of 7.68 s -i- Tbcch. allow 7.7 s -i- Tbcch in the test case. 
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A.4.3.3 Scenarios 

A.4.3.3.1 Test Purpose and Environment 

This test is to verify the requirement for the UTRAN to GSM cell re-selection delay reported in section 4.2 when 

measurement rules according to HCS is used. 

This scenario imphes the presence of 1 UTRAN serving cell, and 1 GSM cell to be re-selected. The UE is requested to 
monitor neighbouring cells on 1 UMTS carrier and 12 GSM cells. Test parameters are given in Table, A.4.7D, A.4.7E, 
A.4.7F. Cell 1 and cell 2 shall belong to different Location Areas. 



Table A.4.7D: General test parameters for UTRAN to GSM Cell Re-selection 



Parameter 


Unit 


Vaiue 


Comment 


Initial 


Active cell 




Cein 




condition 


Neighbour cell 




Cell2 




Final 


Active cell 




Cell2 




condition 










DRX cycle length 


s 


1.28 




HCS 






Used 


11 


s 


45 




12 


s 


45 





Table A.4.7E: Cell re-selection UTRAN to GSM cell case (cell 1) 



Parameter 


Unit 


Ceii 1 (UTRA) 






T1 


T2 


UTRA RF Channel Number 




Channel 1 


CPICH Ec/lor 


dB 


-10 


PCCPCH_Ec/lor 


dB 


-12 


SCH Ec/lor 


dB 


-12 


RICH Ec/lor 


dB 


-15 


OCNS Ec/lor 


dB 


-0.941 


^or h oc 


dB 


30 


10 


he 


dBm/3.84 
MHz 


-100 


CPICH Ec/lo 


dB 


-10.0 


-10.4 


CPICH RSCP 


dBm 


-80 


-100 


Propagation Condition 




AWGN 


Cell_selection_and_ 
reselection_quality_measure 




CPICH Ec/No 








Qqualmin 


dB 


-20 


Qrxlevmin 


dBm 


-115 


UE TXPWR MAX RACH 


dBm 


21 


Qoffsetl s, n 


dB 


CI, C2:0 


Qhysti 


dB 





Treselection 


s 





SsearchRAT 


dB 





SHCS,RATm 


dB 


25 


Slimit.SearchRAT 


dB 





Penalty time 


s 


(default value) 


HCS PRIO 




(default value) 


Qhcs 




(default value) 


Tcrmax 


s 


not used 
(default value) 
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Table A.4.7F: Cell re-selection UTRAN to GSM cell case (cell 2) 



Parameter 


Unit 


Cell 2 (GSM) 






T1 1 T2 


Absolute RF Channel 
Number 




ARFCN 1 


RXLEV 


dBm 


-80 1 -80 


RXLEV ACCESS MIN 


dBm 


-104 


MS TXPWR MAX CCH 


dBm 


33 



A.4.3.3.2 Test Requirements 

The cell re-selection delay is defined as the time from the beginning of time period T2, to the moment when the UE 
camps on Cell 2, and starts to send the RR Channel Request message for location update to Cell 2. 

The cell re-selection delay shall be less than 37.7 s + Tbcch, where Tbcch is the maximum time allowed to read BCCH 
data from GSM cell [21]. 

The rate of correct cell reselections observed during repeated tests shall be at least 90%. 

NOTE: The cell re-selection delay to unidentified GSM cells can be expressed as: 30 s h- TmeasureoSM+DRX cycle 
length -I- Tbcch, where: 

TmeasureFDD Scc Table 4. 1 iu scctiou 4.2.2. 

TmeasureGSM See Table 4.1 in section 4.2.2. 

DRX cycle length 1 .28s see Table A.4.7D 

Tbcch Maximum time allowed to read BCCH data from GSM cell [21]. 

According to [21], the maximum time allowed to read the BCCH data, when being synchronized 
to a BCCH carrier, is 1.9 s. 

This gives a total of 37.68 s -i- Tbcch, allow 37.7 s -i- Tbcch in the test case. 

A.4.3.4 Scenario 4 

A.4. 3.4.1 Test Purpose and Environment 

This test is to verify the requirement for the UTRAN to GSM cell re-selection delay reported in section 4.2 when 
System Information Block 18 is present. The UE shall then obtain knowledge of the PLMN identities of the neighbour 
cells to be considered for cell reselection. 

This scenario implies the presence of 1 UTRAN serving cell, 1 GSM cell to be re-selected and 4 other GSM neighbour 
cells. The PLMN identities broadcasted in each of these cells are given in Table A.4.7G. The list of 'equivalent PLMNs' 
contains the PLMN codes PLMN 1 and PLMN 3. The UE is requested to monitor neighbouring cells on 1 UMTS 
carrier and 24 GSM cells, 12 each of PLMN 1 and PLMN 2. Test parameters are given in Table, A.4.7H, A.4.7I, A.4.7J, 
A.4.7K, A.4.7L, A.4.7M and A.4.7N. Cell 1 and Cell 2 shall belong to different Location Areas. 

Table A.4.7G: PLMN identities of the cells 



Cell 


PLMN Identity 


1 


PLMN 3 


2 


PLMN 1 


3 


PLMN 2 


4 


PLMN 2 


5 


PLMN 2 


6 


PLMN 2 
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Table A.4.7H: General test parameters for UTRAN to GSM Cell Re-selection 



Parameter 


unii 


Value 


Comment 


Initial 
condition 


Active cell 




oein 




Neighbour cells 




L/eii^ijUeiio, 
Cell4,Cell5, 
Cell 6 




Final 
condition 


Active cell 




Cell2 




DRX cycle length 


s 


1.28 




HCS 






Not used 


T1 


s 


45 




T2 


s 


12 





Table A.4.71: Cell re-selection UTRAN to GSM cell case (cell 1) 



Parameter 


Unit 


Cell 1 (UTRA) 






T1 T2 


UTRA RF Channel Number 




Channel 1 


CPICH Ec/lor 


dB 


-10 


PCCPCH Ec/lor 


dB 


-12 


SCH Ec/lor 


dB 


-12 


RICH Ec/lor 


dB 


-15 


OCNS Ec/lor 


dB 


-0.941 




dB 


20 


-9 




dBm/3.84 
MHz 


-81 


CPICH Ec/lo 


dB 


-10.0 


-19.5 


CPICH RSCP 


dBm 


-70 


-100 


Propagation Condition 




AWGN 


Cell_selection_and_ 
reselection_quality_measure 




CPICH Ec/No 


Qqualmin 


dB 


-20 


Qrxlevmin 


dBm 


-115 


UE TXPWR MAX RACH 


dBm 


21 


Qoffsetl s, n 


dB 


C1,C2:0 
CI, C3:0 
CI, C4: 
C1,C5:0 
CI, C6:0 


Qhysti 


dB 





Treselection 


s 





SsearchfiAT 


dB 


not sent 



Table A.4.7J: Cell re-selection UTRAN to GSM cell case (cell 2) 



Parameter 


Unit 


Cell 2 (GSM) 






T1 1 T2 


GSM/DCS Test Frequency 




Test Channel 1 


RXLEV 


dBm 


-90 1 -90 


RXLEV ACCESS MIN 


dBm 


-102 


MS TXPWR MAX CCH 


dBm 


30 



Table A.4.7K: Cell re-selection UTRAN to GSM cell case (cell 3) 



Parameter 


Unit 


Cell 3 (GSM) 






T1 1 12 


GSM/DCS Test Frequency 




Test Channel 2 


RXLEV 


dBm 


-80 1 -80 


RXLEV ACCESS MIN 


dBm 


-102 


MS TXPWR MAX CCH 


dBm 


30 
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Table A.4.7L: Cell re-selection UTRAN to GSM cell case (cell 4) 



Parameter 


Unit 


Cell 4 (GSM) 






T1 1 T2 


GSM/DCS Test Frequency 




Test Channel 3 


RXLEV 


dBm 


-80 1 -80 


RXLEV ACCESS MIN 


dBm 


-102 


MS TXPWR MAX CCH 


dBm 


30 



Table A.4.7M: Cell re-selection UTRAN to GSM cell case (cell 5) 



Parameter 


Unit 


Cell 5 (GSM) 






T1 1 T2 


GSM/DCS Test Frequency 




Test Channel 4 


RXLEV 


dBm 


-80 1 -80 


RXLEV ACCESS MIN 


dBm 


-102 


MS TXPWR MAX CCH 


dBm 


30 



Table A.4.7N: Cell re-selection UTRAN to GSM cell case (cell 6) 



Parameter 


Unit 


Cell 6 (GSM) 






T1 1 T2 


GSM/DCS Test Frequency 




Test Channel 5 


RXLEV 


dBm 


-80 1 -80 


RXLEV ACCESS MIN 


dBm 


-102 


MS TXPWR MAX CCH 


dBm 


30 



NOTE: The GSM test channels are those specified in [24], Clause 6, the ARFCN depends on the GSM/DCS band(s) 
supported by the terminal. 

A.4.3.4.2 Test Requirements 

The cell re-selection delay is defined as the time from the beginning of time period T2, to the moment when the UE 
camps on Cell 2, and starts to send the RR Channel Request message for location update to Cell 2. 

The cell re-selection delay shall be less than 7.7 s -i- Tbcch, where Tbcch is the maximum time allowed to read BCCH 
data from GSM cell [21]. 

The rate of correct cell reselections observed during repeated tests shall be at least 90%. 

NOTE: The cell re-selection delay can be expressed as: Max(3* TmeasureFOD. TmeasureoSM+DRX cycle length) -i- Tbcch. 
where: 

TmeasureFDD See Table 4.1 in section 4.2.2. 

TmeasureGSM See Table 4.1 in section 4.2.2. 
DRX cycle length 1 .28s see Table A.4.7H 

Tbcch Maximum time allowed to read BCCH data from GSM cell [21]. 

According to [21], the maximum time allowed to read the BCCH data, when being synchronized 
to a BCCH carrier, is 1.9 s. 

This gives a total of 7.68 s + Tbcch> allow 7.7 s + Tbcch in the test case. 
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AAA FDD/TDD Cell Re-selection 
A.4.4.1 Test Purpose and Environment 

AAA. 1.1 3.84 Mcps TDD Option 

This test is to verify the requirement for the FDD/TDD cell re-selection delay reported in section 4.2.2. 

This scenario implies the presence of UTRA FDD and 1 UTRA TDD cell as given in Table A.4.8, A.4.9 and A. 4. 10. 
The maximum repetition period of the relevant system information blocks that need to be received by the UE to camp 
on a cell shall be 1280 ms. 

Cell 1 and cell 2 shall belong to different Location Areas. 



Table A.4.8: General test parameters for FDD/TDD Cell Re-selection 



Parameter 


Unit 


Value 


Comment 


Initial condition 


Active cell 




Cein 


FDD cell 


Neighbour cells 




Cell2 


TDD cell 


Final condition 


Active cell 




Cell2 


TDD cell 


UE TXPWR MAX RACH 


dBm 


21 


The value shall be used for all cells in the test. 


Access Service Class (ASC#0) 
- Persistence value 




1 


Selected so that no additional delay is 
caused by the random access procedure. 
The value shall be used for all cells in the 
test. 


HCS 






Not used 


DRX cycle length 


s 


1.28 


The value shall be used for all cells in the test. 


11 


s 


15 




12 


s 


15 





Table A.4.9: Cell 1 specific test parameters for FDD/TDD Cell Re-Selection 



Parameter 


Unit 


Cell 1 




TI 1 T2 


UTRA RF Channel Number 




Channel 1 


CPICH Ec/lor 


dB 


-10 
-12 
-12 
-15 


P-CCPCH Ec/lor 


dB 


SCH Ec/lor 


dB 


RICH Ec/lor 


dB 


OCNS Ec/lor 


dB 


-0.941 




dB 


9 3 




dBm / 3.84 
MHz 


-70 


CPICH RSCP 


dBm 


-71 1 -77 


Propagation Condition 




AWGN 


Cell_selection_and_reselection_quality_ 
measure 




CPICH_Ec/No 


Qrxlevmin 


dBm 


-115 


Qoffsetl s,n 


dB 





Qhysti 


dB 





PENALTY TIME 


s 





TEMPORARY OFFSET 


dB 





Treselection 


s 





Sintrasearch 


dB 


not sent 


Sintersearch 


dB 


not sent 
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Table A.4.10: Cell 2 specific test parameters for FDD/TDD Cell Re-Selection 



Parameter 


Unit 


Cell 2 


DL timeslot number 







8 






T1 1 T2 


T1 1 T2 


UTRA RF Channel Number 




Channel 2 


P-CCPCH Ec/lor 


dB 


-3 


n.a. 


RICH Ec/lor 


dB 


n.a. 


-3 


SCH Ec/lor 


dB 


-9 


SCH_toffset 


dB 


10 


OCNS Ec/lor 


dB 


-3.12 


Krhoc 


dB 


-4 


2 


-4 


2 






-77 


-71 


n.a. 


n.a. 


he 


MHz 


-70 






AWGN 


Qrxlevmin 


dBm 


-103 


Qoffset2s,n 


dB 





Qhyst2 


dB 





PENALTY TIME 


s 





TEMPORARY OFFSET 


dB 





Treselection 


s 





Sintrasearch 


dB 


not sent 


Sintersearch 


dB 


not sent 


Note that the transmit energy per PN chip for the SCH is averaged over the 256 chip 
duration when the SCH Is present In the time slot. 



A.4.4.1.2 1 .28 Mops TDD Option 

This test is to verify the requirement for the FDD/TDD cell re-selection delay reported in section 4.2.2. 

This scenario implies the presence of UTRA FDD and 1 UTRA TDD cell as given in Table A.4.11, A.4.12 and A4.13. 
The maximum repetition period of the relevant system iirformation blocks that need to be received by the UE to camp 
on a cell shall be 1280 ms. 

Cell 1 and cell 2 shall belong to different Location Areas. 



Table A.4.11: General test parameters for FDD/TDD cell re-selection 



Parameter 


Unit 


Value 


Comment 


Initial 
condition 


Active cell 




Cein 


FDD cell 


Neighbour cells 




Cell2 


TDD cell 


Final 
condition 


Active cell 




Cell2 


TDD cell 


UE TXPWR MAX RACH 


dBm 


21 


The value shall be used for all cells In the test. 


Access Service Class (ASC#0) 
- Persistence value 




1 


Selected so that no additional delay is 
caused by the random access procedure. 
The value shall be used for all cells in the 
test. 


HCS 






Not used 


DRX cycle length 


s 


1.28 


The value shall be used for all cells In the test. 


T1 


s 


15 




T2 


s 


15 
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Table A.4.12: FDD/TDD cell re-selection 



Parameter 


Unit 


Ceii 1 




T1 1 T2 


UTRA RF Channel Number 




Channel 1 


CPICH Ec/lor 


dB 


-10 
-12 
-12 
-15 


P-CCPCH Ec/lor 


dB 


SCH Ec/lor 


dB 


RICH Ec/lor 


dB 


OCNS Ec/lor 


dB 


-0.941 


/ // 

OY 1 OC 


dB 


9 3 




ODm / 

O QA MLJ7 

o.oH- ivinz 


-70 


PPIPU RCpp 

wi ion nown 




-71 1 -77 


Prnnanatinn Onnditinn 




AWGN 


Cell_selection_and_reselection_quality_mea 
sure 




CPICH_Ec/No 


Qrxlevmin 


dBm 


-115 


Qoffsetl s,n 


dB 





Qhysti 


dB 





Treselection 


s 





Sintrasearch 


dB 


not sent 


Sintersearch 


dB 


not sent 



Table A.4.13: Cell 2 specific test parameters for FDD/TDD Cell Re-Selection 



Parameter 


Unit 


Cell 2 


DL timesiot number 







DwPTs 






T1 1 T2 


T1 1 T2 


UTRA RF Channel Number 




Channel 2 


P-CCPCH Ec/lor 


dB 


-3 




DwPCH Ec/lor 


dB 







OCNS Ec/lor 


dB 


-3 




^ or 1 ^ OC 


dB 


-4 


2 


-4 


2 


P-CCPCH RSCP 


dBm 


-77 


-71 






he 


dBm/1 .28 
MHz 


-70 


Propagation Condition 




AWGN 


Qrxlevmin 


dBm 


-103 


Qoffsetl s,n 


dB 





Qhysti 


dB 





Treselection 


s 





Sintrasearch 


dB 


not sent 


Sintersearch 


dB 


not sent 



A.4.4.2 Test Requirements 

The cell re-selection delay is defined as the time from the beginning of time period T2, to the moment when the UE 
camps on Cell 2, and starts to send the RRC CONNECTION REQUEST message to perform a Location Registration on 
cell 2. 

The cell re-selection delay shall be less than 8 s. 

The rate of correct cell reselections observed during repeated tests shall be at least 90%. 
NOTE: The cell re-selection delay can be expressed as: 

TevaluateTDD + Tsi 

where: 

TevaluateTDD See Table 4.1 in section 4.2.2. 
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Tsi Maximum repetition period of relevant system info blocks that needs to be received by the UE to 

camp on a cell. 1280 ms is assumed in this test case. 

This gives a total of 7.68 s, allow 8s in the test case. 



A.5 UTRAN Connected Mode Mobility 

A.5.1 FDD/FDD Soft Handover 
A.5.1 .1 Test Purpose and Environment 

The purpose of this test is to verify the requirement for the soft handover delay in CELL_DCH state specified in section 
5.1.2. 

The test parameters are given in Table A.5A and A.5B below. In the measurement control information it is indicated to 
the UE that event-triggered reporting with Event 1 A shall be used, and that CPICH Ec/Io and SFN-CFN observed time 
difference shall be reported together with Event lA. The test consists of six successive time periods, with a time 
duration of Tl, T2, T3, T4, T5 and T6 respectively. At the start of time duration Tl, the UE may not have any timing 
information of cell 2. 



Table A.5A: General test parameters for Soft handover 



Parameter 


Unit 


Value 


Comment 


DCH parameters 




DL Reference Measurement 
Channel 12.2 kbps 


As specified in TS 25.101 section A.3.1 


Power Control 




On 




Target quality value on 
DTCH 


BLER 


0.01 




Initial 

conditions 


Active cell 




Cell 1 




Neighbouring 
cell 




Cell 2 




Final 
condition 


Active cell 




Cell 2 




Reporting range 


dB 


3 


Applicable for event 1 A and 1 B 


Hysteresis 


dB 







W 




1 


Applicable for event 1 A and 1 B 


Reporting deactivation 
threshold 







Applicable for event 1 A 


Time to Trigger 


ms 







Filter coefficient 









T1 


s 


5 




T2 


s 


3 




T3 


s 


0.5 




T4 


ms 


60 


This is the requirement on active set 
update delay, see section 5.1.2.2, where 
KC=1 and OC=0. 


15 


ms 


20 




T6 


s 


2 
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Table A.5B: Cell specific test parameters for Soft handover 



Parameter 


Unit 


Cell 1 


Cell 2 


11 1 12 1 13 1 14 1 T5 1 16 


11 1 T2 1 T3 1 14 1 15 1 16 


CPICH Ec/lor 


dB 


-10 


-10 


PCCPCH Ec/lor 


dB 


-12 


-12 


SCH Ec/lor 


dB 


-12 


-12 


RICH Ec/lor 


dB 


-15 


-15 


DPCH Ec/lor 


dB 


Notel 


Notel 


Notel 


N/A 


N/A 


N/A 


N/A 


Note3 


Notel 


Notel 


OCNS 




Note2 


Note2 


Note2 


-0.94 


-0.94 


-0.94 


-0.94 


Note2 


Note2 


Note2 


^or 1^ oc 


dB 





2.91 


2.91 


2.91 


2.91 


-Inf 


2.91 


2.91 


2.91 


2.91 




dBm/ 

3.84 

MHz 


-70 


CPICH Ec/lo 


dB 


-13 1 -14 1 -14 1 -14 1 -14 1 -Inf | -14 | -14 | -14 | -14 


Propagation 
Condition 




AWGN 


Relative delay of 
paths received 
from cell 2 with 

respect to cell 1 


chips 


{-148 ... 148} 
Note 4 


Note 1 : The DPCH level is controlled by the power control loop 

Note 2: The power of the OCNS channel that is added shall make the total power from the cell to be equal to lor 
Note 3: The DPCH level is controlled by the power control loop. The initial power shall be set equal to the DPCH_Ec/lor of 
Cell 1 at the end of T2. 

Note 4: The relative delay of the path from cell 2 with respect to cell 1 shall always be within ±148 chip. 



A.5.1 .1.1 Test procedure 

1) The test is started at the beginning of Tl . 

2) During time period T2 an Event 1 A triggered measurement report shall be sent by the UE containing the CFN- 
SFN observed time difference between cell 1 and cell 2. 

3) At the beginning of T3 the downlink DPCH of cell 2 shall be activated. 

4) UTRAN shall send a Active Set Update command with activation time now adding cell 2 to the active set. The 
Active Set Update message shall be sent to the UE so that the whole message is available at the UE at the 
beginning of T4. 

5) At the beginning of T5 the DPCH from cell 1 shall be switched off. 

A.5.1. 2 Test Requirements 

The measured quality on the DTCH of the UE downlink during T6 shall be BLER=0.01±30%. 

A.5.2 FDD/FDD Hard Handover 

A.5.2.1 Handover to intra-frequency cell 
A.5.2. 1.1 Test Purpose and Environment 

The purpose of this test is to verify the requirement for the hard handover delay in CELL_DCH state in the single 
carrier case reported in section 5.2.2.1. 

The test parameters are given in Table A.5.0 and A. 5. OA below. In the measurement control information it is indicated 
to the UE that event-triggered reporting with Event lA and IB shall be used, and that CPICH Ec/lo and SFN-CFN 
observed timed difference shall be reported together with Event 1 A. The test consists of three successive time periods, 
with a time duration of Tl, T2 and T3 respectively. At the start of time duration Tl, the UE may not have any timing 
information of cell 2. 
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UTRAN shall send a Physical Channel reconfiguration with activation time "now" with a new active cell, cell 2. The 
Physical Channel reconfiguration message shall be sent to the UE during period T2, after the UE has reported event lA. 
T3 is defined as the end of the last TTI containing the physical channel reconfiguration message. 



Table A.5.0: General test parameters for Handover to intra-frequency cell 



Parameter 


Unit 


Value 


Comment 


DCH parameters 




DL and UL Reference 
Measurement Channel 12.2 kbps 


As specified in TS 25.101 section 
A.3.1 and A.2.1 


Power Control 




On 




Target quality value on DTCH 


O 1 CID 

bLbri 


U.UOl 




Initial 

conditions 


Active cell 




Cell 1 




Neighbouring cell 




Cell 2 




Final condition 


Active cell 




Cell 2 




Reporting range 


dB 


3 


Applicable for event 1 A and 1 B 


Hysteresis 


dB 







W 




1 


Applicable for event 1 A and 1 B 


Reporting deactivation threshold 







Applicable for event 1 A 


Time to Trigger 


ms 







Filter coefficient 









T1 


s 


5 




T2 


s 


<5 




T3 


s 


1 





Table A.5.0A: Cell specific test parameters for Handover to intra-frequency cell 



Parameter 


Unit 


Cell 1 


Cell 2 


T1 1 T2 1 T3 


T1 1 T2 1 T3 


CPICH Ec/lor 


dB 


-10 


-10 


PCCPCH_Ec/lo 

r 


dB 


-12 


-12 


SCH Ec/lor 


dB 


-12 


-12 


PICH Ec/lor 


dB 


-15 


-15 


DPCH Ec/lor 


dB 


Notel 


Notel 


Notes 


N/A 


N/A 


Notel 


OCNS 




Note2 


Note2 


Note2 


-0.941 


-0.941 


Note2 


^or 1 1 oc 


dB 





6.97 


-Infinity 


5.97 




dBm/3.84 
MHz 


-70 


CPICH Ec/lo 


dB 


-13 1 -Infinity | -14 


Propagation 
Condition 




AWGN 


Note 1 : The DPCH level is controlled by the power control loop 

Note 2: The power of the OCNS channel that is added shall make the total power from the cell to be equal to lor. 
Note 3: The DPCH may not be power controlled by the power control loop. 



A.5.2.1.2 Test Requirements 

The UE shall start to transmit the UL DPCCH to Cell 2 less than 190 ms from the begiiming of time period T3. 
The rate of correct handovers observed during repeated tests shall be at least 90%. 

A.5.2.2 Handover to inter-frequency cell 
A.5. 2.2.1 Test Purpose and Environment 

The purpose of this test is to verify the requirement for the inter frequency hard handover delay in CELL_DCH state as 
specified in section 5.2.2.1. 

The test consists of three successive time periods, with a time duration Tl, T2 and T3. The test parameters are given in 
tables A.5.0B and A.5.0C below. In the measurement control iirformation it is indicated to the UE that event-triggered 
reporting with Event 2C shall be used. The CPICH Ec/IO of the best cell on the unused frequency shall be reported 
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together with Event 2C reporting. At the start of time duration Tl, the UE may not have any timing iirformation of cell 
2. 

UTRAN shall send a Physical Channel reconfiguration with activation time "now" with one active cell, cell 2. The 
Physical Channel recoirfiguration message shall be sent to the UE during period T2, after the UE has reported event 2C 
T3 is defined as the end of the last TTI containing the physical channel reconfiguration message. 



Table A.5.0B: General test parameters for Handover to inter-frequency cell 



Parameter 


1 Inii 

uniT 


Value 


oOlTirnGni 


DCH parameters 




DL and UL Reference 

IvIccioUlcflllclll \_/llctllllc#l \ ^.c. t\U|Jo 


As spGcifiGd in TS 25.101 section 

M.O. 1 Cll lU r\.c.. \ 


Power Control 




On 




Target quality value on DTCH 


BLER 


0.001 




Compressed mode 




A.22 set 1 


As specified in TS 25.101 section 
A.5. 


Initial conditions 


Active cell 




Cell 1 




Neighbour cell 




Cell 2 




Final conditions 


Active cell 




Cell 2 




Threshold non used frequency 


dB 


-18 


Absolute Ec/IO threshold for event 
2C 


Hysteresis 


dB 







W non-used frequency 




1 


Applicable for event 2C 


Time to Trigger 


ms 







Filter coefficient 









T1 


s 


5 




T2 


s 


<5 




T3 


s 


1 





Table A.5.0C: Cell Specific parameters for Handover to inter-frequency cell 



Parameter 


Unit 


Cell 1 


Cell 2 


Tl T2 T3 


Tl 


T2 


T3 


UTRA RF Channel 
Number 




Channel 1 


Channel 2 


CPICH Ec/lor 


dB 


-10 


-10 


PCCPCH Ec/lor 


dB 


-12 


-12 


SCH Ec/lor 


dB 


-12 


-12 


RICH Ec/lor 


dB 


-15 


-15 


DPCH Ec/lor 


dB 


Note 1 1 Note 1 | Note3 


N/A 


N/A 


Note 1 


OCNS 




Note 2 


-0.941 


-0.941 


Note 2 


^ or l^oc 


dB 





-Infinity 


-1.8 


-1.8 


^oc 


dBm/3.84 
MHz 


-70 


CPICH Ec/lo 


dB 


-13 1 -Infinity | -14 | -14 


Propagation 

Condition 




AWGN 


Note 1 : The DPCH level is controlled by the power control loop 

Note 2: The power of the OCNS channel that is added shall make the total power from the cell 
to be equal to lor . 

Note 3: The DPCH may not be power controlled by the power control loop. 



A.5.2.2.2 Test Requirements 

The UE shall start to transmit the UL DPCCH to Cell 2 less than 220 ms from the beginning of time period T3. 
The rate of correct handovers observed during repeated tests shall be at least 90%. 
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Table A.5.0CB: Void 



Table A.5.0CC: Void 
Table A.5.0CD: Void 



Table A.5.0CE: Void 



Table A.5.0CF: Void 



A.5.4 Inter-system Handover from UTRAN FDD to GSM 

A.5.4.1 Test Purpose and Environment 

This test is to verify the requirement for the UTRAN to GSM cell handover delay reported in section 5.4.2.1. 

The test parameters are given in Table A.5.0D, A.5.0E and A.5.0F below. In the measurement control information it is 
indicated to the UE that event- triggered reporting with Event 3C shall be used.. The test consists of three successive 
time periods, with a time duration of Tl, T2 and T3 respectively. At the start of time duration Tl, the UE may not have 
any timing information of cell 2. 

The UTRAN shall send a Handover from UTRAN command with activation time "now" with a new active cell, cell 2. 
In the GSM Handover command contained in that message, the IE starting time shall not be included. The RRC 
HANDOVER FROM UTRAN COMMAND message shall be sent to the UE. The start of T3 is defined as the end of 
last TTI containing the HO command. 

The requirements are also apphcable for a UE not requiring compressed mode, in which case no compressed mode 
pattern should be sent for the parameters specified in table A5.0D 
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Table A.5.0D: General test parameters for Correct reporting of GSM neighbours in AWGN 

propagation condition 



Parameter 


Unit 


Value 


Comment 


DCH parameters 




DL Reference Measurement Channel 
12.2l<bps 


As specified in TS 25.101 section A.3.1 


Pnwpr OnntrnI 

1 \J V V ^ 1 \w/ V-/ 1 III \Jt 




On 




Target quality value 
on DTCH 


BLER 


0.001 




Compressed mode 
patterns 

- GSM carrier RSSI 
measurement 

- GSM Initial BSIG 
identification 




DL Compressed mode reference 
pattern 2 in Set 2 

Pattern 2 


Only applicable for UE requiring 
compressed mode patterns 

As specified in table A.22 TS 25.101 

section A.5 

As specified in section 8.1.2.5.2.1 table 
8.7. 

As specified in section 8.1 .2.5.2.2 table 
8.8. 


- GSM BSIC re- 
confirmation 




Pattern 2 


Active cell 




Cell 1 




Inter-RAT 

measurement 
quantity 




GSM earner RSSI 




BSIC verification 
required 




Required 




Thresliold other 
system 


dBm 


-80 


Absolute GSM carrier RSSI threshold 
for event SB and 3C. 


Hysteresis 


dB 







Time to Trigger 


ms 







Filter coefficient 









Monitored cell list 
size 




24 FDD neighbours on Channel 1 

6 GSM neighbours including ARFCN 1 


Measurement control information is 
sent before the compressed mode 
patterns starts. 


N Identify abort 




66 


Taken from table 8.7. 


T Reconfirm abort 




5.5 


Based on table 8.8 and requirement 
specified in section 10.3.6.33 of TS 
25.331. 


T1 


s 


20 




T2 


s 


5 




T3 


s 


1 





Table A.5.0E: Cell Specific Parameters for Handover UTRAN to GSM cell case (cell 1) 



Parameter 


Unit 


Cell 1 (UTRA) 


T1,T2, T3 


CPICH Ec/lor 


dB 


-10 


PCCPCH Ec/lor 


dB 


-12 


SCH Ec/lor 


dB 


-12 


RICH Ec/lor 


dB 


-15 


DCH Ec/lor 


dB 


Note 1 


OCNS Ec/lor 


dB 


Note 2 


^or 1^ oc 


dB 





he 


dBm/3.84 
MHz 


-70 


CPICH Ec/lo 


dB 


-13 


Propagation 
Condition 




AWGN 


Note 1 : The DPCH level is controlled by the power control loop 
Note 2 : The power of the OCNS channel that is added shall 
make the total power from the cell to be equal to lor. 
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Table A.5.0F: Cell Specific Parameters for Handover UTRAN to GSM cell case (cell 2) 



Parameter 


Unit 


Cell 2 (GSiUI) 


T1 1 T2, T3 


Absolute RF Channel 
Number 




ARFCN 1 


RXLEV 


dBm 


-85 1 -75 



A. 5.4.2 Test Requirements 

The UE shall begin to send access bursts on the new DCCH of the target cell less than 90 ms from the beginning of time 
period T3. 

The rate of correct handovers observed during repeated tests shall be at least 90%. 

A.5.5 Cell Re-selection in CELL_FACH 
A.5.5.1 One frequency present in neighbour list 
A.5.5. 1.1 Test Purpose and Environment 

The purpose of this test is to verify the requirement for the cell re-selection delay in CELL_FACH state in the single 
carrier case reported in section 5.5.2.1.1. 

The test parameters are given in Table A. 5.1 and A.5.2. The UE is requested to monitor neighbouring cells on 1 carrier. 
The maximum repetition period of the relevant system info blocks that needs to be received by the UE to camp on a cell 
shall be 1280 ms 



Table A.5.1 General test parameters for Cell Re-selection in CELL FACH 



Parameter 


Unit 


Value 


Comment 


Initial condition 


Active cell 




Cell2 






Neighbour cells 




Cein, Cell3,Cell4, Cell5, 
Cell6 




final condition 


Active cell 




CelH 




Access Service Class (ASC#0) 




1 


Selected so that no additional delay Is 


- Persistence value 






caused by the random access 










procedure. The value shall be used for 










all cells In the test. 


HCS 






Not used 


11 


s 


15(initial), 5 (repetition) 




12 


s 


5 





The transport and physical parameters of the S-CCPCH carrying the EACH are defined in Table A.5.1A and Table 
A.5.1B. 

Table A.5.1 A: Physical channel parameters for S-CCPCH. 



Parameter 


Unit 


Level 


Channel bit rate 


kbps 


120 


Channel symbol rate 


ksps 


60 


Slot Format #1 




8 


TFCI 




ON 


Power offsets of TFCI and Pilot 
fields relative to data field 


dB 






Note: Transport channel parameters for S-CCPCH are taken from TS34.108 clause 6.1.0b (Content of System 
Information Block type 5 (EDD)) 
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Table A.5.2 Cell specific test parameters for Cell Re-selection in CELL FACH 





Unit 

Ul III 


Cell 1 


Cell 2 


Pell *? 


Wt7li t 


Ot?il ^ 








T1 


T2 


T1 


T2 


T1 1 T9 

II I £, 


T1 1 T9 
11 1 ^ 


T1 1 T9 


T1 1 T9 


UTRA RF Channel 
Number 




Channel 1 


Channel 1 


Channel 1 


Channel 1 


Channel 1 


Channel 1 


CPICH Ec/lor 


dB 




10 


-10 


-10 


-10 


-10 


-10 


PCCPCH Ec/lor 


dB 




12 


-12 


-12 


-12 


-12 


-12 


SCH Ec/lor 


dB 




12 


-12 


-12 


-12 


-12 


-12 


PICH Ec/lor 


dB 




15 


-15 


-15 


-15 


-15 


-15 


S-CCPCH Ec/lor 


dB 


-12 


-12 


-12 


-12 


-12 


-12 


OCNS Ec/lor 


dB 


-1.295 


-1.295 


-1 .295 


-1 .295 


-1 .295 


-1 .295 


^or / ^ oc 


dB 


7.3 


10.27 


10.27 


7.3 


0.27 


0.27 


0.27 


0.27 


^ oc 


dBm/3.84 

MMZ 


-70 


CPICH Ec/lo 


dB 


-16 


-13 


-13 


-16 


-23 


-23 


-23 


-23 


Propagation 
Condition 




AWGN 


Cell_selection_and_ 
reselection_quality_ 
measure 




CPICH Ec/No 


CPICH Ec/No 


CPICH 

Ec/No 


CPICH Ec/No 


CPICH Ec/No 


CPICH 

Ec/No 


Qqualmin 


dB 


-20 


-20 


-20 


-20 


-20 


-20 


Qrxlevmin 


dBm 


-115 


-115 


-115 


-115 


-115 


-115 


UE_TXPWR_ 
MAX RAGH 


dBm 


21 


21 


21 


21 


21 


21 






CI, C2:0 


C2, C1 : 


C3, C1:0 


C4, C1: 


C5, C1 : 


C6, C1: 






C1,C3:0 


C2, C3: 


C3, C2: 


C4, C2: 


C5, C2: 


C6, C2: 


UOttSet iis, n 


ub 


C1,C4:0 


C2, C4: 


C3, C4: 


C4, C3: 


C5, C3: 


C6, C3: 






C1,C5:0 


C2, C5: 


C3, C5: 


C4, C5: 


C5, C4: 


C6, C4: 






C1,C6:0 


C2, C6: 


C3, C6: 


C4, C6: 


C5, C6: 


C6, C5: 


Qhyst 


dB 




















Treselection 


s 




















Sintrasearch 


dB 


not sent 


not sent 


not sent 


not sent 


not sent 


not sent 


IE 'FACH 




















Measurement 




not sent 


not sent 


not sent 


not sent 


not sent 


not sent 


occasion Info' 





















A.5.5.1.2 Test Requirements 

The cell re-selection delay is defined as the time from the beginning of time period T2, to the moment when the UE 
camps on Cell 1, and starts to send preambles on the PRACH for sending the the CELL UPDATE message with cause 
value 'cell reselection' in Cell 1 . 

The cell re-selection delay shall be less than 1.6 s. 

The rate of correct cell reselections observed during repeated tests shall be at least 90%. 
NOTE: The cell re-selection delay in this case is expressed as: 

'^reselection, intra ~ '^Measurement_Period Intra '^lU '^SI '^RA 

where: 

TMeasurement.Period Intra IS Specified in 8.4.2.2.2 as 200 ms in this case. 

Tsi: The time required for receiving all the relevant system information data according to the reception 
procedure and the RRC procedure delay of system information blocks defined in 25.331 for a UTRAN 
cell. 1280 ms is assumed in this test case. 

Note: Since 1280 ms is one of the typical values for repeating system information blocks, Tsi of 1280 ms could 
be increased by the RRC procedure delay in order to allow the SIB repetition period of 1280 ms 

Tra:Tra is a delay is caused by the physical random access procedure described in TS 25.214 section 6.1. 
A persistence value is assumed to be 1 in this test case and therefore Tra in this test case is 40 ms. 
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This gives a total of 1.55 s, allow 1.6 s in the test case. 

A.5.5.2 Two frequencies present in tine neiglibour list 
A.5.5.2.1 Test Purpose and Environment 

The purpose of this test is to verify the requirement for the cell re-selection delay in CELL_FACH state in section 
5.5.2.1.2. 

The test parameters are given in tables A5.3 and A5.4. The UE is requested to monitor neighbouring cells on 2 carriers. 
The maximum repetition period of the relevant system info blocks that needs to be received by the UE to camp on a cell 
shall be 1280 ms. 



Table A.5.3: General test parameters for Cell Re-selection in CELL FACH 



Parameter 


Unit 


Value 


Comment 


initial 


Active cell 




Cell2 




condition 


Neighbour cells 




Cein , Cell3,Cell4, Cell5, 
Cell6 




final 


Active cell 




Cein 




condition 










Access Service Class (ASC#0) 




1 


Selected so tiiat no additional delay is 


- Persistence value 






caused by tlie random access 










procedure. line value sliall be used for 










all cells in the test. 


HCS 






Not used 


11 


s 


15{initial), 5 (repetition) 




12 


s 


5 





The transport and physical parameters of the S-CCPCH carrying the EACH are defined in Table A.5.3A and Table 
A.5.3B. 



Table A.5.3A: Physical channel parameters for S-CCPCH. 



Parameter 


Unit 


Level 


Channel bit rate 


kbps 


60 


Channel symbol rate 


ksps 


30 


Slot Format #1 




4 


TFCI 




OFF 


Power offsets of TFCI and Pilot 
fields relative to data field 


dB 






Table A.5.3B: Transport channel parameters for S-CCPCH 



Parameter 


FACH 


Transport Channel Number 


1 


Transport Block Size 


240 


Transport Block Set Size 


240 


Transmission Time Interval 


10 ms 


Type of Error Protection 


Convolution Coding 


Coding Rate 


1/2 


Rate IVlatching attribute 


256 


Size of CRC 


16 


Position of TrCH in radio frame 


Fixed 
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Table A.5.4: Cell specific test parameters for Cell re-selection in CELL_FACH state 



Pa !*£> m ota r 


Unit 

Ul III 


Cell 1 


Cell 2 


Cell 3 


Cell 4 


Cell 5 


Cell 6 






T1 


1 T2 


T1 


T2 


T1 


T2 


T1 


T2 


T1 


T2 


T1 


12 


UTRA RF Channel 
Number 




Channel 1 


Channel 2 


Channel 1 


Channel 1 


Channel 2 


Channel 2 


CPICH Ec/lor 


dB 


-10 


-10 


-10 


-10 


-10 


-10 


PCCPCH Ec/lor 


dB 


-12 


-12 


-12 


-12 


-12 


-12 


SCH Ec/lor 


dB 


-12 


-12 


-12 


-12 


-12 


-12 


PICH Ec/lor 


dB 


-15 


-15 


-15 


-15 


-15 


-15 


S-CCPCH Ec/lor 


dB 


-12 


-12 


-12 


-12 


-12 


-12 


OCNS Ec/lor 


dB 


-1.295 


-1.295 


-1.295 


-1.295 




-1.295 


-1 .295 




^ or / ^ oc 


dB 


-1.8 


2.2 


2.2 


-1.8 


-6.8 


-4.8 


-6.8 


-4.8 


-4.8 


-6.8 


-4.8 


-6.8 


^ oc 


dBm/3.8 

4 MMZ 


-70 


CPICH Ec/lo 


dB 


-15 


-13 


-13 


-15 


-20 




-20 




-20 




-20 




Propagation 
Condition 




AWGN 


Cell_selection_ 

and_reselection_ 

quality_measure 




CPICH 

Ec/No 


CPICH 

Ec/No 


CPICH 

Ec/No 


CPICH Ec/No 


CPICH Ec/No 


CPICH Ec/No 


Qqualmin 


dB 


-20 


-20 


-20 


-20 


-20 


-20 


Qrxlevmin 


dBm 


-115 


-115 


-115 


-115 


-115 


-115 


UE_TXPWR_ 
MAX RAOH 


dBm 


21 


21 


21 


21 


21 


21 






C1,C2:0 


C2, C1: 


C3, C1 


:0 


C4, C1 


: 


C5, C1:0 


C6, C1:0 






C1,C3:0 


C2, C3: 


C3, C2: 


C4, C2: 


C5, C2: 


C6, C2: 


(JOTTSet^is, n 


□ b 


C1,C4:0 


C2, C4: 


C3, C4: 


C4, C3: 


C5, C3: 


C6, C3: 






C1,C5:0 


C2, C5: 


C3, C5: 


C4, C5: 


C5, C4: 


C6, C4: 






C1,C6:0 


C2, C8: 


C3, C6: 


C4, C6: 


C5, C6: 


C6, C5: 


Qhyst2 


dB 




















Treselection 


s 




















Sintrasearch 


dB 


not sent 


not sent 


not sent 


not sent 


not sent 


not sent 


Sintersearch 


dB 


not sent 


not sent 


not sent 


not sent 


not sent 


not sent 


IE 'EACH 




























Measurement 




sent 




sent 




sent 




sent 




sent 




sent 




occasion info' 




























EACH 




























Measurement 
occasion cycle 




3 




3 




3 




3 




3 




3 




length coefficient 




























Inter-frequency 
FDD measurement 




TRUE 


TRUE 


TRUE 




TRUE 




TRUE 




TRUE 




indicator 




























Inter-frequency 
TDD measurement 




FALSE 


FALSE 


FALSE 


FALSE 


FALSE 




FALSE 


indicator 





























A.5.5.2.2 Test Requirements 

The cell re-reselection delay is defined as the time from the beginning of time period T2, to the moment when the UE 
camps on Cell 1, and starts to send preambles on the PRACH for sending the the CELL UPDATE message with cause 
value 'cell reselection' in Cell 1. 

The cell re-selection delay shall be less than 1.9 s. 

The rate of correct cell reselections observed during repeated tests shall be at least 90%. 
NOTE: The cell re-selection delay in this case is expressed as: 

'Preselection, inter ~ '^'Measurement inter '^lU '^SI '^RA 

where: 



ETSI 



3GPP TS 25.133 version 7.4.0 Release 7 



119 



ETSI TS 125 133 V7.4.0 (2006-06) 



Tmeasurementinteris Specified ill 8.4.2.3.2 as 480 ms in this case. 

Tsi: The time required for receiving all the relevant system information data according to the reception 
procedure and the RRC procedure delay of system information blocks defined in 25.331 for a UTRAN 
cell. 1280 ms is assumed in this test case. 

Note: Since 1280 ms is one of the typical values for repeating system information blocks, Tsi of 1280 ms could 
be increased by the RRC procedure delay in order to allow the SIB repetition period of 1280 ms. 

Tra: Tra is a delay is caused by the physical random access procedure described in TS 25.214 section 6.1. 
A persistence value is assumed to be 1 in this test case and therefore Tra in this test case is 40 ms. 

This gives a total of 1.83 s, allow 1.9 s in the test case. 

A.5.5.3 Cell Reselection to GSM 
A.5. 5.3.1 Test Purpose and Environment 

The purpose of this test is to verify the requirement for the cell re-selection delay in CELL_FACH state in section 
5.5.2.1.4. 

This scenario impUes the presence of 1 UTRAN serving cell, and 1 GSM cell to be re-selected. The UE is requested to 
monitor neighbouring cells on 1 UMTS carrier and 6 GSM cells. Test parameters are given in Table, A.5.4A, A.5.4B, 
A.5.4C, A.5.4D, A.5.4E. 



Table A.5.4A: General test parameters for UTRAN to GSM Cell Re-selection 



Parameter 


Unit 


Value 


Comment 


Initial 
condition 


Active cell 




CelH 




Neighbour cell 




Cell2 




Final 
condition 


Active cell 




Cell2 




HCS 






Not used 


Neighbour cell list size 




24 FDD neighbours on Channel 1 
6 GSM neighbours including 
ARFCN 1 




11 


s 


5 




12 


s 


10 





The transport and physical parameters of the S-CCPCH carrying the FACH are defined in Table A.5.3A and Table 
A.5.3B. 

Table A.5.4B: Physical cliannel parameters for S-CCPCH. 



Parameter 


Unit 


Level 


Channel bit rate 


kbps 


60 


Channel symbol rate 


ksps 


30 


Slot Format #1 




4 


TFCI 




OFF 


Power offsets of TFCI and Pilot 
fields relative to data field 


dB 
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Table A.5.4C: Transport channel parameters for S-CCPCH 



ParomptPI* 


FACH 


Transport Channel Number 


1 


Transport Block Size 


240 


Transport Block Set Size 


240 


Transmission Time Interval 


10 ms 


Type of Error Protection 


Convolution Coding 


Coding Rate 


1/2 


Rate Matching attribute 


256 


Size of CRC 


16 


Position of TrCH in radio frame 


Fixed 



Table A.5.4D: Cell re-selection UTRAN to GSM cell case (cell 1) 



Parameter 


Unit 


Cell 1 (UTRA) 


T1 


T2 


UTRA RF Channel 
Number 




Channel 1 


CPICH Ec/lor 


dB 


-10 


PCCPCH Ec/lor 


dB 


-12 


SCH Ec/lor 


dB 


-12 


RICH Ec/lor 


dB 


-15 


S-CCPCH Ec/lor 


dB 


-12 


OCNS Ec/lor 


dB 


-1.295 


^or 1^ oc 


dB 





-5 


he 


dBm/3. 
84 MHz 


-70 


CPICH Ec/lo 


dB 


-13 


-16.2 


CPICH RSCP 


dBm 


-80 


-85 


Propagation 
Condition 




AWGN 


Cell_selection_and_ 








reselection_quality_m 




CPICH Ec/lo 


easure 








Qqualmin 


dB 


-20 


Qrxlevmin 


dBm 


-115 


UE TXPWR MAX 
RACH 


dBm 


21 


Qoffsetis, n 


dB 


CI, C2: 


Qhysti 


dB 





Treselection 


s 





SsearchRAT 


dB 


Not sent 


IE 'FACH 








Measurement 




Sent 


occasion info' 








FACH Measurement 








occasion cycle length 
coefficient 




3 




Inter-frequency FDD 
measurement 




FALSE 


indicator 








Inter-frequency TDD 
measurement 




FALSE 


indicator 








Inter-RAT 








measurement 




Included 


indicators 








>RAT type 




GSM 
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Table A.5.4E: Cell re-selection UTRAN to GSM cell case (cell 2) 



raraineier 


1 Init 


Poll o /nCM\ 

T1 1 T2 


Absolute RF Channel 
Number 




ARFCN 1 


RXLEV 


dBm 


-90 1 -75 


RXLEV ACCESS 
MIN 


dBm 


-104 


MS TXPWR MAX 
CCH 


dBm 


33 



A.5.5.3.2 Test Requirements 

The cell re-reselection delay is defined as the time from the beginning of time period T2, to the moment when the UE 
starts to transmit the random access in Cell 2 (the GSM cell). 

The cell re-selection delay shall be less than 5.5 -i- Tra s. 

The rate of correct reselections observed during repeated tests shall be at least 90%. 
NOTE: The cell re-selection delay can be expressed 

'^reselecaon.GSM ~ '^identify.GSM ^^measurement, GSM + 40 -|- Tg^^^jj -|- Tj^^ ms 

where: 

Tidentify.GSM Specified in 8.4.2.5.2.1, here it is 2880 ms 
Tmeasurement, GSM Specified in 5.5.2.1.4, here it is 640 ms 

Tbcch According to [21], the maximum time allowed to read the BCCH data, when being synchronized 

to a BCCH carrier, is 1.9 s. 

Tra The additional delay caused by the random access procedure in the GSM cell. Shall be defined by 

Tl/RF when the test case is further detailed in TS 34.121. 

This gives a total of 5.46 -f-TRA s, allow 5.5-1- Tra s. 

A.5.5.4 Cell Reselection during an MBMS session, one frequency present in 
neighbour list 

A.5.5.4. 1 Test Purpose and Environment 

The purpose of this test is to verify the requirement for the cell identification for UEs in an MBMS PTM session and 
the required functionality on measurement occasions by use of a cell re-selection test case. 

The test parameters are given in tables A.5.4F, A.5.4G, A.5.4H, A.5.41, A.5.4J and A.5.4K. The UE is requested to 
receive the MBMS service and monitor neighbouring cells on 2 carriers. The maximum repetition period of the relevant 
system irrfo blocks that needs to be received by the UE to camp on a cell shall be 1280 ms. 
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Table A.5.4F: General test parameters for Cell Re-selection in CELL FACH 



Parameter 


unii 


Value 


Comment 


initial condition 


Active cell 




Oell^: 




final condition 


Active cell 




L.ein 




Access Service Class (ASC#0) 




■1 
1 


Q^l^^tAfH ert that nt\ oHHitif^nol HaIoi/ ic 
oclcOLcU bU uldl [IU dUUIllUilal ucldy lb 


- Persistence value 








caused by the random access 
procedure. The value shall be used for 
all cells in the test. 


HCS 






Not used 


MBMS preferred frequency layer 






Not used 


T1 


s 


15(initial), 5 (repetition) 




T2 


s 


3 




T3 


s 


3 





The transport and physical parameters of the S-CCPCH carrying the FACH are defined in Table A.5.4G and Table 
A.5.4H. 

Table A.5.4G: Physical channel parameters for S-CCPCH_1 carrying the FACH. 



Parameter 


Unit 


Level 


Channel bit rate 


Kbps 


60 


Channel symbol rate 


Ksps 


30 


Slot Format #1 




4 


TFCI 




OFF 


Power offsets of TFCI and Pilot 
fields relative to data field 


dB 






Table A.5.4H: Transport channel parameters for S-CCPCH_1 



Parameter 


FACH 


Transport Channel Number 


1 


Transport Block Size 


480 


Transport Block Set Size 


480 


Transmission Time Interval 


20 ms 


Type of Error Protection 


Convolution Coding 


Coding Rate 


V2 


Rate Matching attribute 


256 


Size of CRC 


16 


Position of TrCH in radio frame 


Fixed 



The transport and physical parameters of the S-CCPCH carrying the MTCH are defined in Table A.5.4I and Table 
A.5.4J. 

Table A.5.41: Physical channel parameters for S-CCPCH_2 carrying the MTCH. 



Parameter 


Unit 


Level 


Channel bit rate 


kbps 


960 


Channel symbol rate 


ksps 


480 


Slot Format #1 




14 


TFCI 




ON 


Power offsets of TFCI and Pilot 
fields relative to data field 


dB 
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Table A.5.4J: Transport channel parameters for S-CCPCH_2 



PafomptPr 


FACH 


XranQnnrt f^hannpl Miirnhpr 


■\ 


Transport Block Size 


2560 


Transport Block Set Size 


10240 


Transmission Time Interval 


40ms 


Type of Error Protection 


Turbo Coding 


Coding Rate 


1/3 


Rate Matching attribute 


256 


Size of CRC 


16 


Position of TrCH in radio frame 


Flexible 



Table A.5.4K: Cell specific test parameters for Cell re-selection in CELL FACH state 



Parameter 


Unit 


Cell 1 


Cell 2 






T1 


T2 


T3 


T1 


T2 


T3 


UTRA RF Channel 
Number 




Channel 1 


Channel 2 


CPICH Ec/lor 


dB 


-10 


-10 


PCCPCH Ec/lor 


dB 


-12 


-12 


SCH Ec/lor 


dB 


-12 


-12 


PIGH Ec/lor 


dB 


-15 


-15 


S-CCPCH_1_Ec/lor 


dB 


-12 


-12 


S-CCPCH 2 Ec/lor 


dB 


n.a. 


-6 


OCNS Ec/lor 


dB 


Note 1 


Note 1 


^ or / ' oc 


dB 


-infinity 


-3.37 











-5 


J 

oc 


dBm/3.8 
4 MHz 


-70 


CPICH Ec/lo 


dB 


- infinity 


-15 


-13 


-13 


-13 


-16.2 


Propagation 
Condition 




AWGN 


Cell_selection_ 
















and_reselection_ 




CPICH Eo/N 







CPICH Ec/N 







quality_measure 
















Qqualmin 


dB 


-20 


-20 


Qrxlevmin 


dBm 


-115 


-115 


UE TXPWR 
MAX RACH 


dBm 


21 


21 


Qoffset2s, n 


dB 


C1,C2:0 


C2, CI : 


Qhyst2 


dB 








Treselection 


s 








Sintrasearch 


dB 


not sent 


not sent 


Sintersearch 


dB 


not sent 


not sent 


IE 'FACH 
















Measurement 




Sent 






Sent 






occasion info' 
















FACH Measurement 
















occasion cycle length 
coefficient 




2 






2 






Inter-frequency FDD 
measurement 




TRUE 






TRUE 






indicator 
















Inter-frequency TDD 
measurement 




FALSE 






FALSE 






indicator 

















Note 1 . The power of the OCNS channel that is added shall make the total power from the cell to 
be equal to lor. 
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A.5.5.4.2 Test Requirements 

The cell re-reselection delay is defined as the time from the beginning of time period T3, to the moment when the UE 
camps on Cell 1, and starts to send preambles on the PRACH for sending the CELL UPDATE message with cause 
value 'cell reselection' in Cell 1. 

The cell re-selection delay shall be less than 1.9s. 

During Tl and T2 the MTCH BLER shall not exceed 1.0%. 

The rate of correct cell reselections observed during repeated tests shall be at least 90%. 
NOTE: The cell re-selection delay in this case is expressed as: 

'^reselection, inter ~ ^Measuremnt, inter + 20 + Tgj -|- Tj^^ ms, 

where: 

TMeasurenmt, inter Specified in 8.4.2.3.2 as 480ms 

Tidentify, interi Specified in 8.4.2.3.1 as 2.72 s in this case, thus 3sec for T2 is sufficient for identification of cell 1. 

Note: The calculation based on the S-CCPCH carrying the FACH provides a measurement occasion of 20ms 
repeated every 80ms. As the MTCH TTI length is only 40ms this has to be shortened to a gap of 10ms 
every 80ms, the re-selection delay is based upon. 

Tgi: The time required for receiving all the relevant system information data according to the reception 

procedure and the RRC procedure delay of system information blocks defined in 25.331 for a 
UTRAN cell. 1280 ms is assumed in this test case. 

Note: Since 1280 ms is one of the typical values for repeating system information blocks, Tsi of 1280 ms could 
be increased by the RRC procedure delay in order to allow the SIB repetition period of 1280 ms. 

Tra: Tra is a delay is caused by the physical random access procedure described in TS 25.214 section 

6.1. A persistence value is assumed to be 1 in this test case and therefore Tra in this test case is 40 
ms. 

Note: The maximum allowed time to be used to perform the measurements for a UE in an MBMS session may 
be smaller than the duration of the measurement occasion to fulfill the MBMS demodulation 
performance. 

This gives a total of 1.83 s, allow 1,9s in the test case. 

Note: MTCH BLER may not be tested in conformance tests. 

A.5.6 Cell Re-selection in CELL_PCH 

A.5.6.1 One frequency present in the neighbour list 
A.5.6. 1.1 Test Purpose and Environment 

The purpose of this test is to verify the requirement for the cell re-selection delay in CELL_PCH state in section 5.6.2. 

The test parameters are given in Table A5.5 and A5.6. The UE is requested to monitor neighbouring cells on 1 carrier. 
The maximum repetition period of the relevant system iirfo blocks that needs to be received by the UE to camp on a cell 
shall be 1280 ms. 
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Table A.5.5: General test parameters for Cell Re-selection in CELL PCH 



Parameter 


Unit 


Value 


Comment 


initial 


Active cell 




Cell2 




condition 


Neighbour cells 




Oein , Cells, Cell4, 








Cells, Cells 




final 


Active cell 




Gel 11 




condition 










Access Service Class (ASC#0) 




1 


oeieciea so inai no auQiiionai oeiay is causeo uy ine 


- Persistence value 






random access procedure. The value shall be used for 










all cells In the test. 


HCS 






Not used 


DRX cycle length 


s 


1.28 


The value shall be used for all cells In the test. 


T1 




s 


15 


T1 need to be defined so that cell re-selectlon reaction 
time Is taken Into account. 


T2 




s 


15 


T2 need to be defined so that cell re-selectlon reaction 
time is taken into account. 



Table A.5.6: Cell specific test parameters for Cell re-selection in CELL_PCH state 



Parameter 


unit 


Cell 1 


Cell 2 


Cell 3 


Cell 4 


Cell 5 


Cell 6 


T1 


T2 


T1 


T2 


T1 1 T2 


T1 1 T2 


T1 1 T2 


T1 1 T2 


UTRA RF Channel 
Number 




Channel 1 


Channel 1 


Channel 1 


Channel 1 


Channel 1 


Channel 1 


CPICH Ec/lor 


dB 


-10 


-10 


-10 


-10 


-10 


-10 


PCCPCH Ec/lor 


dB 


-12 


-12 


-12 


-12 


-12 


-12 


SCH Ec/lor 


dB 


-12 


-12 


-12 


-12 


-12 


-12 


PICH Ec/lor 


dB 


-15 


-15 


-15 


-15 


-15 


-15 


OCNS Ec/lor 


dB 


-0.941 


-0.941 


-0.941 


-0.941 


-0.941 


-0.941 


^ or h oc 


dB 


7.3 


10.27 


10.27 


7.3 


0.27 


0.27 


0.27 


0.27 




dBm/ 
3.84MHz 


-70 


CPICH Ec/lo 


dB 


-16 


-13 


-13 


-16 


-23 


-23 


-23 


-23 


Propagation 
Condition 




AWGN 


Cell_selectlon_and_ 
reselection_quality_ 
measure 




CPICH Ec/No 


CPICH Ec/No 


CPICH 

Ec/No 


CPICH Ec/No 


CPICH Ec/No 


CPICH 

Ec/No 


Qqualmin 


dB 


-20 


-20 


-20 


-20 


-20 


-20 


Qrxlevmin 


dBm 


-115 


-115 


-115 


-115 


-115 


-115 


UE TXPWR 
MAX RACH 


dBm 


21 


21 


21 


21 


21 


21 






C1, C2: 


C2, C1 : 


C3, C1:0 


C4, C1 : 


C5, C1: 


C6, C1 : 






C1, C3: 


C2, C3: 


C3, C2: 


C4, C2: 


C5, C2: 


C8, C2: 


Qoffset2s, n 


dB 


C1, C4: 


C2, C4: 


C3, C4: 


C4, C3: 


C5, C3: 


C6, C3: 






C1, C5: 


C2, C5: 


C3, C5: 


C4, C5: 


C5, C4: 


C6, C4: 






C1, C6: 


C2, C6: 


C3, C6: 


C4, C6: 


C5, C6: 


C6, C5: 


Qhyst2 


dB 




















Treselection 


s 




















Sintrasearch 


dB 


not sent 


not sent 


not sent 


not sent 


not sent 


not sent 



A.5.6. 1.2 Test Requirements 

The cell re-selection delay is defined as the time from the beginning of time period T2, to the moment when the UE 
camps on Cell 1, and starts to send preambles on the PRACH for sending the CELL UPDATE message with cause 
value 'cell reselection' in Cell 1 . 

The cell re-selection delay shall be less than 8 s. 

The rate of correct cell reselections observed during repeated tests shall be at least 90%. 
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NOTE: The cell re-selection delay can be expressed as: TevaiuateFoo + Tsi, 
where: 

TevaiuateFDD: See scction 5.6.2. 

Tsi : Maximum repetition period of relevant system iirfo blocks that needs to be received by the UE to 
camp on a cell. 1280 ms is assumed in this test case. 

This gives a total of 7.68 s, allow 8s in the test case. 

A.5.6.2 Two frequencies present in tlie neiglibour list 
A.5. 6.2.1 Test Purpose and Environment 

The purpose of this test is to verify the requirement for the cell re-selection delay in CELL_PCH state in section 5.6.2. 
The UE is requested to monitor neighbouring cells on 2 carriers. The maximum repetition period of the relevant system 
info blocks that needs to be received by the UE to camp on a cell shall be 1280 ms. 

The test parameters are given in Table A.5.7 and A.5.8 



Table A.5.7: General test parameters for Cell Re-selection in CELL PCH 



Parameter 


Unit 


Vaiue 


Comment 


initial condition 


Active cell 




Cell2 






Neighbour cells 




Cein, 
Cells 


Cell3,Cell4, Cell5, 




final condition 


Active cell 




Cein 




Access Service Class (ASC#0) 




1 




Selected so that no additional delay is 


- Persistence value 








caused by the random access 












procedure. The value shall be used for 












all cells in the test. 


HCS 






Not used 


DRX cycle length 




s 


1.28 




The value shall be used for all cells in 
the test. 


11 




s 


30 




11 need to be defined so that cell re- 
selection reaction time is taken into 
account. 


12 




s 


15 




12 need to be defined so that cell re- 
selection reaction time is taken into 
account. 
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Table A.5.8: Cell specific test parameters for Cell re-selection in CELL_PCH state 





Unit 

Ul III 


Cell 1 


Cell 2 


Cell 3 


Cell 4 


Cell 5 


Cell 6 






T1 


1 T2 


T1 


T2 


T1 


T2 


T1 


T2 


T1 


T2 


T1 


T2 


UTRA RF 
Channel Number 




Channel 1 


Channel 2 


Channel 1 


Channel 1 


Channel 2 


Channel 2 


CPICH Ec/lor 


dB 


-10 


-10 


-10 


-10 


-10 


-10 


PCCPCH Ec/lor 


dB 


-12 


-12 


-12 


-12 


-12 


-12 


SCH Ec/lor 


dB 


-12 


-12 


-12 


-12 


-12 


-12 


RICH Ec/lor 


dB 


-15 


-15 


-15 


-15 


-15 


-15 


OCNS Ec/lor 


dB 


-0.941 


-0.941 


-0.941 


-0.941 


-0.941 


-0.941 


^ or / ^ oc 


dB 


-3.4 


2.2 


2.2 


-3.4 


-7.4 


-4.8 


-7.4 


-4.8 


-4.8 


-7.4 


-4.8 


-7.4 


^ oc 


dBm/3.84 
MnZ 


-70 


CPICH Ec/lo 


dB 


-16 


-13 


-13 


-16 


-20 




-20 




-20 




-20 




Propagation 
Condition 




AWGN 


CelLselection_ 

and_reselection_ 
quality_measure 




CPICH 
Ec/No 


CPICH 
Ec/No 


CPICH 
Ec/No 


CPICH Ec/No 


CPICH Ec/No 


CPICH Ec/No 


Qqualmin 


dB 




20 


-20 


-20 


-20 


-20 


-20 


Qrxlevmin 


dBm 


-115 


-115 


-115 


-115 


-115 


-115 


UE_TXPWR_ 
MAX RACH 


dBm 


21 


21 


21 


21 


21 


21 






C1, C2: 


C2, C1: 


C3, C1: 


C4, C1: 


C5, C1:0 


C6, C1: 






C1, C3: 


C2, C3: 


C3, C2: 


C4, C2: 


C5, C2: 


C6, C2: 


Qoftset2s, n 


dB 


C1, C4: 


C2, C4: 


C3, C4: 


C4, C3: 


C5, C3: 


C6, C3: 






C1, C5: 


C2, C5: 


C3, C5: 


C4, C5: 


C5, C4: 


C6, C4: 






C1,C6:0 


C2, C6: 


C3, C6: 


C4, C6: 


C5, C6: 


C6, C5: 


Qhyst2 


dB 




















Treselection 


s 




















SIntrasearch 


dB 


not sent 


not sent 


not sent 


not sent 


not sent 


not sent 


Sintersearch 


dB 


not sent 


not sent 


not sent 


not sent 


not sent 


not sent 



A.5. 6.2.2 Test Requirements 

The cell re-selection delay is defined as the time from the beginning of time period T2, to the moment when the UE 
camps on Cell 1, and starts to send preambles on the PRACH for sending the CELL UPDATE message with cause 
value 'cell reselection' in Cell \. 

The cell re-selection delay shall be less than 8 s. 

The rate of correct cell reselections observed during repeated tests shall be at least 90%. 

NOTE: The cell re-selection delay can be expressed as: TevaiuateFDo + Tsi, 
where: 

TevaiuateFDo: Scc scction 5.6.2. 

Tsi: Maximum repetition period of relevant system info blocks that needs to be received by the UE to 
camp on a cell. 1280 ms is assumed in this test case. 

This gives a total of 7.68 s, allow 8s in the test case. 

A.5.6.3 Cell re-selection during an IVIBIVIS session, one UTRAN inter- 
frequency and 4 GSIVi cells present in the neighbour list 

A.5.6.3. 1 Test Purpose and Environment 

The purpose of this test is to verify the requirement for the inter-frequency cell identification and GSM BSIC 
identification for UEs in an MBMS PTM session according to section 4.2.2.3 and 4.2.2.5. Furthermore, the required 
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functionality on the limitation of measurements in dependence of the MBMS TTI as specified in section 4.2.2.9 are 

tested. 

This scenario implies the presence of 1 UTRAN serving cell, 1 UTRAN inter-frequency cell and 4 GSM cells of which 
one is to be re-selected. The UE is requested to monitor neighbor cells on 1 UMTS carrier and 12 GSM cells. Test 
parameters are given in Table, A.5.8A, A.5.8B, A.5.8C, A.5.8D and A.5.8E. 



Table A.5.8A: General test parameters for Cell Re-selection 



Parameter 


Unit 


Vaiue 


Comment 


Initial 
condition 


Active cell 




Cell2 


UMTS cell providing the MBMS session 


Neighbour cells 




Cein 


UMTS inter-frequency neighbour cell 




Cells, Cell4, 
Cells, Cells 


GSM cells 


Final 

condition 


Active cell 




Cells 




DRX cycle length 


ms 


160 




HCS 






Not used 


MBMS preferred frequency 
layer 






Not used 


11 


s 


15 (initial), 5 
repeated 




12 


s 


45 




13 


s 


7 





The transport and physical channel parameters of the S-CCPCH carrying the MTCH are defined in Table A.5.8B and 
Table A.5.8C 



Table A.5.8B: Physical channel parameters for S-CCPCH carrying the MTCH. 



Parameter 


Unit 


Levei 


Channel bit rate 


kbps 


960 


Channel symbol rate 


ksps 


480 


Slot Format #1 




14 


TFCI 




ON 


Power offsets of TFCI and Pilot 
fields relative to data field 


dB 






Table A.5.8C: Transport channel parameters for S-CCPCH 



Parameter 


FACH 


Transport Channel Number 


1 


Transport Block Size 


2560 


Transport Block Set Size 


10240 


Transmission Time Interval 


40ms 


Type of Error Protection 


Turbo Coding 


Coding Rate 


1/3 


Rate Matching attribute 


256 


Size of CRC 


16 


Position of TrCH in radio frame 


Flexible 
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Table A.5.8D: Cell specific test parameters for serving Cell2 and inter-frequency neighbour CelH 



Pfkramatoi* 


Unit 

Ul III 


PaII 1 

wCII 1 


OCII ^ 


T1 1 T9 1 T1 
II 1 ^ 1 o 


T1 1 TO 1 T"? 
II 1 ^ 1 o 


1 ITRA RF Phannol 

Number 




Channel 1 


Channel 2 


PPIPH Fr/lnr 


rlR 


-10 


-10 


PCCPCH_Ec/lor 


dB 


-12 


-12 


oOn tC/IOi 




-12 


-12 


RICH Ec/lor 


dB 


-15 


-15 


b-L>L>rL>n 1 tC/IOr 


/-ID 


-12 


-12 


S-CCPCH 2 Ec/lor 


dB 


n.a. 


[-6,8] 


OCNS Ec/lor 


dB 


Note 1 


Note 1 


^ Of / ^ oc 


dB 


-infinity 


-4.75 


infinity 








-15 


^oc 


dBm/3.8 
4 MHz 


-70 


CPICH_Ec/lo 


dB 


- infinity 


-16 


infinity 


-13 


-13 


-25.14 


CPICH_RSCP 




- infinity 


84,75 


infinity 


-80 


-80 


-95 


Propagation 

Condition 




AWGN 


Cell_selection_ 
and_reselection_ 
q u ai iiy_m eas u re 




CPICH Ec/No 


CPICH Ec/No 


Uquaimin 


OD 


-20 


-20 


QrxiGvmin 


uKm 


-115 


-115 


1 IC TYD\A/D 

Ut IArvvn_ 

MAY RAPW 
IVIMA riMOn 


dBm 


21 


21 


Qoffset2s, n 


dB 


C1,C2:0 


C2, C1 : 


Qhyst2 


dB 








Qoffsetl s, n 


dB 




C2, C3: 0; C2, C4: 0; 
C2, C5: 0; C2, C6: 


Qliysti 


dB 








Treselection 


s 








Sintrasearch 


dB 


not sent 


not sent 


Sintersearcli 


dB 


not sent 


not sent 


Note 1 . Tine power of tfie OCNS cliannel tfiat is added sliall mal<e tlie total power from the cell to 
be equal to lor. 



Table A.5.8E: Cell re-selection parameters for GSM cells case (cell 3 and cell4,cell5,cell6) 



Parameter 


Unit 


Ceii 3 (GSM) 


Cell 4, Cells, Cell 6 
(GSM) 






T1 1 T2 1 T3 


T1 1 T2 1 T3 


Absolute RF Channel 
Number 




ARFCN 3 


ARFCN 1 , ARFCN2, 
ARFCN 4 


RXLEV 


dBm 


-infinity -85 -85 


-infinity -85 -infinity 


RXLEV ACCESS MIN 


dBm 


-104 


-104 


MS TXPWR MAX CCH 


dBm 


33 


33 



A.5.6.3.2 Test Requirements 

The cell re-selection delay is defined as the time from the beginning of time period T3, to the moment when the UE 
camps on Cell 3, and starts to send the RR Channel Request message for location update to Cell 3. 

The cell re-selection delay shall be less than 2.75 s -i- Tbcch, where Tbcch is the maximum time allowed to read BCCH 
data from GSM cell [21]. 

During Tl and T2 the MTCH BLER shall not exceed 1.0%. 

The rate of correct cell reselections observed during repeated tests shall be at least 90%. 
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NOTE: The cell re-selection delay can be expressed as: Max(3* TmeasureFOD. TmeasureoSM+DRX cycle length) + 
Tbcch, where: 

TmeasureFDD See Table 4.1 in section 4.2.2. 

TmeasureGSM See Table 4. 1 in section 4.2.2. 

DRX cycle length 160mss see Table A.4.7.A 

Tbcch Maximum time allowed to read BCCH data from GSM cell [21]. 

According to [21], the maximum time allowed to read the BCCH data, when being synchronized 
to a BCCH carrier, is 1.9 s. 

This gives a total of 2.72 s + Tbcch> allow 2.75 s + Tg^cH in the test case. 

Note: MTCH BLER may not be tested in conformance tests. 

A.5.7 Cell Re-selection in URA_PCH 
A.5.7.1 One frequency present in the neighbour list 
A.5.7. 1.1 Test Purpose and Environment 

The purpose of this test is to verify the requirement for the cell re-selection delay in URA_PCH state in section 5.7.2. 

The test parameters are given in Table A.5.9 and A.5.10. The UE is requested to monitor neighbouring cells on 1 
carrier. The maximum repetition period of the relevant system iirfo blocks that needs to be received by the UE to camp 
on a cell shall be 1280 ms. 

Cells possible for re-selection shall belong to different UTRAN Registration Areas (URA). 

Table A.5.9: General test parameters for Cell Re-selection in URA PCH 



Parameter 


Unit 


Value 


Comment 


initial condition 


Active cell 




Cell2 






Neighbour cells 




Cein, Cell3,Cell4, Cell5, 
Cell6 




final condition 


Active cell 




Cein 




Access Service Class (ASC#0) 






Selected so that no additional delay is 


- Persistence value 




1 


caused by the random access 










procedure. The value shall be used for 










all cells in the test. 


HCS 






Not used 


DRX cycle length 




s 


1.28 


The value shall be used for all cells in 
the test. 


11 




s 


15 


T1 need to be defined so that cell re- 
selection reaction time is taken into 
account. 


12 




s 


15 


T2 need to be defined so that cell re- 
selection reaction time is taken into 
account. 
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Table A.5.10: Cell specific test parameters for Cell re-selection in URA_PCH state 





Unit 


Celi 1 


Cell 2 


Cell 3 


Cell 4 


Cell 5 


Cell 6 






T1 


T2 


T1 


T2 


T1 1 T2 


T1 1 T2 


T1 1 T2 


T1 1 T2 


UTRA RF Channel 
Number 




Channel 1 


Channel 1 


Channel 1 


Channel 1 


Channel 1 


Channel 1 


CPICH Ec/lor 


dB 


-10 


-10 


-10 


-10 


-10 


-10 


PCCPCH Ec/lor 


dB 


-12 


-12 


-12 


-12 


-12 


-12 


SCH Ec/lor 


dB 


-12 


-12 


-12 


-12 


-12 


-12 


PICH Ec/lor 


dB 


-15 


-15 


-15 


-15 


-15 


-15 


OCNS Ec/lor 


dB 


-0.941 


-0.941 


-0.941 


-0.941 


-0.941 


-0.941 


^ or 1 ^ oc 


dB 


7.3 


10.27 


10.27 


7.3 


0.27 


0.27 


0.27 


0.27 




aDm/o.o4 
ivinz 


-70 


CPICH Ec/lo 


dB 


-16 


-13 


-13 


-16 


-23 


-23 


-23 


-23 


Propagation 
Condition 




AWGN 


Cell_selection_and_ 
reselection_quality_ 
measure 




CPICH Ec/No 


CPICH Ec/Nq 


CPICH 
Ec/No 


CPICH Ec/Nq 


CPICH Ec/No 


CPICH 
Ec/No 


Qqualmin 


dB 


-20 


-20 


-20 


-20 


-20 


-20 


Qrxlevmin 


dBm 


-115 


-115 


-115 


-115 


-115 


-115 


UE_TXPWR_ 

IVIrtA rirtorl 


dBm 


21 


21 


21 


21 


21 


21 






CI, C2:0 


C2, CI: 


C3, C1:0 


C4, CI: 


C5, CI: 


C6, CI: 






CI, C3:0 


C2, C3: 


C3, C2: 


C4, C2: 


C5, C2: 


C6, C2: 


Qoffset2s, n 


dB 


CI, C4:0 


C2, C4: 


C3, C4: 


C4, C3: 


C5, C3: 


C6, C3: 






CI, C5:0 


C2, C5: 


C3, C5: 


C4, C5: 


C5, C4: 


C6, C4: 






C1,C6;0 


C2, C6: 


C3, C6: 


C4, C6: 


C5, C6: 


C6, C5: 


Qhyst2 


dB 




















Treselection 


s 




















Sintrasearch 


dB 


not sent 


not sent 


not sent 


not sent 


not sent 


not sent 



A.5.7.1.2 Test Requirements 

The cell re-selection delay is defined as the time from the beginning of time period T2, to the moment when the UE 
camps on Cell 1, and starts to send preambles on the PRACH for sending the URA UPDATE message with cause value 
'URA reselection' in Cell 1. 

The cell re-selection delay shall be less than 8 s. 

The rate of correct cell reselections observed during repeated tests shall be at least 90%. 

NOTE: The cell re-selection delay can be expressed as: Tevaiya^gpQj) + Tgj, 
where: 

TevaiuateFDD: See section 5.7.2. 

Tsi: Maximum repetition period of relevant system info blocks that needs to be received by the UE to 
camp on a cell. 1280 ms is assumed in this test case. 

This gives a total of 7.68 s, allow 8s in the test case. 

A.5.7.2 Two frequencies present in the neighbour list 
A.5. 7.2.1 Test Purpose and Environment 

The purpose of this test is to verify the requirement for the cell re-selection delay in URA_PCH state in section 5.7.2. 

The test parameters are given in Table A5.11 and A5.12. The UE is requested to monitor neighbouring cells on 2 
carriers. The maximum repetition period of the relevant system info blocks that needs to be received by the UE to camp 
on a cell shall be 1280 ms. 
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Cells possible for re-selection shall belong to different UTRAN Registration Areas (URA). 



Table A.5.11 : General test parameters for Cell Re-selection in URA PCH 



Parameter 


Unit 


Value 


Comment 


initial condition 


Active cell 




Cell2 






Neighbour cells 




Cein, 
Cell6 


Cell3,Cell4, Cell5, 




final condition 


Active cell 




Cein 




Access Service Class (ASC#0) 


- 


1 




Selected so that no additional delay is 


- Persistence value 








caused by the random access 












procedure. The value shall be used tor 












all cells in the test. 


HCS 






Not used 


DRX cycle length 




s 


1.28 




The value shall be used for all cells in 

the test. 


T1 




s 


30 




T1 need to be defined so that cell re- 
selection reaction time is taken into 
account. 


T2 




s 


15 




T2 need to be defined so that cell re- 
selection reaction time is taken into 
account. 



Table A.5.12: Cell specific test parameters for Cell re-selection in URA PCH state 



Parameter 


Unit 


Cell 1 


Cell 2 


Cells 


Cell 4 


Cells 


Cell 6 


T1 1 T2 


T1 1 T2 


T1 1 T2 


T1 1 T2 


T1 1 T2 


T1 1 T2 


UTRA RF 

Channel Number 




Channel 1 


Channel 2 


Channel 1 


Channel 1 


Channel 2 


Channel 2 


CPICH Ec/lor 


dB 


-10 


-10 


-10 


-10 


-10 


-10 


PCCPCH Ec/lor 


dB 


-12 


-12 


-12 


-12 


-12 


-12 


SCH Ec/lor 


dB 


-12 


-12 


-12 


-12 


-12 


-12 


RICH Ec/lor 


dB 


-15 


-15 


-15 


-15 


-15 


-15 


OCNS Ec/lor 


dB 


-0.941 


-0.941 


-0.941 


-0.941 


-0.941 


-0.941 


^or oc 


dB 


-3.4 2.2 


2.2 -3.4 


-7.4 -4.8 


-7.4 -4.8 


-4.8 -7.4 


-4.8 -7.4 


^oc 


dBm/3.84 
MHz 


-70 


CPICH Ec/lo 


dB 


-16 1 -13 1 -13 1 -16 1 -20 1 -20 | -20 | -20 


Propagation 
Condition 




AWGN 


Cell_selection_ 
and_reselection_ 

quality_measure 




CPICH 

Eo/No 


CPICH 

Ec/No 


CPICH 

Ec/No 


CPICH Ec/No 


CPICH Ec/No 


CPICH Ec/No 


Qqualmin 


dB 


-20 


-20 


-20 


-20 


-20 


-20 


Qrxlevmin 


dBm 


-115 


-115 


-115 


-115 


-115 


-115 


UE TXPWR 
MAX RACH 


dBm 


21 


21 


21 


21 


21 


21 


Qoffset2s, n 


dB 


CI, C2: 
CI, C3: 
CI, C4: 
C1,C5:0 
CI, C6:0 


C2, CI: 
C2, C3: 
C2, C4: 
C2, C5: 
C2, C6: 


C3, CI: 
C3, C2: 
C3, C4: 
C3, C5: 
C3, C6: 


C4, CI : 
C4, C2: 
C4, C3: 
C4, C5: 
C4, C6: 


C5, C1:0 
C5, C2: 
C5, C3: 
C5, C4: 
C5, C6: 


C6, C1:0 
C6, C2: 
C6, C3: 
C6, C4: 
C6, C5: 


Qhyst2 


dB 




















Treselection 


s 




















Sintrasearch 


dB 


not sent 


not sent 


not sent 


not sent 


not sent 


not sent 


Sintersearch 


dB 


not sent 


not sent 


not sent 


not sent 


not sent 


not sent 



A.5. 7.2.2 Test Requirements 

The cell re-selection delay is defined as the time from the beginning of time period T2, to the moment when the UE 
camps on Cell 1, and starts to send preambles on the PRACH for sending URA UPDATE message with cause value 
'URA reselection' in Cell 1. 
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The cell re-selection delay shall be less than 8 s. 

The rate of correct cell reselections observed during repeated tests shall be at least 90%. 

NOTE: The cell re-selection delay can be expressed as: TevaiuatepoD + Tsh 
where: 

TcvaiuatcFDo: Scc scction 5.7.2. 

Tsi: Maximum repetition period of relevant system info blocks that needs to be received by the UE to 
camp on a cell. 1280 ms is assumed in this test case. 

This gives a total of 7.68 s, allow 8s in the test case. 

A.5.8 Serving HS-DSCH cell change 
A.5.8.1 Test Purpose and Environment 

The purpose of this test is to verify the requirement for the delay when performing the serving HS-DSCH cell change in 
CELL_DCH state specified in section 5.10. 

The test parameters are given in Table A.5.13 and A. 5. 14 below. The test consists of 4 successive time periods, with a 
time duration of Tl, T2, T3 and T4 respectively. At the start of time duration Tl the UE have cell 1 and cell 2 in active 
set and cell 1 as the serving HS-DSCH cell. 

Data shall be transmitted continuously to the UE on the HS-DSCH channel. 



Table A.5.13: General test parameters for serving HS-DSCH cell change 



Parameter 


Unit 


Value 


Comment 


DCH parameters 




DL Reference Measurement Channel 
12.2 kbps 


As specified In TS 25.101 section A. 3. 


Power Control 




On 




Target quality value on DTCH 


BLER 


0.001 




HSDPA parameters 




Fixed Reference Channel Definition 
H-Set 1 , with QPSK modulation only 


As specified in TS 25.101 section A.7. 


Initial conditions 


Active cells 




Cell 1 and Cell 2 




Serving HS-DSCH 
cell 




Cell 1 




Final condition 


Active cell 




Cell 1 and Cell 2 




Serving HS-DSCH 
cell 




Cell 2 




Hysteresis 


dB 







Time to Trigger 


ms 







Filter coefficient 









CQI Feedback cycle, k 


ms 


2 




CQI repetition factor 




1 




T1 


s 


5 




T2 


s 


3 




T3 


s 


0.5 




T4 


ms 


100 
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Table A.5YY: Cell specific test parameters for serving HS-DSCH cell change 



Parameter 


Unit 






Cell 1 








Cell 2 






T1 


T2 


T3 


T4 


T1 


T2 


T3 


UTRA RF Channel 
Number 




Channel 1 






Channel 1 

Idl II Iwl 1 






CPICH Ec/lor 


dB 










-10 






PCCPCH_Ec/lor 


dB 


-12 








-12 






SCHEc/lor 


dB 


1 








-12 






pipu prl\nr 
n 1 o n c o/ 1 u 1 




-15 














np(-;|-| Pp/ior 

Ly 1 V_/ 1 1 1 Kji l\Jl 


dB 


Note1 


Note1 


Notel 


N/A 


N/A 


N/A 


Notes 


HS-PDSCH Ec/lor 


dB 


-10 






-inf 


-inf 






no owwri- 1 co/lur 




-13 






inf 
111! 


inf 
111! 






OCNS 




Note2 


Note2 


Note2 


Note2 


Note2 


Note2 


Note2 


^ or 1 ^ oc 


dB 


3.64 


1.14 






1.14 


3.64 




^OC 


dBm/3.84 MHz 


-70 














CPICH_Ec/lo 


dB 


-13 


-15.5 






-15.5 


-13 




Propagation Condition 




AWGN 














Relative delay of paths 


Chips 


{-148 .. 


148} 












received from cell 2 with 




Note 4 















respect to cell 1 
Note 1 
Note 2 



Note 
-10 
-13 
Note 



Note 3 



Note 4: 



The DPCH level is controlled by the power control loop 

The power of the OCNS channel that is added shall make the total power from the cell to be equal to lor 
The DPCH level is controlled by the power control loop. The initial power shall be set equal to the DPCH_Ec/lor of Cell 1 a 
the end of T2. 

The relative delay of the path from cell 2 with respect to cell 1 shall always be within ±148 chip. 



A.5.8.1 .1 Test procedure 

1 ) The test is started at the beginning of T 1 . 

2) During time period T2 an Event ID triggered measurement report shall be sent by the UE. 

3) During time period T3 UTRAN shall send a Physical Channel Configuration command with activation time now 
changing serving HS-DSCH from cell 1 to cell 2. The Physical Channel Configuration message shall be sent to 
the UE so that the whole message is available at the UE at the beginning of T4. 



A.5.8.2 Test Requirements 

The UE shall start to transmit the CQI to cell 2 less than 74 ms from the beginning of time period T4. 

The UE shall also start to receive the first HS-SCCH message from cell 2 less than 74 ms from the beginning of time 
period T4 and transmit the ACK or NAK which corresponds to the HS-SCCH message. 

NOTE: The delay Dceu_change equals the RRC procedure delay defined in TS25.33 1 Section 13.5.2 plus the 
interruption time of receiving HS-DSCH data stated in section 5.10.2.2. 

The RRC procedure delay is 50 ms and the interruption time is given by 'T^\aie,rmpi\=^^^^ ms=24 ms. 
The total delay Dceii_change=50 -i- 24 ms = 74 ms 



A.6 RRC Connection Control 



A.6.1 RRC Re-establishment delay 
A.6.1 .1 Test Purpose and Environment 

The purpose is to verify that the RRC re-establishment delay is within the specified limits. These tests will verify the 
requirements in section 6.1.2. 
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A.6.1.1.1 TEST1 

The test parameters are given in table A.6.1 and table A.6.2 below. In the measurement control information it is 
indicated to the UE that periodic reporting shall be used. The test consist of 2 successive time periods, with a time 
duration of TI and T2 respectively. At the start of time period T2, the dedicated channel is removed. 



Table A.6.1 General test parameters for RRC re-establishment delay, Test 1 



Parameter 


Unit 


Value 


Comment 


DCH Parameters 




DL Reference 
measurement 
channel 12.2 kbps 


As specified in TS 25.101, section A.3.1 


Power Control 




On 




Active cell, initial condition 




Cell 1 




Active cell, final condition 




Cell 2 




N313 




20 




N315 




1 




1313 


Seconds 







Tsi 


ms 


1280 


Time required for receiving all the relevant system 
information data according to the reception procedure 
and the RRC procedure delay of system information 
blocks defined in 25.331 for a UTRAN cell (ms). 
Note: Since 1280 ms is one of the typical values for 
repeating system information blocks, Tsi of 1 280 ms 
could be increased by the RRC procedure delay in 
order to allow the SIB repetition period of 1280 ms. 


Monitored cell list size 




24 


Monitored set shall only include intra frequency 
neighbours. 


Cell 2 






Included in the monitored set. 


Reporting frequency 


Seconds 


4 




11 


s 


10 




12 


s 


6 





Table A.6.2 Cell specific parameters for RRC re-establishment delay test, Test 1 



Parameter 


Unit 


Cell 1 


Cell 2 


TI 1 T2 


TI 1 T2 


Cell Frequency 


ChNr 


1 


1 


CPICH Ec/lor 


dB 


-10 


-10 


PCCPCH Ec/lor 


dB 


-12 


-12 


SCH Ec/lor 


dB 


-12 


-12 


PICH Ec/lor 


dB 


-15 


-15 


DCH Ec/lor 


dB 


Note 1 


-Infinity 


Not applicable 


OCNS Ec/lor 


dB 


Note 2 


-0.941 


-0.941 


^ Or / ^ Of 


dB 


2,39 


-Infinity 


4,39 0,02 




dBm/3.84 
MHz 


-70 


CPICH Ec/lo 


dB 


-15 1 -Infinity | -13 


Propagation Condition 




AWGN 


Note 1 : The DPCH level is controlled by the power control loop 

Note 2: The power of the OCNS channel that is added shall make the total power from the cell to be equal to 

lor. 



A.6.1. 1.2 TEST 2 

The test parameters are given in table A.6.3 and table A.6.4 below. In the measurement control information it is 
indicated to the UE that periodic reporting shall be used. The test consists of 2 successive time periods, with a time 
duration of TI and T2 respectively. At the start of time period T2, the dedicated channel is removed. 
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Table A.6.3 General test parameters for RRC re-establishment delay, Test 2 



Parameter 


Unit 


Vaiue 


Comment 


DCH Parameters 




DL Reference measurement 
channel 12.2 kbps 


As specified in TS 25.1 01 , section A.3.1 


Power Control 




On 




Active cell, initial condition 




Cell 1 




Active cell, final condition 




Cell 2 




N313 




20 




N315 




1 




T313 


Seconds 







Tsi 


ms 


1280 


Time required for receiving all the relevant 
system information data according to the 
reception procedure and the RRC procedure 
delay of system information blocks defined in 
25.331 for a UTRAN cell (ms). 
Note: Since 1280 ms Is one of the typical values 
for repeating system Information blocks, Tsi of 
1280 ms could be increased by the RRC 
procedure delay in order to allow the SIB 

rcpcLIUUII pcflUU Ul 1 ^OU [lib. 


Monitored cell list size 




24 


Monitored set shall include 2 additional 

frequencies. 


Cell 2 






Cell 2 is not included In the monitored set. Cell 2 
Is located on one of the 2 additional frequencies 
of the monitored set. 


Reporting frequency 


Seconds 


4 




T1 


s 


10 




T2 


s 


6 





Table A.6.4 Cell specific parameters for RRC re-establishment delay test, Test 2 



Parameter 


Unit 


Cell 1 


Cell 2 


T1 1 T2 


T1 1 T2 


Cell Frequency 


ChNr 


1 


2 


CPICH Ec/lor 


dB 


-10 


-10 


PCCPCH Ec/lor 


dB 


-12 


-12 


SCH Ec/lor 


dB 


-12 


-12 


PICH Ec/lor 


dB 


-15 


-15 


DCH Ec/lor 


dB 


Note 1 


-Infinity 


Not applicable 


OCNS Ec/lor 


dB 


Note 2 


-0.941 


-0.941 


^or 1^ oc 


dB 


-3,35 


-Infinity 


-Infinity 0,02 




dBm/3.84 
MHz 


-70 


CPICH Ec/lo 


dB 


-15 -Infinity -Infinity -13 


Propagation Condition 




AWGN 


Note 1 : The DPCH level is controlled by the power control loop 

Note 2: The power of the OCNS channel that is added shall make the total power from the cell to be equal to 

lor. 



A.6.1.2 Test Requirements 

A.6.1.2.1 Test1 

The Re-establishment delay Tre.esxablish to a known cell shall be less than 1 .9s. 
The rate of correct RRC re-establishments observed during repeated tests shall be at least 90%. 
NOTE: The Re-establishment delay in this case can be expressed as 

Tre-establish= Trrc-re-establish+ Tue.i{e-establish-req-known- 
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where 

TRRc-RE-ESTABLisH=160ms+(N3i3-l)*10ms+T3i3 

TuE-RE-ESTABLISH_REQ-KNOWN=50mS+Tseaf(.h + Tsi + Tra. 

N3i3=20 

T3I3=0S 
Tsearch= 100ms 

Tra= The additional delay caused by the random access procedure. 40 ms is assumed in this test case. 

Tsi is the time required for receiving all the relevant system information data according to the reception 

procedure and the RRC procedure delay of system information blocks defined in 25.331 for a UTRAN cell 
(ms). 1280 ms is assumed in this test case. 

This gives a total of 1820ms, allow 1.9s in the test case. 

A.6. 1.2.2 Test 2 

The Re-estabhshment delay to an unknown cell shall be less than 4.2s. 
The rate of correct RRC re-establishments observed during repeated tests shall be at least 90%. 
NOTE: The Re-estabhshment delay in this case can be expressed as 

TrE-ESTABLISH= Trrc-RE-ESTABLISH+ Tue-re-establish-req-unknown- 

where 

TRRc-RE-ESTABLisH=160ms+(N3i3- 1)* 10ms+T3i3 

TuE-RE-ESTABLISH-REQ-UNKNOWN=50mS+Tsearch*NF + Tji + Tra. 

N3i3=20 

T3i3=0s 
Tsearch=800mS 

NF is the number of different frequencies in the monitored set. 3 frequencies are assumed in this test case. 

Tra= The additional delay caused by the random access procedure. 40 ms is assumed in this test case. 

Tsi is the time required for receiving all the relevant system information data according to the reception 

procedure and the RRC procedure delay of system information blocks defined in 25.331 for a UTRAN cell 
(ms).1280 ms is assumed in this test case. 

This gives a total of 4120ms, allow 4.2s in the test case. 

A.6.2 Random Access 

A.6.2.1 Test Purpose and Environment 

The purpose of these tests is to verify that the behaviour of the random access procedure is according to the 
requirements and that the PRACH power settings and timing are within specified limits. This tests will verify the 
requirements in section 6.3.2 and section 7.4.2. 
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Table A.6.5: RF Parameters for Random Access test 



Para motor 


Unit 

Ul III 


Ot7ll 1 


UTRA RF Channel Number 




Channel 1 


Uriun tc/ior 




-1 u 


PCCPCH Ec/lor 


dB 


-12 


faun bc/ior 


db 


-1 d 


Number of other transmitted 
Acquisition Indicators 






AlCH Ec/lor 


dB 


-10 


RICH Ec/lor 


dB 


-15 


OCNS_Ec/lor when an Al is not 
transmitted 


dB 


-0.941 


OCNS_Ec/lor when an Al is 
transmitted 


dB 


-1.516 


^or h oc 


dB 





he 


dBm/3.84 MHz 


-70 


CPICH Ec/lo 


dB 


-13 


Propagation Condition 




AWGN 



The test parameters "System Information Block (SIB) type 5 (ASC #0)" defined in section 6. 1 of TS34. 108, shall be 
used in all random access tests. Crucial parameters for the test requirements are repeated in Table A.6.6 and A.6.7 and 
these overrule the parameters defined in SIB type 5. 



Table A.6.6: UE parameters for Random Access test 



Parameter 


Unit 


Value 


Access Service Class 
(ASC#0) 

- Persistence value 


0..1 


1 


IVIaximum number of preamble 
ramping cycles (Mmax). 




2 


Maximum number of 
preambles in one preamble 
ramping cycle 
(Preamble Retrans Max) 




12 


The backoff time Tboi 

NB01min=NB01max 


ms 
#TTI 


N/A 
10 


Power step when no 
acquisition indicator is 
received 

(Power offset Po) 


dB 


3 


Power offset between the last 

transmitted preamble and the 
control part of the message 
(Power offset P p-m) 


dB 





Maximum allowed UL TX 
power 


dBm 


21 


Table A.6.7: UTRAN parameters for Random Access test 


Parameter 


Unit 


Value 


Primary CPICH DL TX power 


dBm 


-8 


UL interference 


dBm 


-92 


SIR in open loop power 
control (Constant value) 


dB 


-10 


AlCH Power Offset 


dB 
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A.6.2.2 Test Requirements 

A.6.2.2.1 Correct behaviour when receiving an ACK 

The UE shall stop transmitting preambles upon a ACK on the AICH has been received and then transmit a message. An 
ACK shall be transmitted after 10 preambles have been received by the UTRAN. 

The absolute power applied to the first preamble shall be -30 dBm with an accuracy as specified in section 6.4.1.1 of TS 
25.101 [3]. The relative power appUed to additional preambles shall have an accuracy as specified in section 6.5.2.1 of 
TS 25.101 [3]. 

The UE shall transmit 10 preambles and 1 message. 

The transmit timing of all PRACH transmissions shall be within the accuracy specified in subclause 7.4.2. 

A.6.2.2.2 Correct behaviour when receiving an NACK 

The UE shall stop transmitting preambles upon a NACK on the AICH has been received and then repeat the ramping 
procedure when the back off timer Tboi expires. The NACK shall be transmitted after the 10 preambles have been 
received by the UTRAN. 

The UE shall transmit 10 preambles in the first ramping cycle and no transmission shall be done by the UE within 100 
ms after the NACK has been transmitted by the UTRAN. Then the UE shall start the second preamble ramping cycle. 

A. 6. 2. 2.3 Correct behaviour at Time-out 

The UE shall stop transmit preambles when reaching the maximum number of preambles allowed in a cycle. The UE 
shall then repeat the ramping procedure until the maximum number of preamble ramping cycles are reached. No 
ACK/NACK shall be sent by UTRAN during this test. 

The UE shall transmit 2 preambles cycles, consisting of 12 preambles in each preamble cycle. 

A.6.2.2.4 Correct behaviour when reaching maximum transmit power 

The UE shall not exceed the maximum allowed UL TX power configured by the UTRAN. No ACK/NACK shall be 
sent by UTRAN during this test. 

The absolute power of any preambles belonging to the first or second preamble cycle shall not exceed dBm with more 
than the tolerance given in section 6.5. 

Table A.6.7A: Specific UE parameter for correct behaviour when reaching maximum transmit power 



Parameter 


Unit 


Value 


Maximum allowed UL TX power 


dBm 






A.6.3 Void 



A.6.4 Transport format combination selection in UE 
A.6.4.1 Test Purpose and Environment 

The purpose is to verify the UE blocks (stops using) a currently used TEC when the UE output power is not sufficient to 
support that TEC. This test will verify the general requirement on TEC selection in section 6.4. 
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A.6.4.1 .1 Interactive or Background, PS, UL: 64 kbps 

The test will verify the general requirement on TFC selection in section 6.4 for a RAB intended for packet data services, 
i.e. Interactive or Background, PS, UL: 64kbps as defined in TS 34.108. 

The test parameters are given in Table A. 6. 8 , A. 6. 9 and Table A.6.10 below. The test consists of 2 successive time 
periods, with a time duration of Tl and T2 respectively. 

Details on the UL reference RAB in table A.6.8 and A.6.9 can be found in TS 34.108 section 'Interactive or background 
/ UL:64 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH'. 



Table A.6.8: UL reference RAB, Interactive or Background 





TFI 


64 kbps RAB (20ms TTI) 


DCCH 3.4kbps (40ms TTI) 


TFS 


TFO, bits 


0x336 


0x148 




TF1 , bits 


1x336 


1x148 




TF2, bits 


2x336 


N/A 




TFS, bits 


3x336 


N/A 




TF4, bits 


4x336 


N/A 



Table A.6.9: UL TFCI 



TFCI 


(64 kbps RAB, DCCH) 


UL TFCO 


(TFO, TFO) 


UL TFCI 


(TFO, TFI) 


UL TFC2 


(TF1 , TFO) 


UL TFC3 


(TFI, TFI) 


UL TFG4 


(TF2, TFO) 


UL TFC5 


(TF2, TFI) 


UL TFG6 


(TFS, TFO) 


UL TFC7 


(TFS, TFI) 


UL TFC8 


(TF4, TFO) 


UL TFC9 


(TF4, TFI) 



Table A.6.10: General test parameters 



Parameter 


Unit 


Value 


Comment 


TFOS size 




10 




TFCS 




UL_ 


JFCO, 


UL_TFC1, UL_TFC2, 








UL TFCS, UL TFC4, UL TFCS, 








UL_TFC6, UL_TFC7, UL_TFC8, 








UL 


TFC9 






Power Control 




On 




Active cell 




Cell 1 




Maximum allowed UL TX 


dBm 






21 




power 












Tl 


s 


30 




T2 


s 


2 




Propagation condition 




AWGN 





The radio conditions in the test shall be sufficient, so that decoding of the TPC commands can be made without errors. 

The amount of available user data shall be sufficient to allow uplink transmission at the highest bit rate (UL_TFC8 or 
UL_TFC9) during the entire test and it shall be ensured that the UE is using UL_TFC8 or UL_TFC9 at the end of Tl. 

The test shall be performed in the following way: 

Before time period Tl: 

The allowed TFCS according to table A.6.10 shall be signalled to the UE. 
During time period Tl: 
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The system simulator shall ensure that the UE output power is commanded to be between 14 to 15 dB below the UE 

Maximum allowed UL TX power. 

During time period T2: 

The system simulator shall continously send TPC_cmd=l to the UE from the beginning of T2 until the end of T2. 

NOTE: This will emulate that UL_TFC8 to UL_TFC9 can not be supported beacuse the UE reaches the 

maximum UL Tx power and still UTRAN is sending power-up commands. The time from the beginning 
of T2 until the UE blocks (stops using) UL_TFC8 and UL_TFC9 shall be measured. 

A.6.4.2 Test Requirements 

A.6.4.2.1 Interactive or Background, PS, UL: 64 kbps 

The UE shall have stopped using UL_TFC8 and UL_TFC9 within 140 ms from beginning of time period T2. 
The rate of correct tests observed during repeated tests shall be at least 90%. 
NOTE: The delay from the begining of T2 can be expressed as: 

'^ramp T(ieteQt_i)iQck + TuQ^jfy + Tmodiiy+ TLX_proc '^align_l ll 

where: 

Tramp Margin added for the increase of UE output power to the UE maximum power. A margin of 1 

frame (10ms) is used, i.e. 15 TPC commands. 

Tdetect_biock The time needed to detect that UL_TFC8 and UL_TFC9 can no longer be supported, i.e. defines 

the maximum time to detect that the Elimination criterion is fulfilled for UL_TFC8 and UL_TFC9. 
According to X and Y values of 15 and 30 as defined in Section 6.4.2 and by assuming the 
maximum misalignment between the frame boundary, where the evaluation of the Elimination 
criterion is performed and the last slot needed for triggering the Elimination criterion on LI, 
TdetecLbiock bccomcs 15 slots +14 slots =19.33 ms. 

Tnotify Equal to 15 ms, the time allowed for MAC to indicate to higher layers that UL_TFC8 and 

UL_TFC9 can no longer be supported. 

^ modify 

Equal to MAX(T^p, „^,TTn) = MAX(0, 40)=40ms 
Tadapt_max Equals to Oms for the case without codec. 

Tllptoc Equals 15ms. 

TaUgn_Tn Align with the longest uphnk TTI where the new TFC can be selected. The worst case equals 

40ms in this test case. 

Ttti See section 6.4.2. Equals 40 ms in the test case. 

This gives a maximum delay of (10 + 19.33 + 15 + 40 + 15 + 40) ms= 139.33 ms from the beginning of T2, allow 140 
ms in the test case. 

A.6.5 Void 

Table A.6.11: Void 



Table A.6.12: Void 
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Table A.6.13: Void 



A.6.6 E-TFC restriction in UE 
A.6.6.1 Test Purpose and Environment 

The purpose is to verify the UE stops using a currently used E-TFC when its remaining power margin is not sufficient 
to support that E-TFC. This test will verify the general requirement on E-TFC selection in section 6.4. 

A.6.6. 1 . 1 1 0mS TTI E-DCH E-TFC restriction testcase 

The test will verify the general requirement on E-TFC restriction in section 6.4 for a 10ms TTI E-DCH Transport 
Block Size Table [19] 

The test parameters are given in Table A.6.14 below. The test consists of 2 successive time periods, with a time 
duration of Tl and T2 respectively. 

The UE shall be configured to transmit UL DTCH data continuously on the DPCH. An HSDPA radio bearer shall be 
configured so that the UE transmits ACK and UL HS-DPCCH. An E-DCH radio bearer shall be configured, so that UE 
is transmitting E-DPCCH and E-DPDCH. 



Table A.6.14: General test parameters 



Parameter 


Unit 


Value 


Comment 


UL DPCH configuration 




1 2.2kbps reference 
measurement channel 




E-DCH Transport Blocl< 
Size Table 




10ms TTI E-DCH Transport 
Block Size Table according to 
25.321 annex B.3 




UL Power Control 




On 




Active cell 




Cell 1 




Maximum allowed UL TX 
power 


dBm 


24 


For a class 4 UE 

maximum allowed TX 
power can still be 
signalled as 24dBm 
however the UE only 
has capability to transmit 
21dBm 


Propagation condition 




AWGN 




pd/pc 




9/15 


Care needs to be taken 
to ensure that TFCS with 

Pd/Pc =9/15 is always 
used even during power 
limited part of the test in 
T2 


Ahs 




2 


Aack=Anack=Acqi 


Aec 




2 




Ped.ref/Pc 




5/15 




Lref 




1 




Kref 




18 




^harq 


dB 







PI 

^ '-'non-max 




0.5 
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Parameter 


Unit 


Value 


Comment 


E-DCH minimum set E-TFI 







IVIal<es E-DCH transport 
blocl< size witli index 
unblockable even in 
power limited phase 


Periodicity for Sclieduling 
Info 




Every TTI 


Ensures that some data 

is sent on every TTI 
even in the power limited 
phase 


T1 


s 


30 




T2 


s 


2 





The radio conditions in the test shall be sufficient, so that decoding of the TPC commands can be made without errors. 

The amount of available user data shall be sufficient to allow E-DCH uplink transmission at the highest possible bit rate 
with E-DCH TB index 127. It shall also be ensured that sufficient data is made available on the DTCH so that the UE is 
continuously transmitting on the DPCH. 

The test shall be performed in the following way: 

Before time period Tl: 

Call is established with DCH, HSDPA and E-DCH radio bearers. 'UP' commands are sent on E-RGCH to give UE 
grants to make use of the maximum possible data rate. 

During time period Tl: 

The system simulator shall ensure that the UE Pdpcch power is commanded to be between OdBm and IdBm. Within 
45mS from the start of Tl, the UE shall be using E-TFC with index 127, or the E-TFC index which represents the 
maximum of the UE"s capabilities. 

During time period T2: 

The system simulator shall continuously send TPC_cmd=l to the UE Irom the beginning of T2 until the end of T2. 
Within 45 mS of the start of T2, the UE shall be using E-TFC with index only. 

Time periods Tl and T2 shall be repeated until the necessary statistical confidence is achieved. 

A.6.4.2 Test Requirements 

During time period Tl, uplink power control shall be adjusted so that the UE is able to make use of E-TFC index 127, 
or the maximum of its capabiUties if this is lower. 

Note : The required headroom to support E-TFC 127 can be calculated using the parameters Lje^l, Kref=18 and 
Ki27=20000. This requires (20024)*3h-12 = 60084 bits before rate matching/ARQ. This can be transmitted on 2xSF/2 
codes, so needs equivalent of 4xSF/4 codes, giving h^2^=A. 

Substituting into the equation for Pedj,harqfrom 25.214: 
gives 

Pedj,harq= 5 * sqrt (1/4) * sqrt (20000 / 18) = 83.333 

For the SF/2 case, the unquantised gain factor Pedxim for each of these two codes is according to 

Ped,k,j,uq= Ped,k,j,uq= ^J^'^ PedJMrq 

Ped.k,i.m= sqrt(2) * 83.333 = 117.85 
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Ped.k is set such that Ped,iJPc is the largest quantized value of Table 1B.2 in [3] subclause 4.2.1.3, for which the condition 

Ped.k ^ PedXj.uq holds. 

According to 25.213 Table IB. 2 in subclause 4.2.1.3, the corresponding quantised amplitude ratio has index 25, 
Aed= Ped/Pc= 106/15 for each of the two SF/2 E-DPDCH codes. 

The E-TFC selection MPR for this case from 25.133 table 6.2 corresponds to case 6, or an E-TFC MPR of 0.5dB. 
NRPM = (PMnx -P -P -P -P )/P 

iyi\i irij \i irxu^j i jjpf^Qu ^ dPDCH ^HS-DPCCH ^ E-DPCCH // ^ DPCCH 

_ PMax. Pl + Pl + Pl+Pl 

^DPCCH Pc 
PI 



PMaXj 
p 

'^DPCCH 



\ Pc J 



For a power class 3 UE PMaXj = 23.5dBm = 223.87mW, or for a power class 4 UE, PMaXj = 20.5dBm = 1 12.20mW 

The inequahty for support of E-TFC with index 127 is 

223.87/Pdpcch - (1+ (9^/15^) + 2^ + 2^ ) > 106^/15^ + 106^15^ (class 3) 

1 12.20/Pdpcch - (1+ (9^/15^) + 2^ 2^ ) > 106^/15^ + 106^/15^ (class 4) 

This is satisfied if Pdpcch < (223.87/109.23) = 2.04mW = 3.11dBmfor a class 3 UE or Pdpcch < (112.20/109.23) = 
1.03mW = 0.12dBm for a class 4 UE 

From table 6. OA the accuracy of the Pdpcch estimate used for E-TFC selection in this scenario is +2dB for power class 
3 or +2.5dB for power class 4. Therefore, for Pdpcch < 1.1 IdBm (class 3) or -2.38dBm (class 4), the UE shall be able to 
support E-TFC index 127. Since power control granularity is IdB, the UE output power should be maintained so that 
OdBm < Pdpcch < IdBm throughout this phase for a class 3 UE, or so that -3dBm < Pdpcch < -2dBm throughout this 
phase for a class 4 UE. 

Note: Test tolerance may need to be added to further reduce the UE DPCCH power further by RAN5, 
depending on how accurately tester can set and maintain UE DPCCH power. 

Note: The required time to start using E-TFC index 127 or the maximum of the UEs cababiUtes at the begiiming 
of Tl, and to start using E-TFC with index at the begiiming of T2 can be calculated as follows 

Since TPC commands are received error free by the UE, Pdpcch shall reach the new power level power within 25 slots = 
16.666mS. 

The UE shall have evaluated and started to use the new restriction criteria with T^ = (Power level change time H- Pdpcch 
filtering period H- E-TFC estimation rate H- Maximum time from RGCH reception to E-TFC transmission) from the start 
of the time period 

= 16.66mS -I- lOmS -i- lOmS -i- 7.53mS 
= 44. 19mS, allow 45mS 

The rate of correct tests observed during repeated tests shall be at least 90%. 
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A.7 Timing and Signalling Characteristics 

A.7.1 UE Transmit Tinning 

A.7.1 .1 Test Purpose and Environment 

The purpose of this test is to verify that the UE initial transmit timing accuracy, maximum amount of timing change in 
one adjustment, minimum and maximum adjustment rate are within the specified limits. This test will verify the 
requirements in section 7.1.2. 

For this test two cells on the same frequency are used. Table A.7.1 defines the transmitted signal strengths, the relative 
timing and the propagation condition used for the two cells. 



Table A.7.1 : Test parameters for UE Transmit Timing requirement 



Parameter 


Unit 


Levei 


DPCH_Ec/ lor, Cell 1 and Cell 2 


dB 


-13.5 


CPICH Ed lor. Cell 1 and Cell 2 


dB 


-10 


PCCPH Ed lor, Cell 1 and Cell 2 


dB 


-12 


SCH Ed lor, Cell 1 and Cell 2 


dB 


-12 


PICH Ed lor. Cell 1 and Cell 2 


dB 


-15 


OCNS Ed lor. Cell 1 and Cell 2 


dB 


-1.2 


lor, Cell 1 


dBm/3.84 MHz 


-96 


U Cell 2 


dBm/3.84 MHz 


-99 


Information data rate 


kbps 


12.2 


Relative delay of path received from cell 


US 


+/-2 


2 with respect to cell 1 




Propagation condition 


AWGN 



A.7.1. 2 Test Requirements 

For parameters specified in Table A.7.1, the UE initial transmit timing accuracy, the maximum amount of timing 
change in one adjustment, the minimum and the maximum adjustment rate shall be within the limits defined in section 
7.1.2. 

The relevant soft handover parameters shall be set such that the UE enters soft handover with cell 1 and 
cell 2 when both cells are sending a signal. The following sequence of events shall be used to verify that the 
requirements are met. 

a) After a connection is set up with cell 1, the test system shall verify that the UE transmit timing offset is within Tq 
+/- 1.5 chips with respect to the first detected received path (in time) of the downlink DPCCH/DPDCH of cell 1. To 
is defined in TS 25 .2 11 [2]. 

b) Test system introduces cell 2 into the test system at delay +2 |as from cell 1. 

c) Test system verifies that cell 2 is added to the active set. 

d) Test system shall verify that the UE transmit timing offset is still within Tq +/- 1.5 chips with respect to the first 
detected path (in time) of the downlink DPCCH/DPDCH of cell 1 . 

e) Test system switches Tx timing of cell 2 to a delay of -2 |as with respect to cell 1. 

f) Test system verifies cell 2 remains in the active set. 

g) Test system shall verify that the UE transmit timing offset is stiU within Tq +/- 1.5 chips with respect to the first 
detected path (in time) of the downlink DPCCH/DPDCH of cell 1. 

h) Test system stops sending cell 1 signals. 
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i) Test system verifies that UE transmit timing adjustment starts no later than the time when the whole active set 
update message is available at the UE taking the RRC procedure delay into account. The adjustment step size and 
the adjustment rate shall be according to the requirements in section 7.1.2 until the UE transmit timing offset is 
within To +/- 1.5 chips with respect to the first detected path (in time) of the downlink DPCCH/DPDCH of cell 2. 

j) Test system shall verify that the UE transmit timing offset stays within To +/- 1.5 chips with respect to the first 
detected path (in time) of the downlink DPCCH/DPDCH of cell 2. 

k) Test system starts sending cell 1 signal again with its original timing. 

1) Test system verifies that cell 1 is added to the active set. 

m) Test system verifies that the UE transmit timing is still within Tq +/- 1.5chips with respect to the first significant 
path of the downlink DPCCH/DPDCH of cell 2. 

n) Test system stops sending ceU 2 signals. 

o) Test system verifies that UE transmit timing adjustment starts no later than the time when the whole active set 
update message is available at the UE taking the RRC procedure delay into account. The adjustment step size and 
the adjustment rate shall be according to the requirements in section 7.1.2 until the UE transmit timing offset is 
within To +/- 1.5 chips with respect to the first detected path (in time) of the downlink DPCCH/DPDCH of cell 1. 

p) Test system shall verify that the UE transmit timing offset stays within To +/- 1.5 chips with respect to the first 
detected path (in time) of the downlink DPCCH/DPDCH of cell 1. 



A.8 UE Measurements Procedures 



A.8.1 FDD intra frequency measurements 

A.8.1 .1 Event triggered reporting in AWGN propagation conditions 

A.8.1 .1.1 Test Purpose and Environment 

The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the 
requirements in section 8.1.2 and 9.1. 

The test parameters are given in Table A.8.1 and A.8. 2 below. In the measurement control information it is indicated to 
the UE that event-triggered reporting with Event lA and IB shall be used. The test consists of three successive time 
periods, with a time duration of Tl, T2 and T3 respectively. During time duration Tl, the UE shall not have any timing 
information of cell 2. 



Table A.8.1 : General test parameters for Event triggered reporting in AWGN propagation conditions 



Parameter 


Unit 


Value 


Comment 


DCH parameters 




DL Reference Measurement 
Channel 12.2 kbps 


As specified in TS 25.101 section A.3.1 


Power Control 




On 




Active cell 




Cell 1 




Reporting range 


dB 


3 


Applicable for event 1 A and 1 B 


Hysteresis 


dB 







W 




1 


Applicable for event 1A and IB 


Reporting deactivation 
threshold 







Applicable for event 1 A 


Time to Trigger 


ms 







Filter coefficient 









Monitored cell list size 




24 




11 


s 


5 




12 


s 


5 




T3 


s 


5 
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Table A.8.2: Cell specific test parameters for Event triggered reporting in AWGN propagation 

conditions 



Parameter 


Unit 


Ceil 1 


Cell 2 


T1 1 T2 1 T3 


T1 1 T2 1 T3 


CPICH Ec/lor 


dB 


-10 


-10 


PCCPCH Ec/lor 


dB 


-12 


-12 


SCH Ec/lor 


dB 


-12 


-12 


RICH Ec/lor 


dB 


-15 


-15 


DPCH Ec/lor 


dB 


Note 1 


N/A 


OCNS 




Note 2 


-0.941 


^or 1 ^ oc 


dB 


6.97 


-Infinity 5.97 -Infinity 




dBm/3.84 
MHz 


-70 


CPICH Ec/lo 


dB 


-13 1-13 1-13 1 -Infinity | -14 | -Infinity 


Propagation 
Condition 




AWGN 


Note 1 : The DPCH level is controlled by the power control loop 

Note 2: The power of the OCNS channel that is added shall make the total power from the cell to be equal to lor. 



A.8. 1 . 1 .2 Test Requirements 

The UE shall send one Event lA triggered measurement report, with a measurement reporting delay less than 800 ms 
from the beginning of time period T2. 

The UE shall send one Event IB triggered measurement report, with a measurement reporting delay less than 200 ms 
from the beginning of time period T3. 

The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. 

The rate of correct events observed during repeated tests shall be at least 90%. 

NOTE: The actual overall delays measured in the test may be up to 2 x TTIuldcch higher than the measurement 
reporting delays above because of TTI insertion uncertainty of the measurement report in the UL DCCH. 

A.8.1 .2 Event triggered reporting of multiple neighbours in AWGN 
propagation condition 

A.8.1 .2.1 Test Purpose and Environment 

The purpose of this test is to verify that the UE makes correct reporting of events. This test will partly verify the 
requirements in section 8.1.2 and 9.1. 

The test parameters are given in Table A. 8. 3 and A. 8. 4. In the measurement control information it is indicated to the UE 
that event-triggered reporting with Event lA, IC and IB shall be used and the periodical reporting of the events is not 
appUed. The test consists of four successive time periods, with a time duration of Tl, T2, T3 and T4 respectively. In the 
initial condition before the time Tl only Celll is active. 
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Table A.8.3: General test parameters for Event triggered reporting of multiple neighbours in AWGN 

propagation conditions 



Parameter 


uniT 


Value 


Comment 


DCH parameters 




DL Reference Measurement Channel 
12.2 kbps 


As specified in TS 25.101 section A.3.1 


Power Control 




On 




Active cell 




Cell 1 




Reporting range 


dB 


3 


Applicable for event 1 A and 1 B 


Hysteresis 


dB 







W 




1 


Applicable for event 1A and IB 


Replacement 
activation threshold 







Applicable for event 1 C 


Reporting 

ucdCll vdlluil 

threshold 







Applicable for event 1 A 


Time to Trigger 


ms 







Filter coefficient 









Monitored cell list 
size 




32 




T1 


S 


10 




T2 


S 


10 




T3 


S 


5 




T4 


S 


10 





Table A.8.4: Cell specific test parameters for Event triggered reporting of multiple neighbours in 

AWGN propagation condition 



Parameter 


Unit 


Cell 1 


Cell 2 


Cells 


T1 1 T2 1 T3 1 T4 


T1 1 T2 1 T3 1 T4 


T1 1 T2 1 T3 1 T4 


CPICH Ec/lor 


dB 


-10 


-10 


-10 


PCCPCH Ec/ 
lor 


dB 


-12 


-12 


-12 


SCH Ec/lor 


dB 


-12 


-12 


-12 


PICH Ec/lor 


dB 


-15 


-15 


-15 


DPCH Ec/lor 


dB 


Note 1 


N/A 


N/A 


OCNS Ec/lor 


dB 


Note 2 


-0.941 


-0.941 


^or 1 ^ oc 


dB 


6.97 6.93 5.97 6.12 


-Inf 9.43 6.97 7.62 


5.97 6.93 -Inf 5.62 


^oc 


dBm/ 
3.84 
MHz 


-85 


CPICH Ec/lo 


dB 


-13 1 -16 1 -14 1 -15.5 1 -Inf | -13.5 | -13 | -14 | -14 | -16 | -Inf | -16 


Propagation 
Condition 


AWGN 


Note 1 : The DPCH level is controlled by the power control loop 

Note 2: The power of the OCNS channel that is added shall make the total power from the cell to be equal to lor. 



A.8. 1.2.2 Test Requirements 

a) The UE shall send one Event 1 A triggered measurement report for CelB, with a measurement reporting delay 
less than 800 ms from the beginning of time period Tl. 

b) The UE may send one Event IC triggered measurement report for CelB after the beginning of the time period 
Tl. 

c) The UE shall send one Event IC triggered measurement report for Cell2, with a measurement reporting delay 
less than 800 ms from the beginning of time period T2. 

d) The UE shall send one Event 1 A triggered measurement report for Cell2, with a measurement reporting delay 
less than 800 ms from the beginning of time period T2. 

e) The UE shall send one Event IB triggered measurement report for CeU3, with a measurement reporting delay 
less than 200 ms from the beginning of time period T3. 
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f) The UE shall send one Event 1 A triggered measurement report for CelB, with a measurement reporting delay 
less than 200 ms from the beginning of time period T4. 

g) The UE may send one Event IC triggered measurement report for Cell2 after the beginning of the time period 
T4. 

h) The UE may send one Event IC triggered measurement report for CelB after the beginning of the time period 
T4. 

i) The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fiilfilled. 
The rate of correct events observed during repeated tests shall be at least 90%. 

NOTE: The actual overall delays measured in the test may be up to 2 x TTIul dcch higher than the measurement 
reporting delays above because of TTI insertion uncertainty of the measurement report in the UL DCCH. 

A.8.1 .3 Event triggered reporting of two detectable neiglibours in AWGN 
propagation condition 

A.8.1 .3.1 Test Purpose and Environment 

The piupose of this test is to verify that the UE makes correct reporting of events. This test will partly verify the 
requirements in section 8.1.2 and 9.1. 

The test parameters are given in Table A.8.5 and A.8.6. In the measurement control information it is indicated to the UE 

that event-triggered reporting with Event 1 A and IB shall be used and the periodical reporting of the events is not 
applied. The test consists of four successive time periods, with a time duration of Tl, T2, T3 and T4 respectively. In the 
initial condition before the time Tl only Celll is active. 



Table A.8.5: General test parameters for Event triggered reporting of two detectable neighbours in 

AWGN propagation condition 



Parameter 


Unit 


Value 


Comment 


DCH parameters 




DL Reference Measurement 
Channel 12.2 kbps 


As specified in TS 25.101 section A.3.1 


Power Control 




On 




Active cell 




Cell 1 




Reporting range 


dB 


3 


Applicable for event 1 A and 1 B 


Hysteresis 


dB 







W 




1 


Applicable for event 1A and IB 


Reporting deactivation 
threshold 







Applicable for event 1 A 


Time to Trigger 


ms 







Filter coefficient 









IVIonitored cell list size 




32 




11 


s 


10 




12 


8 


10 




13 


S 


10 




T4 


S 


10 
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Table A.8.6: Cell specific test parameters for Event triggered reporting of two detectable neighbours 

in AWGN propagation condition 



Parameter 


Unit 


Cell 1 


Cell 2 


Cell3 


T1 1 T2 1 T3 1 T4 


T1 1 T2 1 T3 1 T4 


T1 1 T2 1 T3 1 T4 


CPICH Ec/lor 


dB 


-10 


-10 


-10 


PCCPCH Ec/ 
lor 


UD 


-12 


-12 


-12 


SCH Ec/lor 


dB 


-12 


-12 


-12 


RICH Ec/lor 


dB 


-15 


-15 


-15 


DPCH Ec/lor 


dB 


Note 1 


N/A 


N/A 


OCNS Ec/lor 


dB 


Note 2 


-0.941 


-0.941 


^or 1^ oc 


dB 


14.55 28.51 14.45 28.51 


-Inf 27.51 13.95 21.51 


8.05 21.51 13.95 27.51 


he 


dBm/ 

3.84 

IVIHz 


-85 


CPICH Ec/lo 


dB 


-11 1 -13 1 -14.5 1 -13 1 -Inf 1 -14.0 | -15 | -20 | -17.5 | -20 | -15 | -14 


Propagation 
Condition 


AWGN 


Note 1 : The DPCH level is controlled by tlie power control loop 

Note 2: The power of the OCNS channel that is added shall make the total power from the cell to be equal to lor 



A.8. 1.3.2 Test Requirements 

a) The UE shall send one Event lA triggered measurement report for Cell2, with a measurement reporting delay 
less than 800 ms from the beginning of time period T2. 

b) The UE shall send one Event lA triggered measurement report for CelB, with a measurement reporting delay 
less than 200 ms from the beginning of time period T3. 

c) The UE shall send one Event IB triggered measurement report for CeU2, with a measurement reporting delay 
less than 200 ms from the beginning of time period T4. 

d) The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. 
The rate of correct events observed during repeated tests shall be at least 90%. 

NOTE: The actual overall delays measured in the test may be up to 2 x TTIuldcch higher than the measurement 
reporting delays above because of TTI insertion uncertainty of the measurement report in the UL DCCH. 

A.8.1 .4 Correct reporting of neiglibours in fading propagation condition 
A.8.1 .4.1 Test Purpose and Environment 

The purpose of this test is to verify that the UE performs sufficient layer 1 filtering of the measurements, see section 
9.1, which are the base for the event evaluation. The test is performed in fading propagation conditions. This test will 
partly verify the requirements in section 8.1.2. 

The test parameters are given in Table A.8.7 and A.8.8.In the measurement control information it is indicated to the UE 
that event-triggered reporting with Event lA and Event IB shall be used. The test consists of two successive time 
periods, each with a time duration of Tl and T2 respectively. 

The TTI of the uplink DCCH shall be 20ms. 
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Table A.8.7: General test parameters for correct reporting of neighbours in fading propagation 

condition 



Parameter 


unii 


Value 


Comment 


DCH parameters 




DL Reference Measurement Channel 
KDps 


AS speciTieo in lo ^o.iui seciion a.o.i 


— Ft i 

Power Control 




Un 




Active cell 




Li6\\ \ 




Ror\nrtinn ranno 
ncpui Lilly 1 cti lyc? 




n 
u 


Annlir'ahio for ^\/^nt 1 A anH 1 R 
r\|J|JIILfa.UIC lUi CVd IL 1 /A dl lU ID 


Hysteresis 


dB 







W 




1 


Applicable for event 1A and IB 


Reporting deactivation 
threshold 







Applicable for event 1 A 


Time to Trigger 


ms 


120 




Filter coefficient 









IVIonitored cell list size 




24 


Signalled before time T1 . 


T1 


s 


200 




T2 


s 


201 





Table A.8.8: Cell specific test parameters for correct reporting of neighbours in fading propagation 

condition 



Parameter 


Unit 


Cell 1 


Cell 2 






T1 


T2 


T1 


T2 


CPICH Ec/lor 


dB 


-10 


-10 


PCCPCH Ec/lor 


dB 


-12 


-12 


SCH Ec/lor 


dB 


-12 


-12 


RICH Ec/lor 


dB 


-15 


-15 


DPCH Ec/lor 


dB 


Note 1 


N/A 


OCNS 




Note 2 


-0.941 


^ or 1^ oc 


dB 


7.29 


3.29 


3.29 


7.29 




dBm/3.84 
MHz 


-70 


CPICH Ec/lo 


dB 


-12 


-16 


-16 


-12 


Propagation 

Condition 


Case 5 as specified in Annex B of TS25.1 01 


Note 1 : The DPCH level is controlled by the power control loop 

Note 2: The power of the OCNS channel that is added shall make the total power from the cell to 
be equal to lor 



A.8. 1.4.2 Test Requirements 

a) The number of received event lA reports for Cell 2 during time period Tl shall be less than 60. 

b) During the first 1 s of time period T2 no event reports shall be counted. 

c) The number of received event IB reports counted from Is after the beginning of time period T2 until the end of 
time period T2 shall be less than 60. 

A.8.1 .5 Event triggered reporting of multiple neighbour cells in Case 1 fading 
condition 

A.8.1 .5.1 Test Purpose and Environment 

The purpose of this test is to verify that the UE makes correct reporting of an event in Casel fading propagation 
condition. This test will partly verify the requirements in section 8.1.2. 

The test parameters are given in Table A.8.8A and A.8.8B below. In the measurement control information it is indicated 
to the UE that event-triggered reporting with Event lA shall be used and 'CFN-SFN-Observed Time Difference' shall be 
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reported. The test consists of two successive time periods, with time duration of Tl and T2, respectively. During time 
duration Tl, the UE shall not have any timing information of invisible cells. 



Table A.8.8A: General test parameters for event triggered reporting In multi-cell pedestrian 

environment 



Parameter 


Unit 


Value 


Comment 


DCH parameters 




DL Reference Measurement 
Channel 12.2 kbps 


As specified in TS 25.101 
section A.3.1 


Power Control 




On 




Active cells 




Cell2, Cells, Cell4 




Hysteresis 


dB 





Applicable for event 1A 


Time to Trigger 


ms 





Applicable for event 1A 


Filter coefficient 







Applicable for event 1A 


Reporting range Ru 


dB 


9 


Applicable for event 1A 


W 







Applicable for event 1A 


TriggeringCondition 




activeSetAndMonitoredSetCells 


Applicable for event 1A 


Monitored cell list size 




32 




T1 


s 


5 




T2 


s 


5 





Table 8.8B: Cell specific test parameters for event triggered reporting in multi-cell pedestrian 

environment 



Parameter 


Unit 


Cell 1 


Cell 2 


Cell 3 


Cell 4 


T1 1 T2 


Tl 1 T2 


Tl 1 T2 


T1 1 T2 


UTRA RF Channel 
Number 




Channel 1 


Channel 1 


Channel 1 


Channel 1 


CPICH Ec/lor 


dB 


-10 


-10 


-10 


-10 


PCCPCH Ec/lor 


dB 


-12 


-12 


-12 


-12 


SCH Ec/lor 


dB 


-12 


-12 


-12 


-12 


PICH Ec/lor 


dB 


-15 


-15 


-15 


-15 


DPCH Ec/lor 


dB 


n.a. 


Note 1 


Note 1 


Note 1 


OCNS Ec/lor 


dB 


-0.941 


Note 2 


Note 2 


Note 2 


^or h oc 


dB 


-oa 


1.3 


4.3 


1.3 


4.3 


1.3 


1.3 


4.3 




dBm/3.84 
MHz 


-70 


Propagation 

Condition 




Case 1 (3km/h) 


CPICH Ec/lo 


dB 


-co 


-17.6 


-14.6 


-17.6 


-14.6 


-17.6 


-17.6 


-14.6 


- -^cmaxpath 


dB 


-oo 


-20.0 


-17.0 


-20.0 


-17.0 


-20.0 


-20.0 


-17.0 


NOTE 1 : The DPCH level is controlled by the power control loop. 

NOTE 2: The power of the OCNS channel that is added shall make the total power equal to lor- 
NOTE 3: CPICH_Ec/lo and SCH_Ec_maxpath/lo levels have been calculated from other 
parameters for information purposes. They are not settable themselves. 



A.8. 1.5.2 Test Requirements 

The UE shall send one Event lA triggered measurement report for Cell 1 with a measurement reporting delay less than 
800 ms from the beginning of time period T2. 

The rate of correct events observed during repeated tests shall be at least 90%. 

NOTE: The actual overall delays measured in the test may be up to 2 x TTIuldcch higher than the measurement 
reporting delays above because of TTI insertion uncertainty of the measurement report in the UL DCCH. 
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A.8.1 .6 Event triggered reporting of multiple neighbour cells in Case 3 fading 
condition 

A.8.1 .6.1 Test Purpose and Environment 

The purpose of this test is to verify that the UE makes correct reporting of an event in CaseS fading propagation 
condition. This test will partly verify the requirements in section 8.1.2. 

The test parameters are given in Table A.8.8C and A.8.8D below. In the measurement control information it is indicated 
to the UE that event-triggered reporting with Event lA and IF shall be used and 'CFN-SFN-Observed Time Difference' 
shall be reported. The test consists of two successive time periods, with time duration of Tl and T2 respectively. During 
time duration Tl, the UE shall not have any timing information of invisible cells. 



Table A.8.8C: General test parameters for event triggered reporting in multi-cell vehicular 

environment 



Parameter 


Unit 


Value 


Comment 


DCH parameters 




DL Reference Measurement 

Cliannel 12.2 kbps 


As specified in TS 25.101 section 

A.3.1 


Power Control 




On 




Active cells 




Cell2, Cell3, Cell4 




Hysteresis 


dB 





Applicable for event 1A 


Time to Trigger 


ms 





Applicable for event 1A 


Filter coefficient 







Applicable for event 1A and event 
IF 


Reporting range Ria 


dB 


8 


Applicable for event 1A 


W 







Applicable for event 1A 


TriggerlngCondltlon 




activeSetAndMonitoredSetCells 


Applicable for event 1 A 


Absolute threshold 7,, 


dB 


-20 


Applicable for event 1 F 


Time to Trigger 


ms 





Applicable for event 1 F 


TrIggeringConditlon 




actlveSet 


Applicable for event 1 F 


Monitored cell list size 




32 




T1 


s 


5 




T2 


s 


5 





ETSI 



3GPP TS 25.133 version 7.4.0 Release 7 



154 



ETSI TS 125 133 V7.4.0 (2006-06) 



Table 8.8D: Cell specific test parameters for event triggered reporting in multi-cell vehicular 

environment 



Parameter 



Unit 



Cell 1 



T1 



T2 



Cell 2 



T1 



T2 



Cells 



T1 



T2 



Cell 4 



T1 



T2 



UTRA RF Channel 
Number 



Channel 1 



Channel 1 



Channel 1 



Channel 1 



CPICH Ec/lor 



dB 



-10 



-10 



-10 



-10 



PCCPCH Ec/lor 



dB 



-12 



-12 



-12 



-12 



SCH Ec/lor 



dB 



-9.3 



-9.3 



-9.3 



-9.3 



RICH Ec/lor 



dB 



-15 



-15 



-15 



-15 



DPCH Ec/lor 



dB 



n.a. 



Note 1 



Note 1 



Note 1 



OCNS Ec/lor 



dB 



Note 2 



Note 2 



Note 2 



Note 2 



dB 



1.1 



3.6 



4.6 



3.6 



4.6 



6.6 



dBm/3.84 
MHz 



-70 



Propagation 
Condition 



Case3 (120km/h) 



CPICH Ec/lo 



dB 



-18.0 



-16.5 



14.5 -16.5 -14.5 -13.5 



SCH _ £'(.,niaxpath 



-20.0 



-18.5 



-16.5 



18.5 



-16.5 



dB 



-15.5 



NOTE 1 
NOTE 2 

NOTES 



The DPCH level is controlled by the power control loop. 

The power of the OCNS channel that is added shall make the total power equal to lor- 
CPICH_Ec/lo, SCH_Ec_maxpath/lo, and levels have been calculated from other 
parameters for information purposes. They are not settable themselves. 



A.8. 1.6.2 Test Requirements 

The UE shall send an Event lA triggered measurement report for Cell 1, with a measurement reporting delay less than 
800 ms from the beginning of time period T2. The UE shall send an Event IF triggered measurement report for Cell 4, 
with a measurement reporting delay less than 200 ms from the beginning of time period T2. 

The rate of correct events 1 A for CelU observed during repeated tests shall be at least 90%. 

NOTE: The actual overall delays measured in the test may be up to 2 x TTIul dcch higher than the measurement 
reporting delays above because of TTl insertion uncertainty of the measurement report in the UL DCCH. 



A.8.2 FDD inter frequency measurements 

A.8.2.1 Correct reporting of neighbours in AWGN propagation condition 

A.8.2. 1.1 Test Purpose and Environment 

The purpose of this test is to verify that the UE makes correct reporting of an event when doing inter frequency 
measurements. The test will partly verify the requirements in section 8.1.2.3. 

The test consists of two successive time periods, with a time duration Tl and T2. The test parameters are given in tables 
A.8.9 and A.8.10 below. In the measurement control information it is indicated to the UE that event-triggered reporting 
with Event 1 A and 2C shall be used. The CPICH Ec/IO of the best cell on the unused frequency shall be reported 
together with Event 2C reporting. 
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Table A.8.9: General test parameters for Correct reporting of neighbours in AWGN propagation 

condition 



Parameter 


unii 


Value 


Comment 


DCH parameters 




DL Reference Measurement Channel 

KDpS 


As specified in TS 25.101 section A.3.1 


Power Control 




On 




Compressed mode 




set 1 


As specified in TS 25.101 section A.5. 


Active cell 




oeii 1 




Threshold non used 


UD 


-1 


— Au — i F — ^^7^ — u — u — nn r^T^ — 

Absolute Ec/IO threshold for event 2C 


frequency 








Reporting range 


dB 


4 


Applicable for event 1A 


Hysteresis 


dB 







W 




1 


Applicable for event 1 A 


vv non-useo rrequency 




H 

\ 


Appiicauie ror eveni <io 


Reporting deactivation 
threshold 







Applicable for event 1 A 


Time to Trigger 


ms 







Filter coefficient 









Monitored cell list size 




24 on channel 1 
16 on channel 2 


Measurement control information is 
sent before the compressed mode 
pattern starts. 


T1 


s 


5 




T2 


s 


5 





TableA.8.10: Cell Specific parameters for Correct reporting of neighbours in AWGN propagation 

condition 



Parameter 


Unit 


Cell 1 


Cell 2 


Cell 3 


T1 


T2 


T1 


T2 


T1 


T2 


UTRA RF Channel 
Number 




Channel 1 


Channel 1 


Channel 2 


CPICH Ec/lor 


dB 


-10 


-10 


-10 


PCCPCH Ec/lor 


dB 


-12 


-12 


-12 


SCH Ec/lor 


dB 


-12 


-12 


-12 


PICH Ec/lor 


dB 


-15 


-15 


-15 


DPCH Ec/lor 


dB 


Note 1 


N/A 


N/A 


OCNS 




Note 2 


-0.941 


-0.941 


^ or 1^ oc 


dB 





5.42 


-Infinity 


3.92 


-1.8 


-1.8 




dBm/3.84 

MHz 


-70 


-70 


CPICH Ec/lo 


dB 


-13 1 -13 1 -Infinity | -14.5 


-14 1 -14 


Propagation 
Condition 


AWGN 


Note 1 : The DPCH level is controlled by the power control loop 

Note 2: The power of the OCNS channel that is added shall make the total power from the cell to 
be equal to lor 



A.8.2.1.2 Test Requirements 

a) The UE shall send one Event 2C triggered measurement report, with a measurement reporting delay less than 3.4 
seconds from the beginning of time period Tl. 

b) The UE shall send one Event lA triggered measurement report, with a measurement reporting delay less than 
956.2 ms from the begirming of time period T2.The UE shall not send any measurement reports, as long as the 
reporting criteria are not fulfilled. 

The rate of correct events observed during repeated tests shall be at least 90%. 

NOTE: The actual overall delays measured in the test may be up to 2 x TTIuldcch higher than the measurement 
reporting delays above because of TTI insertion uncertainty of the measurement report in the UL DCCH. 
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A.8.2.2 Correct reporting of neighbours in Fading propagation condition 
A.8.2.2.1 Test Purpose and Environment 

The purpose of this test is to verify that the UE makes correct reporting of an event when doing inter frequency 
measurements. The test will partly verify the requirements in section 8. 1.2. 3. The test parameters are given in Table 
A. 8. 11 and A.8.12. In the measurement control information it is indicated to the UE that event-triggered reporting 2C 
shall be used. The test consists of two successive time periods, each with a time duration of Tl and T2 respectively. 



Table A.8.11: General test parameters for Correct reporting of neighbours in Fading propagation 

condition 



Parameter 


Unit 


Value 


Comment 


DCH parameters 




DL Reference Measurement Channel 
12.2 kbps 


As specified in TS 25.101 section A.3.1 


Power Control 




On 




Compressed mode 




A.22 set2 (TGPL1=12) 


As specified in TS 25.101 section A.5. 


Active cell 




Cell 1 




Absolute Threshold 


dB 


-18 




(Ec/NO) for Event 2c 








Hysteresis 


dB 







Time to Trigger 


ms 







Filter coefficient 









Monitored cell list size 




Total 24 

8 on frequency Channel 2 


Measurement control information is 
sent before the compressed mode 
pattern starts. 


Propagation Condition 




Case 5 


As specified in Annex 8 of TS 25.101. 


Frequency offset 


ppm 


-1-/-0.1 


Frequency offset between Cell 1 and 
Cell 2. 


T1 


s 


2 




T2 


s 


15 





Table A.8.12: Test parameters for Correct reporting of neighbours in Fading propagation condition 



Parameter 


Unit 


Cell 1 


Cell 2 






Tl 


T2 


Tl 


T2 


UTRA RF Channel Number 




Channel 1 


Channel 2 


CPICH Ec/lor 


dB 


-10 


-10 


PCCPCH Ec/lor 


dB 


-12 


-12 


SCH Ec/lor 


dB 


-12 


-12 


PICH Ec/lor 


dB 


-15 


-15 


DPCH Ec/lor 


dB 


Note 1 


N/A 


OCNS 




Note 2 


-0.941 


^or 1^ oc 


dB 





-Infinity 


-1.8 




dBm/3.84 MHz 


-70 


-70 


CPICH Ec/lo 


dB 


-13 


-Infinity 


-14 


Propagation Condition 


Case 5 as specified in Annex B of TS25.101 


Note 1 : The DPCH level is controlled by the power control loop 






Note 2: The power of the OCNS channel that is added shall make the total power from the cell to 


be equal to lor . 













A.8.2.2.2 Test Requirements 

a) The UE shall send one Event 2C triggered measurement report, with a measurement reporting delay less than 
13.5 seconds from the beginning of time period T2. 

b) The UE shall not send any measurement reports, as long as the reporting criteria are not fulfilled. 
The rate of correct events observed during repeated tests shall be at least 90%. 
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A.8.2.3 Correct reporting of neighbours in fading propagation condition 
using TGL1=14 

A.8.2.3. 1 Test Purpose and Environment 

The purpose of this test is to verify that the UE makes correct reporting of an event when doing inter frequency 
measurements. The test will partly verify the requirements in section 8.1.2.3. The test parameters are given in Table 
A.8.12A and A.8.12B. In the measurement control information it is indicated to the UE that event-triggered reporting 
2C shall be used. The test consists of two successive time periods, each with time duration of Tl and T2 respectively. 



Table A.8.12A: General test parameters for correct reporting of neighbours in Fading propagation 

condition 



Parameter 


Unit 


Value 


Comment 


DCH parameters 




DL Reference Measurement Channel 


As specified in TS 25.101 section A.3.1 






12.2l<bps 






Power Control 




On 




Compressed mode 




A.22 set 4 


As specified in TS 25.101 section A.5. 


Active cell 




Cell 1 




Absolute Threshold 


dB 


-18 






(Ec/NO) for Event 2c 










Hysteresis 


dB 







Time to Trigger 


ms 







Filter coefficient 









Monitored cell list size 




Total 24 




Measurement control information is 






8 on frequency Channel 2 


sent before the compressed mode 
pattern starts. 


Propagation Condition 




Case 5 


As specified in Annex B of TS 25.101. 


Frequency offset 


ppm 


+/-0.1 


Frequency offset between Cell 1 and 
Cell 2. 


T1 


s 


2 




T2 


s 


2 





Table A.8.12B: Test parameters for correct reporting of neiglibours in Fading propagation condition 



Parameter 


Unit 


Cell 1 


Cell 2 






Tl 


T2 


Tl 


T2 


UTRA RF Channel Number 




Channel 1 


Channel 2 


CPICH Ec/lor 


dB 


-10 


-10 


PGGPGH Ec/lor 


dB 


-12 


-12 


SCH Ec/lor 


dB 


-12 


-12 


PICH Ec/lor 


dB 


-15 


-15 


DPCH Ec/lor 


dB 


Note 1 


N/A 


OCNS 




Note 2 


-0.941 


^ or 1^ oc 


dB 





-Infinity 


-1.8 




dBm/3.84 MHz 


-70 


-70 


CPICH Ec/lo 


dB 


-13 


-Infinity 


-14 


Propagation Condition 


Case 5 as specified in Annex B of TS25.101 


Note 1 : The DPCH level is controlled by the power control loop 






Note 2: The power of the OCNS channel that is added shall make the total power from the cell to 


be equal to lor . 













A.8.2.3.2 Test Requirements 

a) The UE shall send one Event 2C triggered measurement report, with a measurement reporting delay less than 1.7 
seconds from the beginning of time period T2. 

b) The UE shall not send any measurement reports, as long as the reporting criteria are not fulfilled. 
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The rate of correct events observed during repeated tests shall be at least 90%. 

A.8.3 Void 

Table A.8.13: Void 

Table A.8.14: Void 
Table A.5.14A: Void 
Table A.8.14B: Void 
Table A.8.14C: Void 
Table A.8.14D: Void 

A.8.4 GSM measurements 

A.8.4.1 Correct reporting of GSIVI neighbours in AWGN propagation 
condition 

A.8.4. 1.1 Test Purpose and Environment 

The purpose of these tests is to verify that the UE makes correct reporting of an event when doing inter-RAT GSM 
measurements. The test will partly verify the requirements in section 8.1.2.5. The requirements are also applicable for a 
UE not requiring compressed mode, in which case no compressed mode pattern should be sent for the parameters 
specified in table A8.15. 

The test consists of three successive time periods, with a time duration Tl, T2 and T3. The test parameters are given in 
tables A.8.15, A.8.16 and A.8.17 below. In the measurement control information it is indicated to the UE that event- 
triggered reporting with Event 3B and 3C shall be used. 
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A.8.4.1 .1.1 Test 1 . With BSIC verification required 



Table A.8.15: General test parameters for Correct reporting of GSM neighbours in AWGN propagation 

condition, Test 1 



Parameter 


Unit 


Value 


Comment 


DCH parameters 




DL Reference Measurement Channel 
12.2l<bps 


As specified in TS 25.101 section A.3.1 


Power Control 




On 




Target quality value on 
DTCH 


BLER 


0.01 




Compressed mode 
patterns 






Only applicable for UE requiring 
compressed mode patterns 


- GSM carrier RSSI 
measurement 




DL Compressed mode reference 
pattern 2 in Set 2 


As specified in table A.22 TS 25.101 
section A.5 


- GSM Initial BSIC 
identification 




Pattern 2 


As specified in section 8.1.2.5.2.1 table 
8.7. 


Active cell 




Cell 1 




Inter-RAT measurement 
quantity 




GSM Carrier RSSI 




BSIC verification 
required 




required 




Threshold other system 


dBm 


-80 


Absolute GSM carrier RSSI threshold 
for event 3B and 3C. 


Hysteresis 


dB 







Time to Trigger 


ms 







Filter coefficient 









Monitored cell list size 




24 FDD neighbours on Channel 1 

6 GSM neighbours including ARFCN 1 


Measurement control information is 

sent before the compressed mode 
patterns starts. 


N Identify abort 




66 


Taken from table 8.7. 


T1 


s 


5 




T2 


s 


7 




T3 


s 


5 





Table A.8.16: Cell specific test parameters for Correct reporting of GSM neighbours in AWGN 

propagation condition (cell 1) 



Parameter 


Unit 


Ceil 1 


T1,T2, T3 


UTRA RF Channel 
Number 




Channel 1 


CPICH Ec/lor 


dB 


-10 


PCCPCH Ec/lor 


dB 


-12 


SCH Ec/lor 


dB 


-12 


RICH Ec/lor 


dB 


-15 


DPCH Ec/lor 


dB 


Note 1 


OCNS 




Note 2 


^or 1 ^ oc 


dB 





^oc 


dBm/ 
3.84 
MHz 


-85 


CPICH Ec/lo 


dB 


-13 


Propagation Condition 




AWGN 


Note 1 : The DPCH level is controlled by the power control loop. 
Note 2: The power of the OCNS channel that is added shall make the total 
power from the cell to be equal to lor. 



ETSI 



3GPP TS 25.1 33 version 7.4.0 Release 7 1 60 ETSI TS 1 25 1 33 V7.4.0 (2006-06) 

Table A.8.17: Cell specific test parameters for Correct reporting of GSIUI neighbours in AWGN 

propagation condition (cell 2) 



Parameter 


Unit 


Cell 2 


T1 1 T2 1 T3 


Absolute RF Channel 
Number 




ARFCN 1 


RXLEV 


dBm 


-Infinity | -75 | -85 



A.8.4.1 .1 .2 Test 2: Without BSIC verification required 



Table A.8.18: General test parameters for Correct reporting of GSM neiglibours in AWGN propagation 

condition, Test 2 



Parameter 


Unit 


Value 


Comment 


DCH parameters 




DL Reference Measurement Channel 
12.2 kbps 


As specified in TS 25.101 section A.3.1 


Power Control 




On 




Target quality value on 
DTCH 


BLER 


0.01 




Compressed mode 
patterns 

- GSM carrier RSSI 
measurement 




DL Compressed mode reference 
pattern 2 in Set 2 


Only applicable for UE requiring 
compressed mode patterns 

As specified in table A.22 TS 25.101 
section A.5 


Active cell 




Cell 1 




Inter-RAT measurement 

quantity 




GSM Carrier RSSI 




BSIC verification 
required 




not required 




Threshold other system 


dBm 


-80 


Absolute GSM carrier RSSI threshold 
for event 3B and SC. 


Hysteresis 


dB 







Time to Trigger 


ms 







Filter coefficient 









Monitored cell list size 




24 FDD neighbours on Channel 1 
6 GSM neighbours including ARFCN 1 


Measurement control information is 
sent before the compressed mode 
patterns starts. 


T1 


s 


5 




T2 


s 


2 




T3 


s 


5 
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Table A.8.19: Cell specific test parameters for Correct reporting of GSIUI neighbours in AWGN 

propagation condition (cell 1) 



raraineier 


1 Init 


PaII 1 

LrGII 1 


T1,T2,T3 


UTRA RF Channel 
Number 




Channel 1 


CPICH Ec/lor 


dB 


-10 


PCCPCH Ec/lor 


dB 


-12 


SCH Ec/lor 


dB 


-12 


PICH Ec/lor 


dB 


-15 


DPCH Ec/lor 


dB 


Note 1 


OCNS 




Note 2 




dB 







dBm/3.84 
MHz 


-85 


CPICH Ec/lo 


dB 


-13 


Propagation 
Condition 




AWGN 


Note 1 : The DPCH level is controlled by the power control loop. 
Note 2: The power of the OCNS channel that is added shall make the total 
power from the cell to be equal to lor- 



Table A.8.20: Cell specific test parameters for Correct reporting of GSM neighbours in AWGN 

propagation condition (cell 2) 



Parameter 


Unit 


Cell 2 


T1 1 T2 1 T3 


Absolute RF Channel 
Number 




ARFCN 1 


RXLEV 


dBm 


-Infinity | -75 | -85 



A.8.4.1.2 Test Requirements 

A.8.4.1 .2.1 TEST 1 With BSIC verification required 

The UE shall send one Event 3C triggered measurement report for Cell2, with a measurement reporting delay less than 
6.24 s from the beginning of time period T2. 

The UE shall send one Event 3B triggered measurement report for Cell2, with a measurement reporting delay less than 
960 ms from the beginning of time period T3. 

The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. 
The rate of correct events observed during repeated tests shall be at least 90%. 

A.8.4.1 .2.2 TEST 2 Without BSIC verification required 

The UE shall send one Event 3C triggered measurement report for Cell2, with a measurement reporting delay less than 
960 ms from the beginning of time period T2. 

The UE shall send one Event 3B triggered measurement report for Cell2, with a measurement reporting delay less than 
960 ms from the beginning of time period T3. 

The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. 
The rate of correct events observed during repeated tests shall be at least 90%. 
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A.8.5 Combined Interfrequency and GSM measurements 
A.8.5.1 Correct reporting of neighbours in AWGN propagation condition 

A. 8. 5. 1.1 Test Purpose and Environment 

The purpose of this test is to verify that the UE makes correct reporting of an event when doing inter frequency and 
GSM measurements. The test will partly verify the requirements in section 8.1.2.3 and 8.1.2.5. The requirements are 
also applicable for a UE not requiring compressed mode for inter-frequency or inter-RAT GSM measurements. In case 
a UE is not requiring compressed mode for inter-frequency measurements no compressed mode pattern with 
measurement purpose 'FDD measurement' should be sent and in case a UE is not requiring compressed mode for inter- 
RAT GSM measurements no compressed mode pattern with measurement purpose 'GSM carrier RSSl measurements', 
'GSM Initial BSIC identification' and 'GSM BSIC re-confirmation' should be sent for the parameters specified in table 
A8.21. 

The test consists of five successive time periods, with a time duration Tl, T2, T3, T4 and T5. The test parameters are 
given in tables A.8.21, A. 8. 22 and A.8.23 below. In the measurement control information it is indicated to the UE that 
event-triggered reporting with Event 2B and 3A shall be used as well as periodic reporting with period 4s. 



Table A.8.21 : General test parameters for Correct reporting of neighbours in AWGN propagation 

condition 



Parameter 


Unit 


Value 


Comment 


DCH parameters 




DL Reference Measurement Channel 
1 2.2 kbps 


As specified in TS 25.101 section A.3.1 


Power Control 




On 




Compressed mode 

Interfrequency 
measurements 




DL compressed mode reference 
pattern 3, set 1 


Only applicable for UE requiring 
compressed mode patterns. 
As specified in table A.22A TS 25.101 
section A.5 


- GSM carrier RSSl 
measurement 




DL compressed mode reference pattern 

3, set 2 


As specified in table A.22A TS 25.101 

section A.5 


- GSM Initial BSIC 
identification 




DL compressed mode reference pattern 
3, set 3 


As specified in table A.22A TS 25.101 
section A.5 


- GSM BSIC 

reconfirmation 




DL compressed mode reference pattern 

3, set 4 


As specified in table A.22A TS 25.101 
section A.5 


Active cell 




Cell 1 




Inter-RAT measurement 
quantity 




GSM Carrier RSSl 




BSIC verification 

required 




required 




Absolute Threshold 
(Ec/NO) used frequency 


dB 


-15 


Ec/lo threshold for Event 2B and 3A 


Absolute Threshold 
(Ec/NO) used for a not 

used frequency 


dB 


-15 


Ec/lo threshold for Event 2B 


Threshold other system 


dBm 


-80 


Absolute GSM carrier RSSl threshold 
for event 3A. 


Time to Trigger 


ms 







Filter coefficient 









Monitored cell list size 




Total 24 FDD neighbours 
8 on frequency Channel 2 
6 GSM neighbours including ARFCN 1 


Measurement control information is 
sent before the compressed mode 
pattern starts. 


Propagation Condition 




AWGN 












Tl 


s 


1 




T2 


s 


5 




T3 




8 




T4 




15 
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TableA.8.22: Cell Specific parameters for Correct reporting of neighbours in AWGN propagation 

condition 



Parameter 


Unit 


Cell 1 


Cell 2 






T1 


T2 T3 


T4 T5 


T1 


T2 


T3 


T4 


T5 


UTRA RF Channel 
Number 




Channel 1 


Channel 2 


CPICH Ec/lor 


dB 


-10 


-10 


PCCPCH Ec/lor 


dB 


-12 


-12 


SCH Ec/lor 


dB 


-12 


-12 


PICH Ec/lor 


dB 


-15 


-15 


DPCH Ec/lor 


dB 


Note 1 


N/A 


N/A 


Note 1 


OCNS 




Note 2 


-0.941 


-0.941 


Note 2 


^or oc 


dB 





-8 


-Infinity 








-8 


-8 


^oc 


dBm/3.84 
MHz 


-60 


CPICH Ec/lo 


dB 


-13 1 -18.6 1 -Infinity | -13 | -13 | -18.6 | -18.6 


Note 1 : The DPCH level is controlled by the power control loop 

Note 2: The power of the OCNS channel that is added shall make the total power from the cell to be equal to lor 



Table A.8.23: Cell specific test parameters for Correct reporting of GSM neighbours in AWGN 

propagation condition (cell 3) 



Parameter 


Unit 


Cell 3 


T1 1 T2 1 T3 1 T4 1 T5 


Absolute RF Channel 
Number 




ARFCN 1 


RXLEV 


dBm 


-Infinity 


-75 


GSM BSIC 




N/A 


Valid 


Not 
valid 



A. 8. 5.1. 2 Test Requirements 

The UE shall send one Event 2B triggered measurement report for Cell2, with a measurement reporting delay less than 
3.5 s from the beginning of time period T2. 

A handover to cell 2 is signalled to the UE well before end of time period T3. 

The UE shall send one Event 3 A triggered measurement report for Cell3, with a measurement reporting delay less than 
6.24 s from the beginning of time period T4. 

The UE shall indicate that the BSIC of the GSM carrier is not verified in a periodic report sent before 9.04 seconds have 
passed since the start of time period T5. 

NOTE: The delay for interfrequency cell detection is equal to: 

T 

rp rp Measurement Period, Inter , , 

'■identify, inter ~ basic identify FDD,inter 'i^ Freq = 3.3 S 

Inter 

where: 

Tbasic identify FDD,inter Specified in 8.1.2.3.2 as 300 ms 

Tweastiement Period, Inter « specified in 8.1.2.3.2 aS 480 ms 

and 

'^inter ^s Specified in 8.1.2.3.2 as 6 gaps of length 11 slots each, 44 ms 
NOTE: The delay for interRAT cell detection is equal to 6.24 s. 
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The event triggered measurement reporting delay: 2 *TMeasurement Period, gsm = 2* 480ms =960ms. 
BSIC verification: Tidentifyabort5.28 s. 

A. 9 Measurement Performance Requirements 

Unless explicitly stated: 

- Reported measurements shall be within defined range in 90 % of the cases. 

- Measurement channel is 12.2 kbps as defined in TS 25.101 aimex A, sub-clause A.3.1. This measurement 
channel is used both in active cell and cells to be measured. 

- Physical channels used as defined in TS 25.101 annex C. 

- Cell 1 is the active cell when in CELL_DCH state. 

- Single task reporting. 

- Power control is active. 

A.9.1 Measurement Performance for UE 

A.9.1.1 CPICHRSCP 

A.9.1 .1 .1 Test Purpose and Environment 

The purpose of this test is to verify that the CPICH RSCP measurement accuracy is within the specified limits. This test 
will verify the requirements in section 9.1.1. 

A.9.1 .1 .1 .1 Intra frequency test parameters 

In this case all cells are on the same frequency. Both CPICH RSCP intra frequency absolute and relative accuracy 
requirements are tested by using test parameters in Table A.9.1. 
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Table A.9.1 : CPICH RSCP Intra frequency test parameters 



Parameter 


Unit 


Test 1 


Test 2 


Test 3 


Cell 1 1 Cell 2 


Cell 1 1 Cell 2 


Cell 1 1 Cell 2 


UTRA RF Channel number 




Channel 1 


Channel 1 


Channel 1 


CPICH Ec/lor 


dB 


-10 


-10 


-10 


PCCPCH Ec/lor 


dB 


-12 


-12 


-12 


SCH Ec/lor 


dB 


-12 


-12 


-12 


PICH Ec/lor 


dB 


-15 


-15 


-15 


DPCH Ec/lor 


dB 


-15 




-15 




-15 




OCNS Ec/lor 


dB 


-1.11 


-0.94 


-1.11 


-0.94 


-1.11 


-0.94 


loc 


Band 1, IV, VI 


dBm/3.84 MHz 


-77.54 


-59.98 


-97.47 


Band II, V, VII 


-95.47 


Band III, VIII 


-94.47 


Band IX (Note 2) 


-96.47 


lor/loc 


\JLJ 


4 





9 








-6.53 


CPICH 
RSCP, Note 1 


Band 1, IV, VI 


dBm 


-83.5 


-87.5 


-60.98 


-69.88 


-107.47 


-114.0 


Band II, V, VII 


-105.47 


-112 


Band III, VIII 


-104.47 


-111 


Band IX (Note 2) 


-106.47 


-113 


lo, Note 1 


Band 1, IV, VI 


dBm/3.84 MHz 


-71 


-50 


-94 


Band II, V, VII 


-92 


Band III, VIII 


-91 


Band IX (Note 2) 


-93 


Propagation condition 




AWGN 


AWGN 


AWGN 


Note 1 : CPICH RSCP and lo levels have been calculated from other parameters for information purposes. They 

are not settable parameters themselves. 
Note 2: For the UE which supports both Band III and Band IX operating frequencies, the measurement 

performance requirements for Band III shall apply to the multi-band UE. 


Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 
2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests. 



A.9.1 .1 .1 .2 Inter frequency test parameters 

In this case both cells are on different frequencies and compressed mode is applied. The gap length is 7, detailed 
definition is in TS 25. 101 annex A.5, Set 1 of Table A.22. . CPICH RSCP inter frequency relative accuracy 
requirements are tested by using test parameters in Table A.9.2. 
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Table A.9.2: CPICH RSCP Inter frequency tests parameters 



Parameter 


Unit 


Test 1 


Test 2 


Cell 1 


Cell 2 


Cell 1 


Cell 2 


UTRA RF Channel number 




Channel 1 


Channel 2 


Channel 1 


Channel 
2 


CPICH Ec/lor 


dB 


-10 


-10 


PCCPCH Ec/lor 


dB 


-12 


-12 


SCH Ec/lor 


dB 


-12 


-12 


PICH Ec/lor 


dB 


-15 


-15 


DPCH Ec/lor 


dB 


-15 




-15 




OCNS Ec/lor 


dB 


-1.11 


-0.94 


-1.11 


-0.94 


loc 


Band 1, IV, VI 


dBm/3.84 
MHz 


-60.00 


-60.00 


-84.00 


-94.46 


Band II, V, VII 


-82.00 


-92.46 


Band III, VIII 


-81 .00 


-91 .46 


Band IX (Note 2) 


-83.00 


-93.46 


lor/loc 


dB 


9.54 


9.54 





-9.54 


CPICH 

RSCP, 
Note 1 


Band 1, IV, VI 


dBm 


-60.46 


-60.46 


-94.0 


-114.0 


Band II, V, VII 


-92.0 


-112.0 


Band III, VIII 


-91.0 


-111.0 


Band IX (Note 2) 


-93.0 


-113.0 


lo, Note 1 


Band 1, IV, VI 


dBm/3.84 
MHz 


-50.00 


-50.00 


-81.0 


-94.0 


Band II, V, VII 


-79.0 


-92.0 


Band III, VIII 


-78.0 


-91.0 


Band IX (Note 2) 


-80.0 


-93.0 


Propagation condition 




AWGN 


AWGN 


Note 1 : CPICH RSCP and lo levels have been calculated from other parameters for information 

purposes. They are not settable parameters themselves. 
Note 2: For the UE which supports both Band III and Band IX operating frequencies, the measurement 

performance requirements for Band III shall apply to the multi-band UE. 


Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test 
parameters for test 2 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the 
tests. 



A.9. 1 . 1 .2 Test Requirements 

The CPICH RSCP measurement accuracy shall meet the requirements in section 9.1.1. 

A.9.1.2 CPICH Ec/lo 

A.9.1 .2.1 Test Purpose and Environment 

The purpose of this test is to verify that the CPICH Ec/lo measurement accuracy is within the specified hmits. This test 
will verify the requirements in section 9.1.2. 

A.9.1 .2.1 .1 Intra frequency test parameters 

In this case all cells are in the same frequency. Both CPICH Ec/lo absolute and relative accuracy requirements are 
tested by using test parameters in Table A.9.3 
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Table A.9.3: CPICH Ec/lo Intra frequency test parameters 



Parameter 


Unit 


Test 1 


Test 2 


Test 3 


Cell 1 1 Cell 2 


Cell 1 1 Cell 2 


Cell 1 1 Cell 2 


UTRA RF Channel number 




Channel 1 


Channel 1 


Channel 1 


CPICH Ec/lor 


dB 


-10 


-10 


-10 


PCCPCH Ec/lor 


dB 


-12 


-12 


-12 


SCH Ec/lor 


dB 


-12 


-12 


-12 


PICH Ec/lor 


dB 


-15 


-15 


-15 


DPCH Ec/lor 


dB 


-15 




-15 




-6 




OCNS Ec/lor 


dB 


-1.11 


-0.94 


-1.11 


-0.94 


.2.58 


-0.94 


loc 


Band 1, IV, VI 


UOI 1 1/ O.OH- 

MHz 


-56.98 


-89.07 


-94.98 


Band II, V, VII 


-92.98 


Band III, VIII 


-91 .98 


Band IX (Note 2) 


-93.98 


lor/loc 


dB 


3.0 


3.0 


-2.9 


-2.9 


-9.0 


-9.0 


CPICH Ec/lo, Note 1 


dBm 


-14.0 


-14.0 


-16.0 


-16.0 


-20.0 


-20.0 


lo, Note 1 


Band 1, IV, VI 


dBm/3.84 MHz 


-50 


-86 


-94 


Band II, V, VII 


-92 


Band III, VIII 


-91 


Band IX (Note 2) 


-93 


Propagation condition 




AWGN 


AWGN 


AWGN 


Note 1 : CPICH Ec/lo and lo levels have been calculated from other parameters for information purposes. They 

are not settable parameters themselves. 
Note 2: For the UE which supports both Band III and Band IX operating frequencies, the measurement 

performance requirements for Band III shall apply to the multi-band UE. 


Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 
2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests. 



A.9.1 .2.1 .2 Inter frequency test parameters 

In this case both cells are in different frequency and compressed mode is applied. The gap length is 7, detailed 
definition is in TS 25. 101 annex A.5, Set 1 of Table A.22. CPICH Ec/lo inter frequency relative accuracy requirements 
are tested by using test parameters in Table A.9.4. 
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Table A.9.4: CPICH Ec/lo Inter frequency tests parameters 



Parameter 


Unit 


Test 1 


Test 2 


Tests 


Cell 1 


Cell 2 


Cell 1 


Cell 2 


Cell 1 


Cell 2 


UTRA RF Channel 
number 




Channel 1 


Channel 2 


Channel 1 


Channel 2 


Channel 1 


Channel 2 


CPICH Ec/lor 


dB 


-10 


-10 


-10 


PCCPCH Ec/lor 


dB 


-12 


-12 


-12 


SCH Ec/lor 


dB 


-12 


-12 


-12 


PICH Ec/lor 


dB 


-15 


-15 


-15 


DPCH Ec/lor 


dB 


-15 




-6 




-6 




OCNS Ec/lor 


dB 


-1.11 


-0.94 


-2.56 


-0.94 


-2.56 


-0.94 


loc 


Band 1, IV, VI 


T R4 MH7 


-52.22 


-52.22 


-87.27 


-87.27 


-94.46 


-94.46 


Band II, V, VII 


-92.46 


-92.46 


Band III, VIII 


-91 .46 


-91 .46 


Band IX (Note 2) 


-93.46 


-93.46 


lor/loc 


dB 


-1.75 


-1.75 


-4.7 


-4.7 


-9.54 


-9.54 


CPICH Ec/lo, Note 1 


dBm 


-14.0 


-14.0 


-16.0 


-16.0 


-20.0 


-20.0 


lo, 

Note 
1 


Band 1, IV, VI 


dBm/3.84 
MHz 


-50 


-50 


-86 


-86 


-94 


-94 


Band II, V, VII 


-92.0 


-92.0 


Band III, VIII 


-91.0 


-91.0 


Band IX (Note 2) 


-93 


-93 


Propagation condition 




AWGN 


AWGN 


AWGN 


Note 1 : CPICH Ec/lo and lo levels liave been calculated from other parameters for information purposes. They 

are not settable parameters themselves. 
Note2: For the UE which supports both Band III and Band IX operating frequencies, the measurement 

performance requirements for Band III shall apply to the multi-band UE. 


Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 
2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests. 



A.9. 1.2.2 Test Requirements 

The CPICH Ec/lo measurement accuracy shall meet the requirements in section 9.1.2. In case of the absolute intra - 
frequency CPICH_Ec/Io measurement and relative inter-frequency CPICH_Ec/Io measurement accuracy test cases the 
effect of assumed thermal noise and noise generated in the receiver (-99 dBm for frequency bands I, IV and VI; -98 
dBm for frequency band IX, -97dBm for frequency bands II, V and VII; and -96dBm for frequency band III) shall be 
added into the required accuracy. The test requirements for the absolute intra -frequency CPICH_Ec/Io measurement 
are defined in Section 9.1.2 as shown in Table A.9.4A. The test requirements for the relative inter-frequency 
CPICH_Ec/Io measurement are defined in Section 9.1.2 as shown in Table A.9.4B. 



Table A.9.4A: CPICH_Ec/lo Intra-frequency absolute accuracy 



Parameter 


Unit 


Accuracy [dB] 


Conditions 


Normal condition 


Extreme 
condition 


io [dBm/3.84 MHz] 


CPICH_Ec/lo 


dB 


-2.7.. .1.5 for -14 < CPICH Ec/lo 
-3.2. . .2 for -1 6 < CPICH Ec/lo < -1 4 
-4.2. . .3 for -20 < CPICH Ec/lo < -1 6 


-4.2. ..3 


-94...-87(Band 1, IV, VI) 
-92. ..-85 (Band II, V, VII) 
-91. ..-84 (Band III, VIII) 
93... -86 (Band IX (Notel)) 


±1.5 for -14 < CPICH Ec/lo 
± 2 for -16 < CPICH Ec/lo < -14 
±3 for -20 < CPICH Ec/lo < -16 


±3 


-87...-50(Band 1, IV, VI) 
-85... -50 (Band II, V, VII) 
-84. ..-50 (Band III, VIII) 
-86... -50 (Band IX (Note 1)) 


Note 1 : For the UE which supports both Band 111 and Band IX operating frequencies, the measurement 
performance requirements for Band III shall apply to the multi-band UE. 
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Table A.9.4B: CPICH Ec/lo Inter frequency relative accuracy 



Parameter 


Unit 


Accuracy [dB] 


Conditions 


Normal condition 


Extreme 
condition 


lo [dBm] 


CPICH_Ec/lo 


dB 


±2.7for-14<CPICH Ec/lo 
±3.2 for -1 6 < CPICH Ec/lo < -1 4 
+4.2 for -20 < CPICH Ec/lo < -16 


±4.2 


-94...-87(Band 1, IV, VI) 
-92. ..-85 (Band II, V, VII) 
-91. ..-84 (Band III, VIII) 
-93... -86 (Band IX (Note 1)) 


+ 1.5for-14<CPICH Ec/lo 
± 2 for -16 < CPICH Ec/lo < -14 
± 3 for -20 < CPICH Ec/lo < -16 


±3 


-87.. .-50 (Band 1, IV, VI) 
-85. ..-50 (Band II, V, VII) 
-84... -50 (Band III, VIII) 
-86... -50 (Band IX (Note 1)) 


Note 1 : For the UE which supports both Band III and Band IX operating frequencies, the measurement performance 
requirements for Band III shall apply to the multi-band UE. 



A.9.1.3 UTRA Carrier RSSI 

A.9.1 .3.1 Test Purpose and Environment 

The piupose of this test is to verify that the UTRA Carrier RSSI measurement accuracy is within the specified limits. 
This test will verify the requirements in section 9.1.3. In this case aU cells are in different frequencies and compressed 
mode is apphed. The gap length is 7, detailed definition is in TS 25.101 annex A.5, Set 1 of Table A.22. UTRA Carrier 
RSSI accuracy requirements are tested by using test parameters in Table A.9.5 for absolute accuracy and Table A.9.5.1 
for relative accuracy. In the relative accuracy test, UTRA carrier RSSI measurements of neighbour cell 2 and neighbour 
cell 3 are reported to serving cell 1. 



Table A.9.5: UTRA Carrier RSSI Inter frequency absolute accuracy test parameters 



Parameter 


Unit 


Test 1 


Test 2 


Test 3 


Cell 1 


Cell 2 


Cell 1 


Cell 2 


Cell 1 


Cell 2 


UTRA RF Channel 
number 




Channel 1 


Channel 2 


Channel 1 


Channel 2 


Channel 1 


Channel 2 


CPICH Ec/lor 


dB 


-10 


-10 


-10 


PCCPCH Ec/lor 


dB 


-12 


-12 


-12 


SCH Ec/lor 


dB 


-12 


-12 


-12 


PICH Ec/lor 


dB 


-15 


-15 


-15 


DPCH 


Ec/lor 


dB 


-15 




-6 




-6 




OCNS_ 


Ec/lor 


dB 


-1.11 


-0.94 


-2.56 


-0.94 


-2.56 


-0.94 


loc 


Band 1, IV,VI 


dBm/ 
3.84 
MHz 


-52.22 


-52.22 


-70.27 


-70.27 


-94.46 


-94.46 


Band II, V, VII 


-92.46 


-92.46 


Band III, VIII 


-91.46 


-91.46 


Band IX (Note 2) 


-93.46 


-93.46 


lor/loc 


dB 


-1.75 


-1.75 


-4.7 


-4.7 


-9.54 


-9.54 


CPICH Ec/lo, Note 1 


dBm 


-14.0 


-14.0 


-16.0 


-16.0 


-20.0 


-20.0 


lo. 

Note 
1 


Band 1, IV,VI 


dBm/ 
3.84 
MHz 


-50 


-50 


-69 


-69 


-94 


-94 


Band II, V, VII 


-92 


-92 


Band III, VIII 


-91 


-91 


Band IX (Note 2) 


-93 


-93 


Propagation condition 




AWGN 


AWGN 


AWGN 


Note 1 : CPICH Ec/lo and lo levels have been calculated from other parameters for information purposes. They 

are not settable parameters themselves. 
Note 2: For the UE which supports both Band III and Band IX operating frequencies, the measurement 

performance requirements for Band III shall apply to the multi-band UE. 


Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 
2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests. 
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Table A.9.5.1 : UTRA Carrier RSSI Inter frequency relative accuracy test parameters 



Parameter 


Unit 


Test1 


Test 2 


Tests 


Cell 1 


Cell 2 


Cells 


Cell 1 


Cell 2 


Cells 


Cell 1 


Cell 2 


Cells 


UTRA RF Ohannpl 

\J 1 1 Ir^ 1 II Idl II 1^1 

number 




Channel 
1 


Channel 2 


Channel 
3 


Channel 
1 


Channel 2 


Channel 
3 


Channel 
1 


Channel 
2 


Channel 
3 


CPICH Ec/lor 


dB 


-10 


-10 


-10 


PCCPCH Ec/lor 


dB 


-12 


-12 


-12 


SCH Ec/lor 


dB 


-12 


-12 


-12 


RICH Ec/lor 


dB 


-15 


-15 


-15 


DPCH Ec/lor 


dB 


-15 






-6 






-6 






OCNS Ec/lor 


dB 


-1.11 


-0.94 


-0.94 


-2.56 


-0.94 


-0.94 


-2.56 


-0.94 


-0.94 


loc 


Band 1, 
IV,VI 


dBm/ 
3.84 
MHz 


-52.23 


-52.23 


-71 .23 


-91.27 


-91.27 


-81.27 


-94.45 


-94.45 


-75.45 


Band II, V, 
VII 






7Q At^ 


Band III, 
VIII 


-91.45 


-91.45 


-72.45 


Band IX 
(Note 3) 


-93.45 


-93.45 


-lAA^ 


lor/loc 


dB 


-1.75 


-1.75 


-1.75 


-4.7 


-4.7 


-4.7 


-9.54 


-9.54 


-9.54 


CPICH Ec/lo, Note 
1 


dBm 


-14.0 


-14.0 


-14.0 


-16.0 


-16.0 


-16.0 


-20.0 


-20.0 


-20.0 


lo, 

Note 1 


Band 1, 
IV,VI 


dBm/ 
3.84 
MHz 


-50 
(Note 2) 


-50 


-69 


-90 (Note 
2) 


-90 


-80 


-94 
(Note 2) 


-94 


-75 


Band II, V, 
VII 


-92 
(Note 2) 


-92 


-73 


Band III, 
VIII 


-91 
(Note 2) 


-91 


-72 


Band IX 
(Note 3) 


-93 
(Note 2) 


-93 


-74 


Propagation condition 


AWGN 


Note 1 : CPICH Ec/lo and lo levels have been calculated from other parameters for information purposes. They are not settable parameters 
themselves. 

Note 2: lo levels are not reported by the UE on cell 1 . 

Note 3: For the UE which supports both Band III and Band IX operating frequencies, the measurement performance requirements for Band III 
shall apply to the multi-band UE. 


Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 
seconds so that UE does not loose Cell 2 or Cell 3 in between the tests. 
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A.9.1.3.2 Test Requirements 

The UTRA Carrier RSSI measurement accuracy shall meet the requirements in section 9.1.3. The effect of assumed 
thermal noise and noise generated in the receiver (-99 dBm for frequency bands I, IV, VI; -98 dBm for frequency band 
IX; -97dBm for frequency bands II, V, VII; and -96dBm for frequency band III, VIII) shall be added into the required 
accuracy defined in Section 9.1.3 as shown in Table A.9.5A and in Table A.9.5A1. 



Table A.9.5A: UTRA Carrier RSSI absolute accuracy 



Parameter 


Unit 


Accuracy [dB] 


Conditions 


Normal 
condition 


Extreme 
condition 


lo [dBm/3.84 lUIHz] 


UTRA Carrier 
RSSI 


dBm 


±4 (Note 1) 


+7 (Notel) 


-94... -70 (Band 1, IV, VI) 
-92. ..-70 (Band II, V, VII) 
-91. ..-70 (Band III, Vlil) 
-93... -70 (Band IX (Note 2)) 


dBm 


±6 


±9 


-70.. .-50 


Note 1 : Impact from RF noise floor is test case dependent and has not been considered. Noise floor 

shall be considered in RAN WG5 test case. 
Note 2: For the UE which supports both Band III and Band IX operating frequencies, the 

measurement performance requirements for Band III shall apply to the multi-band UE. 



Table A.9.5A1 : UTRA Carrier RSSI relative accuracy 



Parameter 


Unit 


Accuracy [dB] 


Conditions 


Normal 
condition 


Extreme 
condition 


lo [dBm/3.84 MHz] 


UTRA Carrier 
RSSI 


dBm 


±7 (Notel) 


+ 11(Note1) 


-94. ..-50 (Band 1, IV, VI) 
-92. ..-50 (Band II, V, VII) 
-91. ..-50 (Band III, VIII) 
-93... -50 (Band IX (Note 2)) 


Note 1 : Impact from RF noise floor is test case dependent and has not been considered. Noise floor 

shall be considered in RAN WG5 test case. 
Note 2: For the UE which supports both Band III and Band IX operating frequencies, the measurement 

performance requirements for Band III shall apply to the multi-band UE. 



A.9.1 .3AGSM Carrier RSSI 
A.9.1.3A.1 Test Purpose and Environment 

The purpose of this test is to verify that the GSM Carrier RSSI measurement accuracy is within the specified hmits. 
This test will verify the requirements in section 9.1.4. 

In the test in Cell_DCH state compressed mode with purpose 'GSM Carrier RSSI Measurement' is applied to measure 
on GSM. The gap length is 7, detailed definition is in TS 25.101 annex A.5. Table A.9.5AA defines the limits of signal 
strengths and code powers on the UMTS FDD cell, where the requirement is applicable. In the measurement control 
information it is indicated to the UE that periodic reporting of the GSM RSSI measurement. 

The hmits of the GSM test parameters are defined in [21]. 
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Table A.9.5AA: General GSM Carrier RSSI test parameters 



Parameter 


1 InSt 


Value 


Comment 


DCH parameters 




DL Reference Measurement Cliannel 

1 KDpS 


As specified in TS 25.101 section A.3.1 




Power Control 




On 




Target quality value on 
DTCH 


BLER 


0.01 




Compressed mode 
patterns 

- L^ioivi carrier riooi 




Compressed mode reference pattern 2 
Set 2 


As specified in table A.22 TS 25.101 
section A.5 


measurement 








Inter-RAT measurement 




GSM Carrier RSSI 




quantity 








BSIC verification 
required 




Not required 




Monitored cell list size 




6 GSM neighbours Including ARFCN 1 


Measurement control Information Is 
sent before the compressed mode 
patterns starts. 



Table A.9.5B: Cell specific GSIUI Carrier RSSI test parameters 



Parameter 


Unit 


Cell 1 


UTRA RF Channel number 




Channel 1 


lor/loc 


dB 


-1 


loc 


dBm/ 3.84 MHz 


-70 


Propagation condition 




AWGN 



A.9.1.3A.2 Test Requirements 

The GSM Carrier RSSI measurement accuracy shall meet the requirements in section 9.1.4. 
The rate of correct measurements observed during repeated tests shall be at least 90%. 

A.9.1.3B Transport channel BLER 

NOTE: This section is included for consistency with numbering in section 9, currently no test covering 
requirements in sections 9.1.5 exists. 

A.9.1.3CUE transmitted power 
A.9.1.3C.1 Test Purpose and Environment 

The piupose of this test is to verify that the UE transmitted power measurement accuracy is within the specified limits. 
This test will verify the requirements in section 9.1.6. 

The test parameters are given in Table A.9.5C and A.9.5D below. In the measurement control information it shall be 
indicated to the UE that periodic reporting of the UE transmitted power measurement shall be used. 



Table A.9.5C: General test parameters for UE transmitted power 



Parameter 


Unit 


Value 


Comment 


DCH parameters 




DL Reference Measurement 
Channel 12.2 kbps 


As specified In TS 25.101 section A.3.1 


Power Control 




Off 





ETS/ 



3GPP TS 25.1 33 version 7.4.0 Release 7 1 73 ETSI TS 1 25 1 33 V7.4.0 (2006-06) 



Table A.9.5D: Cell Specific parameters for UE transmitted power 



Parameter 


Unit 


Cell 1 


CPICH Ec/lor 


dB 


-10 


PCCPCH Ec/lor 


dB 


-12 


SCH Ec/lor 


dB 


-12 


RICH Ec/lor 


dB 


-15 


DPCH Ec/lor 


dB 


-3 


OCNS 


dB 


-5.2 


^or 1^ oc 


dB 





^oc 


dBm/3.84 
MHz 


-70 


CPICH Ec/lo 


dB 


-13 


Propagation 
Condition 




AWGN 



A.9.1 .3C.1 .1 Test procedure 

1) Set the UE power and Maximum allowed UL TX power to the maximum power for that UE power class. 

2) Send continuously during the entire test Up power control commands to the UE. 

3) Check the UE reported value 

4) Map the UE reported value to accuracy requirement and define the test limits 

5) Measure the output power of the UE. The output power shall be averaged over one timeslot. 

6) Check that measured power is within the defined limits. 

7) Decrease the Maximum allowed UL TX power with 1 dB and signal the new value to the UE. 

8) Repeat from step 3) until the entire specified range for the UE transmitted power measurement has been tested, 
i.e. the accuracy requirement for the UE transmitted power measurement is specified lOdB below the maximum 
power for the UE power class. 

A.9.1. 3C.2 Test Requirements 

The UE transmitted power measurement accuracy shall meet the requirements in section 9.1.6. 
The rate of correct measurements observed during repeated tests shall be at least 90%. 

A.9.1 .4 SFN-CFN observed time difference 
A.9.1 .4.1 Test Purpose and Environment 

The purpose of this test is to verify that the SFN-CFN observed time difference measurement accuracy is within the 
specified limits. This test will verify the requirements in section 9.1.7. 

A.9.1 .4.1 .1 Intra frequency test parameters 

During the test the timing difference between Cell 1 and 2 can be set to value from 0. . .9830399 chips. 

In this case all cells are in the same frequency. Table A.9.6 defines the hmits of signal strengths and code powers, 
where the requirements are applicable. 
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Table A.9.6: SFN-CFN observed time difference Intra frequency test parameters 



Psrameter 


Unit 


Cell 1 


Cell 2 


IITRA RF Ohannpl niimhpr 

\J 1 1 If^ 1 II ICllllld IILIII IL/wl 




r^hpnnpl 1 

\Jl ICll 1 1 1^1 1 


ICll 1 1 Id 1 


CPICH Ec/lor 


dB 


-10 


-10 


PCCPCH Ec/lor 


dB 


-12 


-12 


SCH Ec/lor 


dB 


-12 


-12 


RICH Ec/lor 


dB 


- \ 


- \ 


DPCH Ec/lor 


dB 


-15 


-15 


OCNS 


dB 


-1.11 


-1.11 


lor/loc 


dB 


10.5 


10.5 


loc 


dBm/ 3.84 MHz 


to -13.7 dB = loc, Note 1 


to -13.7 dB = loc, Note 1 


Range 1 


lo 


dBm/3.84 MHz 


-94... -70 (Band 1, IV, VI) 
-92. ..-70 (Band II, V, VII) 
-91. ..-70 (Band III, VIII) 
-93... -70 (Band IX (Note 2)) 


-94...-70(Band 1, IV, VI) 
-92. ..-70 (Band II, V, VII) 
-91. ..-70 (Band III, VIII) 
-93. ..-70 (Band IX (Note 2)) 


Range 2 


-94.. .-50 (Band 1, IV, VI) 
-92... -50 (Band II, V, VII) 
-91. ..-50 (Band III, VIII) 
-93... -50 (Band IX (Note 2)) 


-94.. .-50 (Band 1, IV, VI) 
-92... -50 (Band II, V, VII) 
-91. ..-50 (Band III, VIII) 
-93... -50 (Band IX (Note 2)) 


Propagation condition 




AWGN 


Note 1 : loc level shall be adjusted according the total signal power spectral density lo at receiver input and the 

geometry factor lor/loc. 

Note 2: For the UE which supports both Band III and Band IX operating frequencies, the measurement 
performance requirements for Band III shall apply to the multi-band UE. 



A.9.1 .4.1 .2 Inter frequency test parameters 

During the test the timing difference between Cell 1 and 2 can be set to value from 0. . .9830399 chips. 

In this test case both cells are in different frequency and compressed mode is applied. The gap length is 7, detailed 
definition is in TS 25.101 annex A.5, Set 1 of Table A.22. Table A.9.7 defines the hmits of signal strengths and code 
powers, where the requirement is applicable. 



Table A.9.7: SFN-CFN observed time difference Inter frequency tests parameters 



Parameter 


Unit 


Cell 1 


Cell 2 


UTRA RF Channel number 




Channel 1 


Channel 2 


CPICH Ec/lor 


dB 


-10 


-10 


PCCPCH Ec/lor 


dB 


-12 


-12 


SCH Ec/lor 


dB 


-12 


-12 


PICH Ec/lor 


dB 


-15 


-15 


DPCH Ec/lor 


dB 


-15 


-15 


OCNS 


dB 


-1.11 


-1.11 


lor/loc 


dB 


10.1 


10.1 


loc 


dBm/ 3.84 MHz 


lo -10.6 dB = loc, Note 1 


lo -10.6 dB = loc, Note 1 


Range 1 


lo 


dBm/3.84 MHz 


-94... -70 (Band 1, IV, VI) 
-92.. .-70 (Band II, V, VII) 
-91. ..-70 (Band III, VIII) 
-93... -70 (Band IX (Note 2)) 


-94... -70 (Band 1, IV, VI) 
-92. ..-70 (Band II, V, VII) 
-91. ..-70 (Band III, VIII) 
-93... -70 (Band IX (Note 2)) 


Range 2 


-94. ..-50 (Band 1, IV, VI) 
-92. ..-50 (Band II, V, VII) 
-91. ..-50 (Band III, VIII) 
-93. ..-50 (Band IX (Note 2)) 


-94... -50 (Band 1, IV, VI) 
-92. ..-50 (Band II, V, VII) 
-91. ..-50 (Band III, VIII) 
-93... -50 (Band IX (Note 2)) 


Propagation condition 




AWGN 


Note 1 : loc level shall be adjusted in each carrier frequency according the total signal power spectral density to at 

receiver input and the geometry factor lor/loc. 
Note 2: For the UE which supports both Band III and Band IX operating frequencies, the measurement 

performance requirements for Band III shall apply to the multi-band UE. 



A. 9. 1.4. 2 Test Requirements 

The SFN-CFN observed time difference measurement accuracy shall meet the requirements in section 9.1.7. 
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A.9.1 .5 SFN-SFN observed time difference 
A.9.1 .5.1 SFN-SFN observed time difference type 1 
A.9.1 .5.1 .1 Test Purpose and Environment 

The piupose of this test is to verify that the SFN-SFN observed time difference type 1 measurement accuracy is within 
the specified Umits. This test will verify the requirements in section 9.1.8.1. 

During the test the timing difference between Cell 1 and 2 can be set to value from 0. . .9830399 chips. 

In this case all cells are in the same frequency. Table A.9.8 defines the Umits of signal strengths and code powers, 
where the requirements are applicable. 



Table A.9.8: SFN-SFN observed time difference type 1 Intra frequency test parameters 



Parameter 


Unit 


Ceii 1 


Ceii 2 


UTRA RF Channel number 




Channel 1 


Channel 1 


CPICH Ec/lor 


dB 


-10 


-10 


PCCPCH Ec/lor 


dB 


-12 


-12 


SCH Ec/lor 


dB 


-12 


-12 


RICH Ec/lor 


dB 


-15 


-15 


S-CCPCH Ec/lor 


dB 


-12 


-12 


OCNS 


dB 


-1.29 


-1.29 


lor/loc 


dB 


10.5 


10.5 


loc 


dBm/ 3.84 MHz 


lo -13.7 dB = loc, Note 1 


lo -13.7 dB = loc, Note 1 


Range 1 


lo 


dBm/3.84 MHz 


-94... -70 (Band 1, IV, VI) 
-92. ..-70 (Band II, V, VII) 
-91. ..-70 (Band III, VIII) 
-93... -70 (Band IX (Note 2)) 


-94... -70 (Band 1, IV, VI) 
-92. ..-70 (Band II, V, VII) 
-91. ..-70 (Band III, VIII) 
-93... -70 (Band IX (Note 2)) 


Range 2 


-94... -50 (Band 1, IV, VI) 
-92...-50(Bandll,V, VII) 
-91. ..-50 (Band III, VIII) 
-93... -50 (Band IX (Note 2)) 


-94... -50 (Band 1, IV, VI) 
-92. ..-50 (Band 11, V, VII) 
-91. ..-50 (Band III, VIII) 
-93... -50 (Band IX (Note 2)) 


Propagation condition 




AWGN 


NOTE 1 : loc level shall be adjusted according the total signal power spectral density lo at receiver input and the 
geometry factor for/loc. 

Note 2: For the UE which supports both Band III and Band IX operating frequencies, the measurement 
performance requirements for Band III shall apply to the multi-band UE. 



A.9.1 .5.1 .2 Test Requirements 

The SFN-SFN observed time difference type 1 measurement accuracy shall meet the requirements in section 9.1.8.1 

A.9.1 .5.2 SFN-SFN observed time difference type 2 without IPDL period active 
A.9.1 .5.2.1 Test Purpose and Environment 

The purpose of this test is to verify that the SFN-SFN observed time difference type 2 measurement accuracy without 
IPDL period active is within the specified limits. This test will verify the requirements in section 9.1.8.2. 

During the test the time difference between Cell 1 and 2 can be set to value from -1279.75 to 1280 chips. 

In this case all cells are in the same frequency. Table A.9.9 defines the Umits of signal strengths and code powers, 
where the requirements are applicable. 
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Table A.9.9: SFN-SFN observed time difference type 2 Intra frequency test parameters 



Parameter 


Unit 


Cell 1 


Cell 2 


UTRA RF Channel number 




Channel 1 


Channel 1 




HR 


-1 n 


-1 n 


PCCPCH Er/lor 


dB 


-12 


-12 


SCH Ec/lor 


dB 


-12 


-12 


RICH Ec/lor 


dB 


-15 


-15 


DPCH Ec/lor 


dB 


-15 


-15 


OCNS 


dB 


-1.11 


-1.11 


lor/loc 


dB 


10.5 


10.5 


loc 


dBm/3.84 
MHz 


lo -13.7 dB = loc, Note 1 


lo -13.7 dB = loc, Note 1 


CPICH_Ec/lo, Note 2 


dB 


-13.2 


-13.2 


Range 1 


lo 


dBm/3.84 MHz 


-94... -70 (Band 1, IV, VI) 
-92... -70 (Band II, V, VII) 
-91. ..-70 (Band III, VIII) 
-93... -70 (Band IX (Note 3)) 


-94... -70 (Band 1, IV, VI) 
-92... -70 (Band II, V, VII) 
-91. ..-70 (Band III, VIII) 
-93... -70 (Band IX (Note 3)) 


Range 2 


-94.. .-50 (Band 1, IV, VI) 
-92.. .-50 (Band II, V, VII) 
-91. ..-50 (Band III, VIII) 
-93. ..-50 (Band IX (Note 3)) 


-94... -50 (Band 1, IV, VI) 
-92. ..-50 (Band II, V, VII) 
-91. ..-50 (Band III, VIII) 
-93. ..-50 (Band IX (Note 3)) 


Propagation condition 




AWGN 


Note 1 : loc level shall be adjusted according the total signal power spectral density lo at receiver input and 

the geometry factor hr/loc. 
Note 2: lo and CPICH Ec/lo levels have been calculated from other parameters for information purposes. 

They are not settable parameters themselves. 
Note 3: For the UE which supports both Band III and Band IX operating frequencies, the measurement 

performance requirements for Band III shall apply to the multi-band UE. 



A.9.1.5.2.2 Test Requirements 

The SFN-SFN observed time difference type 2 measurement accuracy shall meet the requirements in section 9.1.8.2 

A.9.1 .5.3 SFN-SFN observed time difference type 2 witli IPDL period active 

A. 9.1 .5.3.1 Test Purpose and Environment 

This requirement is vaUd only for UEs supporting IPDL measurements. 

The purpose of this test is to verify that the SFN-SFN observed time difference type 2 measurement accuracy is within 
the specified hmits. This test will verify the requirements in section 9.1.8.2. 

During the test the time difference between Cell 1 and 2 shall be set according to the assistance data defined in table 
A.9.10A. 

In this case all cells are in the same frequency. Table A.9.10 defines the limits of signal strengths and code powers, 
where the requirements are applicable. 
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Table A.9.10: SFN-SFN observed time difference type 2 Intra frequency test parameters 





Unit 

Ul III 


Cell 1 


Cell 2 


Time 




INU lUlc 

period 


lUlc; |Jc;i lUU 

in Cell 1 


INU lUlc 

period 


iUic; [Jci iUU 

in Cell 1 


UTRA RF Channpl number 




Channel 1 


Channel 1 


Channel 1 


Channel 1 


CPICH Ec/lor 


dB 


-10 


-10 


-10 


-10 


PCCPCH Ec/lor 


dB 


-12 


-12 


-12 


-12 




dB 


-12 


-12 


-12 


-12 


RICH Ec/lor 


dB 


-15 


-15 


-15 


-15 


DRCH Ec/lor 


dB 


-15 


-15 






OCNS 


dB 


-1.11 


-1.11 


-0.94 


-0.94 


lor/loc 


dB 


10.5 


-24.5 


-6 


-6 


loc 


dBm/ 3.84 MHz 


-80 


lo, Note 1 


dBm/3.84 MHz 


-69.04 


-79.01 


-69.04 


-79.01 


CRICH_Ec/lo, Note 1 


dB 


-10.46 


-35.49 


-26.96 


-16.99 


Propagation condition 




AWGN 


NOTE 1 : lo and CPICH Ec/lo levels inave been calculated from other parameters for information purposes. 


Tliey are is not settable parameters themselves. 









When verifying the SFN-SFN observed time difference type 2 intra frequency measurement accuracy with IPDL period 
active the idle period parameters in table A.9.10A shall be used. 

Table A.9.10A: SFN-SFN observed time difference type 2 assistance data test parameters 



Parameter 


Unit 


Cell 1 


Search Window Size 


Chips 


80 


IP Status 




Continuous 


IR_Spacing 


Frames 


10 


IP Lenght 


Symbols 


10 


IP Offset 


frame 


NA 


Seed 


integer 


13 


Burst_Start 




NA 


Burst_Length 




NA 


Burst_Freq 




NA 



NOTE: The total signal power spectral density lo will change only downwards during BS transmission gap. 
A. 9. 1.5. 3. 2 Test Requirements 

The SFN-SFN observed time difference type 2 measurement accuracy shall meet the requirements in section 9.1.8.2 

A.9.1 .6 UE Rx-Tx time difference 
A.9.1 .6.1 UE Rx-Tx time difference type 1 
A.9.1 .6.1 .1 Test Purpose and Environment 

The piupose of this test is to verify that the UE Rx-Tx time difference type 1 measurement accuracy is within the 
specified limits. This test will verify the requirements in section 9.1.9.1 

The connection is started using cell 1, then cell 2 is added to the active set so that cell 1 is the timing reference. During 
the test the downlink DPCH time difference between Cell 1 and 2 can be set to any value from -148 to 148 chips. 

Table A.9.11 defines the limits of signal strengths and code powers, where the requirements are applicable. 
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Table A.9.11 : UE Rx-Tx time difference type 1 intra frequency test parameters 



Para motor 

~Cll Cll 1 IdCI 


Unit 

Ul III 


V.rt7ll 1 




1 ITRA RF Phannol ni imhor 




\j\ idl II Id 1 


V_/l ICll II It^l 1 


nnwnlink nPPH timinn 

L-/UWI IIII lr\ L/ 1 \j n LIIIIIIIU 


Phinc 


Timinn roforonpo 

IIIIIIIIU IddCIILfC 


FrrtiTi rofcir(inpo timinrt 1 4ft 

niuiii iiiiiiii^ 1 to 

to reference timing+148 


(-;p|r;i-i Pr/lor 


HR 


1 Lf 


1 \j 


PCCPCH Ec/lor 


dB 


-12 


-12 


SCH Ec/lor 


dB 


-12 


-12 


RICH Ec/lor 


dB 


-15 


-15 


UrUn bC/lor 


Clb 


-lo 


-lb 


OCNS 


dB 


-1.11 


-1.11 


lor/loc 


dB 


10.5 


10.5 


loc 


dBm/3.84 
MHz 


10-13.7 dB = loc, Note 1 


10-13.7 dB = loc, Note 1 


lo 


dBm/3.84 
MHz 


-94... -50 (Band 1, IV, VI) 
-92. ..-50 (Band II, V, VII) 
-91. ..-50 (Band III, VIII) 
-93... -50 (Band IX (Note 2)) 


-94... -50 (Band 1, IV, VI) 
-91. ..-50 (Band III, VIII) 
-92. ..-50 (Band II, V, VII) 
-93. ..-50 (Band IX (Note 2)) 


Propagation condition 




AWGN 


Note 1 ; /oc level shall be adjusted according the total signal power spectral density lo at receiver input 

and the geometry factor lor/loc. 
Note 2: For the UE which supports both Band III and Band IX operating frequencies, the measurement 

performance requirements for Band III shall apply to the multi-band UE. 



A.9.1 .6.1 .2 Test Requirements 

The UE Rx-Tx time difference type 1 measurement accuracy measured for cell 2 shall meet the requirements in section 
9.1.9.1. 

A.9.1 .6.2 UE Rx-Tx time difference type 2 
A.9.1 .6.2.1 Test Purpose and Environment 

The purpose of this test is to verify that the UE Rx-Tx time difference type 2 measurement accuracy is within the 
specified limits. This test will verify the requirements in section 9.1.9.2. 

The connection is started using cell 1, then cell 2 is added to the active set so that cell 1 is the timing reference.During 
the test the downlink DPCH time difference between Cell 1 and 2 can be set to any value from -148 to 148 chips. 

Table A.9.12 defines the limits of signal strengths and code powers, where the requirements are applicable. 
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Table A.9.12: UE Rx-Tx time difference type 2 intra frequency test parameters 





Unit 

Ul III 


CpW 1 


well ^ 


1 ITRA RP r^hannol niimhor 

u 1 riM nr oiidiiiiui iiuiiiUcr 




OlldllllUI 1 


Olldllllcl 1 


Downlink DPCH timing 


Chips 


Timing reference 


From reference timing -148 
to reference timing+148 


CPICH Ec/lor 


dB 


-10 


-10 


PCCPCH Ec/lor 


dB 


-12 


-12 


SCH Ec/lor 


dB 


-12 


-12 


PICH Ec/lor 


dB 


-15 


-15 


DPCH Ec/lor 


dB 


-15 


-15 


OCNS 


dB 


-1.11 


-1.11 


lor/loc 


dB 


10.5 


10.5 


loc 


dBm/3.84 
MHz 


lo -10.9 dB = loc, Note 1 


lo-13.7dB = loc, Note 1 


lo 


dBm/ 3.84 
MHz 


-94.. .-50 (Band 1, IV, VI) 
-92... -50 (Band II, V, VII) 
-91. ..-50 (Band III, VIII) 
-93... -50 (Band IX (Note 2)) 


-94. ..-50 (Band 1, IV, VI) 
-92... -50 (Band II, V, VII) 
-91. ..-50 (Band III, VIII) 
-93... -50 (Band IX (Note 2)) 


Propagation condition 




AWGN 


Note 1 : loc level shall be adjusted according the total signal power spectral density lo at receiver input and 

the geometry factor lor/loc. 
Note 2: For the UE which supports both Band III and Band IX operating frequencies, the measurement 

performance requirements for Band III shall apply to the multi-band UE. 



A.9.1. 6.2.2 Test Requirements 

The UE Rx-Tx time difference type 2 measurement accuracy measured for cell 2 shall meet the requirements in section 
9.1.9.2. 

A.9.1. 7 Void 



A.9.1. 8 Void 

Table A.9.1 3: Void 



Table A.9.1 4: Void 
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Annex B (informative): 
Change History 

Initial version at TSG-RAN#6 (December 1999): 3.0.0 



Table B.1 : CRs approved by TSG-RAN#7. 



RAN Doc 


Spec 


CR 


R 


Ph 






^urr 
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RP-000021 


25.133 


001 




R99 


Modification of RL Failure Requirement 


F 


3.0.0 


3.1.0 


RP-000021 


25.133 
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C 
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RP-000021 


25.133 
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Revised UE tiandover requirements 


F 
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3.1.0 


RP-000021 


25.133 


004 
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D 
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RP-000021 


25.133 
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UE measurement requirement update 


F 
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RP-000021 
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B 


3.0.0 
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RP-000021 


25.133 
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F 


3.0.0 
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RP-000021 
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F 


3.0.0 


3.1.0 


RP-000021 


25.133 


009 




R99 
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F 


3.0.0 


3.1.0 



NOTE On implementation of CR 25.133-003. On page 16 there is a dotted line above title 5.1.2.1.4 ACTIVE 
SET DIMENSION. The text following is a duphcation of version 3.0.0 to the point of sub-clause 
5.1.2.2.1.3. HARD HANDOVER DELAY. Therefore all text from page 16 starting from 5.1.2.1.4 
ACTIVE SET DIMENSION is moved to sub-clause 5.1.2.2.1.3 HARD HANDOVER DELAY on page 
19. 



Table B.2: CRs approved by TSG-RAN#8. 



RAN Doc 
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CR 


R 


Ph 
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F 


3.1.0 


3.2.0 


RP-000210 


25.133 


026 
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R99 


Switching delay requirement for inter-system handover 


F 
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F 
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F 
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Ph 
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Corrections to definitions, symbols and abbreviations 


F 


3.2.0 


3.3.0 


RP-000400 


25.133 
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041 




R99 


Proposal for section 9 


F 


3.2.0 


3.3.0 
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o.o.u 


pp_ni nnQi 
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p 


T 4 n 
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UE 


F 


3.4.0 


3.5.0 


RP-010091 


25.133 


72 




R99 


Revissd limitations to the usage of compressed mode 
patterns 


F 


3.4.0 


3.5.0 


" RP-010091 


25.133 


73 




R99 


Measurements on FDD and TDD in Cell-FACH state 


F 


3.4.0 


3.5.0 


RP-010091 


25.133 


74 




R99 


Measurements on GSM in Cell-FACH state 


F 


3.4.0 


3.5.0 


RP-010091 


25.133 


75 




R99 


Cell re-selection in Cell-FACH state 


F 


3.4.0 


3.5.0 


RP-010091 


25.133 


76 




R99 


General Measurement Requirements in CELL DCH State 


F 


3.4.0 


3.5.0 


RP-010091 


25.133 


77 




R99 


GSM Measurements 


F 


3.4.0 


3.5.0 


" RP-010091 


25.133 


78 




R99 


Cell reselection performance 


F 


3.4.0 


3.5.0 


RP-010091 

1 II \J 1 \j \j v-/ 1 


25.133 


79 




R99 


CPICH Er/lo manninn 

\Jl 1 \J 1 1 1 — \Jl t\J IIICIL./I.../IIIU 


F 


3.4.0 


3.5.0 


~RP-010091 


25.133 


80 




R99 


1 ITRAN tran^nnrt rhannpl Rl FR mpaciiirpmpnt 

III / V 1 M II Cl 1 1 O u V 1 L 1 1 d 1 1 1 1 V-/ 1 l_ 1 1 1 1 1 1 ^ do \A 1 ^ 1 1 1 ^ 1 1 L 


F 


3.4.0 


3.5.0~ 


RP-010091 


25.133 


81 




R99 


UTRAN physical channel BER measurement 


F 


3.4.0 


3.5.0' 


RP-ninnQi 


?'i IT^ 

^O. 1 oo 






RQQ 


TpQt oflQP fnr Pnn/rnn ppII rp-QplPctinn 

1 CoL OdoC? lUI lULJi 1 LJU 1 C OCICV^IIUI 1 ■ 


F 


T 4 n 


T 'i n 

o.o.u 


RP-010091 


25.133 


83 




R99 


Requirements for event triggered reporting in fading 
conditions 


F 


3.4.0 


3.5.0 


" RP-010091 


25.133 


84 




R99 


Modification of soft handover requirements 


F 


3.4.0 


3.5.0' 


RP-010091 


25.133 


85 




R99 


Clarifications of TDD measurements and the use of 
compressed mode pattern for TDD measurements. 


F 


3.4.0 


3.5.0 


RP-010091 


25.133 


86 




R99 


UE transmit Timing 


F 


3.4.0 


3.5.d~ 


RP-010091 


25.133 


87 




R99 


Correction of the FDD/TDD handover requirement in 
connected mode. 


F 


3.4.0 


3.5.0 



Table B.6: Release 4 CR approved by TSG RAN#11 



Doc 


Spec 


CR 


R 


Ph 


Subject ^^^^^1 


PHI 


Curr 


New 


RP- 
010099 


25.133 


88 




R4 


UE/UTRAN GPS Timing of Cell Frames for LCS 


B 


3.5.0 


4.0.0 



Table B.7: Release 4 CRs approved by TSG RAN#12 



RAN Doc 


Spec 


CR 


R 


Ph 




Cat 


Curr 


New 


RP-010353 


25.133 


90 




Rel-4 


Correction of FDD/TDD handover requirement. 


A 


4.0.0 


4.1.0 


RP-010353 


25.133 


92 




Rel-4 


Extraction of TGSN proposed 


A 


4.0.0 


4.1.0 


RP-010353 


25.133 


94 




Rel-4 


Corrections to cell re-selection requirements 


A 


4.0.0 


4.1.0 


RP-010353 


25.133 


96 




Rel-4 


UTRAN to GSM cell reselection delay in CELL_FACH state 


A 


4.0.0 


4.1.0 


RP-010353 


25.133 


98 




Rel-4 


Corrections for idle mode section 


A 


4.0.0 


4.1.0 


RP-010353 


25.133 


100 




Rel-4 


Cell-reselection test cases in CELL PCH and URA PCH 


A 


4.0.0 


4.1.0" 


RP-010353 


25.133 


102 




Rel-4 


Idle mode cell-reselection test cases 


A 


4.0.0 


4.1.0 


RP-010353 


25.133 


104 




Rel-4 


Measurements in CELL EACH State 


A 


4.0.0 


4.1.0 


RP-010353 


25.133 


106 




Rel-4 


Cell-reselection test cases in CELL EACH 


A 


4.0.0 


4.1.0 


RP-010353 


25.133 


108 




Rel-4 


GSM measurements in CELL_DCH state 


A 


4.0.0 


4.1.0 


RP-010354 


25.133 


112. 


b 


Rel-4 


Corrections for multiple neighbour test cases 


A 


4.0.0 


4.1.0 


RP-010354 


25.133 


114 




Rel-4 


Corrections for Section 5 


A 


4.0.0 


4.1.0 


RP-010354 


25.133 


116 




Rel-4 


RRC Connection re-establishment 


A 


4.0.0 


4.1.0" 


RP-010354 


25.133 


118 




Rel-4 


Corrections for Section 9 


A 


4.0.0 


4.1.0' 


RP-010354 


25.133 


120 




Rel-4 


Correction for a CPICH_Ec/lo definition 


A 


4.0.0 


4.1.0 


RP-010354 


25.133 


122 




Rel-4 


Detection and measurements of new cells not belonging to 

monitored set 


A 


4.0.0 


4.1.0 


RP-010364 


25.133 


123 




Rel-4 


Detection and measurements of new cells not belonging to 
monitored set 


F 


4.0.0 


4.1. 0~ 


RP-010495 


25.133 


125 


2 


Rel-4 


Requirements for TEC selection at the maximum power 


A 


4.0.0 


4.1. 0~ 
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Table B.8: Release 4 CRs approved by TSG RAN#13 



RAN Tdoc 


Spec 


CR 


R 


Ph 


Title H 




But 


New 


RP-010619 


25.133 


127 




Rel-4 


Clarifications on TDD measurements and related accuracy 
requirements 


A 


4.1.0 


4.2.0 


RP-010619 


25.133 


129 




Rel-4 


Handover delay correction 


A 


4.1.0 


4.2.0~ 


RP-010619 


25.133 


131 




Rel-4 


Corrections to intra-frequency test case A.8.1 .1 


A 


4.1.0 


4.2.0 ' 


RP-010619 


25.133 


133 




Rel-4 


Cell Re-selection - requirement for Camped on Any Cell state 


A 


4.1.0 


4.2.0' 


RP-010619 


25.133 


135 




Rel-4 


FDD/FDD Hard Handover Testcase 


A 


4.1.0 


4.2.0 


RP-010619 


25.133 


137 




Rel-4 


Success rates in test cases 


A 


4.1.0 


4.2.0 


RP-010619 


25.133 


139 




Rel-4 


FDD/GSM Handover test case 


A 


4.1.0 


4.2.0 


RP-010619 


25.133 


143 




Rel-4 


TFC selection in the UE 


A 


4.1.0 


4.2.0 


RP-010619 


25.133 


145 




Rel-4 


Periodic and event triggered reporting of GSM cells in 
CELL_DCH 


A 


4.1.0 


4.2.0 


RP-010620 


25.133 


147 




Rel-4 


Test conditions for GSM Carrier RSSI 


A 


4.1.0 


4.2.0 


RP-010620 


25.133 


149 




Rel-4 


Transport Channel BER accuracy requirement 


A 


4.1.0 


4.2.0 


RP-010620 


25.133 


151 




Rel-4 


Clarification to Requirement classification for statistical testing 


A 


4.1.0 


4.2.0 


RP-010620 


25.133 


153 




Rel-4 


Correction to FDD/TDD cell re-selection test case 


A 


4.1.0 


4.2.0 


RP-010620 


25.133 


155 




Rel-4 


Editorial corrections to UTRAN measurements in section 9.2 


A 


4.1.0 


4.2.0 


RP-010620 


25.133 


157 




Rel-4 


RACH reporting 


A 


4.1.0 


4.2.0 


RP-010620 


25.133 


159 




Rel-4 


Correction for Test Case A.8.1 .3 


A 


4.1.0 


4.2.0 


RP-010620 


25.133 


161 




Rel-4 


UTRAN to GSM cell re-selection test cases 


A 


4.1.0 


4.2.0 1 


RP-010620 


25.133 


163 




Rel-4 


Requirement for the monitor list 


A 


4.1.0 


4.2.0 1 


RP-010620 


25.133 


165 




Rel-4 


Correction for event triggered report 


A 


4.1.0 


4.2.0 


RP-010621 


25.133 


167 




Rel-4 


Cell Re-selection in CELL EACH test case 


A 


4.1.0 


4.2.0 


RP-010621 


25.133 


169 




Rel-4 


Correction for RRC re-establishment delay 


A 


4.1.0 


4.2.0 


RP-010621 


25.133 


171 




Rel-4 


Correction for section 5 


A 


4.1.0 


4.2.0 1 


RP-010621 


25.133 


173 




Rel-4 


Section 4 


A 


4.1.0 


4.2.0 1 


RP-010621 


25.133 


175 




Rel-4 


Section 8 


A 


4.1.0 


4.2.0 


RP-010621 


25.133 


177 




Rel-4 


Cell reselection test cases in CELL_FACH state 


A 


4.1.0 


4.2.0 


RP-010621 


25.133 


179 




Rel-4 


Correction for FDD to TDD HO requirement 


A 


4.1.0 


4.2.0 


RP-010631 


25.133 


181 




Rel-4 


UTRAN SFN-SFN observed time difference 


B 


4.1.0 


4.2.0 


RP-010631 


25.133 


182 




Rel-4 


Correction of UE positioning measurements 


F 


4.1.0 


4.2.0 


RP-010631 


25.133 


183 




Rel-4 


RACH Propagation delay accuracy 


F 


4.1.0 


4.2.0 


RP-010621 


25.133 


186 




Rel-4 


TFC state change description 


A 


4.1.0 


4.2.0 



Table B.9: Release 5 CR approved by TSG RAN#13 















RP-010636 


25.133 


184 




Rel-5 


Addition of Requirements and Test Case for CPCH 


B 


4.1.0 


5.0.0 


TEI5 
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Table B.10: Release 5 CRs approved by TSG RAN#14 



Ban Tdoc 




CR 




Ph 






vUl 1 


Ngw 




Rp_ni nvft? 




1 ftQ 
1 Oc/ 




R(a|-R 


O Uillcild cVd.IUd.UUll III Od-L- rrton oldLc; 


A 
r\ 


R n n 
o.u.u 


O. 1 .u 


TFI 
1 ^1 


RP-0 107^9 

nr U 1 \J 1 


^O. 1 OO 


1 QP 




ricl O 


OUlTcuLIUII Ul idilUUIII duOcoo icLfUllclllcMLo dilU IcbL 

case 


A 
r\ 


R r» n 
o.u.u 


O. 1 .u 


TFI 
1 ^1 


"RP-DI OTftP 


c.\j. \ OO 


1 QR 




ntJi o 


OUilc;L>UUII Ul rlriO UUI II lUULIUI 1 lU UoLdUIIOl II 1 Icl 1 L LUol 

casG 


A 

r\ 


R n 

o.u.u 


O. 1 .u 


TFI 
1 ^ 1 


RP-0 10782 


25.133 


198 




Rel-5 


Correction of reference for UTRAN SIRerror 

mpaci irprnpnt 


A 


5.0.0 


5.1.0 


TEI 


^P-0 10782 


25.133 


201 




Rel-5 


FDD/FDD hard handover test cases 


A 


5.0.0 


5.1.0 


TEI 


RP-ni nyfi? 


^O. 1 OO 






ntJi o 


1 ITRAW R'^M rp<;p|prtinn 


A 


n n 

o.u.u 


"Sin 

O. 1 .u 


TFI 
1 ^ 1 


5P-010791 


25.133 


207 




Rel-5 


Test conditions for UE Tx power measurement 


A 


5.0.0 


5.1.0 


TEI 


DD C\-\ nVQi 

nr-U1 U/yi 




^1 U 




DqI C 


Correction to general requirements for support of 
compressed mode 


A 
A 


o.u.u 


0.1 .U 


TCI 
1 tl 




^0.1 OO 


dA O 




DqI c 
nGI-O 


UE Tx Timing rate 


A 

A 


n n 
O.U.U 


0.1 -U 


1 tl 


DD Hi n7Q1 
nr -U 1 U / y 1 


^0. 1 oO 


d. \ 




DqI 


nequirernenis ana lesi pdrdmeiers Tor ut 

1 1 icdoUi Ul 1 lUi iio 


A 
A 


n n 
o.u.u 


0. 1 .u 


TPI 
1 CI 


Dp_ni n7Qi 


^O. 1 OO 


P1 Q 




Rp|-R 
nci-o 


OldilllUdLIUilo Uil icLjUllclIlcillo lUl lc|JUlUliy UIILcIld |Jcl 


A 
r\ 


R n n 
o.u.u 


O. 1 .u 


TFI 
1 d 


RP-010791 


25.133 


222 




Rel-5 


"Inconsistent use of ""sets of cells"" with respect to 
dpfinitinn nf RRO c;npr<^ " 

\hJ \-/ III 1 1 L 1 \J 1 1 \J 1 III I Vm/ o \-/ \j o - 


A 


5.0.0 


5.1.0 


TEI 


RP-0 10792 


25.133 


225 




Rel-5 


1 IF OPICH mpa<^iirpmpnt ranahilitv for intpr- 

\J 1 — V_/ 1 1 V-/ 1 1 1 1 I^UOU 1 d 1 Id 11 \.i\AXJ\Xyj \ II LV lUI III LCI 

frequency FDD. 


A 


5.0.0 


5.1.0 


TEI 


RP-010792 


25.133 


228 




Rel-5 


Definition of identification of a cell and SFN decoding 


A 


5.0.0 


5.1.0 


TEI 


RP-010792 


25.133 


231 




Rel-5 


CELL FACH measurements for GSM 


A 


5.0.0 


5.1.0 


TEI 


RP-010792 


25.133 


234 




Rel-5 


CELL DCH measurements for GSM 


A 


5.0.0 


5.1.0 


TEI 


RP-010787 


25.133 


238 




Rel-5 


SFN-SFN observed time difference measurement 


A 


5.0.0 


5.1.0 


TEI 


RP-0 10789 


25.133 


239 




Rel-5 


UMTS 1800 band addition to TS 25.133v500 


B 


5.0.0 


5.1.0 


RImlmpIS, 
Rlnlmp19 


"RP-0 10790 


25.133 


240 




Rel-5 


Active set size limitation for dedicated pilot 


B 


5.0.0 


5.1.0 


RANimp-BeamF 


RP-010913 


25.133 


243 




Rel-5 


Correction to the mapping of UE Rx-Tx time 
difference type 2 


A 


5.0.0 


5.1.0 


TEI 



Table B.11 : Release 5 CRs approved by TSG RAN#15 



RP-020039 


25.133 


246 


1 


Rel-5 


Test description addition to chapter 9.2 


F 


5.1.0 


5.2.0 


TEI5 


RP-020021 


25.133 


252 


1 


Rel-5 


FDD/FDD Soft Handover delay test case 


A 


5.1.0 


5.2.0 


TEI 


RP-020021 


25.133 


255 


1 


Rel-5 


Inter-frequency hard handover test case 


A 


5.1.0 


5.2.0 


TEI 


RP-020020 


25.133 


258 




Rel-5 


Clarification of measurement period for UTRA Carrier 
RSSI 


A 


5.1.0 


5.2.0 


TEI 


"RP-020020 


25.133 


261 


1 


Rel-5 


Mapping of UE Rx-Tx time difference type 1 


A 


5.1.0 


5.2.0 


TEI 


RP-020021 


25.133 


264 


1 


Rel-5 


Inter-frequency measurements in CELL FACH 


A 


5.1.0 


5.2.0 


TEI 


RP-020022 


25.133 


270 


1 


Rel-5 


Correction of Cell reselection in CELL FACH 


A 


5.1.0 


5.2.0 


TEI 


RP-020021 


25.133 


279 


1 


Rel-5 


Corrections to RRC connection re-establishment 
requirement 


A 


5.1.0 


5.2.0 


TEI 


RP-020021 


25.133 


282 


1 


Rel-5 


Corrections to RRC connection re-establishment test 

cases 


A 


5.1.0 


5.2.0 


TEI 


"RP-020021 


25.133 


285 


1 


Rel-5 


Correction of hard handover test cases 


A 


5.1.0 


5.2.0 


TEI 


RP-020020 


25.133 


295 


1 


Rel-5 


FDD inter frequency measurements and test cases 


A 


5.1.0 


5.2.0 


TEI 


RP-020022 


25.133 


297 


1 


Rel-5 


UE Tx Timing in soft handover 


A 


5.1.0 


5.2.0 


TEI 


RP-020022 


25.133 


302 


1 


Rel-5 


SFN decoding for identification of a new cell 


A 


5.1.0 


5.2.0 


TEI 


RP-020020 


25.133 


305 




Rel-5 


UTRAN GSM Cell Reselection 


A 


5.1.0 


5.2.0 


TEI 


RP-020022 


25.133 


311 




Rel-5 


Correction of power spectral density 


A 


5.1.0 


5.2.0 


TEI 


RP-020020 


25.133 


314 


1 


Rel-5 


Inclusion of AMR 2 requirement (Rel-5) 


A 


5.1.0 


5.2.0 


TEI 


RP-020020 


25.133 


317 




Rel-5 


Requirement for Blind HO from UTRAN to GSM (Rel- 

5) 


A 


5.1.0 


5.2.0 


TEI 


RP-020022 


25.133 


327 




Rel-5 


Corrections to section 9 


A 


5.1.0 


5.2.0 


TEI 


RP-020022 


25.133 


330 




Rel-5 


Correction of Cell Reselection in idle mode test case 


A 


5.1.0 


5.2.0 


TEI 



ETS/ 
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Table B.12: Release 5 CRs approved by TSG RAN#16 



Pan Tdoc 


Spec 


CR 


R 


Ph 


Title ^^^^^^^H 




Curr 


New 




RP-020284 


25.133 


342 


1 


Rel-5 


GSM mpa<?ijrpmpnt tp<?t c:a^p<? 




5.2.0 


5.3.0 


TEI 


RP-020284 


25.133 


360 




Rel-5 


Corrections to FDD-GSM cell re-selection test case 


A 


5.2.0 


5.3.0 


TEI 


RP-020284 


25.133 


363 


1 


Rel-5 


Corrections to UTRAN carrier RSSI measurement 

accuracy requirement 


A 


5.2.0 


5.3.0 


TEI 


RP-020284 


25.133 


366 




Rel-5 


Corrections to cell re-selection test cases 


A 


5.2.0 


5.3.0 


TEI 


RP-020285 


25.133 


369 




Rel-5 


FDD-GSM cell reselection test correction - scenario 1 


A 


5.2.0 


5.3.0 


TEI 


RP-020303 


25.133 


376 




Rel-5 


Wording correction to UTRAN measurements 


F 


5.2.0 


5.3.0 


TEI5 


RP-020303 


25.133 


388 




Rel-5 


Correction to cell re-selection requirements in Cell- 
FACH state 


F 


5.2.0 


5.3.0 


TEI5 


RP-020285 


25.133 


391 


1 


Rel-5 


TFC selection 


A 


5.2.0 


5.3.0 


TEI 


RP-020285 


25.133 


394 




Rel-5 


GSM re-selection 


A 


5.2.0 


5.3.0 


TEI 


RP-020303 


25.133 


410 


1 


Rel-5 


Correction of the definition of known cell 


F 


5.2.0 


5.3.0 


TEI5 


RP-020285 


25.133 


415 




Rel-5 


Corrections to FDD-TDD requirements and test cases 


A 


5.2.0 


5.3.0 


TEI 


RP-020285 


25.133 


424 


1 


Rel-5 


Definition of out of service 


A 


5.2.0 


5.3.0 


TEI 



Table B.13: Release 5 CRs approved by TSG RAN#17 













RP-020487 


25.133 


430 


m 


Rel-5 


Inclusion of TTI uncertainty in event reporting delays 

for FDD measurement test cases. 


f1 


5.3.0 


5.4.0 


TEI5 


RP-020475 


25.133 


436 


1 


Rel-5 


Correction of Identification times in CELL_FACH state 
for BSIC identification 


A 


5.3.0 


5.4.0 


TEI 


RP-020475 


25.133 


448 


1 


Rel-5 


Accuracy requirement of UE Rx-Tx time difference 
type 2 


A 


5.3.0 


5.4.0 


TEI 


RP-020475 


25.133 


451 




Rel-5 


Correction of CELL_FACH test case 


A 


5.3.0 


5.4.0 


TEI 


RP-020487 


25.133 


457 


1 


Rel-5 


Corrections of the tables of valid compressed mode 
parameters 


F 


5.3.0 


5.4.0 


TEI5 


RP-020475 


25.133 


460 


1 


Rel-5 


Correction of SCH side conditions and corrections of 
test cases 


A 


5.3.0 


5.4.0 


TEI 


"RP-020487 


25.133 


465 


2 


Rel-5 


Inclusion of AMR WB speech codec requirements 


F 


5.3.0 


5.4.0 


TEI5 


RP-020481 


25.133 


467 




Rel-5 


Completion of FDD-1 .28 Mcps TDD 


A 


5.3.0 


5.4.0 


LCRTDD-RF 


RP-020481 


25.133 


468 




Rel-5 


Removal of AMR speech codec requirement 


A 


5.3.0 


5.4.0 


TEW 


RP-020529 


25.133 


471 


1 


Rel-5 


Definition of valid range for Rx-Tx time difference 


A 


5.3.0 


5.4.0 


TEI 



Table B.I 4: Release 5 CRs approved by TSG RAN#18 



liAN Tdoc 


Spec 










PHI 








RP-020780 


25.133 


439 


1 


Rel-5 


Correction of interruption time in FDD/FDD Hard ' 
Handover 


rA^ 


1 5.4.0 


1 5.5.0 


TEI 


RP-020780 


25.133 


477 




Rel-5 


Correction of UE Transmitted Power requirements in 
case of Compressed Mode gaps 


A 


5.4.0 


5.5.0 


TEI 


RP-020780 


25.133 


479 


1 


Rel-5 


Correcction of Measurement Occasion Patterns for 
BSIC Reconfirmation 


A 


5.4.0 


5.5.0 


TEI 


RP-020780 


25.133 


481 


2 


Rel-5 


Required Window size for measurements using IPDL 


A 


5.4.0 


5.5.0 


TEI 


RP-020780 


25.133 


483 


1 


Rel-5 


UE Timer accuracy 


A 


5.4.0 


5.5.0 


TEI 


RP-020787 


25.133 


498 


1 


Rel-5 


Total received power density definition for the BS 


A 


5.4.0 


5.5.0 


TEW 


RP-020798 


25.133 


502 


1 


Rel-5 


CPICH RSCP report mapping 


F 


5.4.0 


5.5.0 


TEI5 


RP-020780 


25.133 


506 




Rel-5 


Correction of UE parameters for Random Access 
Test 


A 


5.4.0 


5.5.0 


TEI 



Table B.15: Release 6 CRs approved by TSG RAN#19 



RAN Tdoc 


Spec 


CR 


R 


Ph 


Title ■ 




Curr 


New 


Work Ite^H 


RP-020802 


25.133 


474 




Rel-6 


RRM requirement changes for FDD Base Station 
Classification 


B 


5.4.0 


6.0.0 


Rlnlmp-BSCIass- 
FDD 


RP-020802 


25.133 


497 




Rel-6 


Changes in TS25.133 according to FDD Local area 
BS 


B 


5.4.0 


6.0.0 


Rlnlmp-BSCIass- 
FDD 
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Table B.16: Release 6 CRs approved by TSG RAN#19 



Bam THnr 


SpGC 


PR 
on 


p 
n 


Dh 


Titio 


Pat 


Curr 


Ngw 




DD n^nnoT 


^0.1 OO 


01 o 




riei-b 


Correction of interruption time in FDD/TDD Hard 
Handover 


A 

A 


a n r\ 


D.l .U 


TCI 
1 tl 






l^i "7 
01 / 




riei-b 


MppiiCciDMiTy OT 1 imer i -reseieciion Tor ceii 


A 

A 


a r\ n 
D.U.U 


D.I .U 


TCI 












r^rirroptinn rif moaci iromont anH ronnrtinn r'anahilitw 
OUi 1 UuUUi 1 Ui 1 1 lUcloUi t;i 1 1 L cii ivJ i t;)JUi Ui ikj UcilJciiJii i Ly 

requirements in CELL DCH state in case of parallel 

1 1 ICClOUl CI 1 Id llO 


A 


fi n n 




1 


RP-030027 


25.133 


522 




Rel-6 


Correction of Hard HO test case 


A 


6.0.0 


6.1.0 


TEI 


RP-030034 


25.133 


527 




Rel-6 


UE rx-tx time difference type 1 


A 


6.0.0 


6.1.0 


TEW 


RP-030040 


25.133 


533 




Rel-6 


Changes to TFC selection requirements for codec 
mode switch 


A 


6.0.0 


6.1.0 


TEI5 


RP-030027 


25.133 


547 




Rel-6 


Constant Value in Random Access Test requirements 


A 


6.0.0 


6.1.0 


TEI 


RP-030031 


25.133 


551 




Rel-6 


Correction of UE parameters for Random Access test 


A 


6.0.0 


6.1.0 


TEI 


RP-030048 


25.133 


553 




Rel-6 


Corrections of CPICH_Ec/lo relative measurement 
accuracy requirement 


F 


6.0.0 


6.1.0 


TEI6 


Table B.17: Release 6 CRs approved by TSG RAN#20 


BAN Tdoc 


Spec 


CR 


R 


Ph 




Cat 


Curr 


New 




RP-030209 


25.133 


567 


2 


Rel-6 


UE soft handover delay requirements 


A 


6.1.0 


6.2.0 


TEI 


RP-030209 


25.133 


573 


1 


Rel-6 


Correction to CPICH Ec/lo in correct reporting of 
neighbours in AWGN propagation 
condition test case 


A 


6.1.0 


6.2.0 


TEI 


RP-030209 


25.133 


580 




Rel-6 


Correction to CPCH RSCP Test case A.9.1.1 


A 


6.1.0 


6.2.0 


TEI 


RP-030219 


25.133 


584 




Rel-6 


Correction to Observed time difference to GSM cell 
requirement 


A 


6.1.0 


6.2.0 


TEI5 


RP-030210 


25.133 


588 




Rel-6 


Correction to RRC Re-establishment delay test case 
in Section A. 6.1 


A 


6.1.0 


6.2.0 


TEI 


RP-030210 


25.133 


592 


1 


Rel-6 


TGPL limitations for inter-frequency measurements 


A 


6.1.0 


6.2.0 


TEI 


RP-030220 


25.133 


596 


1 


Rel-6 


Correction to CPICH_RSCP test case A.9.1 .1 .1 


F 


6.1.0 


6.2.0 


TEI6 


RP-030209 


25.133 


597 




Rel-6 


SFN-SFN observed time difference type 1 


A 


6.1.0 


6.2.0 


TEI 


RP-030210 


25.133 


602 




Rel-6 


Correction to SFN-CFN observed time difference 


A 


6.1.0 


6.2.0 


TEI 


Table B.18: Release 6 CRs approved by TSG RAN#21 


^^■rdoc 


Spec 


CR 


R 


Ph 




^prr 


New 




RP-030423 


25.133 


604 




Rel-6 


Correction of the RACH reporting delay 


F 


6.2.0 


6.3.0 


TEI6 


RP-030420 


25.133 


606 




Rel-6 


Accuracy requirement of non-HSDPA transmit carrier 

power measurement 


A 


6.2.0 


6.3.0 


TEI5 


"RP-030423 


25.133 


608 




Rel-6 


Test time reduction for Cell Re-selection in 
CELL FACH 


F 


6.2.0 


6.3.0 


TEI6 


RP-030420 


25.133 


612 


1 


Rel-6 


FDD inter-frequency cell identification 


A 


6.2.0 


6.3.0 


TEI5 


RP-030540 


25.133 


616 




Rel-6 


CELL_DCH to CELL_FACH/CELL_PCH/URA_PCH 
transition when suitable UTRA cell is not found 


A 


6.2.0 


6.3.0 


TEI 
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Table B.19: Release 6 CRs approved by TSG RAN#22 



PAN Tdoc 


Spec 


CR 


R 


Ph 




Cat 


Curr 


New 




ni uouDU^ 


^O. 1 oo 


R1 ft 
O 1 o 




nci D 


Olcll IIILrClLIUl 1 Ul 1 IIILClMiy I cLfUlI Cl 1 ICl ILo 


A 


K fl 
O.O.VJ 


R 4 fl 


TFIR 

1 CliJ 








■1 
1 


ricl D 


r^QN^ tact r^QCA rtn r*rtrror»t rfir^rtrtinn rtf ^^Qhyi noirthhrtfc 
OOlVI IcbL Udoc; Uil UUlicOl lc;|JUillliy Ul OOIVI lIclLJilUUio 


A 
r\ 


fi T n 

D.O.U 


R 4 n 


TFI 
1 ^1 




^o. 1 oo 




1 




rLJLJ llllci ritJLlUcllL'y rctUlliy 1 coL '^-/abt; 


p 

r 


R T n 

D.O.U 


RAO 


TFIR 


"rP-0'^0R07 

rir \JkJ\J\J\J 1 


25.1 33 


627 




Rel-6 


Onrrprtinn tn ("IPIOH Rf^OP mppciiirpmpnt rpnnrt 

V_/Wl 1 ^<_> LK./ 1 1 \.\J \J 1 1 V_/ 1 1 1 Ivj Vu/ 1 1 1 l^dOm l^lll^lll I^L/<_/IL 

mapping 


F 


6.3.0 


6.4.0 


TEI6 


RP-030607 


25.133 


628 




Rel-6 


Correction to correct reporting of neighbours in 
AWGN propagation condition 


F 


6.3.0 


6.4.0 


TEI6 


RP-030607 


25.133 


629 




Rel-6 


Correction to correct reporting of neighbours In fading 

propagation condition 


F 


6.3.0 


6.4.0 


TEI6 


"RP-030592 


25.133 


635 




Rel-6 


Correction to Random Access test case 


A 


6.3.0 


6.4.0 


TBI 


RP-030607 


25.133 


636 




Rel-6 


Test time reduction for RRIVI delay tests 


F 


6.3.0 


6.4.0 


TEI6 


RP-030592 


25.133 


640 


1 


Rel-6 


CPiCH Ec/lo relative accuracy 


A 


6.3.0 


6.4.0 


TEI 



Table B.20: Release 6 CRs approved by TSG RAN#23 





Spec 


CR 


R 


Ph 


^■■■■■^ Titio ^ 




Curr 


New 




RP-040042 


25.133 


647 


1 


Rel-6 


Clarify measurement control for FDD/FDD Inter- 
frequency Hard Handover test case 


F 


6.4.0 


6.5.0 


TEI6 


RP-040037 


25.133 


649 


1 


Rel-6 


Test case for multlpath fading Intra-frequency cell 
Identification 


A 


6.4.0 


6.5.0 


TEI5 


RP-040039 


25.133 


650 


1 


Rel-6 


Introduction of band IV, V and VI requirements 


F 


6.4.0 


6.5.0 


Rlnlmp-UMTS850; 

UIVITS800; 
UMTS1721 


RP-040034 


25.133 


654 


1 


Rel-6 


Inter system HO from UTRAN FDD to GSM 


A 


6.4.0 


6.5.0 


TEI 



Table B.21 : Release 6 CRs approved by TSG RAN#24 



RP-040228 


25.133 


659 


1 


Rel-6 


Removal of the 5s limitation of the Identification time 
in interfrequency handovers 


F 


6.5.0 


6.6.0 


TEI6 


RP-040194 


25.133 


663 


1 


Rel-6 


Correction to UTRA Carrier RSSI measurement 
tables In test cases 


F 


6.5.0 


6.6.0 


TEI6 


RP-040194 


25.133 


665 


1 


Rel-6 


Corrections to lo, loc and RSCP levels for testing 

different frequency bands 


F 


6.5.0 


6.6.0 


TEI6 


RP-040194 


25.133 


667 


1 


Rel-6 


Removal of square brackets and other corrections to 
support T1 


A 


6.5.0 


6.6.0 


TEI5 


RP-040228 


25.133 


668 


1 


Rel-6 


Clarification to BSIC verification 


F 


6.5.0 


6.6.0 


TEI6 


RP-040253 


25.133 


675 




Rel-6 


Clarification of UE procedure In case of HHO failure 


F 


6.5.0 


6.6.0 


TEI6 



Table B.22: Release 6 CRs approved at TSG RAN#25 





Spec 


CR 


R 


Ph 






Curr 


New 




RP-040291 


25.133 


661 


3 


Rel-6 


Clarification of HS-DPCCH in Transport format 
combination selection requirements 


A 


6.6.0 


6.7.0 


HSDPA-RF 


RP-040283 


25.133 


679 




Rel-6 


Redrafting of alignment of the activation time 
definition between TS 25.1 33 and TS 25.331 


A 


6.6.0 


6.7.0 


TEI 


RP-040288 


25.133 


680 




Rel-6 


Correction to FDD Inter frequency fading test case 


F 


6.6.0 


6.7.0 


TEI6 


RP-040288 


25.133 


681 


1 


Rel-6 


Additional scenarios for cell reselectlon test 
requirements 


F 


6.6.0 


6.7.0 


TEI6 


RP-040283 


25.133 


685 




Rel-6 


Removal of Cell_FACH requirements for GSM 
observed time difference measurement 


A 


6.6.0 


6.7.0 


TEI 


RP-040288 


25.133 


687 


2 


Rel-6 


RX-TX timing test modified to use soft handover, 
delay range for RX-TX timing test specified 


F 


6.6.0 


6.7.0 


TEI6 


RP-040286 


25.133 


689 


1 


Rel-6 


Removal of square brackets from requirements for 
number of reporting criteria for traffic volume 
measurements In cell EACH state 


A 


6.6.0 


6.7.0 


TEI5 


RP-040286 


25.133 


692 


1 


Rel-6 


FDD/FDD Hard Handover test case clarification 


A 


6.6.0 


6.7.0 


TEI5 
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Table B.23: Release 6 CRs approved at TSG RAN#26 



PAN Tdoc 


Spec 


CR 


R 


Ph 


Title 


Cat 


Curr 


New 


woi^^^H 


RP-040412 


25.133 


698 




Rel-6 


Clarification of inter-RAT hand over test parameters. 


F 


6.7.0 


6.8.0 


TEI6 


RP-040412 


25.133 


702 




Rel-6 


Correction to UE transmitted power measurement 


F 


6.7.0 


6.8.0 


TEI6 


RP-040408 


25.133 


704 




Rel-6 


Target Quality on DTCH 


A 


6.7.0 


6.8.0 


TEI5 


RP-040408 


25.133 


706 




Rel-6 


Harmonisation of TS25.133 and TS34.108 


A 


6.7.0 


6.8.0 


TEI5 


Table B.24: Release 6 CRs approved at TSG RAN#27 












RP-050050 


25.133 


707 


1 


Rel-6 


Introduction of DL Transmission Branch Load 
Measurement 


B 


6.8.0 


6.9.0 


TEI6 


RP-050038 


25.133 


715 




Rel-6 


Removal of TGPL2 


C 


6.8.0 


6.9.0 


TEI5 


RP-050041 


25.133 


719 




Rel-6 


GSM BSIC reconfirmation 


F 


6.8.0 


6.9.0 


TEI6 


RP-050041 


25.133 


720 




Rel-6 


Cell Search Requirement 


F 


6.8.0 


6.9.0 


TEI6 


RP-050041 


25.133 


721 




Rel-6 


Correction of error in the implementation of CR502 


F 


6.8.0 


6.9.0 


TEI6 


RP-050037 


25.133 


727 


2 


Rel-6 


Correction to DPCH_Ec/lor level in A.7.1 UE Transmit 
Timing 


A 


6.8.0 


6.9.0 


TEI 


Table B.25: Release 6 CRs approved at TSG RAN#28 


RAN Tdoc 


Spec 


CR 


R 


Ph 


Title 


Cat 


Curr 


New 


Work Item 


RP-050253 


25.133 


734 


1 


Rel-6 


New requirements Fast LI Sync 


F 


6.9.0 


6.10.0 


TEI6 


RP-050254 


25.133 


735 


2 


Rel-6 


New requirements Timing-maintained hard handover 


F 


6.9.0 


6.10.0 


TEI6 


RP-050207 


25.133 


736 


1 


Rel-6 


E-TFC selection in the UE 


F 


6.9.0 


6.10.0 


EDCH-RF 


RP-050209 


25.133 


738 




Rel-6 


Introduction of Fractional DPCH 


B 


6.9.0 


6.10.0 


RANimp-RABSE- 
CodeOptFDD 


RP-050208 


25.133 


739 




Rel-6 


Definition of the Reference Cell in case of initial 
Macro Diversity allocation 


F 


6.9.0 


6.10.0 


TEI6 


RP-050208 


25.133 


740 




Rel-6 


Alignment of Requirements for Inter Frequency Cell 
Identification Test Case 


F 


6.9.0 


6.10.0 


TEI6 


RP-050208 


25.133 


742 




Rel-6 


Correction of CPICH RSCP absolute accuracy 
condition 


F 


6.9.0 


6.10.0 


TEI6 


"RP-050212 


25.133 


749 




Rel-6 


Feature Clean Up: Removal of Observed time 
difference to GSM cell 


C 


6.9.0 


6.10.0 


TEI6 


RP-050215 


25.133 


751 




Rel-6 


Feature Clean Up: Removal of Compressed mode by 

punctuhng 


C 


6.9.0 


6.10.0 


TEI6 


RP-050216 


25.133 


753 




Rel-6 


Feature Clean Up: Removal of CPCH 


c 


6.9.0 


6.10.0 


TEI6 


RP-050213 


25.133 


755 




Rel-6 


Feature Clean Up: Removal of dedicated pilot as sole 
phase reference 


c 


6.9.0 


6.10.0 


TEI6 


RP-050208 


25.133 


756 


1 


Rel-6 


PRACH Burst timing Accuracy 


F 


6.9.0 


6.10.0 


TEI6 


RP-050204 


25.133 


758 


2 


Rel-6 


UE transmitted power measurement report mapping. 


A 


6.9.0 


6.10.0 


TEI5 


RP-050208 


25.133 


759 


1 


Rel-6 


Clarification of Test requirements on FDD/FDD Soft 
Handover test 


F 


6.9.0 


6.10.0 


TEI6 


RP-050208 


25.133 


760 




Rel-6 


Correction of CPICH_RSCP Intra frequency absolute 
measurement accuracy side conditions for Band III 


F 


6.9.0 


6.10.0 


TEI6 


Table B.26: Release 7 CR approved at TSG RAN#28 


PAN Tdoc 


Spec 


CR 


R 


Ph 




Cat 


Curr 


New 


Work Item 


RP-050206 


25.133 


741 




Rel-7 


Introduction of UMTS2600 requirements 


B 


6.9.0 


7.0.0 


Rlnlmp-UMTS2600 
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Table B.27: Release 7 CRs approved at TSG RAN#29 



PAN Tdoc 


Spec 


CR 


R 


Ph 


Title 


Cat 


Curr 


New 


wo^^^H 


DD n^CiAQc;. 
rir-UOU4yO 


OC -i QO 


U/DO 




riei-/ 


Correction of Compressed Mode Patterns for BSIC 

lUcilUIILfdUUll 


A 

A 


7 n n 
/ .U.U 


"7 ^ f\ 

/ .1 .u 


1 tio 




OR 1 
eLO. 1 OO 


V 1 DO 


-1 
1 


Rp|-7 


PR fnr 1'^'^ nn RT\A/P roni liromontc 


A 
r\ 


7 n n 

/ .U.U 


7 1 n 

/ . 1 .u 


FnPH-RF 
CL/on nr 


rir UOUH-H-V/ 


^O. 1 OO 




I 
1 


Rp|-7 


(^R fnr roniiiromontc fnr nnn-HQP^PA 3nH nnn-Pr^OI— 1 
Olt iUi 1 t:;L|Ui i i ic;l i Lo iUi i iUi i \ \\jlJ\ r\ cii iU i lUI i ^lJKjix 

transmitter carrier power 


A 

r\ 


7 n n 

/ .U.U 


7 1 n 

/ . 1 .u 


^L/Oin iir 


RP-050507 


25.133 


0769 




Rel-7 


Revision of "New requirements Timing-maintained 
hard handover" 


A 


7.0.0 


7.1.0 


TEI6 


RP-050507 


25.133 


0774 


1 


Rel-7 


Modification of DTCH BLER target in RRM hard 
handover test cases 


A 


7.0.0 


7.1.0 


TEI6 


R'P-050491 


25.133 


0784 


1 


Rel-7 


UTRA Carrier RSSI relative accuracy 


A 


7.0.0 


7.1.0 


TEI6 


RP-050506 


25.133 


0787 


1 


Rel-7 


E-TFC selection in the UE 


A 


7.0.0 


7.1.0 


EDCH-RF 


RP-050506 


25.133 


0789 




R8I-7 


Maximum size of active set for HSUPA 


A 


7.0.0 


7.1.0 


EDCH-RF 


Table B.28: Release 7 CRs approved at TSG RAN#30 


RAN Tdoc 


Spec 


CR 


R 


Ph 


Titie ^Mi^ 


Cat 


Curr 


New 




RP-050733 


25.133 


0802 




Rel-7 


Feature Clean Up: Removal of CPCH 


C 


7.1.0 


7.2.0 


TEI5 


RP-050841 


25.133 


0804 


2 


Rel-7 


RRM combined compressed mode test case 


A 


7.1.0 


7.2.0 


TEI6 


RP-050743 


25.133 


0812 


2 


Rel-7 


MBMS requirements in 25.133 


A 


7.1.0 


7.2.0 


MBMS-RAN-RF 


RP-050744 


25.133 


0816 




Rel-7 


Frequency Band VII corrections 


F 


7.1.0 


7.2.0 


Rlnlmp-UMTS2600 


RP-050742 


25.133 


0819 




Rel-7 


Introduction of UMTS1700 requirements 


B 


7.1.0 


7.2.0 


Rlnlmp-UMTS1700 


RP-050735 


25.133 


0825 


3 


Rel-7 


TFC and E-TFC selection requirements 


A 


7.1.0 


7.2.0 


EDCH-RF 


RP-050841 


25.133 


0829 


2 


Rel-7 


Introduction of PRACH timing test 


A 


7.1.0 


7.2.0 


TEI6 


RP-050741 


25.133 


0830 




Rel-7 


Introduction of Band VIII (900 MHz) in UTRA FDD 
specification TS 25.133 


B 


7.1.0 


7.2.0 


Rlnlmp-UMTS900 


Table B.29: Release 7 CRs approved at TSG RAN#31 


RAN Tdoc 


Spec 


CR 


R 


Ph 






Curr 


New 


Worlcitem ^ 


RP-060111 


25.133 


0832 




Rel-7 


Introduction of measurement performance 
requirements for Band lll/IX UE 


B 


7.2.0 


7.3.0 


Rlnlmp-UMTS1700 


RP-060101 


25.133 


0834 


1 


Rel-7 


Test case for MTCH reception and mobility 
requirements in Gell-PGH state 


A 


7.2.0 


7.3.0 


MBMS-RAN-RF ~ 


RP-060114 


25.133 


0835 




Rel-7 


Requirements for cross-band measurements 


F 


7.2.0 


7.3.0 


TEI7 


RP-060109 


25.133 


0843 


2 


Rel-7 


Requirement for HS-DSCH cell change 


A 


7.2.0 


7.3.0 


TEI6 


RP-060109 


25.133 


0845 


1 


Rel-7 


Testcase for HS-DSCH cell change 


A 


7.2.0 


7.3.0 


TEI6 


RP-060103 


25.133 


0847 




Rel-7 


Correction of a reference to Table A.22.A in 25.1 01 . 


A 


7.2.0 


7.3.0 


TEI6 


RP-060103 


25.133 


0850 


3 


Rel-7 


Correction of test requirement in the Combined 
Interfrequency and GSM measurements testcase 


A 


7.2.0 


7.3.0 


TEI6 


RP-060102 


25.133 


0852 


1 


Rel-7 


Changes to E-TFC restriction requirements 


A 


7.2.0 


7.3.0 


EDCH-RF 


RP-060114 


25.133 


0855 




Rel-7 


Clarification of UE TX timing requirements 


F 


7.2.0 


7.3.0 


TEI7 


RP-060103 


25.133 


0856 




Rel-7 


New test scenario: UTRAN to GSM reselection in 
Idle mode with SIB18 present 


A 


7.2.0 


7.3.0 


TEI6 


"RP-060102 


25.133 


0858 


2 


Rel-7 


UPH measurement requirements 


A 


7.2.0 


7.3.0 


EDCH-RF 


RP-060114 


25.133 


0860 




Rel-7 


Correction of CPICH intra-frequency test parameter 
for band VIII 


F 


7.2.0 


7.3.0 


TEI7 


Table B.30: Release 7 CRs approved at TSG RAN#32 




Spec 


CR 


R 


Ph 


Titie 




Curr 


New 




RP-060304 


25.133 


0862 




Rel-7 


Correction for the test requirement in the Combined 
Inter frequency and GSM measurements test case 
in section A. 8. 5.1 .2 


A 


7.3.0 


7.4.0 


TEI6 


RP-060314 


25.133 


0867 




Rel-7 


Correction of RTWP relative accuracy requirement 


F 


7.3.0 


7.4.0 


TEI7 


RP-060306 


25.133 


0869 




Rel-7 


Addition of Pdpcch accuracy requirements to E-TFC 
restriction requirements 


A 


7.3.0 


7.4.0 


EDCH-RF 


RP-060306 


25.133 


0871 


1 


Rel-7 


E-TFC restriction test case 


A 


7.3.0 


7.4.0 


EDCH-RF 


RP-060304 


25.133 


0877 


1 


Rel-7 


Correction of testcase for HS-DSCH cell change 


A 


7.3.0 


7.4.0 


TEI6 
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